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Budget Bureau No. 42-R358.4.
Form Approved.

s

Form 9-331a

(Feb. 1951)
(SUBMIT IN TRIPLICATE) L
Lease No. .__ msm.--------

Unit

UNITED STATES

DEPARTMENT OF THE INTERIOR
GEOLOGICAL SURVEY

SUNDRY NOTICES AND REPORTS ON WELLS

NOTICE OF INTENTION TO DRILL ____ . L SUBSEQUENT REPORT OF WATER SHUT-OFF____________ . .| _...
NOTICE OF INTENTION TO CHANGE PLANS ________ SUBSEQUENT REPORT OF SHOOTING OR ACIDIZING.

NOTICE OF INTENTION TO TEST WATER SHUT-OFF_____ SUBSEQUENT REPORT OF ALTERING CASING. ...

NOTICE OF INTENTION TO RE-DRILL OR REPAIR WELL SUBSEQUENT REPORT OF RE-DRILLING OR REPAIR..

NOTICE OF INTENTION TO SHOOT OR ACIDIZE. _..____. __ SUBSEQUENT REPORT OF ABANDONMENT________.

NOTICE OF INTENTION TO PULL OR ALTER CASING....... SUPPLEMENTARY WELL HISTORY

NOTICE OF INTENTION TO ABANDON WELL

(INDICATE ABOVE BY CHECK MARK NATURE OF REPORT, NOTICE, OR OTHER DATA)

March 24 , 1964
Walton Federal
WellNo. . X . is located . 706 ___ft. f'rom_.ﬁ line and 70k ft. from {a line of sec. A4 .
. SESE___ 98 BB Salt lake
(¥ Sec. and Bec. No.) (Twp.) (Range) (Meridian)
(Field) (County or Subdivision) (State or Territory)
The elevation of the derrick floor above sea level 1s __________ ft. Not aveilable

DETAILS OF WORK

(State names of and expected depths to objechvo sands; show sizes, weights, and lengths of proposed casings; indicate mudding jobs, cement~
ing points, and all other important proposed w«:hrlso

Estimated Formation Topss Casing Programs
Uinta surfage 9=5/8" 324 casing set & 200°,
Green Hiver 224 Qenant to circulete.
Estimsted T. D, 6300 54" 14~15.5¢ casing set through

all potential producing zones.

To test potential producing sones in the Green River formation.

Oral approval obtained from Paul W. Burchell, 3-24-6i.
1 understand that this plan of work must receive approval in writing by the Geological Survey before operations may be commenced.
Company ___The Shanroeik 011 and Gas Corporation
Address 870 First Sesurity

Salt Leke City, Uteh, 8A111 By &LW

GPO 914974



No'orw

- CONFIDENT Alj
T9S,RI6E, SLBaAM
S 89° 56' W
: 5266.80° i
| |
| !
| |
| I
! |
; l |
[ T | - trm s T T
| |
| |
] )
[ i
| !
: | Y
| e | I l l — . ! . ’oo
I I o
| | z
|
| !
! |
' 1
' l
et et e E A____l.,,._.uﬁ_um_
! 1
| 1 ‘/
l | 704’
! | ‘
| I ! :
l ' R
5ﬁ4e' ! 1 j*
| ; N
S 89°59'w
X = Corners Locoted (Brass Cops) Scale: 1" = 1000

By: ROSS CONSTRUCTION CO. e e
Vernal, Utah . T
Naison J. Marshall pate il Feb., 1964

S
SHAMROCK OIL & GA
LOCATED AS SHOWN

]
R 16

URVEY
CORP. WELL LOCATION,

IN THE SEW4 SE!/4 OF
E

Approved Sept. 23,1911

rReFerences GLO Plat

5%

Spsamne I

SECTION 1t, T9S, , SUB &M, DUCHESNE S e o -
COUNTY, UTAH | , , FiLe. Shamrock . _ .

-



%‘ Budget Bureau No. 42-R358.4.

Form Approved.

ONFIDENTIAL
Form 9-331a

(Feb. 1951) Utah
(SUBMIT IN TRIPLICATE) Land Office .. 2362252 o reeomeeee

UNITED STATES

----- DEPARTMENT OF THE INTERIOR
GEOLOGICAL SURVEY

SUNDRY NOTICES AND REPORTS ON WELLS

NOTICE OF INTENTION TO DRILL ___ _|| SUBSEQUENT REPORT OF WATER SHUT-OFF.____________ __.oooeeo|oeee

NOTICE OF INTENTION TO CHANGE PLANS________. SUBSEQUENT REPORT OF SHOOTING OR ACIDIZING.

NOTICE OF INTENTION TO TEST WATER SHUT-OFF_.._. SUBSEQUENT REPORT OF ALTERING CASING ..

NOTICE OF INTENTION TO RE-DRILL OR REPAIR WELL SUBSEQUENT REPORT OF RE-DRILLING OR REPAIR..

NOTICE OF INTENTION TO SHOOT OR ACIDIZE_______.________|...__ SUBSEQUENT REPORT OF ABANDONMENT _______.____

NOTICE OF INTENTION TO PULL OR ALTER CASING SUPPLEMENTARY WELL HISTORY

NOTICE OF INTENTION TO ABANDON WELL _Subgecuent report of rumndng | X
__________________________________ surfece ganing ..

Walton Federal E

WellNo. & . is located 706 __ft. from_. m line and _____ 7% ft. from {.J line of sec. .33 ____

sE58 11 98 16 B Salt Lake

(¥4 Bec. and Bec. No.) (Twp.) (Range) (Meridian)
________________ shesne Rah

(Field) (County or Subdivision) (State or Territory)
The elevation of the derrick floor above sea level is ... ft.
DETAILS OF WORK

(State of and exp d depths to objecitli‘v'o p.:i'::: : :l'::v: ﬁi:::;:;!ﬁ:l;i:.&::tl L:ﬁ;:h.:;tv l;‘:l)so”d casings; indicate mudding jobs, cement-

J
Ran 213.22 fest of 9=5/8% 32,304 Grade B sasing. Set ocasing at 225 feet,
Cemented with 200 saocks regular cement with 2% HA~5 added,’

Spudded A4=1-64.

1 understand that this plan of work must receive approval in writing by the Geological Survey before operations may be commenced.

17

Salt Lake City 11, Utah, 84111 By ft R S
Title .__Distriet Geologist

GPO 914974
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THE SHAMROCK OILAND GAS GORPORATION
FIRST NATIONAL BANK BUILDING

BOX 631 -  AMARILLO, TEXAS

Salt Lake City, Utah, 84111
April 3, 1964

Utah 0il and Gas Conservation Commission
310 Newhouse Building
Salt Lake City, Utah

Gentlemen:

Reply to:

Intermountoin Exploration District
First Security Bldg. Room 870
Salt Lake City 11, Utah

Will you please hold confidential the information sent
you on our Walton Federal No. 1 well located in Section 11,
Township 9 South, Range 16 East, Duchesne County, Utah.

RT:1s

Very truly yours,

// ’?

/’.’/‘ ; ¢
/ R // ‘«»J{':{u P

{ L& f’ A
Ralph Thomas

District Geologist



April 6, 1964

Shamrock 0£f1 & Gas Corporation
870 First Security Building
Salt Lake City, Utah

Re: Notice of Intention to Drill Well
No. WALTON FEDERAL #1, 706' PSL &
704' FEL, NW SE 3E of Section 1},
T. 9 8., R. 15 E., Duchesne County,Utah

Gentlemen:

Insofar as this office is concerned, approval to drill the above well
i1s hereby granted.

As soon as you have determined that it will be neceasary to plug and
abandon this well, you are requested to immediately notify the following:

PAUL W, BURCHELL, Chief Petroleum Engineer
Office: DA 8+5771 or DA 35772
Home : CR 7~2890 - Salt Lake City, Utah

This approval terminates within 90 days if said well has not beem
spudded within said period.

Enclosed please find Form OGCC-8-X, which is to be completed if water
sands (aquifers) are encountered while drilling, particularly assessable
near surface water sands. Your cooperation with respect to coupleting this
form will be greatly appreciated.

Very truly yours,
OIL & GAS CONSERVATION COMMISSION

CLEON B, FEIGHT
EXECUTIVE DIRECTOR

CBF:cnp
cc: Don Russell, District Engineer
U, 8. Geological Survey - Salt Lake City, Utah

H., L. Coonts, Petroleun Engineer
0il & Gas Conservation Commission - Moab, Utah



Form Approved.,

[)W M Budget Bureau No. 42-R358.4.

Form 9-331a

(Feb. 1951) Utah
(SUBMIT IN TRIPLICATE) Land Office . = oo e cieeeee
Lease No. .--m’f@ ..........
UNITED STATES
..... DEPARTMENT OF THE INTERIOR "™
___________ GEOLOGICAL SURVEY
0
SUNDRY NOTICES AND REPORTS ON WELLS
NOTICE OF INTENTION TO DRILL. SUBSEQUENT REPORT OF WATER SHUT-OFF_______. ______________|-__..
NOTICE OF INTENTION TO CHANGE PLANS_________ SUBSEQUENT REPORT OF SHOOTING OR ACIDIZING.
NOTICE OF INTENTION TO TEST WATER SHUT-OFF_____ SUBSEQUENT REPORT OF ALTERING CASING_
NOTICE OF INT§NTION TO RE-DRILL OR REPAIR WELL SUBSEQUENT REPORT OF RE-DRILLING OR REPAIR..
NOTICE OF INTENTION TO SHOOT OR ACIDIZE _._________ SUBSEQUENT REPORT OF ABANDONMENT ____________________
NOTICE OF INTENTION TO PULL OR ALTER CASING___ ____ SUPPLEMENTARY WELL HISTORY
NOTICE OF INTENTION TO ABANDON WELL ______ | oo e e
e of Intention to run casing X |

(INDICATE ABOVE BY CHECK MARK NATURE OF REPORT, NOTICE, OR OTHER DATA)

April 27 , 1964

Walton Pederal
WellNo. . 3 is located ___T06 _ft. from__ m line and __ 70k __ft. from {a line of sec. ... 13
S8E SB 1 98 1465 Salt lake
(¥4 Sec. and Sec. No.) (Twp.) (Range) (Meridian)
_________ Wildoat .
(Field) {County or Subdivision) (State or Territory)

The elevation of the derrick floor above sea level is . 3513 ft. KeBs
DETAILS OF WORK

(State names of and expected depths to objective sands; show sizes, weights, and lengths of pro casings; indicate mudding jobs, cement-
ing points, and all other important proposed work

Request peraission to set 53" easing to approximately 5200' to test potential
oil soneos in the Green River formation, To cament casing with LOO sacks
of regular cement,

Rotary total dwh 63@'0

Oral approval was obtsined from Mr. George Brown, April 24, 196h.

1 understand that this plan of work must receive approval in writing by the Geological Survey before operati may be

Address 870 Pirst Security Building

Salt Lake City 11, Utah, 84111 By . ﬂ(@/é/ &%"b—/

Title  Distriet Geologist

GPO 914974
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- / Budget Bureau No. 42-R358.4.

Form 9-3381a Form Approved.

(Feb. 1951) Utah
(SUBMIT IN TRIPLICATE) Land Offics ... 25 e reeee
Lease No. ,_,m55_9-..--._---
""" UNITED STATES
..... DEPARTMENT OF THE INTERIOR '™
..... GEOLOGICAL SURVEY
[o]
NOTICE OF INTENTION TO DRILL._ _.|| SUBSEQUENT REPORT OF WATER SHUT-OFF ________________.____ ..l __..
NOTICE OF INTENTION TO CHANGE PLANS_ __ __ . o SUBSEQUENT REPORT OF SHOOTING OR ACIDIZING.. .. .
NOTICE OF INTENTION TO TEST WATER SHUT-OFF. SUBSEQUENT REPORT OF ALTERING CASING____._
NOTICE OF |NT§NTION TO RE-DRILL OR REPAIR WELL SUBSEQUENT REPORT OF RE-DRILLING OR REPAIR..
NOTICE OF INTENTION TO SHOOT OR ACIDIZE____________ SUBSEQUENT REPORT OF ABANDONMENT ________
NOTICE OF INTENTION TO PULL OR ALTER CASING_______ SUPPLEMENTARY WELL HISTORY —
NOTICE OF INTENTION TO ABANDON WELL § W m f M ‘a ._;_-A

Walton Federal
WellNo. . % is located mft from._. ﬂ line and ____ 7% _ft. from{ line of sec. 3%
S& BB 11 23 16 E Sa)t Lake
(X4 8ec. and Sec. No.) (Twp.) (Range) (Meridian)
Wildgat Dushesne ,
(Field) (County or Subdivision) (State or Territory)

The elevation of the derrick floor above sea level is . 3333ft, KB
DETAILS OF WORK

(State of and expected depths to objective sands; show sizes, weights, and lengths of proposed casings; indicate mudding jobs, cement~
ing points, and all other important proposed work ?o

Ran 5,207.27' 54% 154F J-55 casing, Set easing st 5205, Cemented
by Halliburton with 400 sacks of 50«50 Posmix with 104 gllsonite per
saok, 108 salt, 15 CFR-2,

1 understand that this plan of work must receive approval in writing by the Geological Survey before operations may be commenced.

Company __The Shamreck 01l snd Gas Corporetion
Address 870 First Security Bullding

Salt Lake City 11, Utsh, 84111 By %

GPO 914974



Form approved.
Budget Bureau No. 42-R856.5,

CONFIDANTLA. UNITED STATES o orrce UbaR
DEPARTMENT OF THE INTERIOR Lease Nowees 096550
GEOLOGICAL SURVEY UNIT oo -

LESSEE’S MONTHLY REPORT OF OPERATIONS

State ... UWah County ....... Duchesne Field .. Wildeat = R

The following is a correct report of operations and production (including drilling and producing

wells) for the month of ... . Aped) . , 19__6_1&, _______________________________________________________________ e

Agent’s address 870 First Security Bullding . Company The Shamrock Oil and Gas Corp,

____________________________ S altlﬂkﬂcit}l;mahywl Signed ... A ALAALNAAOIAC—

Phone _......_.._..... 328-0065 Agent’s title District Geologist
GALLONS OF | BARRELS OF REMARKS

WEL Davs Cu. F1. oF Gas

SEC. AND il R .
Twr. |R B ELS OF O1 G 1 e 2 W If (If drilling, depth; if ahut down, cause;
KorYy WP ANGE No. |Provucan ARRELS L RAVITY (In thousands) RESS&;];I:D noneA,’ls‘ﬁnét(ate) date and zf:::not‘:fu:a&))r gusoline
Sec., 11| 95 |16E |1 Spud L=1-64; Drilled 124" to R230!.
SE SE Set 9-5/8" ¢asing at 225' with 200 sx,

\ ‘ DST #l: 3677“3705o Qp 5 minol SI 30 LYY OP 60 mino,
| SI 60 min.,  Had very wk blo thruout, réc L4L5' very sli
OCM, FP 56+75, SIP L32~827, 1836-1836.
SI 60 min, | Had wk blg which iher to fair blo and
, held thruout test. 30" muddy wtr, |913' HGC wtr.
| FP 263-507, SIP 1500-1500, HH 2060~2060.

' DST #3t 4586=4596. qp 30 min,, SI 30|min., op 90 min.,
51 60 . |Had very blo on| pre-floy, had falr blo
on re-op and held thryout final flow period. No gas
to ace,, Rec 4LO' fluld being 20' HOCM and 20' OCM.
FP 20441, SIP 208-292, HH 2286-2286.
DST #lp 47)3-25. Op 30 min,, SI 30
SI 30 o |Had very v+k blo onLinitia.l op, had very

wk bla on re~op and died in 27 min. R
OCM, 20, SIP 4342, HH P328-23
DST #5s 4728-49. op |30 min., SI 30
SI 60 . |Had strg blo thruout test.
TSTM. | Rec 280" fluid bedng 190t GCO
FP 63-125, SIP 1561-1561, HH 24,94~2494
DST #6 op (30 min.,| SI 30 min., op 90 min,,
SI 60 min, blo ch incrto good blo at
end of

TSTM, O' OCM, | FP 72-132, SIP 1724~
1910,

DST #7 srun, pkr failed

DST # Op 30 min., SI 30 min., op 90 min.,
SI 60 r leak thruout test. Reec 370!

Note.—There were ._.___.___ noe. . runs or sales of oil; ___.________ no M cu. ft. of gas sold;

no ... runs or sales of gasoline during the month. (Write “no” where applicable.)
Nore.—Report on this form is required for each calendar month, regardless of the status of operations, and must be filed in
duplicate with the supervisor by the 6th of the succeeding month, unless otherwise directed by the supervisor.

gg;ﬁrg-lggog 16—25766-9  U. S. GOVERNMENT PRINTING OFFICE
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FORM 0GCC-8-X

CONFIDENTTAL

STATE OF UTAH
OIL & GAS CONSERVATION COMMISSION
310 NEWHOUSE BUILDING
SALT LAKE CITY 11, UTAH

REPORT OF WATER ENCOUNTERED DURING DRILLING

OperatorThe Shamrock 0il and Gas Corp. Address870 First Sec. Bldghone__g_g_B__—_(_)__l__é_S
Salt Lake City, Utah

Contractor BExeter Drilling Company Address Denver, Colorado Phone CHA-8651
Location:SE % SE % Sec._ 11T._ 9 ¥ R.16_E Duchesne County, Utsh,
Water Sands: ’ 8 |

Depth ‘Yolume Quality

From To Flow Rate Or Head Fresh or Salty
1, 4120 4130 940! in 13 hours on DST Fresh
2.
3.
be
5.
. (Fontinued on reyetse side if necessary)

Formation Tops: . Green River 1380

. Wasateh ', 6066

Yo

Remarks: No water flows.

APR 2 9 1964

MOTE: (a) Upon diminishing supply of forms, please fnform the Commission
(b) Report on this form as provided for in Rule C~20, General Rules
and Regulations and Rules of Practice and Procedure, (See back of form)
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Drillers Log: (Continued) R PR
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Rule C-20 REPORTING OF FRESH WATER SANDS

It shall be the duty of any person, operator or contractor

drilling an oil or gas well or drilling a seismic, core.

or other exploratory hole to report to the Commission-&ll.. ... ..

fresh water sands encountered; such report shall be in
writing and give the location of the well or hole, the
depth at which the sands were encountered, and the thick-
ness of such sands, and the rate of flow of water if knoun,

,
’*A@E“ oot wro e somtel e vl
X st ] . P A Ly o .



37.

as hwr

SUMMARY OF POROUS ZONES: (CONTINUED)

DST #13 3677-3705. Open 5 min., shut in 30 min., open 60 min., shut in 60 min.
Had very weak blo thruout test. Recovered 45! very slight oil cut mud, oil
was blk HPP. FP 56-75, SIP 432-827, HH 1836-~1836.
DST #23 4119-28. Op 30 min., shut in 30 min., open 90 min., shut in 60 min,
Had weak blo which increased to fair blo and held thruout test. Recovered
30! muddy wtr, 913! HGC water., FP 263-507, SIP 1500-1500, HH 2060-2060.
DST #33 4586-4596. Open 30 min., shut in 30 min., open 90 min,, shut in 60 min,
Had very weak blow on pre-flow, Had fair blo on re-opening and held thruout
final flow period. No gas to surface. Recovered 40' fluid being 20' HOCM
and 20! OCM. FP 20-41, SIP 208-292, HH 2286-2286,
DST #4s L4713-25. open 30 min,, shut in 30 min., open 45 min., shut in
30 min, Had very weak blow on initial opening, had very weak blow on
re-opening and died in 27 min, Rec 15' very sli OCM. FP 20-20, SIP
L2-42, HH 2328-2328.
DST #51 4728-49. open 30 min,, shut in 30 min., open 90 min., shut in 60 min.
Had strong blow thruout test. Gas to surface 70 min,, too small to measure.
Recovered 280 fluid being 190! GCO and 90 HO&GCM, FP 63-125, SIP 1561-1561,
HH 2494=2494.
DST #61 5003-29, open 30 min., shut in 30 min., open 90 min., shut in 60
min, Had very weak blow which increased to good at end of initial opening.

Had good blo on re-opening. Gas to surface 42 min., too gnall to measure.
Recovered 285' GCO, 30' OCM. Fp 72~132, SIP 1724~1910, HH 2508-2508.
DST #7: 5044=5100, misrun, pkr failed,
DST #7At 50L6~5100. open 30 min., shut in 30 min., open 90 min., shut in

60 min, Had sli pkr leak thruout test. Recovered 370' SO&GCM. FP 125-209,
SIP 2369-1996, HH 2494~2i9L.

g \Vl.\ ]
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Form 9-330 N
e e UNI. =D STATES _ SUmMmmeoCy s s O
\ - © (Seeof *in- . et Bures b -0
DEPARTMENT OF THE lNTERlOR ‘ ifv‘gg‘;";;,g;‘ 5. LGASE DESIGNATION AND k@pﬁn wo.
GEOLOGICAL SURVEY i U-096550
6. IF INDIAN, ALLOTTEE OR TRIBB NAME
WELL COMPLETION OR RECOMPLETION REPORT AND LOG* o
1a. T.YPE OF WELL: ?,,IELL (‘;“A:LL . DRY D - Other . 7. IVINIT;AOB.EEMI!’{NT NAMB
b. TYPE OF COMPLETION: ) i
WELL ovER pREr ] pack poove. ]  Other . S, FARM OB LBASD NAMB
2. NAME OF OPERATOR j Walton Foederal
The Shamrock Oil and Gas Corporation 9. WELL NO.
3. ADDRESS OF OPERATOR - » 1
270 First Security Building, Salt Lake City, Utah, 84111 16 FinL> AND FOOL, OB WILDCAT
4. LOCATION OF WELL (Report location clearly and in aeoordance with any State requirements)* Wild@ at
At surface 706' fr SL’ 701"'. fr EL (SE SE) °f Section 11 1i. SEc., T., B., M., OR BLOCK AND SURVEY
OR AREA
At top prod. interval reported below Seo. 13(., T9 S, R16E
S.LeM
At total depth o .)
14. PERMIT NO. DATE ISSUED 12. COUNTY OR 13. STATE
PARISH
I Dushesne Utah

17. DATE COMPL. (Ready to prod.)

5-11-64

18. ELEVATIONS (DF, REB, RT, OR, ETC.)* 19. ELEV. CASINGHEAD

5513 (KB) 5503

15. DATE SPUDDED \ 16. DATE T.D. REACHED

L=1-b Ly=2L~bL

20, TOTAL DEPTH, MD & TVD [ 21. PLUG, BACK T.D., MD & TVD 992. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS
6 00 108 HOW MANY* DRILLED BY
3 5 Single ) Surge TeDa |
25. WAS DIRECTIONAL

24. PRODUCING INTERVAL(S), OF THIS COMPLETION—TOP, BOTTOM, NAME (MD AND TVD)"'
Basal Green River
P20 Basal Green River

28. TYPE ELECTRIC AND OTHER LOGS RUN

IES, GR-Sonic-Cal, MLL

SURVEY MADE

‘ 27. WAS WELL CORED

No.

28, CASING RECORD (Report all strings get in well)
T CASING SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD . AMOUNT PULLED

9-5/8" 32.30# 225 124" 200 <x Reg W/2% HA-5 -
Tgkn | 15,504 5205 8-3/u" 400 sx 50-50 Pogadx ‘

29. LINER RECORD o 30. TUBING RECORD

' 81ZE TOP (MD) BOTTOM (MD) SACES CEMENT?* |° SCREEN (MD) SIZE PEPTH SET (MD) PACKBR SET (MD)
— e

2-7/8" 5076

31, PRRFORATION RECORD (Interval, size and number) 32, ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
L735 and [‘7[‘,6 w/radial tri~-jets (6 - é" hol @8 ) pEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED
5007, 5013, and5020 w/radial tri-jets L735-hb 17,850 gal oil, 19,950F ad,

(9 - 3" holes) 2000# glass beads ~
5007=20 21,000 gal oil, 21,0006 sd,
2

33.* PRODUCTION
DPATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping—size and type of pump) WELL STATUS (Producing or

5-11~6l Punping and flowing 10x64" SPM 1i" bore Producing

DATE OF TEST HOURS TESTED CHOKE BIZE PROD’N. FOR OIL—BBL. GAS—MCF. WATER—BBL. GAS-OIL EATIO

5-11-64 2 . 1" msrTO | 3073 < | 100 | O
FLOW. TUBING PRESS., | CASING PRESSURE CALCULATED OIL—BBL. GAS—MCF. WATER-—BBL. OIL GRAVITY-API (COBR.)
80 900 MERI™| 1073 | 100 | © 31.6° @ 60°
34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEST WITNESSED BY
Fuel and vented J(oe Rowell & Ben Bechtol

35. LIST OF ATTACHMENTS

no attachments

36. 1 hereby certify that the foregoing qnd attached information is complete and correct as determined from all available records
< . / s
SIGNED £t LT LA/ C/ ITLE Geologlst  DATE 5-27-6L

*(See Instructions and Spaces for Additional Data on Reverse Side)




INSTRUCTIONS

General: This form is designed for submitting a complete and correct well completion report and log on all types of lands and leases to either a Federal agency or a State agencey,
or both, pursuant to applicable Federal and/or State laws and regulations. Any necessary special instructions concerning the use of this form and the number of copies to be
submitted, particularly with regard to local, area, or regional procedures and practices, either are shown below or will be issued by, or may be obtained from, the local Federal
and/or State office. See instructions on items 22 and 24, and 33, below regarding separate reports for separate completions.

If not filed prior to the time this summary record is submitted, copies of all currently available logs (drillers, geologists, sample and core analysis, all types electric, ete.), forma-
tion and pressure tests, and directional surveys, should be attached hereto, to the extent required by applicable Federal and/or State laws and regulations. All attachments.
should be listed on this form, see item 35. )

Item 4: If there are no applicable State requirements, locations on Federal or Indian land should be described in accordance with Federal requirements. Consult local State
or Federal office for specific instructions. : . .

Item 18: Indicate which elevation is used as reference (where not otherwise shown) for depth measurements given in other spaces .on this form and in any attachments.

ttems 22 and 24: If this well is completed for separate production from more than one interval zone (multiple completion), so state in item 22, and in item 24 show the producing
interval, or intervals, top(s), bottom(s) and name(s) (if any) for only the interval reported in item 33. Submit a separate report (page) on this form, adequately identified,
for each additional interval to be separately produced, showing the additional data pertinent to such interval. .

Item 29: “Sacks Cement”: Attached supplemental records for this well should show the details of any multiple stage cementing and the location of the cementing tool.

lem 33: Submit a separate completion report on this form for each interval to be separately produced. (See instruction for items 22 and 24 above.)

37. SUMMARY OF POROUS ZONES:
SHOW ALL IMPORTANT ZONES OF POROSITY AND CONTENTS THEREOF ; CORED INTERVALS; AND ALL DRILL-STEM TESTS, INCLUDING || 38.

GEOLOGIC MARKERS
DEPTH INTERVAL TESTED, CUSHION USED, TIME TOOL OPEN, FLOWING AND SHUT-IN PRESSURES, AND RECOVERIES .

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TOP
NAME MEAS. DEPTH TRUR VERT. DRPTH
Garden Gulch 3680 3705 Sand - F.G. (ocM) | '

Basal Green River 4120 £130 Sand - F.G. (W) Uinta surface

Basal Green iiver 4,588 4595 Sand - F.G. (ocM) Green River 1380

Basal Green River | 4714 4748 Sand - F.G. (0) Basal Green River 3757

Basal Green River 5000 5030 Sand -~ F.G. (o) (mgn Mkr L546 7

Basal Green River | 5070 5090 Sand - F.G. (ocM) Upper Black Sh 5233

AL AW

[ower Black Sh
Wasatch

5836
6066

U.S. GOVERNMENT PRINTING OFFICE : 1963—O-683636



May 28, 1964

The Shamrock 0il & Gas Corporation
870 First Security Building
Salt Lake City, Utah 84111

Attention; Mr, Edvin B. Ishell, Geologist
Re: Well No. Walton Federal #1
Sec, 11, T. 9 5. R, 16 K.,
Duchesne County, Utah
Gentlemen:

Would you please forward to this office copies of the Induction
Electric, Gamma-Ray Sonic=Calipher and Microlateral Logs run on the
above mentioned well,

In accordance with Rule C-19, General Rules and Regulations
and Rules of Practice and Procedure, Utah State 0il and Gas Conser=-
vation Comnission, please complete and return the enclosed Forms
0GCC No. P-9, '"Well Status Report and Gas-0il Ratio Tests'.

Thank you for your cooperation in these requests.

Very truly yours,

OIL & GAS CONSERVATION COMMISSION

RATHY G. WARNER
RECORDS CLERK

kgw

Enclosure -~ Forms




Form approved.
CONFIDENTIA Budget Bureau No. 42-R856.5.

UNITED STATES Lo Orrice . Utal
DEPARTMENT OF THE INTERIOR Lense nowsern - 096550
GEOLOGICAL SURVEY UNIT oo roees

LESSEE’S MONTHLY REPORT OF OPERATIONS

State Utah County - Dughesne Field Unnamed -

The following is a correct report of operations and production (including drilling and producing
wells) for the month 17 — May - , 19 6s T
Agent’s address 870F1rst3&ur1tyanildm .......... Company ThCShmckQ ] _and_Gas Corp.

B B e I i B moras | WG | Wam o g S
Sec. l#. 98\1615 1l \ ; Perf w/3 way|super trijet at 5007, 5013, 5020'.
SESE | | ﬁ | | Treate w/175 bbls pre<flush, 21, # 2040
- \ \ \ \ mesh sd, 21,000 gal oil 8-12 megh beads,
| | 2,100 oil, Flushed w/130 bbls. TP 3750#,
| pOP L500#, in) rate 37 BFM. ;
| Set bridge plug & 4800Y, Perf w/radial \trijets at
I . L35 L4, Treated w/130 bbls pre-flush,
| 17,850 gal ol, 19,9504 20=k0 mesh sd, 2,000#
\ | \ . 8-12 mesh b ads, 2,100 gal c.:ntl Flushed w/119
. | . btbls oif. Ti 37004, BOP LLOO#,| inj rate 32 BFM.
{ | | Flowed pnd bbed. stalled| pump.
l \ | Comp Reports| On 2L hr [flow test, well fllowed 1073
l‘ " bbls of| oil on 1" ck W/FIF 80#,|FCP 9 Gas
| \ \ ost at 100 MCFPD, Comp 5-11-6ky
\\ 20 | 5745k
\
‘z
i |
!
| |
| % |
s , ' l \
| I T A S |
Nore.—There were -l-.(l;m,}l__bannsla)uns or sales of 0ilj <rerorececnomnmv Q- ooeneremmremnm e M cu. ft. of gas sold;
_______________________ no....eoeeme-m-- TUDS OF sales of gasoline during the month. (Write “no” where applicable.)

Note.— Report on this form is required for each calendar month, regardless of the status of operations, and must be filed in
duplicate with the supervisor by the 6th of the succeeding month, unless otherwise directed by the supervisor.

{‘}gmg-}g&g 16—256766-9  U. 8. GOVERNMENT PRINTING OFFICE



L

! UNITED STATES
DEPARTMENT OF THE INTERIOR
GEOLOGICAL SURVEY

LESSEE’'S MONTHLY REPORT OF OPERATIONS

State ........ Utah . County Dechesme . . __ Field . Neswment_ e

The following is a correct report of operations and production (including drilling and producing
wells) for the month of . . . _Jaly.. 198,
Agent’s address 870 First Security Building . Company The., Sbunmk m md G‘l ch"’
e Salt Lake City, Utah, 84111 Signed T A JUL D S
Phone . _328-0165.. dgent’s title Diuhdct. Qﬂlﬂaﬂt

BEC. AND & mt . WL Dare . o Bk ean .;?.;‘\\ "s H,umuqu ) g o ‘
WKorly Twe. !R‘Mm N Pan Hanickla ob G Goaviny [ O 1hnll<:”nl:i : lz‘;:‘:‘\‘l;‘-l{-,\:‘g, m_‘:{:z(‘)‘it(nl,r‘ | i ““l-".-‘.nﬁ reault of test fo0 gusoline
S T
Sec, 11 ' 3B ‘le TN botL7,27
' i
SE SE [
Sec. 14 935 |16E ~ Completion repart: ‘ell produces >U.00 bapi: Vi

Nv. NE during 24 hr pdriod. CFP 75¢, grawity 33,60, B SRR
Comnlet od 7=7

)..F <y ")61& . 1.2

Sec, 11 9« 16F 3 T gls A230=4295.  Op 30 mic., 31 5 min., Op oC min.,
. SE a1 60 min, Had wk uvlo to end of test. hec 5' 3MCO,
ver: high PP, asphaltic. FP 21-21, 51¥ 270=270,
HH 1931-1931.
NOT #21 LBTT-4KX.. Op 30 mir,, 3. 3C min., op 6C min.,
51 6C min, Had wt blo thiruout tst, had jeek in drill
pipe, pkr leakin,, rec 90f' driildn, mud, very sli OC,
Ne pressulas.

DGT e 1,07\-1;\4 0 W min.. 4 win.. op 60 min,,

831 60 mn Wt Lo ool tet fes : . HPF oll,
'.»")» AT \)‘ S ’ FRITEE I U § AT P L 232700,
T a5 SN W e
U . - BRE N
{ % . ¥ .



Form 9-331
Dec. 1973

UNITED STATES
DEPARTMENT OF THE INTERIOR
GEOLOGICAL SURVEY

Form Approved.
Budget Bureau No. 42-R1424

SUNDRY NOTICES AND REPORTS ON WELLS

(Do not use this form for prorosals to drill or to deepen or plug back to a different

LEASE

U-096550
IF INDIAN, ALLOTTEE OR TRIBE NAME

UNIT AGREEMENT NAME'

reservoir. Use Form 9-331-C for such proposals.)
1. oil gas
well E‘] a

well other

FARM OR LEASE NAME
Walton Federal

WELL NO.

2. NAME OF OPERATOR
Diamond Shamrock Corporation

1

10. FIELD OR WILDCAT NAME

3. ADDRESS OF OPERATOR

Momument Butte

11. SEC., T., R., M., OR BLK. AND SURVEY OR

Drawer "E", Vernal, Utah 84078

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17
below.
ne SURFacE: TO6' FSL' & TOM' FEL SE/SE

AT TOP PROD. INTERVAL:
AT TOTAL DEPTH:

AREA
See, 11, T9S, RI16E

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE,

REPORT, OR OTHER DATA

REQUEST FOR APPROVAL TO:

TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL

PULL OR ALTER CASING
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*

(other)

SUBSEQUENT REPORT OF:

O
a
i
0

00000oac

O

12. COUNTY OR PARISH| 13. STATE
__ Duchesne = ! Ukah =~

14. API NO. , .
__ 43-013-15792
15. ELEVATIONS (SHOW DF, KDB, AND WD)
5501' G.I. '

(NOTE: Report results of multiple completion or zone
change on Form 9-330))

“

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. }f well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)* . .

Perforate zone 4589' to 4597' with 4 spf, Isolate zone with a bridge plug

and racker, Fracture treat down 2 7
gal cro
swab lest well,

APPROVED BY THE STATE

OF UTAH DlV!SlON Og

‘Subsurface Safety Valve: Manu. and Type

" tubing w/1000 gal 7 1/2% HCL, 16,000
ss-1linked gel, 20,000# 20/%0 sand, and 8,000# 10/20 sand,
Put back on pumping operations,

Flow and

JUL 28 1982

DIVISION OF
L. GAS & MlNlNG

Set @

18. 1 her. that the foregoing is true and correct ' ' o
sncnmmz\ e Pistriet Superintegdgnt 7/27/82 . ', wr

(This space for Federal or State office use)

APPROVED BY TITLE

DATE

CONDITIONS OF APPROVAL, IF ANY:

SR DD

te e

*See Instructions on Reverse Side

E@EWE@



Form 9-331 o Form Approved.

Dec. 1373 Budget Bureau No. 42-R1424
UNITED STATES 5. LEASE /
DEPARTMENT OF THE INTERIOR U-096550
GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME
(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME
1. oil gas ] WALTON FEDERAL
well well other 9. WELL NO.
2. NAME OF OPERATOR DIAMOND as attached
DIAMOND CHEMICAL COMPANY (formerly SHAMROCK ) 10. FIELD OR WILDCAT NAME
3. ADDRESS OF OPERATOR MONUMENT BUITE FIELD
P.0. Drawer 'E'", Vernal, Utah 84078 11. SEC., T., R., M., OR BLK. AND SURVEY OR
4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA
below.) as attached
AT SURFACE: gs attached 12, COUNTY OR PARISH| 13. STATE
AT TOP PROD. INTERVAL: DUCHESNE UTAH
AT TOTAL DEPTH: 4. APl NO.
16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, as attached
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB AND WD)

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF [
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL

PULL OR ALTER CASING
MULTIPLE COMPLETE
CHANGE ZONES '
ABANDON* /

(other) lay surface gas lines

OYE: $ etion or zone
ange on Form 9—330) L

!

I o [
o

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

DIAMOND CHEMICAL COMPANY respectfully requests permission to lay a surface gas
gathering system and a dry gas fuel distribution system on federal leasej « = _
U-096550. The gas gathering system will be 2" durable plastic pipe and the
dry gas distribution system will be 1" durable plastic pipe. These lines will
be laid together as on the attached topo map and will follow existing lease
and access roads wherever practical. Road crossings will be cased in steel
pipe and buried.

The laying of the gas gathering system will allow DIAMOND CHEMICAL to sell
approximately 50 MCF/day. The laying of the dry gas system will allow
DIAMOND CHEMICAL to sharply reduce the amount of downtime caused by the
condensation of liquids in the fuel gas lines on individual locations.

The laying of these gas lines will not create a surface disturbance.
Subsurface Safety Valve: Manu. and Type Set@.. Ft.

18. | hereby c and correct

SIGNED ___ — , &4 meProduction Engineerare 9-12-83
/ /44 (This space fow BY THE STATE
APPROVED BY T TITLE
APPROVAL, :
CONDITIONS OF APP OIL, GAS, A " :
DATE: a
BY:

*See Instructions on Reverse Side
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FEDERAL LEASE #U-096550

Well Name Location APT Number Elevation

Walton Federal 3l 706' FSL, 704' FEL, Sec 11, T9S, R16E 43-013-15792  5501' GL
Walton Federal #2 542' FNL, 1869'FEL, Sec 14, T9S, R16E 43-013-15793  5546' GL
Walton Federal #4  1980' FNL, 1975'FWL, Sec 11, T9S, R16E 43-013-15795 5605' GL
Walton Federal #5 2021' FNL, 2092'FWL, Sec 12, T9S, RL6E 43-013-15796  5503' GL



Maxus Energy Corporat _

LTV Center P
) '?‘“‘@Ti W{f iy
14 979-2800 ' *&j ..
| JUN 05 1987 J 060810

Divisitn UF
OlL, GAS & IMINING

",:.'i
51

June 2, 1987

Utah Division of 0il, Gas & Mining
Attn: Norm Stout

355 W. North Temple

3 Triad Center, Suite 350

Salt Lake City, UT 84180-1203

Dear Mr. Stout,

Regarding your request for information concerning the change
of name of our company from Diamond Shamrock Exploration, to Maxus
Exploration Company:

1. New replacement bond is being taken care of by Sherry Neally
(214) 953-2858, and will be mailed to you shortly by Judy Tate (806)
378-3876.

2. Contact names will remain the same - Kaleb Leake (307) 266-1882,
Maxus Exploration Company, P.O. Box 2530, Mills, WY 82644, for drilling
and permitting; Pat Cote (214) 979-2822, at the letterhead address, for
production and disposition reporting.

3. I am enclosing a copy of our most recent production report.
This is a complete list of all wells to be affected by the name change.

4. The name change is effective 4-28-87. All name change notices
are being handled by Dick Smith in our Legal Department (214) 953-2979.
He assures us that the notices will be sent out in a few days.

5. There are no changes in the division of interest on any of the
attached wells, therefore all entity numbers will remain the same.

Thank you for your patience in this matter, and please contact me
if there is any other information needed.

Sincerely,

Pat Cote
Production Clerk, 0il Revenue

Maxus Exploration
(214) 979-2822



DOGM 56-64-21
an equal opportunity employer

kV) ATURAL RESOURCE!
Oil, Gos & MIning

355 West North Temple, 3 Triad Center, Suite 350, Sait Lake City, Ut 3 6
84180-1203. ©(801-538-5340) Page of

MONTHLY OIL AND GAS PRODUCTION REPORT

Operator name and address:

RNEETE AN ﬁ;i‘?"“
| N R
®DIAMOND SHAMROCK EXPL. 5‘ < ") | Utah Account No. —_NO3KO
2001 ROSS AVE #1500 Lé JUN Ob 1987 -
DALLAS X 75201 Report Period (Month/Year) 4 / 81
ATTN: PAT COTE DiviSion OF
il GAS&EMM[NG Amended ReportD

CWell:Name e s '} Producing | Days | Production Volume

APl Number Entlty Location [ Zone Oper | Oil (BBL) Gas (MSCF) Water (BBL)
%tPAlUTE FED 1B-4 7 T

4301330671 01215 095 176 &4 GRRV 30 357 889 5
xLPAIUTE FED 254-B AT

4301330675 01220 09S 17E 8 GRRV 30 531 2083 -0-
y:UTE 1-3386 S

4301330441 01230 025 06W 33 WSTC 26 1304 1177 2264

4301330387 01235 035 06w 8 wsTC | -0- ~-0- -0- -0-

ALTON FED. #1 .. . .
4301315792 012k0 09
><imLTon FED. #2..

GRRV | 26 130 1038 —0-

4301315793 o12ho 09S 16E 14 | GRRV -0- -0~ -0~ -0-
HGWALTON FED #L "
4301315795 01240 09S 16E 11 _| GRRV 30 68 . 203 -0-
YWALTON FED #5 o
4301315796 01240 09S 16E 12 GRRV | -0- -0- -0- -0-
ALTON FED. #3L-11._.
4301331003 01240 09S 16E 11 GRRV 30 282 764 -0-
GOATES FED. #1 . . ..
*4301315789 01245 09S 16E 11 GRRV 30 115 60 -0-
/GOATES FED #3 .. ...
4301315791 01245 095 16E th | GRRV | 30 114 60 -0-
)(GULF UTE 1-1782 .~ . .
4301330440 01250 025 02W 17 WSTC 30 1263 2245 1873
ULF-UTE 1-16 I
301330061 01255 025 02W 16 GRRV | -0- -0- ~0~ -0-
TOTAL 4164 8519 4142
Comments (attach separate sheet if necessary)
| have reviewed this report and certify the information to be accurate and complete.  Date 6-2-87
N Telephone __(214) 979-2822

Authorized signature

PLEASE COMPLETE FORMS IN BLACK INK



COMPANY : MAXUS EXLORATIN O UT ACCOUNT # SUSPENSE DATE:___ ¢ —/0- 37
( FORMIERUS LYm1o/] 4R #R0Ck (:Wfﬁﬁﬂ/ﬁ C&) ' . g

: TELEPHONE CONTACT DOCUMENTATION
CONTACT NANE:_ 47" COTE (/BT fRONOLUNCES Hep MME “conTee”’)

>

CONTACT TELEPHONE NO.: (R19) 977 -282=

SUBJECT: JPERATIP CHANILE — D/IAPIPNY A ISPk EALEAATIPA) CO 72 MALuS € EY co.

(Use attachments if necessary)

RESULTS: ()" Sti) SHE ciioundtr rAROIDE" o LT GF ELPRLBATION [B 1) fEECTIvEMTE,
) Loty B ATy fEWety, & =778 3‘) AVRESE 4 TEC

FFom 27l GAILLIZNE AND LIRAJUCTIOA) CONTACT PEDKLE

SHE WL Yl GERF A Supl EIHENIED Copt gf 750 70 LOEKI7/7- AL

CA/éiiéfa JN CLLUOINES WL/ VL A INRZECT 2
(Use attachments 1if necessary)

CONTACTED BY: “Zr e

7 _
DATE: A e 4




Form 31605 UNt_.D STATES SUBMIT IN TRIPL._TE®
(Fometly 933  DEPARTMENT OF THE INTERIOR (9%, lsstroctions 55 re.
- BUREAU OF LAND MANAGEMENT

Form approved.
Budget Bureau No. 1004-0135
Expires August 31, 1985

5. LEASE DE®IGNATION AND SERIAL NO. i

U-096550 Po

SUNDRY NOTICES AND REPORTS ON WELLS

Dy t use this form for proposals to drill or to deepen or plug back to a different reservoir, .
(Do not us Use “APPLICATION FOR PERMIT—" for such proposals.)

6 1r llblll,_ALloO‘l'!‘ll OR TRIBE NAMEK

072817

oI1L X GAB
WILLS WELL OTHER

7. UNIT AGREEMBNT NAME

2, NAME OF OPERATOR

MAXUS EXPLORATION COMMPANY (FORMERLY DIAMDND SHAMROCK EXPLORATIO

8. FARM OR LBASKE NAMEK

WALTON FEDERAL

3. ADDRESS OF OPBRATOR

P. O. BOX 1669, VERNAL, UTAH 84078

9. LL NO,

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.®
See also space 17 below.)
At surface

Sections 11, 12 and 14, T9S, R16E

#2, #4, #5, #34-11

10. PIBLD AND POOL, OR WILDCAT

MONUMENT BUTTE FIELD

11, sac,, T, B., M., OR BLK. AND
SURVBY OR ARNA

sec. (1) 12& 14, 19s, RI6E

14, PERMIT N 15. ELEVATIONS (Show whether pr, RT, GR, ete.)

12. COUNTY OR PARISH| 18. STATE

M JS»O\S-I&"_L%D N/A

DUCHESNE UTAH
18. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data
NOTICE OF INTENTION TO : SUBSEQUENT REPORT OF :

TEST WATER SHUT-OFF PCLL OR ALTER CASING WATER SHUT-OFF REPAIRING WBLL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

BHOOT OR ACIDIZE ABANDON® SHOOTING OR ACIDIZING ABANDONMENT®

REPAIR WELL CHANGE PLANS (Other)

Nore: Report resuits of multiple completion on Well

___(Other) REQUEST FOR OFF-LEASE METERTNG Completion or Recouipletion Report and Log form.)

17. DESCRIBE I'ROPUSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, Including estimated date of starting an
proposed work. If well is directionally drilled. give subsurface locativns and measired and true vertical depths for nll markers and gones perti-

nent to this work.) *

MAXUS EXPLORATION COMPANY respectfully requests approval from the BIM to install off-
lease orifice metering readings for the subject wells in the sections 11, 12 and 14,
lease 7U-096550. The orifice meter would be installed on the Castle Peak Federal
#22-15 wellsite location in lease jAJ~-017985, which is the compressor site. ] Aftex: the
testing of Lease ML 16532 and U-017985 Castle Peak Participating Area ''C" in their
initial three month calibration test, the orifice meter will be used to calibrate the
wells in lease U-096550 for a three month period. They will be calibrated on a quarter

year basis thereafter.

18. I bereby certify that the foregoing is true and correct
-

/ . L) L
SIGNED rrree District Superintendent pare _/~13-87
-
(This space for Federal or State office use)
APPROVED BY ‘ TITLE DATRH

CONDITIONS OF APPROVAL, IF ANY:

*See Instructions on Reverse Side

Titte 18 11.S.C. Section 1001, makes it a crime frr ~n v L mmi e v T L0 ba manlim b are dem ot i e i o tlee
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BALCRON OIL
A Division of E—{E @r&ié‘{g G
Equitable Resources Energy Company J , Dot bl ‘ »3

P.O. Box 21017

Bilings, Nontana 9104 0CT 0 9 199

(406) 259-7860

DIVISION CF
OIL GAS & MINING

October 8, 1991

-—- VIA FEDERAL EXPRESS --

Lisha Romero

State of Utah

Division of 0il, Gas & Mining
355 West North Temple

Salt Lake City, UT 84180

Dear Lisha:

Enclosed are sundry notices for Change of Operator for
the wells on the enclosed 1list. These wells are
currently operated by Maxus Exploration Company and
are being transferred to:

Balcron 0il
P.0O. Box 21017 {
Billings, MT 59104

The transfer is effective November 1, 1991.

If there is any other information you need or if you
have any questions, please give me a call.

Sins:erel.yl //1/(/
: Wy

Bobbie Schuman
Coordinator of Operations,
Environmental, and Regulatory Affairs

/jrs /%T

Enclosures

cc: James M. Pachulski, Maxus Exploration Company



FORM 9

STATE OF UTAH
DIVISION OF QIL, GAS AND MINING

5. LEASE NESIGNATION & SERIAL %O,
SEE ATTACHED LIST
SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OWt TRIBE NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir,
Use “APPLICATION FOR PERMIT—"" for such proposals.)

1.

. T. UNIT AGREEMENT NAME
otL GAS .
WELL WELL OTHER
2. NAME OF OPERATOR

EQUITABLE RESOURCES ENERGY COMPANY

8. FARM OR LEASE NAME

3. ADDRESS OF QPERATOR — 9. WELL NO.
P.0. Box 21017; Billings, MT 59104 (406)259-7860
4. LOCATION OF WELL (Report lacation cleazly and in accordance with any State requizements. 10. FIELD AND POOL,. OR WILDCAT
Sce aiso space 17 below.)
At surlace
11. SEC., T. R, M.. OR 3LK. AND
At proposed prod. zone SEE ATTACHED LIST SURVEY OR AREA
14. AP1 MO, 15. ELEVATIONS (Show whether DF, RT, GR, e¢tc.) 12 COUNTY 1), STATE
is. Check Appropriate Box To Indicate Nature of Notice, Report or Other Data
NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF PULL OR ALTER CASING WATER SHUT.OFF REPAIRING WELL
FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING
SHHOOT OR ACIDIZE ABANDON SHOOQTING OR ACIDIZING ABANDO.\'MENT*
REPAIR WELL CHANGE PLANS (Other) |
(Note: Report results of multiple completion on Well
(Other) Change of Operator Completion or Recompletion Report and Lo;_!o:m.)
APPROK. DATE WORK WILL START : DATE OF CCMPLETION

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state ail pertinent details, and give pertinent dates, including estinated date of

starting any proposed work. If well ic directionally drilled. give subsurface locations and measured and true vertical depths for all markers and zonss
pertinant to this work.)

\ . .
* Must be accompanied by a cement verification report.

Effective November 1, 1991, the operator of this well will change from Maxus
Exploration Company

TO: EQUITABLE RESOURCES ENERGY COMPANY
P.0. Box 21017
Billings, MT 59104

Effective November 1, 1991, Equitable Resources Energy Company is responsible under
the terms and conditions of the lease for operations conducted on the leased lands -

or a portion thereof under Bureau of Land Management Bond #5547188%8,#%.{]:% ,.S‘_?Oi’_%.g_g
Insurance Co. o l Cgmh;‘yl 2
& '&7{ z__:‘:(%u'j

0CT 09 1991

DIVISION OF
OIL CAS & MINING

18. | hereby c:rWin( is true %
SIGNED . & et ] — Attorney-in-Fact pare October 8, 1991

(This sface for "';den.l or Stata office use)

i

APPROVED BY TITLZ
CONDITIONS OF APPROV AL, IF ANY:

DATE

See Instructions On Reverse Side
(3/89)



Maxus Exploration Comy__,,

P.O. Box 2530 D . & ——,
Mills, Wyoming 82644 | i
307 266-1882 \};

0CT 10 1591

DIVISION OF
OIL GAS & MINING

October 7, 1991

State of Utah

Division of 0il & Gas

3 Triad Center, Ste. 350
Salt Lake City, Utah 84180

Re: Operator Transfer of Maxus
Exploration Company Wells

Dear Sir:

Attached is a list of wells within the State of Utah
currently operated by Maxus Exploration Company. These
wells are in the process of being transferred to a new
operator:

Balcron 0il

P.O. Box 21017

Billings, Montana 59104

Attn: Bobbie Schuman

Coordinator of Environmental and Regulatory
Affairs (406) 259-7860

The transfer will become effective on November 1, 1991.
Individual Sundry notices for each well will be forwarded to
the BIM with a copy to the State of Utah by Balcron 0il in
the near future. These Sundry Notices will include the bond
number, effective date and a statement agreeing to be
responsible under the terms and conditions of the lease.

Please contact the undersigned if there are any
questions. Thank you.

Sincerely,

James M. Pachulski
staff Regulatory Specialist

JMP:ka

cc: Balcron 0il



Maxus Energy Corporation
717 North Harwood Street
Dallas, Texas 75201

214 953-2000

TO: INTEREST OWNERS

11/1/91

SALES OF WELLS

MAXUS HAS SOLD ALL THEIR NORTH DAKOTA, ™MONTANA, UTAH, AND

WYOMING (EXCEPT ALPHA FIELD in WYOMING)

TO: BALCON OIL & GAS CO

P. 0. BOX 21017
BILLINGS, MT

EFFECTIVE 11/1/91.

59104 "PRODUCTION DEPT / JENICE FUGERE

PH: 406/259-7860

IT IS MY UNDERSTANDING THAT MAXUS WILL OPERATE THESE WELLS UNTIL

NOVEMBER 1, 1991,
GIVE YOU THEIR NAME AND ADDRESS.

I JUST WANTED TO

ey slaiorues

Nancy ‘Lawrence / 214/953-2177

0il Accounting

N0V 29 i35

DISION o

Bl imamoe o,
Chutuﬁaéiﬁ

1




DOGM 56-64-2
an equal opportunity employ:

kV) NATURAL RESOURCE:

O, Gas & MinIng

355 West North Tempte, 3 Triad Center, Suite 350, Salt Lake City, Ut 3 5
84180-1203.9(801-538-5340) Page ——— of
MONTHLY OIL AND GAS PRODUCTION REPORT
Operator name and address:
® ATTN NANCY LAWRENCE Utah Account No.
MAXUS EXPLORATION COMPANY N0865
717 N. HARWOOD, STE 2900 Report Period (Month/Year)
DALLAS TX 75201~ 12 / 91
Amended Report[:l
Well Name: .2 i 0 - .7 = i Producing | Days | Production Volume
AP! Number Entity Location | Zone Oper { Oil (BBL) Gas IMSCF) Water (BBL)

PATUTE FED 25-8 - . - . .
4301330675 01220 095 17E 8 . |GRRV
WALTON FED. #1 . =
PBO1315792 01240-095 “F6E 11+ |GRRV
WALTON FED. #2. -
4301315793 01240 09S 16E 14  |GRRV
‘WALTON FED #&.. - . .-
301315795 01240 09S 16E 11 |GRRV
WALTON FED. #3L-11 . . = ..
+4301331003 012uo ogs 16E
GOATES FED. #1_ RE
2 012u5 095 16E
GOATES. TED #3 T
vﬂ301315791 012b5 ogs'isz‘lh > |GRRV
CHORNEY FED 1-9 . .. . ..
Lr504730070 01260 09S 19E 9 |GRRV -
"COYOTE BSN FED 32-13 - -~ - =
304731266 01265 08S 24E 13 |GRRV -
COYOTE BSN FED &3-12 - .
304730943 01270 08S 24LE 12 |WSTC .-
E. RED WASH FED 1-12 - . ..
vﬂ3oh7zozo7 01275 08S 24E 12 “|GRRV
E."RED WASH FED 1-13 - - g
304720222 01280 08s
"CASTLE PK FED 2L-10A .
V6301330555 01281 09S 16E

GRRV "

“|GRRV

“|GRRV

“|GRRV &

TOTAL

Comments (attach separate sheet if necessary)

| have reviewed this report and certify the information to be accurate and complete. Date
L
i

Telephone

Authorized signature

PLEASE COMPLETE FORMS IN BLACK INK



. .

TAKE S— - -

3\ . . . -
United States Department of the Interior g m—
o1 . ]
L ]
BUREAU OF LAND MANAGEMENT e
VERNAL DISTRICT OFFICE - =
170 SOUTH 500 EAST IN REPLY REFER TO:
VERNAL. UTAH 84078
3162.3
JAN 02 1992 UT08438

Equitable Resources Energy Company
Attn: Bobbie Schuman
P.0. Box 21017

Billings, Montana 59104 ,
° 47 01515790

Re: Well No. Walton Federal 1
SESE, Sec. 11, T9S, RI6E
Uintah County, Utah
Lease U-096550

Dear Ms. Schuman:

This correspondence is in regard to the self-certification statement submitted
requesting a change in operator for the referenced well. After a review by
this office, the change in operator request is approved. Effective
immediately, Equitable Resources Energy Company is responsible for all
operations performed on the referenced well. All liability will now fall
under your bond, BLM Bond No. MT0576, for all operations conducted on the
referenced well on the leased land.

If you have any other questions concerning this matter, please contact Ed
Forsman of this office at (801) 789-1362.

Sincerely,

Howard B. Cleavinger 21

Assistant District Manager for Minerals

cc: Maxus Explioration Company
N J§
JAN 061292

DIVISION OF
OIL, GAS & MINING



ivision of 0i1, Gas and Mining

PERATOR -CHANGE HORKSHEET - Routing:
il — ~ . 1- LCR
ttach all documentation received by the division regarding this change. 2-DTS
1itial each listed item when completed. Write N/A if item is not applicable. 3-VLC
4-RJF
XChange of Operator (well sold) 0O Designation of Agent 5- RWM
 Designation of Operator O Operator Name Change Only 6-ADA _7-LCR
he operator of the well(s) listed below has changed (EFFECTIVE DATE: __ 11-1-91 )
O (new operator) BALCRON OIL FROM (former operator) MAXUS EXPLORATION COMPANY
(address) P. 0. BOX 21017 (address) 717 N. HARWOOD, STE 2900
1601 LEWIS AVENUE BUILDING DALLAS, TX 75201.
BILLINGS, MT 59104 JAMES PACHULSKI (WYO)
phone (406 ) 259-7860 phone ( 307) 266-1882
account no. _N9890 (12-5-91) account no. _N 0865

el1(s) (attach additional page if needed):

Name:
Name :
Name :
Name :
Name:
Name:
Name:

**SEE ATTACHED** API: Entity: Sec___Twp___Rng____ Lease Type:
API:_ Entity: Sec___Twp___Rng____ lease Type:
API: : Entity: Sec___Twp__Rng Lease Type:
API: Entity: Sec__Twp__Rng____ Lease Type:
API: -Entity: Sec__Twp___Rng___ Lease Type:
API: . Entity:_ Sec__ _Twp__ Rng___ Lease Type:
API: Entity: Sec____Twp___Rng Lease Type:

PERATOR CHANGE DOCUMENTATION

v

A
Jes.

. The Department of Commerce has been contacted if the new operator abov’ not currenﬂy

(Rule R615-8-10) Sundry or other Jlegal documentatlon has been received from former
operator (Attach to this form). 4./ ,,,,/,,,9,)

(Rule R615-8-10) Sundry or other legal documentat1on has been recelved from new operator
(Attach to this form). ¢Lectd 10-9-97)

/no)

operating any wells in Utah. Js company reg1stered wzﬁp the state? ( 7 y;7
arpany K 13907

yes, show company file number:dbe 09774/ (Owned yt;'ti/t lz«sme/sb’:m;/

. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change

(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

. Changes have been entered in the 011 and Gas Information System (Wang/IBM) for each well

listed above. (/-10-92)

. Cardex file has been updated for each well listed above. ¢|-/3-92)
. Well file labels have been updated for each well listed above.(pqaﬁi)

. Changes have been included on the monthly "Operator, Address, and Account Changes" memo

for distribution to State Lands and the Tax Commission. ¢ /-w-92)

. A folder has been set up for the Operator Change file, and a copy of this page has been

placed there for reference during routing and processing of the original documents.

~ OVER -



"HANGE WORKSHEET (CONTINUED) InitiaT each item when completed. Write N/A if"Ttem is not applicable.

! REVIEH

i
Lo,
-

'i. (Rule R615-8-7) Entity assigqments have been reviewed for all wells listed above. HWere
:ntity changes made? (yesQ?éj (If entity assignments were changed, attach copnies of
Form 6, Entity Action Form).

HA
2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

> VERIFICATION (Fee wells only)

1. (Rule R615-3-1) The new operator of any. fee lTease well listed above has furnished a
proper bond. ;

2. A copy of this form has been placed in the new and former operators' bond files.
The former operator has requested a release of liability from their bond (yes/no)

£ Today's date 19 . If yes, division response was made by 1ette;
b dated _ 19__. -

SE INTEREST OHNER NOTIFICATION RESPONSIBILITY

1. (Rule R615-2-10) The former operator/lessee of any fee Tease well listed above has been
notified by letter dated __ 19 , of their responsibility to not1fy any
person with an interest in such lease of the change of operator. Documentation of such
~otification has been requested. -

2. Copies of documents have been sent to State Lands for changes involving State leases.

{

W\

{ING

1. ATl attachments to this form have been microfiimed. Date: 19
"NG

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form and the original attachments have been filed in the Operato-
Change file.

HENTS

Uer? Bt lsacd *th dotumints fin a5 ol ,w[/

W25 B [Lernal " Haue ocumentedirn- not 4/3/mw(/ is of ye -y pgx‘,//y Debm uAm é,/”//w%/-
111125 8% [ened !

0231 Bt/ Vernel  “
Qaolto__beforor ) Ebly Silimess by Trensler of ﬂ«/fmé fozage ] fonsetls Bend toid #Y" snd

- '34-35 Slom[)ly ,[o«s oyfwzm‘/a? gz-bﬂ?,e As/lzﬂc»'é <. 1/5 /

‘H




NATURAL RESQURCE!
Oil, Gos & MIning

355 West Nonh Temple, 3 }'nad Center, Suite 350, Sal\ Lake City, Ut

84180-1203.@(801-538-5340

Operator name and address:

Page

MONTHLY OIL AND GAS PRODUCTION REPORT

3of

® DAWN SCHINDLER Utah Account No. —N9890
BALCRON O!L
PO BOX 21017 Report Period (Month/Year) 1 __/_ 93
BILLINGS MT 59104
Amended RepprtD
WeIIName _ Production Volume
APl Number Entity Location | Zone Oper { Oil (BBL) Gas (MSCF) Water (BBL)

5‘60"131579§ 01240 09S
WALTON . FEDERAL.:h

A301315795: t,0121;0 095
WALTON FED. #3L-T

:—601331003 mzuo 095"

Comments (attach separate sheet if necessary)

TOTAL

| have reviewed this report and certify the information to be accurate and complete

Date

Telephone

Authorized signature

PLEASE COMPLETE FORMS IN BLACK INK




-

@

EQUITABLE RESOURCES ENERGY COMPANY,
BALCRON OIL DIVISION

1601 Lewis Avenue
P.O. Box 21017
Billings, MT 59104
(406) 259-7860
FAX: (406) 245-136§

March 4, 1993

State of Utah
Uintah County

152 East 100 North
Vernal, UT 84078

Gentlemen:

Effective March 1, 1993, the name of our company has
changed from Balcron 0il Company to Equitable Resources

Energy Company, Balcron 0il Division.

Please make the necessary changes in your records and let
me know if there is anything else we need to do in order
to effect the change for the 1993 Uintah County Business

License.

Sincerely,

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

BCEIVIE]

3
il

MAR 0 8 1993

DIVISION G
OIL GAS & MININY



Divisior, of 0+1, Gas and Mining

OPERATOR CHANGE HORKSHEET

—— e
Attagl‘l all documentation received by the division regarding this change. : 2
Initial each listed item when completed. Write N/A if item is not applicable. 3VIC L7
ARIF__V
O Change of Operator (well sold) O Designation of Agent | SRWM (7 |
O Designation of Operator XXX Operator Name Change Only _GADA 7 |
The operator of the well(s) listed below has changed (EFFECTIVE DATE: _ 3-1-93 )
TO (new operator) EQUITABLE RESOURCES ENERGY CO FROM (former operator) BALCRON OIL
(address) BALCRON OIL DIVISTON (address) PO BOX 21017
PO BOX 21017 BILLINGS MT 59104
BILLINGS MT 59104
phone ( 406) 259-7860 phone (406 )259-7860

account no. _N 9890 account no. _N9890

Hell(s) (attach additional page if needed):

Name ; **ALL WELLS** API: Entity: Sec____Twp___Rng Lease Type:
Name : API: Entity: Sec___Twp___Rng Lease Type:
Name : API: Entity: Sec___Twp___Rng Lease Type:
Name : API: Entity: Sec__Twp__Rng___ Lease Type:
Name : API: Entity: Sec__ _Twp___Rng Lease Type:
Name: API: _ Entity: Sec___Twp__Rng Lease Type:
Name : API: : Entity: Sec___Twp___Rng Lease Type:

OPERATOR CHANGE DOCUMENTATION

pho 1.

/

&

=

| *

(Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form).

(Rule R615-8-10) Sundry or other legal documentation has been received from new operator
(Attach to this form). (fel/ 284

. The Department of Commerce has been contacted if the new operator above-is not currently
operating any wells in Utah. Is company registered with the state? (}e /no) If
yes, show company file number: zzﬂéé@ .

. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change

(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

. Changes have been entered in the 0il and Gas Information System (Wang/IBM) for each well

listed above. (7./7-93)

. Cardex file has been updated for each well listed above. (3 /-72/
. Well file labels have been updated for each well listed above./}fﬁﬁ%?

. Changes have been included on the monthly "Operator, Address, and Account Changes" memo

for distribution to State Lands and the Tax Commission.(;4$ﬁg

. A folder has been set up for the Operator Change file, and a copy of this page has been

placed there for reference during routing and processing of the original documents.

— OVER -



:TOR CHANGE WORKSHEEY (CONTIMNUED) Iniw__( each item when completed.

Write N/A __, item is not applicable.

‘TY REVIEHW

(Rule h615-8-7) Entity assignments have been reviewed for all wells listed above. HWere
entity changes made? (yes/no) (If entity assignments were changed, attach copies of

Form 6, Entity Action Form).

State Lands and the Tax Commission have been notified through normal procedures of

entity changes.

OND VERIFICATION (Fee wells only) .. o, i/f /. bs, oA 7473

<L,

. Today's date 19 . If yes,

(Rule R615-3-1) The new, operator of any fee lease wel] listed above has furnished a

proper bond. #55787/7/@ (422, [){,/t(ﬂv('/ A Drvesiess of t/lu'/ Kesonsers EU)j/ (0/'/’1 ]
,/;vu\/v .*/"//”'

A copy of this form has been placed in the new and former operatoré bond files.

The former operator has requested a release of liability from their bond (yes/no) ____
division response was made by letter

dated 19

EASE INTEREST OHNER NOTIFICATION RESPONSIBILITY

. (Rule R615-2-10) The former operator/lessee of any fee lease well Tisted above has been

/9 notified by letter dated 19 , of their responsibility to notify any
4% person with an interest in such lease of the change of operator. Documentation of such
¥A notification has been requested.

#A_ 2. Copies of documents have been sent to State Lands for changes involving State leases.

" 36(’, (amm;c;,f) /OL/‘

"ILMING

a' ,M ;
_%V A1l attachments to this form have been microfilmed. Date: %»’4 (A ,ﬁo 19723 .

TLING

. Copies of all attachments to this form have been filed in each well file.

The original of this form and the original attachments have been filed in the Operator
Change file. '

CHENTS

7
. J 7070

L B WA //o z//w/e Peussany /Zz/o/ /z/w.a;/s‘ Nz’o;//z};z/ (’mn/ﬂm/»/ [4mr L5

Bl Hiuroc ) 2 /{'/, Beloirn 00/ //\xfs‘/bx

1/34-35



%‘Q FQUITABLE RESOURCES
ENERGY COMPANY

BALCRON OIL DIVISION

1601 Lewis Avenue Office: (406) 259-7860
P.O. Box 21017 FAX: (406) 245-1365 [
Billings, MT 59104 FAX: (406) 245-1361 ST

June 10, 1993

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:
RE: Walton Federal #1

SE SE Section 11, T9S, R16E
Duchesne County, Utah

Enclosed is a sundry notice reporting cleanup of location on the
referenced well.

If you have any questions or need further information, please
let me know.

Sincerely,

\Byblis dodsuran—

Bobbie Schuman
Coordinator of Operations,
Environmental and Regulatory Affairs @ g

/rs

UN T4 1383
DIVISION OF

cc: Utah Division of 0il, Gas and Mining (1 A R g s

Enclosure



Form 3160-5 . UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR B e 31 595
BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No,

U-096550
SUNDRY NOTICES AND REPORTS ON WELLS ST Tedian—ATiowes or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use “APPLICATION FOR PERMIT—" for such proposals n/a

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE

1. Type of Well n/a
9 O% O ower 8. Well Rame and No.
2. Name of Operstor : Walton Federal #1
Equitable Resources Energy Company, Balcron 0il Division 9. APL Well No.
3. Address and Telephone No. 43"013'15792
P.0. Box 21017; Billings, MT 59104  (406) 259-7860 10. Field and Pool, or Esploratory Area
4. Location of Well (Footage, Sec., T.. R., M., or Survey Description) Monument Butte/Green River
SE SE Sect.i n 11. County or Parish, State
] on 11, T95, RI6E Duchesne County, UTAH
706" FSL, 704' FEL
2. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
D Notice of Intent D Abandonment D Change of Plans
Recompletion New Construction
E] Subsequent Report ) D Plugging Back D Non-Routine Fracturing
Casing Repair D Water Shut-Off
D Final Abandonment Notice Altering Casing . D Conversion to injection
@ Other cl eanup of location D Dispose Waler
(Note: Reportresuits of multiple compietion on Well
Completion ar Recompletion Repori and Logfnrm.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilied,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

In late May 1993, oil-soaked soil and rocks were discovered on this location. This oil
was coming up from an old spill which was covered over by a previous operator. Equitable
Resources Energy Company's Balcron 0il Division took over operations of this well from
Maxus Exploration November 1, 1991. The 0il was obviously not from a new discharge.
Files from the previous operator are incomplete and no record of a spill being reported
can be located. Cleanup is complete. The majority of the cleanup was done by hand

with shovels and wheelbarrows in order to protect the environment as much as possible.
The oil-soaked soil and rocks were removed to Annick Enterprise in Altamont, Utah,

for disposal. f, @E

JUN 4 1383

DIVISION OF-

(o OAS QLINIYT

A

Coordinator of Environmental
twe __and Requlatory Affairs Dat §7

Approved by Title . Date
Conditions of spproval, if any: '

14, | hercby certi rue and correct

fy/that the foregoing f
LA /, '/

Tide 18 U.5.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
of repsesentations as to any matter within its jurisdiction.

*See Instruction on Reverse Side
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33{?:3{. gf["(:tt. GAS AND MINING L/ @@EHW @ lj OPERATOR /B&\C{Dh Oi ( OPERATOR ACCT. No. M QQEQ
ENTITY ACTION FORM - forM 6 b{ _ ress £ 0. Box /017 SR
SEP 2 0 1993 Bilkngs  mT 59504 |

WS’ON"O? o -
e ERY LTy 0. |EnTery w.| 'gﬁ.. GAS & MINING“ELL e W ST N COUNTY ‘s‘:gg “ziﬂ e
D jolays 1119 fyzomssm | Goaduy # 3 735} i4 195 1i6e | Duchesng, s )‘?5
VELL | COMMENTS: )
Sonoh  Unif
. , T SE | _ .
D | oiayo | 1482 [4reismsraa Woldon | se {11 195 lite | Duchesna 7/' /93l
NELL 2 COMHENTS: .
D Joaye | 11992 fsosmes | wWalton # 2 ve L1d 1 as Tiee | duenes ' ]a3
WELL 3 COMMENTS: o ' , .
1) clago | 14992 | yrosistas | - Llaldom A :,\i) ’i\ A4S LGE | Duchesne. 7/' /%
WELL 4 CUMMENTS: , '
. " , {
WELL S COMMENTS: )
ACTION COOES (See instructions oa back of form)

A - Establish new eatily for new well (single well onlg} /DCLLQY\ Ath(‘/;(_d)_ﬂél'(

B ~ Add new well to existing entity (group or wnit wel Signature
C ~ Re-assign well from one existing entity to amother existing entity

B — Re-assign well from one existing eatily to a new entity ?(‘(‘,d. A@‘f .1‘75'93
€ - Other (explain in comments section) . Title ] Date - .

HOTE: Use COMMEMT sectiom to explaia why each Action Code was selected. Phene No. (J0b ) X99-T 860
(3/89) )




Form 3160-5

UNITED STATES
(June 1990)

, DEPARTMENT OF THE INTERIOR
‘BUREAU OF LAND MANAGEMENT

FORM APPROVED
Budget Bureau No. 1004-0135
Expires: March 31, 1993

SUNDRY NOTICES AND REPORTS ON WELLS

3. Lease Designation and Serial No,

U-096550

Do not use this form for proposals to drlil or to deepen or reentry to a different reservoir.
Use “APPLICATION FOR PERMIT—" for such proposals

6. If Indian, Allottee or Tribe Name
n/a

SUBMIT IN TRIPLICATE

I. Type of Well
o}

7. If Unit or CA, Agreement Designation

Jonah Unit

Gas
Well D Well

D Other
2. Name of Openstor

8. Well Name and No.

Walton Federal #1

Equitable Resources Energy Company, Balcron 0il1 Division

3. Address and Telephone No.

P.0. Box 21017; Billings, MT 59104

9. APl Weil No.

43-013- 15792 -

(406) 259-7860

4. Location of Well (Foouge, Scc., T., R.. M., or Survey Description)

10. Ficld and Pool, or Exploratory Area .
Monument Butte/Green River

SE.SE Section 11, T9S, R16E
706" FSL, 704' FEL

11. County or Parish, Sutc

Duchesne County, UTAH

12,

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

I

D Notice of Intent D Abandonment
Recompletion

@ Subsequent Repont Plugging Back
Casing Repair

D Final Abandonment Notice Altering Casing

@OIhcr “ﬂ‘ShQEE_“EdEE’ #7 "">‘ Q

D Change of Plans

New Construction
Non-Routine Fracturing
Water Shut-Off
Conversion to Injection

Dispose Water
{Note: Report reaults of multiple completion on Weil
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent dewils., and give pentinent dates, inctuding estimated date of starting any

tive subsurface locations and measured and true vertical depths for all markers and zones pertinent (o this work.)®

proposed work. If well is directionally drilled,

Any water produced by this well will be held in a produced water tank and trucked to a commercial
disposal facility. The primary facility to be used is the R.N. Industries produced water

disposal facility located in Section 9, T2S, R2{ in Duchesne County, Utah.

A copy of the

State-issued permit for that facility is on file at the Vernal Bureau of Land Management.

If for some reason the operator is unable to use this primary disposal facility, the produced
vater will be trucked to another State-approved disposal facility. - If applicable, Operator
has received approved Right-of-Way access to this well location from the Vernal Bureau of

Land Management.

14, [ heredy certify)that the l;omgoin; is yfic and correct Regu] atory and ;

Signed L%//L’/Z/%' O/LMC/& e Tide i Da ‘ ; ZF / 7y
R e e

Approved by Tide Date

Conditioas of approval, if any:

Tide 12 U.5.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

Of fepresentations as lo any maner within its jurisdiction,

*Sea Instructlon on Reverse Side



’JLQ EQUITABLE RESOURCES
ENERGY COMPANY

BALCRON OIL DIVISION

1601 Lewis Avenue
P.O. Box 21017
Billings, MT 59104

September 23, 1994

Mr. Bill Owens

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Dear Mr. Owens:

HABOVS - D77

Office: (406) 259-7860
FAX: (4086) 245-1365 [J
FAX: (406) 245-1361 E(

As we discussed earlier this month, enclosed are revised site

security diagrams for the following wells:

Walton Federal #1
SE SE Section 11, T9S, R16E
Duchesne County, Utah

Walton Federal #4
SE NW Section 11, T9S, R16E
Duchesne County, Utah

Sincerely,

Bobbie Schuman

Regulatory and Environmental Specialist

/hs

Enclosures




Form 31605 UNITED STATES . ) FORM APPROVED
(June1990) DEPARTMENT OF THE INTERIOR el : Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT ___Explres: March31, 1963

b1
L §. Lease Designation and Serial No.
; 6 0 . #J-096550

Ei\ Et 2 8. Hindian, Allotiee or Tribe Name

SUNDRY NOTICES AND REPORTS ONWELLS

Do not use this form for proposals to drill or to deepen or reentry toa?
se "APPLICATION FOR PERMIT - proposals

: na
7. KUnitor CA, Agreement Deslignation

SUBMIT IN TRIPLICATE

1. Type of Well Jonah Unit
o [0

Well Well Other 8. Wel Name and No.

2. Name of Operator
#1
ION 9. APIWell No.
3. Address and Telephone No.
7860 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description)

SURFACE SE SE Section 11, T9S, R16E 11. County of Parish, State
. 706’ FSL, 704’ FEL

DuchesneCounty Utah
122 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
D Notice of Intent D Abandonment D Change of Plans
D Recompletion D New Construction
[ﬂ Subsequent Report D Plugging Back D Non-Routine Fracturing
Casing Repair D Water Shut-Off
D Final Abandonment Notice D Altering Casing D Conversion ¥ Injection
I ; I Other D Dispose Waler
{Nole; of inuliple comp onWel
Conmpleton or Recompletion Report and Log lorm )

13. Describe Proposed or Completed Operations (Clearly state all pertinent detalls, and give pertinent dates, including estimated date of starting any proposed work. liwell s
directionally driled, give subsuriace locations and measured and true vertical depths for all markers and zones pertinent b this work.)*

Attached is the revised site security diagram for this well.

14, lﬁmﬁcerﬂfylhatheL going Is true and correct

Signed m Oé/ulﬁl&w Title

E
(This space for Federal or State office use)

Do Seplomber23 1994

Approved by Title Date
Conditions of approval, if any:

e e s ——— e
18US.C. n 1001, makes ita crime for any person and willfully to make 1o any depariment or agency of the Unl tates any , fictitous or fraudulent
statements of representations as 1o any matter within lis jurisdiction.

*See Instruction on Reverse Skie
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EQUITABLE RESOURCES
ENERGY COMPANY

BALCRON OIL DIMISION
1601 Lewis Avenue

PO. Box 21017

Billings, MT 59104-1017
406) 259-7860




FORM 10 . ) o STATE OF UTAH
DIVISION OF OIL, GAS AND MINING Page

355 Waest North Temple, 3 Triad, Suite, 350, Salt Lake City, UT 84180-1203

S—

N
e,

—

=

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS:

BALCRON OIL DIVISION
EQUITABLE RESOURCES ENERGY
1601 LEWIS AVE

BILLINGS MT 59102-4126

UTAH ACCOUNT NUMBER: N9890

REPORT PERIOD (MONTH/YEAR): 3 /96

AMENDED REPORT[] (Highlight Changes)

Producing
Zone

Well
Status

Days Production Volumes

Oper OIL(BBL) GAS(MCF) WATER(BBL)

GRRV

GRRV

GR-WS

GRRV

GRRV

GRRV

GRRV

GRRV

GRRV

GRRV

GRRV

GRRV

TOTALS

¢ -
{ -

. hereby certify that this report is true and complete (o the best of my knowledge. Date:

Name and Signature:

Telephone Number:

{12/93)



.- — ———

) ’JJ‘B FQUITABLE RESOURCES

ENERGY COMPANY

BALCRON OIL DIVISION Office: (406) 2597860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 T8

March 22, 1996

Utah Division of 0il, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180

Gentlemen:

Effective April 1, 1996, our name will change from Equitable Resources
Energy Company, Balcron 0il Division to Equitable Resources Enexgy

Company . Attached is a sundry notice reflecting that change. To
simplify paperwork, I have done one sundry notice with copies for each
of the wells. To this letter I have attached a list of our wells for

your ease in filing the sundry notices in the well files. This should
be sufficient for your purposes.

I have the listings on a spreadsheet so if it would be easier for you to
have them sorted differently (for example, the Montana Board of 0il and
Gas prefers them sorted by API number), please give me a call at (406)
259-7860, extension 240 and I would be glad to provide a list to your
specifications.

This change affects ponly our:.company name. The physical locations of
our offices and the personnel remain the same. We will be changing our
well signs and ask for your patience and cooperation as this will be
done as soon as possible but may take some time since we do have so many
properties at which to make the change.

If you have any questions, please do not hesitate to give me a call.
Sincerely,

Bobbie Schuman
Regulatory and
Environmental Specialist

/hs

Enclosures



. FORM . Ss” " OF UTAH
DIVISION OF OIL, GAS AND MINING
5. Lease Designation and Serial Number:
See attached listing
6. i indlan, Alicttee or Tribe Name:
SUNDRY NOTICES AND REPORTS ON WELLS n/a
Do not use this form for proposals to drill new wells, deepen oMng wells, or to reenter plugged and abandoned wells. Ut M'E.-E‘om ’r“m‘a 'I 1 t 1
Use APPUCATION FOR PERMIT TO DRILL OR DEEPEN form for such proposals. ée attacne st ng
. . 8. Well Name and Number:
“hpectiel OLL] GAS[] OTHER:  gee attached 1isting See attached listing
2. Name of Operator: 8. AP{ Well Number:

Equitable Resources Energy Company, Balcron 0il Division

See attached listing

3. Address and Telephone Number:

1601 Lewis Avenue Avenue; Billings, MT 59102

(406) 259-7860

10. Field and Pool, or Wiidcat:
See attached listing

4. Location of Well

See attached 1list

Footages: See attached listing County:
QQ, Sec. T..AM.: swte:  UTAH
. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT
(Submit In Duplicats) {Submit Original Form Only)
{0 Abandon [J New Construction [ Abandon ° [ New Construction

[J Repair Casing [ Pull or Alter Casing [ Repair Casing

[ Pull or Alter Casing

[ Change of Plans [ Recomplete [ Change of Plans [ Reperforate

(3 Convert to Injection O Reperforate [ Convert to Injection [ Vent or Flare
[ Fracture Treat or Acidize [ Vent or Flare {3 Fracture Treat or Acidize [ Water Shut-Off
(] Muttiple Completion [ Water Shut-Off (3 Other Operator name change

[0 Other

Date of work completion

and R to different reservoirs on WELL

Approximate date work will start Report results of Multiple C

COMPLETION OR RECOMPLETION REPORT AND LOG form.
* Must be accompanied by a cement verification report

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent detalls, and give pertinent dates. f well Is directionally drilled, give subsurface locations and measured and true

vertical depths for all markers and zones pertinent lo this work.)

Effective April. 1, 1996, operator will change

its name from Equitable Resources

Energy Company, Balcron 0i1 Division TO: Equitable Resources Energy Company.
Physical location of the operator remains as: 1601 Lewis Avenue; Billings, MT 59102

(406) 259-7860, FAX: (406) 145-1361.
only. It affects the wells on the attached listing.

This is to report the operator name change

1. .
" o NIV Ofohiirian
Bobbie Schuman

Regulatory and

me:_Environmental Spedalist oee:_March 27 1996

(Thie space for Stale use only)

(4\04) {See Instructions on Reverse Side)



.

UTAH

[Monument Federal #33-22-8-17 |Monument Butte NW SE 22 | 85 | 17E |Duchesne UT _[PND Green River U-67845 2295' FSL, 1950' FEL  [Vemal

[Monumem Federal #41-18-9-16Y Monument Butte NE NE 18| 9S | 16E |Duchesne UT [PND Green River U-74390 Vemal

lMonument Federal #41-35-9-18Y Monument Butte NE NE 35) 98 | 18E |Uintah UT |PND Green River U-68618 500" FNL, 660' FEL Vernal

limument Federal #42-6-9-16Y " |Monument Butte SE NE 6] 95 | 16E |Duchesne UT |PND Green River U-74390 Vernal

[Monument Federal #42-20-9-16 Monument Butte SE NE 20| 9s 16E |Duchesne UT [PND Green River U-52108 Vernal

[Monument Federal #43-6-9-16Y Monument Butte NE SE 6| 9S | 16E |Duchesne UT |PND Green River U-74390 Vemal

lMonument Federal #43-19-9-18Y - |8 Mile Flat NE SE 19| 9s 18E |Uintah UT |PND Green River U-65635 2140 FSL, 500 FEL Vemal

IMonument Federal #44-17-9-16 Monument Butte SE SE 17| 98 16E |Duchesne UT |PND Green River U-52108 Vernal

[Monument Federal #44-31-8-18Y Monument Butte SE SE 31| 8S | 18E |Uintah UT [PND Green River U-65969 915' FSL, 759' FEL Vemal

|Monument State #13-16-9-178 . |Monument Butte NW SW 16| 9S | 17E |Duchesne UT |PND Green River State ML-3453-B [43-013-31580 |1980' FSL, 660' FWL Beluga
IMonument State #22-16-9-178 . {Monument Butte SE NW 16| 9S | 17E |Duchesne UT |PND Green River State ML-3453-8 {43-013-31579 |1824' FNL, 1981' FWL Beluga
lMonument State #23-16-9-178 |Monumerit Butte NE SW 16| 9S | 17E [Duchesne UT |PND Green River State ML-3453-B (43-013-31578 |1980" FSL, 1980" FWL Beluga
Monument State #31-2-9-17 " |Monument Butte NW NE 2| 95 17E [Uintah UT |PND Green River State ML-45555 [43-013-31563 |500' FNL, 1980' FEL

[Paiute Federal #11-17 Monument Butte NW NW 17 ] 98 17E |Duchesne Ut oIl Green River U-3563-A 43-047-30516 [661° FNL, 664’ FWL Vemal [Beluga
Paiute Federal #24-8 Monument Butte SE SW 8] 95 | 17E |Duchesne Ut |0l Green River UTU-74108 43-013-30675 |660° FSL, 1980 PFWL  |Vemal |Beluga
Paiute Federal #34-8 Monument Butte SW SE 8| 9S | 17E |Duchesne Ut |oil Green River UTU-74108 43-013-30778 [660° FSL, 1980° FEL  [Vemal |Beluga
Paiute Federal #43-8 Monument Butte NE SE 8| 9S 17E [Duchesne Ut |(Cit Green River UTU-74108 43-013-30777 [1958' FSL, 711 FEL Vernal |Beluga
Pariette Bench #4 SWD Pariette Bench SW SE 7({ 98 19€ |Uintah UT |SWD Green River U-017992 43-047-15681 660" FSL., 1980' FEL Vemal |Pariette Bench
Pariette Bench Federal #14-5 Pariette Bench SW swW 5| 95 | 19E |Uintah UT |Oil Green River U-017992 43-047-31123 1605’ FSL, 479' FWL Vemal

Pariette Bench Federal #32-6 Pariette Bench SW NE 6| 95 | 19E [Uintah uT |osI Green River U-50385 43-047-31554 12117 FNL, 2123 FEL.  |Vemal

Pariette Bench Federal #41-7 Parietie Bench NE NE 7| 98 19€ |Uintah Ut |Oil Green River U-017992 43-047-31584 [1008' FNL, 1282' FEL |Vemal |Pariette Bench
Pariette Bench Federal #43-6 Pariette Bench NE SE 6] 95 | 19E |Uintah Ut jOif Green River U-017992 43-047-31616 |2044' FSL, 721’ FEL  {Vernal

Pariette Bench Unit #2 Pariette Bench SW NE 7| 98 | 19E |Uintah Ut |Ood Green River U-022684-A 43-047-15680 [2030' FNL, 1830' FEL |Vemal |Pariette Bench
POMCO #2 Monument Butte NW SE 18| 8S | 17E [Duchesne UT |OTA Green River U-3563 43-013-30505 11980 FSL, 1980' FEL [Vemal [Beluga
POMCO #4 Monument Butte SwWsw 171 9S 17E |Duchesne UT |Oil Green River UTU-74108 43-103-30506 |660° FSL, 660' FWL Vemal |Beluga
POMCO #5 Monument Butte NW SW 17| 98 | 17E [Duchesne Ut |oil Green River UTU-74108 43-013-30499 |1980°' FSL, 660' FWL  |Vemal [Beluga

State #16-2 Monument Butte NE NE 16| 9S 17E |[Duchesne Ut |Oost Green River State ML-3453-B [43-013-30552 |871' FNL, 748' FEL

Sue Monis #16-3 Monument Butte NE NW 16 | 98 17E |Duchesne UT |0sI Green River State ML-3453-8 43-013-30562 660" FNL, 1980' FWL Beluga

TXO Federal #1 Coyote Basin SWNE 5| 88 25E |Uintah Ut |oil Green River U41376 43-047-31406 (1918’ FNL, 1976' FEL |Vemal |Coyote Basin
TXO Federal #2 Coyote Basin SW SE 5| 85 | 25E |Uintah UT |OTA Green River U-41376 43-047-31567 [2085'FNL, 819'FEL  |Vemal |Coyote Basin
Wallon Federal #1 Monument Butte SE SE 11| 98 | 16E |Duchesne Ut {0l Green River U-096550 43-013-16792 |706' FSL, 704' FEL Vemal |Jonah
Waiton Federal #2-14 Monument Butte NW NE 14| 89S | 16E {Duchesne Ut |oil Green River U-096550 43-013-15793 [542' FNL, 1869 FEL  [Vemal |Jonah
Walton Federal #34-11 Monument Butte SWSE 11| 8S | 16E [Duchesne uT jwiw Green River U-096550 43-013-31003 537" FSL, 2092' FEL Vernal {Jonah
Watton Federal #4-11 Monument Butte SE NW 1| 88 16E |Duchesne UT |Oil Green River U-096550 43-013-15795 |1980° FNL, 1975 FWL |Vemal |Jonah

Page 7




Division of 0il, Gas and Mining

OPERATOR CHANGE HORKSHEET Rou
1 71-SJ
Attach all documentation received by the division regarding this change. 2 58-FIL
Initial each listed item when completed. Write N/A if item is not applicable. 3 GL
q
0 Change of Operator (well sold) O Designation of Agent £ -
2 Designation of Operator KKXOpevator: Name:Change-Only 6FTLM
The operator of the well(s) listed below has changed (EFFECTIVE DATE: _4-1-96 )
TO (new operator) EQUITABLE RESOURCES ENERGY COEROM (former operator) EQUITABLE RESOURCES ENERGY C(
(address) 1601 LEWIS AVE (address) BALCRON OIL DIVISION
BILLINGS MT 59102-4126 1601 LEWIS AVE
BILLINGS MT 59102-4126
phone (406 )259-7860 phone (406 ) 259-7860
account no. _N9890 account no. _N9890

Hell(s) (attach additional page if needed):

Name : **SEE ATTACBED*#* Ap1:013-15742. Entity: Sec___Twp___Rng Lease Type:_ _
Name : API: Entity: Sec___Twp___Rng Lease Type:
Name: API: Entity: Sec___Twp___Rng Lease Type:__
Name : API: Entity: Sec___Twp__ Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng Lease Type:
Name : API: , Entity: Sec__ Twp__ Rng Lease Type:
Name : APL: Entity: Sec___Twp__ Rng Lease Type:

OPERATOR CHANGE DOCUMENTATION

¢-1. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form). cp, .t/ 4-4. % % ‘/4—?27

LA 2. (Rule R615-8-10) Sundry or other Jedal documentation has been received from new operator
(Attach to this form).

j{éf 3. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company registered with the state? (yes/no) If
yes, show company file number: .

|
S

. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below. '

5. Changes have been entered in the Oi1 and Gas Information System (Wang/IBM) -fer—each—welt
Heted—above. (Y /p9/)

. Cardex file has been updated for each well listed above. /6’,///%7
Hell file labels have been updated for each well listed above. /7_/,,9&7

~

ESESRS

Changes have been included on the monthly "Operator, Address, and Account Changes" memo
for distribution to State Lands and the Tax Commission. (1/,/0,7Z7

(=]

. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER -



———

OPERATOR CHANGE WORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

ENTITY REVIEH

entity changes made? (yes/ (If entity assignments were changed, attach copies of

1. (Rule R615-8-7) Entity aSjéfgments have been reviewed for all wells listed above. Here
Form 6, Entity Action Form)”

A%é 2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

< L. 3
B:Zf VERIFICATION (Fee wells only) # 5578314 (4 50000) Siheww Tas. &b, fond Kiden T frogress)
1

. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

L££,3. The former operator has requested a release of liability from their bond (yes/no) __
Today's date 19 . If yes, division response was made by letter

dated 19

LEASE INTEREST OHNER NOTIFICATION RESPONSIBILITY

:?é 1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19 , of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such

¥/§QAM notification has been requested.

15
bTJ 2. ngjg§~of dggum23ts have bqgg sspt(tgﬂﬁtate Lands for changes involving State leases.

6""‘(0" — ~ea) -

FIWMING ,
1. A1l attachments to this form have been microfilmed. Date: quéLLg 210 1953t/.

FILING
1. Copies of all attachments to this form have been filed in each well file.

_ 2. The original of this form and the original attachments have been filed in the Operator
Change file.

COMMENTS
?A/}‘//n Blm [B14 ‘IF:W/ alplpran/ e nLLSSary “

WE71/34-35



L

M -5 RESOURC R |

ENERGY COMPANY

WESTERN REGION

|
‘\
i
\ Office: (406) 259-7860
1601 Lewis Avenue t FAX: (406) 245-1365 (J

Billings, MT 59102 - GASE‘E\NN“ ' G‘l FAX: (408)245-1361 O

May 27, 1997

Utah Board Of Oil, Gas, & Mining
1594 West North Temple
Suite-1220

Salt Lake City, Utah 84114

In accordance with your request please find enclosed the 1997 produced water analysis for the
Uinta Basin waterflood and water disposal operations which are operated by Equitable Resources
Energy Company. These water analysis are for wells that are re-injecting or disposing produced
water back into the Green River Formation via the following facilities:

Jonah Secondary Recovery Unit

Beluga Secondary Recovery Unit

Coyote Basin Secondary Recovery Unit

Castle Draw (State Section-2) Pilot Waterflood
Pariette Bench Water Disposal Well #4

Equitable Resources Energy Company inadvertently failed to submit a copy of these water
analysis when they were sent to the EPA and BLM. If there are any questions please contact me
at our Billings, Montana office at 406-259-7860.

Respectfully,
/ﬁenﬁi
District Production Engineer



S Champion
’>2 TechnologFigs, Inc.

2060 SOUTH 1500 EAST
VERNAL, UTAH 84078

Water Analysis Report

Telephone (801) 789-4327

Customer: EREC - Western Oil Company Field : Monument Butte Field
Address : 1601 Lewis Avenue Lease : Walton Federal Lease
City ;. Billings Location: Well No. 01-11
State : MT Postal Code : 59104- Sample Point : wellhead
Attention : John Zellitti Date Sampled : 23-Jan-97
cc1: Dan Farnsworth Date Received : 23-Jan-97
cc2: Joe lvey Date Reported: 08-Feb-97
ce3: Salesman: Lee Gardiner
Analyst: Karen Hawkins Allen
CATIONS ANIONS
Calcium : 160 mg/l Chloride: 12,400 mg/l
Magnesium : 49 mg/l Carbonate: 168 mg/l
Barium : 0 mg/l Bicarbonate: 708 mg/l
Strontium : 0 mg/l Sulfate: 155 mg/l
Iron: 1.0 mg/l
Sodium : 8106 mg/l
pH (field) : 8.67 Specific Gravity : 1.015 grams/ml
Temperature : 85 degreesF Total Dissolved Solids : 21,747 ppm
lonic Strength : 0.36 CO2 in Water: 1 mg/l
CO2inGas: 0.03 mole %
Resistivity : ohm/meters H2S in Water : 0.0 mgi
Ammonia : ppm 02 in Water: 0.000 ppm
Comments :
S| calculations based on Tomson-Oddo
Calcite (CaCO3) Si : 1.24 Calcite PTB : 123.2
Gypsum (CaS04) Sl : -2.23 Gypsum PTB : N/A
Barite (BaSO4) Sl : N/A Barite PTB : N/A
Celestite (SrS04) Sl : N/A Celestite PTB : N/A




FORM 10

STATE OF UTAH

DIVISION OF OIL, GAS AND MINING Page 2 of 14
1594 West Nocth Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801 D—
MONTHLY OIL AND GAS PRODUCTION REPORT
OPERATOR NAME AND ADDRESS: UTAH ACCOUNT ~ N9890
C/0 CRAZY MTN 0&G SVS'S .9 /97
PERIOD O /YEAR):
EQUITABLE RESOURCES ENERGY REPORT (MONTH/ YEAR)
PO BOX 577
LAUREL MT 59044 AMENDED REPORT[] (Highlight Changes)
Producing Well Days Production Volumes
N Zone Status Oper OLL(BBL) GAS(MCF) WATER(BBL)
(RE-ENT RY)
166 6|  GRRV UTH 7%
GR-WS lgu 7 995
7 < b»u/ (é’& n,
GRRV (53552 | Jeh (el
GRRV "
GRRV loR0252
GRRV uoils %7
GRRV UoIL5Y7 I
GRRV l/ﬂ?lf 5L//7 /
SRRV U055 {
GRRV “
4
GRRV
{
GRRV
¥
GRRV \1/
TOTALS
OMMENTS:
hereoy certify that this report is true and complete o the best of my knowledge. Date:

une and Signature:

2/93)

Telephone Number:




oMo STATE OF UTAH
DIVISION OF OlL, GAS AND MINING

5. Lease Designation and Serial Number:

See Attached

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, Geepen sxisting wells, of to reenter plugged and abandoned wells.
Use APPUICATION FOR PERMIT TO DRILL OR DEEPEN form for such proposals.

8. if indian, Allctiee or Tribe Name:

n/a

7. Unit Agreement Name:
See Attached

LTypeolWell: KY GAs[] OTHER:
P el el ek R4 == o

8. Well Name and Number:

See Attached

2. Name of Operator:
Inland Production Company NCT 1.3 1997

9. APl Well Number:

See Attached

3. Address and Telephone Number:
475 - 17th Street, Suite 1500, Denver, CO_ 80202

10. Field and Pool, or Wildcat:

See Attached

4. Location of Well
Footages: See Attached Exhibit

QQ, Bec.,T..R,M.:

County:

State:

" CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit ln Dupiicate) (Submit Orlgina! Form Only)

[ Abandon [[J New Construction [J Abandon * [ New Construction
[ Repair Casing O Pull or Alter Casing [ Repair Casing {7 Pull or Alter Casing
[J Change of Plans [J Recomplete [J Change of Plans [J Reperforate
[ Convert to Injection O Reperforate 3 Convert to Injection [] Vent or Flare
[] Fracture Treat or Acidize O Vent or Flare [ Fracture Treat or Acidize ] Water Shut-Off
O Muttiple Completion [J Water Shut-Off (X other __Change of Operator

@ Other __ Change of Operator

Date of work completion 9-30-97"

Approximate date work will start

COMPLETION OR RECOMPLETION REPORT AND LOG form.
* Must be panied by a t verification report

Report results of Multipie Complets and R deth to different reservolrs on WELL

vertical depths for all markers and zones pertinent to this work )

Effective September 30, 1997, Inland Production Company will take over operations of the
wells on the attachéd list. The previous operator was :
Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the terms

and conditions of the leases for operations conducted on the leased 14Rds 6ra 'pdrtion

thereof under State of Utah Statewide Bond No. 4471291. e
NCT 1% 1997

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly sate all pertinent detalls, and give pertinent dates. i well Is directionally drilled, give subsurface locations and measured and true

] ,
N C /Z 42 - CHRIS A. POTTER, ATTORNEY-IN-FACT o G/3057

(This space for State uee only)

(See Instructions on Reverse Side)
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© 83/18/1997 85:15 1-496-628-4164 CRAZY MTN 0&G ~ PAGE @2

EQUITABLE RESOURCES
ENERGY COMPANY -

WESTERN REGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

4

December 10, 1997

Lisha

State of Utah

Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801

Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah
properties to Inland Production Company.

Please feel free to contact me if you require additional information.

Sincerely,
Molly Conra

Agent for Equitable Resources
Energy Company

/mc¢



, ' ©3/18/1997 ©5:15  1-406-628-4164 CRAZY MTN 0&G t

[

PAGE &1

Crazy Mountain Oil & Gas Services
P.O. Box 577

Laurel, MT 59044

(406) 628-4164

(406) 628-4165

10 |hac
Sk of Wlah .

FROM. Molly Conrad
Crazy Mountain Qil & Gas Services
(406) 628-4164

Pages Attached - Including Cover Sheet (;2 )

NOTE : M‘w W LQttQ—A
GOJLL w m M%U“md
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INLAND

Inland Resources Change of Operator

Uy
“
=
U

TTrvrrT\r\"frr(v(T(Cf(rrrc

(V((

WELLNAME f,'-,Q,CAT'QN _COUNTY 8T FIELDNAME APINUMBER ~ LEASENO.  AGEEMENT
ALTON FEDERAL#1 ~ 'SESE 119S 16E _DUCHESNE  UT MONUMENT BUTTE (J) 43-013-15792-00 UTU096550 'UTU72086A
ALTON FEDERAL#2 'NWNE 149S 16E  DUCHESNE  'UT MONUMENT BUTTE (J) 43-013-15793-00 | UTU096550 'UTU72086A

WALTON FEDERAL #34-11 SWSE 119S 16E DUCHESNE  UT MONUMENT BUTTE (J) '43-013-31003-00 |UTU096550  |UTU72086A

WALTON FEDERAL #4 _ SENW 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 143-013-15795-00 ' UTU096550 'UTU72086A

ALLEN FEDERAL #31-6G NWNE 69S 17E  DUCHESNE  'UT 'MONUMENT BUTTE (U) 43-013-31442-00  UTU020252A

IBALCRON FEDERAL #21-13Y NENW 139S 16E  DUCHESNE  UT 'MONUMENT BUTTE (U) 43-013-31400-00  UTU64805 i

[BALCRON FEDERAL #21-25Y NENW 2598 16E DUCHESNE  UT 'MONUMENT BUTTE (U) 43-013-31394-00  UTU64380 -

(BALCRON FEDERAL #44-14Y SESE 1495 17E  UINTAH uT 'MONUMENT BUTTE (U) '43-047-32438-00 UTU64806

'CASTLE PEAK FEDERAL #24-10A SESW 169S 16E DUCHESNE  UT 'MONUMENT BUTTE (U) 43-013-30555-00  UTU72107 S

[CASTLE PEAK STATE #43-16 NESE 169S 16E  DUCHESNE  UT MONUMENT BUTTE (U)  43-013-30594-00 o 891008243C

<~ JORGENSON STATE #16-4 NESE 169S 17E  DUCHESNE  UT 'MONUMENT BUTTE (U) 43-013-30572-00  ML-3453-B o

[STATE #16-2 NENE 169S 17E .DUCHESNE  UT 'MONUMENT BUTTE (U) 43-013-30552-00 ML-3453-B

'BALCRON FEDERAL #21-9Y NENW 99S 16E  DUCHESNE  UT 'MONUMENT BUTTE (W) 143-013-31396-00 |UTU65207

IBALCRON FEDERAL #41-21Y NENE 219S 16E 'DUCHESNE  'UT 'MONUMENT BUTTE (W) :43-013-31392-00  UTU64379

IMONUMENT FEDERAL #31-6-9-16  NWNE 69S 16E DUCHESNE ~ [UT MONUMENT BUTTE (W) 43-013-31717-00 UTU74390

AMONUMENT FEDERAL #32-6-9-16Y ~ SWNEG69S 16E  DUCHESNE  UT 'MONUMENT BUTTE (W) 43-013-31300-00 .UTU74390 i

HMONUMENT FEDERAL #42-6-9-16Y ~ 'SENW69S 158 DUCHESNE  UT 'MONUMENT BUTTE (W) 43-013-31645-00  UTU74390

TMONUMENT FEDERAL #41-6-9-16 NENE 69S 16E  DUCHESNE  UT 'MONUMENT BUTTE (W) 43-013-31718-00  UTU74390

HIONUMENT FEDERAL #31-8-9-16 NWNEB89S 16E  DUCHESNE  'UT MONUMENT BUTTE (W) 43-013-31721-00  UTU020255 -

TIONUMENT FEDERAL #41-8-9-16 NENE 89S 16E  DUCHESNE  UT MONUMENT BUTTE (W) 43-013-31619-00  UTU020255

HIONUMENT FEDERAL #11-9-9-16 NWNW99S 16E  DUCHESNE  UT MONUMENT BUTTE (W) 43-013-31618-00 _UTU020254 B

MONUMENT FEDERAL #33-6-9-16Y ~ NW SE69S 16E  DUCHESNE  UT 'MONUMENT BUTTE (W) 43-013-31589-00 |UTU74390 -

AMONUMENT FEDERAL #43-6-9-16Y ~ NESE69S 16E  DUCHESNE  UT 'MONUMENT BUTTE (W) 43-013-31644-00  UTU74390

HMONUMENT FEDERAL #44-6-9-16Y ~ SESE69S 158  DUCHESNE  UT 'MONUMENT BUTTE (W) 43-013-31720-00 UTU74390

TTONUMENT FEDERAL #31-18-9-16 NW NE 189S 16E DUCHESNE  UT MONUMENT BUTTE (W) 43-013-31725-00  UTU74390

IMONUMENT FEDERAL #41-18Y NE NE 189S 16E  DUCHESNE  UT MONUMENT BUTTE (W) 43-013-31646-00 UTU74390 -

HTONUMENT FEDERAL #42-18Y SENE 189S 16E  DUCHESNE  UT MONUMENT BUTTE (W) 43-013-31724-00 UTU743%0 -

HMONUMENT FEDERAL #31-21-9-16 NW NE 219S 16E  DUCHESNE  UT MONUMENT BUTTE (W) 43-013-31726-00  UTU64379 ]

IMONUMENT FEDERAL #11-22Y NW NW 229S 16E DUCHESNE  UT MONUMENT BUTTE (W) 43-013-31647-00  UTU64379 )

HAIONUMENT FEDERAL #13-4-9-16 NW SW 4 9S 16E DUCHESNE  UT MONUMENT BUTTE (W) 43-013-31716-00  UTU73086 i

HTONUMENT FEDERAL #14-4 SWSW 495 16E DUCHESNE  UT MONUMENT BUTTE (W) 43-013-31666-00  UTU73086 B

IMONUMENT FEDERAL #22-20-9-16  SE NW 209S 16E  DUCHESNE  UT 'MONUMENT BUTTE (W) 43-013-31681-00  UTU52018 i B

HONUMENT FEDERAL #23-7-9-16 'NESW 79S8 16E DUCHESNE  UT 'MONUMENT BUTTE (W) 43-013-31694-00  UTU74390

HMONUMENT FEDERAL #24-17-9-16  SESW 179S 16E  DUCHESNE  UT 'MONUMENT BUTTE (W) 43-013-31682-00 |UTU52018
ONUMENT BUTTE #34-31-8-16 'SW SE 318S 16E DUCHESNE  UT MONUMENT BUTTE (W) &43 -013-31715-00  UTU74389

MMONUMENT FEDERAL #33-10-9-16  NW SE 109S 16E DUCHESNE  UT MONUMENT BUTTE (W) 43-013-31722-00 UTU72107 -

HTONUMENT BUTTE #43-10-9-16 NE SE 1095 16E  DUCHESNE  UT MONUMENT BUTTE (W) 43-013-31723-00  UTU72107 -

(CHORNEY FEDERAL #1-9 SWSE 99S 19E  UINTA uT PARIETTE BENCH 43-047-30070-00  UTU5843

HHENDEL FEDERAL #1 SWSW 995 19E  UINTA uT PARIETTE BENCH 43-047-20011-00  UTU058149




United States Department of the Interior -

BUREAU OF LAND MANAGEMENT i P
Utah State Office ; . I PR (el

P.O. Box 45155 R b
Salt Lake City, UT 84145-0155

—t

IN REPLY REFER TO
UT-931
January 13, 1998
Inland Production Company
475 17th Street, Suite 1500
Denver, Colorado 80202
Re: Jonah (Green River) Unit
Duchesne County, Utah
Gentlemen:

On January 13, 1998, we received an indenture dated November 17, 1997, whereby
Equitable Resources Energy Company resigned as Unit Operator and Inland Production
Company was designated as Successor Unit Operator for the Jonah (Green River) Unit,
Duchesne County, Utah.

This indenture was executed by all required parties and the signatory parties have complied
with Sections 5 and 6 of the unit agreement. The instrument is hereby approved effective
January 13, 1998. In approving this designation, the Authorized Officer neither warrants
nor certifies that the designated party has obtained all required approval that would entitle
it to conduct operations under Jonah (Green River) Unit Agreement.

Your statewide (Utah) oil and gas bond No. 0056 will be used to cover all operations
within the Jonah (Green River) Unit.

It is requested that you notify all interested parties of the change in unit operator. Copies
of the approved instruments are being distributed to the appropriate federal offices, with
one copy returned herewith.

Sincerely,
/s/ Robert A. Henricks

Robert A. Henricks
Chief, Branch of Fluid Minerals
Enclosure
bcec: District Manager - Vernal (w/enclosure)
Bivision0fQjlxGas; & Mining 7
Minerals Adjudication Group U-932
File - Jonah (Green River) Unit (w/enclosure)
MMS - Data Management Division
Agr. Sec. Chron
Fluid Chron
U-931:TAThompson:tt:1/13/98



Page No. 1
01/13/98
WELL STATUS REPORTS
UTAH STATE OFFICE
INSPECTION ITEM API NO. WELL QTQT SEC TWN RNG WELL LEASE NAME OPERATOR
NUMBER STATUS

** INSPECTION ITEM UTU72086A JONAH (GR) SECONDARY RECOVERY UNIT

UTU72086A 430131511100s1 1 NWSW 12 9S 16E  POW UTUO035521A EQUITABLE RESOURCES ENERG
UTU72086A 4301315780001 1 NWNW 5 9S 17 POM UTU020252 EQUITABLE RESOURCES ENERG
UTU72086A 4301315779001 1 SESE 6 9S 176 WIW UTU020252A EQUITABLE RESOURCES ENERG
UTU72086A 4301315789001 1 SESW 11 9S 16E POW UTUG96547 EQUITABLE RESOURCES ENERG
UTU72086A 430131579200s1 1 SESE 11 9S 16E PO UTUO096550 EQUITABLE RESOURCES ENERG
UTU72086A 43013307020081 1-13 NWSW 1 9S 16E  WIW uTu18399 EQUITABLE RESOURCES ENERG
UTU72086A 430133070300s1 1-14 SWswW 19s 16E POW uTU18399 EQUITABLE RESOURCES ENERG
UTU72086A 43013306460081 1-23 NESW 198 16€ POW uTU18399 EQUITABLE. RESOURCES ENERG
UTU72086A 4301330701001 1-24 SESW 1 9s 16E  WIW uTU18399 EQUITABLE RESOURCES ENERG
UTU72086A 43013307350081 1-33 NWSE 198 16E  WiW uTuS52013 EQUITABLE RESOURCES ENERG
UTU72086A 430133073600S81 1-34 SWSE 198 16E POW UTU52013 EQUITABLE RESOURCES ENERG
UTU72086A 430133073400S1 1-43 NESE 198 16E POW uTu52013 EQUITABLE RESOURCES ENERG
UTU72086A 43013313620081 11-6 L4 6 9S 17E  WIW UTU020252A EQUITABLE RESOURCES ENERG
UTU72086A 4301331492001 11-7J NUNW 7 9S 17E MIW UTUL4426 EQUITABLE RESOURCES ENERG
UTU72086A 430133088900s1 12-1 NWNE 12 9S 16E POW UTU44L426 EQUITABLE RESOURCES ENERG
UTU72086A 43013314170081 12-11J SWNW 11 9S 16E  WIW UTU096550 EQUITABLE RESOURCES ENERG
UTU72086A 43013314100081 12-12J4 SWNW 12 9s 16E  WIW UTU096550 EQUITABLE RESOURCES ENERG
UTU72086A 43013306110081 12-5 SWNW 5 9S 17€ POW uTU020252 EQUITABLE RESOURCES ENERG
UTU72086A 43013305820081 12-6 SWNW 6 9S 17E  POW UTU020252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314930081 12-7J SWNW 7 9S 17€ POM UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 430131579000S1 13-114 NWsW 11 9s 16E  POW UTU096547 EQUITABLE RESOURCES ENERG
UTU72086A 430133137000S1 13-5 NWSW 5 9 17 WIW uTU020252 EQUITABLE RESOURCES ENERG
UTU72086A 430133091800s1 13-6 NWSW 6 9S 17E WIW UTU020252A EQUITABLE RESOURCES ENERG
UTU72086A 430133137400S1 14-11 SWsW 11 9S 16E WIW uTU096547 EQUITABLE RESOURCES ENERG
UTU72086A 43013314110081 14-124 SWSW 12 9s 16E  WIW UTU035521A EQUITABLE RESOURCES ENERG
UTU72086A 43013313850081 14-5 SWSW 5 9s 17€ POW uTu020252 EQUITABLE RESOURCES ENERG
UTU72086A 43013151120081 2 NWSE 12 9 16E POW UTU035521 EQUITABLE RESOURCES ENERG
UTU72086A 4301315793001 2 NWNE 14 9S 16E  POW UTU096550 EQUITABLE RESOURCES ENERG
UTU72086A 43013306030081 2-1 L1 19s 16E  POW UTU33992 EQUITABLE RESOURCES ENERG
UTU72086A 430133142100S1 21-144 NENW 14 9S 16E  WIW UTU096547 EQUITABLE RESOURCES ENERG
HHF2886A 438133 H42200X 21150 NENW—15—95—16E—ABD—— LT FHB5T————————F QU FABLERESOUREES—ENERE-
UTU72086A 43013306120081 21-5 NENW 5 9S 176 POW uTu020252 EQUITABLE RESOURCES ENERG
UTU72086A 43013305840081 21-6 L3 6 9 17E  POM UTuU020252A EQUITABLE RESOURCES ENERG
UTU72086A /43013157960032 22-124 SENW 12 9S 16€ POW UTU096550 EQUITABLE RESOURCES ENERG
UTU72086A 430133063400s81 22-15 SENW 15 9S 16E POW uTU017985 EQUITABLE RESOURCES ENERG
UTU72086A 43013313840081 22-5 SENW 5 9s 17E WIiu uTU020252 EQUITABLE RESOURCES ENERG
UTU72086A 430133091900S1 22-6 SENW 6 9S 17€ WiW uTU020252A EQUITABLE RESOURCES ENERG
UTU72086A 43013313690081 23-11 NESW 11 9S 16€E Wiw UTU096550 EQUITABLE RESOURCES ENERG
UTU72086A 43013313730081 23-15 NESW 15 9s 16E  WiW uTuo17985 EQUITABLE RESOURCES ENERG
UTU72086A 4301331383001 23-5 NESW 5 9s 17€ POW uTU020252 EQUITABLE RESOURCES ENERG
UTU72086A 4301330558001 23-6 NESW 6 98 17€ POW UTU020252A EQUITABLE RESOURCES ENERG
UTU72086A 4301331409001 24-12J SESW 12 9S 16  POW UTU035521A EQUITABLE RESOURCES ENERG
UTU72086A 430133063100S1 24-15 SESW 15 9§ 16E  POW uTU017985 EQUITABLE RESOURCES ENERG
UTU72086A 43013313750081 24-5 SESW 5 9§ 17E  WIW UTU020252 EQUITABLE RESOURCES ENERG
UTU72086A 43013313630081 24-6 SESW 6 9S 17E  WIW UTU020252A EQUITABLE RESOURCES ENERG
UTU72086A 430131579100s1 3 NWNW 14 9S 16E POW uTuU096547 EQUITABLE RESOURCES ENERG

UTU72086A 430133061300s1 31-15 NWNE 15 98 16E  POW uTu017985 EQUITABLE RESOURCES ENERG



Page No. 2
01/13/98

INSPECTION ITEM

UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A
UTU72086A

API NO.

430133141300S81
430133119500s1
430133140500s1
430133138600S1
430133141900s1
430133136800s1
430133141400S1
430133055900s1
430133145100S1
430133063200s1
430133136100S1
430133141600S1
430133100300s1
430133058600S1
430133074200S1
430131579500S1
430133148700S1
4301331408008 1
430133136700S1
4301330581001
4301330066008 1
4301331486001
4301330633001
430133140400s1
430133136400S1
430133100200s1
430133058300s1
4301330630001
43013314150081
430133092600S1
4301330961001

WELL
NUMBER

31-u
31-6
31-7J
32-11
32-124
32-15
32-1
32-6
33-114
33-15
33-6
34-104
34-11
34-6

41-12J
41-144
41-15
41-6
42-110
42-124
42-15
42-1
42-6
43-114
43-6
44-10
44-1J
7-A
7-C

QTQT SEC TWN

L2

L2

NWNE
SWNE
SWNE
SWNE
SWNE
SWNE
NWSE
NWSE
NWSE
SWSE
SWSE
SWSE
NESW
SENW
NENE
NENE
NENE
NENE
SENE
SENE
SENE
SENE
SENE
NESE
NESE
SESE
SESE
NENE
NENW

9s
9s
9s
9s
12 9s
15 9s
198
6 9s
11 98
15 9s
6 9s
10 9s
11 9s
6 9s
12 9s
11 9s
12 9s
14 9s
15 9s
6 9s
11 9s
12 9s
15 9s
19s
6 9s
11 9s
6 9s
10 9s
19s
79s
79s

RNG

16€
17€
17E
16E
16E
16€
16E
17€
16E
16E
17€
16€
16E
17
16E
16€
16E
16E
16E
17€
16E
16€
16€
16E
17€
16€
17€
16€
16€
17€
17€

WELL STATUS REPORTS
UTAH STATE OFFICE

WELL
STATUS

POW
Wiw
Wiw
Wiw
Wi
WiW
POW
POW
0sI
POV
WiwW
Wiw
wiw
POW
Wiw
POW
POW
Wiw
WiW
POW
POW
POW
POW
WIW
Wiw
Wiw
POW
POW
Wiw
POW
POW

LEASE NAME

UTU33992
UTU020252A
UTUL4426
UTU096550
UTu035521
UTU017985
UTU33992
UTU020252A
UTU096550
uTu017985
UTU020252A
uTu017985
UTU096550
UTU020252A
UTUO035521A
UTU096550
UTU44426
UTu096550
UTU017985
UTU020252A
UTU096550
UTU035521
UTU017985
UTU40652
UTu020252A
UTUQ96550
UTU020252A
uTU017985
UTU44426
UTU44426
UTU44426

EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE
EQUITABLE

OPERATOR

RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOQURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
RESOURCES ENERG
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Division of Oil, Gas and Mining Routin&// N

OPERATOR CHANGE WORKSHEET =

= 1-KAS
Attach all documentation received by the division regarding this change. ?-DIS:ﬁ/ﬁ( R-SI
Initial each listed item when completed. Write N/A if item is not applicable. 4-VID 9-FILFE,,
XXX Change of Operator (well sold) O Designation of Agent
O Designation of Operator O Operator Name Change Only

The operator of the well(s) listed below has changed, effective: _9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES ENERGY

WELL(S) attach additional page if needed:

(address) PO BOX 1446 (address) PO BOX 577
ROOSEVELT UT 84066 LAUREL MT 59044
C/0 CRAZY MTN 0&G SVS
Phone: (801)722-5103 Phone: (406)628-4164
Account no. _N5160 Account no. N9890

*JONAH (GREEN RIVER) UNIT

Name: _**SEE ATTACHED*#* APLA2 -0 1215 T4 Y Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: APL Entity: S T R Lease:
Name: APL: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: APIL: Entity: s T R Lease:

OPERATOR CHANGE DOCUMENTATION

¢ 1.

be 2
b s

(r649-8-10) Sundry or other legal documentation has been received from the FORMER operator (attach to this
form). ¢ £t/ 12-10-37)

(r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). /.cf 1p-13.97)

The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

Changes have been entered in the Oil and Gas Information System (3270) for each well listed above.
(1-14-93 ¥ UI['/OuQ U P?D I-14-78 =« lLIC/DBx.,s_C 1-14498

Cardex file has been updated for each well listed above.

Well file labels have been updated for each well listed above.

Changes have been included on the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc. /44487

A folder has been set up for the Operator Change file, and a copy of this page has been placed there for
C1€ 0 1) 2 O} * 2llld] (A0 b

ng O




—

OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

ENTITY REVIEW

7
iﬂ 1. (r649-8-7) Entity assignments have been reviewed for all wells listed above. Were entity changes made?
(yes@)/ If entlty assignments were changed, attach copies of Form 6, Entity Action Form.

l;/é - Ady 1452 "Choneh (62) ll:]
2

Trust Lands, Soverelgn Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes.

BOND VERIFICATION - (FEE WELLS ONLY)

N[%/% 1. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.
L
2. A copy of this form has been placed in the new and former operator’s bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated .

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

%/ 1. Copies of documents have been sent on to at Trust Lands for changes

ZL involving State leases, in order to remind that agency of their responsibility to review for proper bonding.

Al4 2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19 __, of their responsibility to notify all interest owners of this change.

FILMING

% 1. All attachments to this form have been microfilmed. Today's date: ) - 7)[/ Y

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.

COMMENTS
801/ B [SY lprv o f |-43-98




FORM 3160-5 TINITED STATES FORM APPROVED

(June 1290) DEPA IENT OF THE INTERIOR ‘ Budget Burcau No. 1004-0135
BUREZXU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS U-096550
Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name
Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE JONAH
1. Type of Well
X Oil Gas 8. Well Name and No.
Weil Well Other ' WALTON FEDERAL 1
9. API Well No.
2. Name of Operator 43-013-15792
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area
3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. County or Parish, State
4, Location of Well (Footage, Sec., T., R., m., or Survey Description)
0705 FSL 0704 FEL SE/SE Section 11, T09S R16E DUCHESNE COUNTY, UTAH
12, . CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
D Notice of Intent Abandonment Change of Plans
Recompletion New Construction
E Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off
: Final Abandonment Notice Altering Casing Conversion to Injection
Other Site Security Dispose Water
(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)
13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give perti dates, includi i d date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

ECEIVE

NOV 02 199;\ "-

DIV. OF OIL, GAS & MINING

14. I hereby certify that the foregging is true and coggget .
Signed MZH‘/ f L% Title Manager, Regulatory Compliance Date 10/28/98
o 4

(This space for Federal or State office use)
Approved by Title Date

Conditions of approval, if any:

CC: UTAH DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent or rep ions as to any matter within its jurisdiction.



Inland Production Company
Site Facility Diagram
Walton 1
SE/SE See. 11, T9S, 16E

Duchesne County

May 12, 1998

S:ite Sccurtty Plan is held at the Roosevelt Office. Roosevelt Utah

Production Phase:

1) Valves . and 3 sealed closed

2) Valves 2 and 4 scaled open
Sales Phase:
1) Valves 2., 3. and 4 scaled closed

2) Valves 1 open

Draining Phase:

1) Valve 3 open

Emulsion Line

Load Line

Water Line

4—— Diked Section

Gas Sales

Pumping Unit




FORM 3160-5

{ITED STATES

(June 1990) DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

FORM APPROVED

Budget Bureau No. 1004-0135
Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-096550

Do not use this form for proposals to drili or to deepen or reentry a different reservoir.

6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

SUBMIT IN TRIPLICATE

7. If Unit or CA, Agreement Designation

JONAH

1. Type of Well
Oil Gas
X Well Well Other

8. Well Name and No.
WALTON FED 1

9. API Well No.

2. Name of Operator

INLAND PRODUCTION COMPANY

43-013-15792

10. Field and Pool, or Exploratory Area

3. Address and Telephone No.
Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721

MONUMENT BUTTE

11. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

0705 FSL 0704 FEL

SE/SE Section 11, T9S R16E

DUCHESNE COUNTY, UTA

12, " CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF ACTION

TYPE OF SUBMISSION

Notice of Intent Abandonment

Recompletion

D Subsequent Report Plugging Back

Casing Repair

I:l Final Abandonment Notice

Other

Altering Casing

Change of Plans
New Construction
Non-Routine Fracturing

Water Shut-Off

Conversion to Injection

Run 4" liner, complete lower zones Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally driiled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Inland Production Company is requesting approval to complete zones in the lower portion of this well. Inland
will drill out the existing 5-1/2" shoe at 5200'". Then case the open hole with a 4", 11.6# liner from 200' above
the shoe to the existing total depth of 6300'. The 4" liner will be cemented in place with Class "G" cement. A
Cement Bond Log and a Cased Hole Log will be run from TD to liner top. Logs will be evaluated to determine

depths of new completion.

Accepted by the
Utah Division of
Oil, Gas and Mining

Date;~4f /%[ 2ew > ,

ay: \ A Do

Federal Approval Of This TN

AenonlsNecessary‘

14. [ hereby certify that the foregoing is true and correct
Signed S %yé_ Title

Brad Mecham

Operations Manager Date 4/7/2003

CC: UTAH DOGM

(This space for Federal or State office use)

Approved by Title

Conditions of approval, if any:

OO TRNDTUN

DatBECE,VED

APR 0 8 2003

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States an)gil‘{e,qgi@lls, GAS & MIN[N G

or fradulent statements or representations as to any matter within its jurisdiction.



FORM 3160-5 UN D STATES FORM APPROVED

(Jun ay DEPARTMENT OF THE INTERIOR Budget Bureau No. 1004-0135
BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS U-096550
Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name
Use "APPLICATION FOR PERMIT -" for such proposals NA
7. If Unitor CA, Agreement Designation
SUBMIT IN TRIPLICATE JONAH
1. Type of Well
X Oil Gas 8. Well Name and No.
Well Well Other WALTON FED 1
9. API Well No.
2. Name of Operator 43-013-15792
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area
3. Address and Telephone No. MONUMENT BUTTE
Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 11. County or Parish, State
4. Location of Well (Footage, Sec., T, R., m., or Survey Description)
705 FSL 704 FEL SE/SE Section 11, T9S R16E DUCHESNE COUNTY, UT .
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

E Notice of Intent
Subsequent Report
I: Final Abandonment Notice

Abandonment Change of Plans
Recompletion New Construction
Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off
Altering Casing Conversion to Injection

Dispose Water

(Note: Report results of multiple completion on Welt

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including cstimated date of starting any proposed work. [1'well is direction-

ally driiled. give subsurface locations and measured and true vertical depths for all markers and zones pertinent (o this work.)*

Subject well had recompletion procedures initiated in the Green River formation on 7/21/03. Existing production equipment
was pulled from well. Four squeeze holes were perfed at 4000°. A 4” liner was placed in hole with tubing with the liner top
located at 4816°/KB. A bit and scraper were run in well. A CBL was run. Well was shut in for log evaluation on 8/2/03. On
8/9/03, work was resumed. Four new Green River intervals were perforated and hydraulically fracture treated as follows:
Stage #1: CP3 sands @ 5615-5618” and 5602-5611’; CP2 sands @ 5574-5578’, 5556-5559°, 5538-5540°, 5531-5535°, and
5525-5528’; and CP1 sands @ 5456-5472° (All 4 JSPF) fraced down 2 7/8” and 2 3/8” N-80 tbg w/120,283# 20/40 sand in
879 bbls Viking I-25 fluid. Stage #2: D1 sands (perfed previously) were also fraced down 5 47 15.5# casing w/20,026# 20/40
sand in 235 bbls Viking I-25 fluid. Stage #3: PB11 sands @ 4353-4363", 4340-4349°, 4331-4334°; PB10 sands @ 4292-
4295°, 4283-4287’; and PB7 sands @ 4190-4196’ (All 4 JSPF) fraced down 5 4 15.5# casing w/65,480# 20/40 sand in 485
bbls Viking 1-25 fluid. Stage #4: GB6 sands @ 4120-4129°; GB4 sands @ 4097-4100°, 4090-4094°, 4071-4087’; GB2 sands
@ 4031-4035°, 4021-4026°, 4001-4016’, and 3989-3993° (All 4 JSPF) fraced down 5 4" 15.5# casing w/155,102# 20/40 sand
in 996 bbls Viking I-25 fluid. Fracs were flowed back through chokes. Sand was cleaned from wellbore. An existing stage
was then reperfed: A3 sands @ 5080-5088’, 5069-5077, 5058-5067", and 5044-5054°; A1 sands @ 5001-5029” (All 2 JSPF).
New intervals were swab tested for sand cleanup. BHA & production tbg were run and anchored in well w/tubing anchor @
4696, pump seating nipple @ 4730, and end of tubing string @ 4795°. A repaired 1 '4” bore rod pump was run in well on
sucker rods. Well returned to production via rod pump on 8/19/03.

14. [ hereby certify that the forggoing is true and correct /’ i - ;
B B - it
Signed RS A &,Q_L/ Tile  Office Manager Date 8/26/2003
Marthg Hall ;

CC: UTAHDOGM ¢ °

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any: R EC E IVE D
4

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious AUG 2 7 2003

or fradulent statements or representations as to any maiter within its Jjurisdiction.

vy OF Ol GAS & MINING



Walton Federal #1
16-11-9-16

Spud Date: 4701719064
GL:3301°

KB: 5513

SURFACE CASING

Wellbore Diagram

CSG SIZE: 9-5/87
GRADE: §-55
WEIGHT: 32.2#%
LENGTH: 7 jts. (2127}
DEPTH LANDED: 225°

FRAC JOB

Initial Production: 1073 BOPD,
100 MCFG

5/07/64  5007°-5020°

5/07/64  4735°-4746°

Frac zone as follows:

21,000# 20/40 sand + 2000# 8/12 beads
in 500 bbl crude oil. Treated @ 3750 psi
@ 37 BPM.

Frac zone as follows:
20.000# 20/40 sand + 2000# 8/12 beads

in 475 bbl crude oil. Treated (@ 3700 psi
HOLE SIZE:12-1/4" @ 32 BPM.

CEMENT DATA: 225 sxs cement 10/05/66  4735°-5084" Frac zone as follows:

62,000# 20/40 sand + 2000# beads in
Z x 1750 bbl 1% acetic acid. Treated @ 2800
psi @ 54 BPM. Calc. flush: 5075 gal.
Actual flush: 6500 gal.

9/25/96  5007'-5084° Frac zone as follows:
29,760# 16/30 sand in 168 bbl KCI.
¥ ) 34 i@ 13 BPM, ISIP
PRODUCTION CASING T;g‘(‘)“;dsi@/} 0psi@ §
RV
CSGSIZE:5-1/ 9/25/96  4589°-4746° . Frac zone as follows:

GRADE: J-55
WEIGHT: I5.5#
LENGTH: 167 jis. (51927

12,000# 15/30 sand in 212 bbl KCL.
Treated (9 2900 psi @ 22.5 BPM, ISIP
2520 psi

DEPTH LANDED: 5205°
HOLE SIZE: 7-7/8"

Anchor @ 4544

CEMENT DATA: 400 sxs cement

CEMENT TOP AT 4050 per CBL 458974597

47154719

TUBING

4735
SIZE/GRADE/WT . 2-7/87 7 )-55 7 0.5#
NO. OF JOINTS: 144 jis (4329 89°) 4746°
TUBING ANCHOR: 4544 04° KB
NO. OF JOINTS. 14 jis (440.917) 007
SEAT PP A 7/8 .
SEATING NIPPLE: 2-7/87 (1 .107) S013°
SN LANDED AT: 4980.65" KB
NO. OF JOINTS: | jis Perfsab. (37)

50207

NO. OF JOINTS: | jis (31.79)

TOTAL STRING LENGTH: EOT @ 3021.90' KB
5046°-5054’
S0727-3078°
SUCKER RODS

5084°

POLISHED ROD: 1-1/4" x 227 SM

SUCKER RODS: 30-3/4" scraper rods: 107-3/47 slick rods, 2-6° x 3/4™ pony
rods.

PERFORATION RECORD,

PUMP SIZE: 2-1/27 x |-1/27 x 167 RHAC

5/06/64 5020’ 3SPF 03 holes

STROKE LENGTH 506/64  SO13° 3SPF 03 holes
PUMP SPEED. SPM SN (@ 4986° 5/06/64 - 5007 3SPF 03 holes
LOGS: Sonic-GR.1-ES. MIL CDM EOT (@ 5021° SH06/64  4T46° 3SPF 03 holes
Tap of fill @ 5087° 5/06/64  4735° 3SPF 03 holes

Csg Shoeg 3205 10/5/66 5075 ISPF 0l hole

10/5/66  5084° 1SPF 01 hole

08/1982  4589°-4597" 7 holes
9/24/96  5072'-5078" 2SPF 12 holes
. 9/24/96  5046'-5054' 2 SPF 16 holes
9/24/96  4715°-4719° 4 SPF 16 holes
9/24/9  4590°-4595' 4SPF 20 holes

@é’f/ Inland Resources Inc.

Walton Federal #1  16-11-9-16
7067 FSL & 704" FEL
SESE Section 1 [-T9S-R16E
Duchesne Co, Utah
AP #

3-013-15792: Lease #U-096530 TD i 6300°

BDH 12/16/02



United States Department of the Interior %
w-
BUREAU OF LAND MANAGEMENT . TAKE PRIDE'
Utah State Office NAMERICA
P.O. Box 45155
Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:

3106
(UT-924)
September 16, 2004
Memorandum
To: Vernal Field Office
From: Acting Chief, Brahch of Fluid Minerals
Subject: Mérger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

PV iktaid 2 b

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson '
Joe Incardine
Connie Seare



“Geoffrey S. Connor
Secretary of State

Corporations Section
P.O.Box 13697
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

¢

Secretary of State

Come visit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 ITY7-1-1
Prepared by: SOS-WEB



riLEw

ARTICLES OF AMENDMENT L of the
TOTHE Sec:gtg"'s < State of Texas
ARTICLES OF INCORPORATION y
OF sep 02 W0
INLAND PRODUCTION COMPANY R
Corporations Section

* Pursuant to the provisions of Article 4.04 of the Texas Business Corporation Act (the
“TBCA”), the undersigned corporation adopts the following articles of amendment to the articles
of incorporation: ' :

ARTICLE 1 - Name
The name of the corporation is Inland Production Company.
ARTICLE 2 — Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adopted by the sharcholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entirety as follows:

“ARTICLE ONE — The name of the corporation is Newfield Production Company.”
ARTICLE 3 - Effective Date of Filing
This document will become effective | ypon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given. '

IN WITNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1¥ day of September, 2004.

INLAND RESOURCES INC.

B)';WXZ «/&ﬁ'%z

Susan G. Riggs, Treasurer



UTSL-
071572A
065914

UTU-

02458
03563
03563A
04493
05843
07978
09803
017439B
017985
017991
017992
018073

- 019222
1020252
020252A
020254
020255
020309D
022684A
027345
034217A
035521
035521A
038797
058149
063597A
075174
096547
096550

10760
11385
13905
15392

15855
16535
16539
16544
17036
17424
18048
18399
19267
26026A
30096
30103
31260
33992
34173
34346
36442
36846
38411
38428
38429
38431
39713
39714
40026
40652
40894
41377
44210
44426
44430
45431
47171
49092
49430
49950
50376
50385
50376
50750
51081
52013
52018
58546

61052
62848
63073B
63073D
63073E
630730
64917
64379
64380
64381
64805

164806

64917
65207
65210
65635
65967
65969
65970
66184
66185
66191
67168
67170
67208
67549
67586
67845
68105
68548
68618
69060
69061
69744
70821
72103
72104
72105
72106
72107
72108
73086
73087

- 73807

73088
73089
73520A
74108
74805
74806
74807
74808
74389
74390
74391
74392
74393
74398
74399
74400
74404
74405
74406
74411
74805
74806
74826
74827
74835
74868
74869
74870
74872
74970
75036
75037
75038
75039

- 75075

75078
75089
75090
75234
75238
76239
76240
76241
76560

76561

76787
76808
76813
76954
76956
77233

77234

77235
77337
77338
77339
77357

77359

77365
77369
77370
77546

77553

77554
78022
79013
79014
79015
79016
79017
79831
79832

79833

79831
79834
80450

80915

81000

63073X
63098A
68528A
72086A
72613A
73520X
74477X
75023X
76189X
76331X
76788X
77098X
77107X
77236X
77376X
78560X
79485X
79641X
80207X
81307X



Division of Oil, Gas and Mining

ROUTING
OPERATOR CHANGE WORKSHEET 1.GLH
2. CDW
3. FILE
Change of Operator (Well Sold) Designation of Agent/Operator
X Operator Name Change Merger
The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company
Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052
Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721
CA No. Unit: JONAH (GREEN RIVER)
WELL(S)
NAME SEC TWN RNG|API NO ENTITY |LEASE |WELL |WELL
NO TYPE TYPE STATUS
FEDERAL 2-1 01 J0S0S|160E [4301330603 11492|Federal |OW P
GOATES FED 1 11 j090S}160E |4301315789 11492|Federal |OW P
MONUMENT FED 13-11J 11 {090S]{160E |4301315790 11492]|Federal [OW S
WALTON FED 1 11 J090S}160E {4301315792 11492|Federal |JOW P
WALTON FED 4 11 |090S|160E {4301315795 11492|Federal |OW P
MONUMENT FED 42-11J 11 |090S|160E {4301330066 11492|Federal |OW P
C&0O GOVT 1 12 |090S|160E 4301315111 11492|Federal |OW P
C&0O GOVT 2 12 |090S|160E [4301315112 11492|Federal |OW P
MONUMENT FED 22-12] 12 1090S}160E |4301315796 11492|Federal |OW P
GOATES FED 3 14 1090S]160E |4301315791 11492{Federal |OW P
WALTON FED 2 14 1090S|160E |4301315793 11492{Federal |JOW P
ALLEN FED A-1 05 |[090S|170E |4301315780 11492|Federal |WI A
ALLEN FED 1-6 06 |090S|170E |4301315779 11492|Federal |WI A
ALLEN FED 23-6 06 |090S|170E 4301330558 11492|Federal |OW P
ALLEN FED 32-6 06 |090S|170E §4301330559 11492|Federal |OW P
ALLEN FED 41-6 06 |090S|170E 14301330581 11492|Federal |jOW P
ALLEN FED 12-6 06 |090S|170E 4301330582 11492|Federal |OW P
ALLEN FED 43-6 06 |090S|170E |4301330583 11492{Federal |OW P
ALLEN FED 21-6 06 |090S}170E [4301330584 11492|Federal |OW P
ALLEN FED 34-6 06 [090S|170E |4301330586 11492|Federal |OW P
OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on:  9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield_Jonah GR 1_FORM_4B.xIs 3/7/2005



6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements (""CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005
3. Bond information entered in RBDMS on: 2/28/2005
4. Fee/State wells attached to bond in RBDMS on: 2/28/2005
5. Injection Projects to new operator in RBDMS on: 2/28/2005
6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:

*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield_Jonah GR 1_FORM_4B.xls 3/7/2005



API Well No: 43013157920000

STATE OF UTAH

FORM 9

DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING st

5.LEASE DESIGNATION AND SERIAL NUMBER:

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

7.UNIT or CA AGREEMENT NAME:
JONAH (GRRV)

1. TYPE OF WELL
Oil Well

8. WELL NAME and NUMBER:
WALTON FED 1

2. NAME OF OPERATOR:
NEWFIELD PRODUCTION COMPANY

9. API NUMBER:
43013157920000

3. ADDRESS OF OPERATOR:
1001 17th Street, Suite 2000 , Denver, CO, 80202

PHONE NUMBER:
303 382-4443 Ext

9. FIELD and POOL or WILDCAT:
MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
0705 FSL 0704 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: SESE Section: 11 Township: 09.0S Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING D CASING REPAIR
/ NOTICE OF INTENT
Approximate date work will start: [l cHANGE To PREVIOUS PLANS [l cHANGE TuBING [l cHANGE WELL NAME
11/15/2009
D CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS D CONVERT WELL TYPE
[] SUBSEQUENT REPORT [ oeepen [1 FRACTURE TREAT [1 NEw consTRUCTION
Date of Work Completion:
D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
|:| PRODUCTION START OR RESUME |:| RECLAMATION OF WELL SITE !/ RECOMPLETE DIFFERENT FORMATION
D SPUD REPORT
Date of Spud: D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL D TEMPORARY ABANDON
|:| TUBING REPAIR |:| VENT OR FLARE |:| WATER DISPOSAL
D DRILLING REPORT D WATER SHUTOFF D SI TA STATUS EXTENSION D APD EXTENSION
Report Date:
|:| WILDCAT WELL DETERMINATION |:| OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Operator proposes to recomplete the subject well. This well has been
identified to have pay behind pipe. We plan on opening the Al & A3 sands by
perforating and then hydraulically fracturing them. Refer to the attached
recompletion procedure. Please contact Newfield Engineer Tom Walker at
303-383-4114 or Paul Weddle at 303-383-4117 for procedure questions.

Date: { "\ October 29,2009

Accepted by the
Utah Division of
Oil, Gas and Mining

AL S wcf

By

NAME (PLEASE PRINT)
Susan Linder

PHONE NUMBER TITLE

303 382-4443

Operations Tech

SIGNATURE
N/A

DATE
10/26/2009

RECEIVED October 26, 2009




Newfield Production Company Walton Federal 1-11-9-16
Procedure for: OAP A1&A3 sand (behind Liner). Tubing frac in 4" Liner

Well Status: See attached Wellbore Diagram

AFE #
Engineer: Paul Weddle pweddle@newfield.com
mobile 720-233-1280
office 303-383-4117
PROCEDURE

*%

[Well has 114 Unit. Needs to be upgraded to 228 unit prior to work.

1 Blow down tbg. MIRU SU. Seat pump and pressure test tubing to 3,000 psi. POH, LD, and
visually inspect rods and pump. ND wellhead. Strip-on and NU BOP. TOOH visually
inspecting 2-7/8” production tbg. Report any scale on production string (interval, depth, type) on
morning report and verbally to Engineer

2 RU wireline unit. Make 3.25” gauge ring run to +/- 5,880
3 Only Run 3.25" B&S if required.
4 RIH and set HE retrievable 4" plug at 5130'. If possible, perforate on same WL run.
5 Perforate (BIGGER guns for 2 stings) the following interval w/ 3SPF 120deg phasing:
Discuss Gun options with WL companies and Engineer.
A3 5081-5083 |3spf 120deg phasing
A3 5072-5074 |3spf 120deg phasing
A3 5048-5050 |3spf 120deg phasing
A1 5018-5022 |3spf 120deg phasing

6 PU 5.5" PKR and TIH w/ N80 8RD EUE. Packer will be set above liner top. (Separate trip to PU 2-3/8"
tubing (13jts) on bottom of 2-7/8" to reach inside 4" liner with HE retrieving head and get 4" plug)

SetPKR@ 4,775

7 RU frac equip. Frac the A1 and A3 sand down tubing w/35,000# 20/40sand at 15 BPM with max sand

concentration of 6ppg per BJ recommendation. Increase Pad to 40% total fluid volume

Flowback well immediately @ 3-4 BPM until dead.

9 Release Packer POOH to lay down packer, PU Retrieving head and 13 jts of 2-3/8" tubing and then 2-7/8"
tubing. TIH to release Plug

7 BEFORE releasing RBP, RU swab equipment and swab well (only in 2-7/8" tubing) until returns are clean
of sand. Release RBP.POOH laying down workstring and RBP.

9 Run tubing as pulled.
10 Place SN @ + 4730 and set TAC at 4697’ with 15,000 Ibs overpull. ND BOP’s. NU wellhead.

11 PU and RIH with a 2-1/2” x 1-3/4” x 20° RHAC pump, 6 x 1-1/2” weight rods, 40 x 3/4” guided rods, 52x
3/4” slick rods, 89 x 3/4" guided rods, Space out with pony rods as necessary.
12 PWOP and track results for one month.

oo

RECEIVED October 26, 2009




Walton Federal #1
16-11-9-16

Wellbore Diagram

Spud Date: 4/01/1964

GL: 5501° KB: 5513’
SURFACE CASING

CSG SIZE: 9-5/8”

GRADE: J-55

WEIGHT: 32.2#

LENGTH: 7 jts. (212°)

DEPTH LANDED: 225°

HOLE SIZE:12-1/4”

CEMENT DATA: 225 sxs cement

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 167 jts. (5192)

DEPTH LANDED: 5205’

HOLE SIZE: 7 7/8”

CEMENT DATA: 400 sacks cmt.
CEMENT TOP AT: 4056 per CBL

CSG SIZE: 47

GRADE: J-55

WEIGHT: 11#

LENGTH: 1077

DEPTH LANDED: 5901°

HOLE SIZE: 4 3/4”

CEMENT DATA: 201 sacks cmt.

4” Liner Top @ 4816’

TUBING

SIZE/GRADE/WT: 27/8”/ J-55 / 6.5%

NO. OF JOINTS: 149 jts (4684.03")

TUBING ANCHOR: 4696.03

NO. OF JOINTS: 1 jts (31.38")

SEATING NIPPLE: 2 7/8” (1.10")

SN LANDED AT: 4730.21° KB

NO. OF JOINTS: 2 jts (62.75")

TOTAL STRING LENGTH: EOT @ 4794.51° W/ 12° KB

SUCKER RODS

POLISHED ROD: 1 1/4” x 22’ SM

SUCKER RODS: 6-1 1/2” weight rods, 40-3/4” scrapered rods (used), 52-3/4"
plain rods, 89-3/4” scrapered rods (new), 1-8°, 2-6’, 1-2” x 3/4” pony rods.

PUMP SIZE: 2 1/2”x 1 1/2” x 16 RHAC
STROKE LENGTH: 55”
PUMP SPEED, SPM: 7 SPM

NEWFIELD

Walton Federal #1
705° FSL & 704’ FEL
SESE Section 11-T9S-R16E
Duchesne Co, Utah

API #43-013-15792; Lease #U-096550

16-11-9-16
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C 3989°-3993°
4000’ (Squeeze)
C 4001°-4016
 4021°-4026’
C 4031°-4035°
— 4071°-4087°
 4090°-4094°
— 4097°-4100°
 4120°-4129°

— 4190°-4196°

C_ 4283°-4287"
 4292°-4295°

— 4331°-4334
4340°-4349°

 4353°-4363’

TV

— 4589°-4597

Anchor 4696’

C 4715°-4719
4735
4746

EOT @ 4795

5001°-5029”

5044°-5054°
5058’-5067"
5069°-5077
5072’-5078"

5080°-5088”

TPy AYTT Yy mb Y
TR

VVVY

v

5456°-5472°

5525°-5528’
5531°-5535"
5538’-5540”

5556’-5559°
5574°-5578"

5602°-5611"
5615°-5618’

PBTD @ 5883”

4” SHOE @ 5901”
TD @ 5903’

4” Liner Top @ 4816’

5%” SHOE @ 5205’

Initial Production: 1073 BOPD,
100 MCFG
FRAC JOB

5/07/64

5007°-5020° Frac zone as follows:
21,000# 20/40 sand + 2000# 8/12 beads
in 500 bbl crude oil. Treated @ 3750 psi

@ 37 BPM.

5/07/64  4735-4746° Frac zone as follows:
20,000# 20/40 sand + 2000# 8/12 beads
in 475 bbl crude oil. Treated @ 3700 psi

@32 BPM.

10/05/66  4735°-5084’ Frac zone as follows:

62,000# 20/40 sand + 2000# beads in
1750 bbl 1% acetic acid. Treated @ 2800
psi @ 54 BPM. Calc. flush: 5075 gal.

Actual flush: 6500 gal.

9/25/96  5007°-5084 Frac zone as follows:
29,760# 16/30 sand in 168 bbl KCI.
Treated @ 3450 psi @ 13 BPM, ISIP

1990 psi.

9/25/96  4589°-4746 Frac zone as follows:
12,000# 16/30 sand in 212 bbl KC1.
Treated @ 2900 psi @ 22.5 BPM, ISIP

2520 psi.

Frac CP1, CP2, & CP3 sands as follows:
120,283# 20/40 sand in 879 Bbls Viking
1-25 fluid. Treated @ avg. press of 3825

psi w/ avg. rate of 14.4 BPM. ISIP: 1770
psi. Calc flush: 1270 Gal. Actual flush: 1218 gal.

8/11/03  5456°-5618’

8/12/03  4589°-4597 Re-Frac D1 sands as follows:

20,026# 20/40 sand in 235 Bbls Viking I-25 fluid.
Treated @ avg. press of 3340 psi w/ avg rate of
17.3 BPM. ISIP 3850 psi. Calc flush: 4587 gal.
Actual flush: 4410 gal.

Frac PB7, PB10, & PB11 sands as follows:

65,480# 20/40 sand in 485 Bbls Viking I-25 fluid.
Treated @ avg. press of 3225 psi w/ avg rate of
23.6 BPM. ISIP: 3850 psi. Calc. Flush: 4188 gal.
Actual flush: 2142 gal. (Screened Out)

Frac GB2, GB4, and GB6 sands as follows:

155,102# 20/40 sand in 996 Bbls Viking I-25 fluid.
Treated @ avg. press of 1950 psi w/ avg. rate of
24.5 BPM. ISIP: 2200 psi. Calc flush: 3987 gal.
Actual flush: 3906 gal.

PERFORATION RECORD

8/13/03  4190°-4363°

8/13/03  3989’-4129

5/06/64  5020° 3 SPF 03 holes
5/06/64 5013” 3 SPF 03 holes
5/06/64 5007 3 SPF 03 holes
5/06/64  4746° 3 SPF 03 holes
5/06/64 4735 3 SPF 03 holes
10/5/66 5075 1SPF 0l hole

10/5/66  5084° 1 SPF 0l hole

08/1982  4589°-4597° ?? holes
9/24/96  5072°-5078" 2 SPF 12 holes
9/24/96  5046’-5054" 2 SPF 16 holes
9/24/96  4715°-4719° 4 SPF 16 holes
9/24/96  4590°-4595° 4 SPF 20 holes
7/24/03  4000” (squeeze) 4 JSPF 4 holes
8/11/03  5615°-5618" 4 JSPF 12 holes
8/11/03  5602°-5611" 4 JSPF 36 holes
8/11/03  5574°-5578" 4 JSPF 16 holes
8/11/03  5556°-5559° 4 JSPF 12 holes
8/11/03  5538°-5540° 4 JSPF 8 holes
8/11/03  5531°-5535" 4 JSPF 16 holes
8/11/03  5525°-5528" 4 JSPF 12 holes
8/11/03  5456°-5472° 4 JSPF 64 holes
8/12/03  4353°-4363’ 4 JSPF 40 holes
8/12/03  4340°-4349° 4 JSPF 36 holes
8/12/03  4331°-4334> 4 JSPF 12 holes
8/12/03  4292°-4295* 4 JSPF 12 holes
8/12/03  4283°-4287° 4 JSPF 16 holes
8/12/03  4190°-4196’ 4 JSPF 24 holes
8/13/03  4120°-4129° 4 JSPF 36 holes
8/13/03  4097°-4100° 4 JSPF 12 holes
8/13/03  4090°-4094’ 4 JSPF 16 holes
8/13/03  4071°-4087° 4 JSPF 64 holes
8/13/03  4031°-4035" 4 JSPF 16 holes
8/13/03  4021°-4026* 4 JSPF 20 holes
8/13/03  4001°-4016* 4 JSPF 60 holes
8/13/03  3989°-3993" 4 JSPF 16 holes
8/14/03  5080°-5088" 2 JSPF 16 holes
8/14/03  5069°-5077° 2 JSPF 16 holes
8/14/03  5058°-5067" 2 JSPF 18 holes
8/14/03  5044°-5054" 2 JSPF 20 holes
8/14/03  5001°-5029° 2 JSPF 56 holes

MR 9/5/03

RECEIVED October 26, 2009
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NEWFIELD

September 21, 2010

Mr. Brad Hill

State of Utah, DOGM

1594 West North Temple-Suite 1310
P.O. Box 145801

Salt Lake City, Utah 84114-5801

Dear Mr. Hill:

RE: Re-Completion
Walton Federal 1-11-9-16
Sec. 11, T9S, R16E

API #43-013-15792

The subject well had new perforations added. The well was then put back on
production. Please find enclosed the sundry. If you have any questions please call me at

435-646-4874.

Sincerely,
p%i;]avez N otf
Administrative Assistant

RECEIVED
SEP 27 2610
DIV, OF OIL, GAS & MINING

Rt 3 Box 3630 10530 South Country Road #33 Myton, UT 84052 (435) 646-3721 Fax (435) 646-3031



STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES -
DIVISION OF OIL, GAS AND MINING A e Onesag D SERIAL NuMBER:

SUNDRY NOTICES AND REPORTS ON WELLS © [T NDIA, ALLOTIEE OF TRisERAME

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged 7. UNIT or CA AGREEMENT NAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TG DRILL form for such proposals. GMBU
1. TYPE OF WELL: 8. WELL NAME and NUMBER:
owwelLlk]  caswett [ ormer WALTON FED 1
2, NAME OF OPERATOR; 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 4301315792
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 cIty Myton STATE UT zip 84052 435.646.3721 GREATER MB UNIT
4. LOCATION OF WELL:
FOOTAGES AT SURFACE: 705 FSL 704 FEL county: DUCHESNE
OTR/OTR. SECTION. TOWNSHIP. RANGE. MERIDIAN: ~ SESE, 11, T9S, R16E STATE:  UT

1w CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
] acmizs [] oeeeen [[] repERFORATE CURRENT FORMATION
[J NOTICE OF INTENT
(Submit in Duplicate) [ avrer case [ sracTurs TREAT [ swetraCK TO REPAIR WELL
Approimate date work vl 7 casme rerar ] new constrUCTION ] remporariTLY ABANDON
[ crance o prEVIOUS PLANS [ operator crance [ usmerepar
[ crance TuBNG [ ruc av aanpon [ ventorFLAR
Xl SUBSEOUENT REPORT ] crancE weLL NamE [ eruasack ] warer pisposaL
(Submit Original Form Only)
¢ Y [ cuance weLL sTATUS ] eropucTion sTarTisTOR) ] water suur-orr
Date of Work Completion:
? P ] comMINGLE PRODUCING FORMATIONS ] recLamaTioN oF WELL siTE [ ome: -
09/20/2010 O convert weLL ryee [X] RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subject well was recompleted and then placed back on production. The following perforations were added in the Green
River Formation:

A3 5081-5083' 3 JSPF 6 holes
A3 5072-5074' 3 JSPF 6 holes
A3 5048-5050' 3 JSPF 6 holes
A15018-5022' 3 JSPF 12 holes

NAME (PLEASE PRINT)_Lucy Chavez-Naupoto TirLe  Administrative Assistant

% oate 09/2172010

SIGNATURE

(This space for State use only)

RECEIVED
SEP 27 260
DIV. OF OIL, GAS & MINING



‘Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry
WALTON 1-11-9-16

7/1/2010 To 11/30/2010
9/14/2010 Day: 1 Recompletion

WWS #5 on 9/14/2010 - MIRUSU. Heat annulus. Can't flush rods. - MIRU Western rig #5. RU
HO trk & pump 60 BW dn annulus @ 250°F. RD pumping unit & PU on rod string. Never saw
pump unseat. RU HO trk to flush rods. Pressures up to 1000 psi. Work rod string--still can't
flush (seems very waxy). SIFN.

Daily Cost: $0

Cumulative Cost: $7,595

9/15/2010 Day: 2 Recompletion

WWS #5 on 9/15/2010 - TOOH w/ rods & tbg. Perforate A3 & Al sands - Pump 120 BW down
csg @ 250°. Attempt flushing tbg w/o success. Tbg was flowing oil. Pump 60 BW down csg @
180°. TOOH w/ 91- 3/4" guided rods, 40- 3/4" plain rods, 46- 3/4" guided rods & 15' of 47th
rod. ND wellhead. Release TA. NU BOPs. RU rig floor. Pressure tbg & blew hole @ 2800 psi.
Flush tbg w/ 40 BW @ 250°. TOOH w/ tbg talleying. LD 1- 3/4" rod, 6- 1 1/2" weight rods &
rod pump. RU WLT. RIH w/ 3 1/4" gauge ring & tag @ 4902'. POOH w/ gauge ring. RIH w/
perf guns & perforate A3 & Al sands. POOH w/ WL. RD WLT. SWIFN.

Daily Cost: $0

Cumuliative Cost: $21,967

9/16/2010 Day: 4 Recompletion

WWS #5 on 9/16/2010 - Set RBP, PU N-80 frac tbg & set pkr. Frac A1 & A3 sands. - PU & TIH
w/ 3 1/4", bit sub, 40- jts 2 3/8" tbg & 119- jts 2 7/8" tbg. Circulate well clean. Continue TIH
w/ tbg & tag scale @ 5577'. Clean out to 5588', tbg plugged off. TOOH w/ 21- jts tbg &
unplugged tbg. TIH w/ 21- jts tbg & tag @ 5588'. RU drill equipment & clean out to 5863'.
Circulate well clean. RD drill equipment. TOOH w/ 51- jts tbg. EOT @ 4262'. SWIFN. -
Continue TOOH w/ tbg & LD BHA. PU RBP, TIH w/ tbg & set RBP @ 5137'. TOOH w/ tbg. PU
pkr & N-80 frac string. Set pkr @ 4786'. RU BJ] services frac crew. Frac A1 & A3 sands as
detailed. Open for immediate flowback @ approx 3 BPM. Well flowed for 1 hour & died.
Recovered 180 BW. 215 BWTR. - Continue TOOH w/ tbg & LD BHA. PU RBP, TIH w/ tbg & set
RBP @ 5137'. TOOH w/ tbg. PU pkr & N-80 frac string. Set pkr @ 4786'. RU BJ services frac
crew. Frac Al & A3 sands as detailed. Open for immediate flowback @ approx 3 BPM. Well
flowed for 1 hour & died. Recovered 180 BW. 215 BWTR. - PU & TIH w/ 3 1/4", bit sub, 40- jts
2 3/8" tbg & 119- jts 2 7/8" tbg. Circulate well clean. Continue TIH w/ tbg & tag scale @
5577'. Clean out to 5588', tbg plugged off. TOOH w/ 21- jts thg & unplugged tbg. TIH w/ 21-
jts tbg & tag @ 5588'. RU drill equipment & clean out to 5863'. Circulate well clean. RD drill
equipment. TOOH w/ 51- jts tbg. EOT @ 4262'. SWIFN.

Daily Cost: $0

Cumulative Cost: $37,150

9/20/2010 Day:5 Recompletion

WWS #5 on 9/20/2010 - Round trip tbg, swab & release RBP. - Check pressure on well, 0 psi
csg & 400 psi tbg. Release pkr & circulate well clean. Flush tbg w/ 30 BW @ 250°. LD 150- jts
N-80 tbg & BHA. TIH w/ RH, 13- jts 2 3/8" tbg & 151- jts 2 7/8" tbg. RU swab equipment.

http://www.inewfield.com/denver/SumActRpt.asp?RC=152347&AP1=4301315792&Min...  9/21/2010



“Summary Rig Activity Page 2 of 2

Made 9 swab runs w/ SFL @ surface & EFL @ 1400'. No show of sand or oil. Recovered 86
bbls. TIH & circulate 50' of sand off RBP. Latch onto & release RBP. TOOH w/ 84- jts tbg,
stopped to flush tbg w/ 40 BW during TOOH.

Daily Cost: $0

Cumulative Cost: $43,831

9/21/2010 Day: 6 Recompletion

WWS #5 on 9/21/2010 - TIH w/ tbg pressure testing & TIH w/ rods - Continue TOOH w/ tbg &
LD BHA. TIH w/ production tbg as detailed (pressure testing on way in, good 3000 psi test on
bottom). RIH w/ fishing tool on sandline & retrieve standing valve. RD rig floor. ND BOPs. Set
TA @ 4600' w/ 18,000#s tension. NU wellhead. X-over for rods. PU & prime Central Hydraulic
21/2" X1 3/4" X 16" X 20" RHAC rod pump. TIH w/ rods as detailed. RU pumping unit. Fill tbg
w/ 5 BW. Stroke test pump w/ unit to 800 psi. RDMOSU. PWOP @ 3:30 PM w/ 86" SL & 5
SPM. 220 BWTR. Finalized

Daily Cost: $0

Cumulative Cost: $88,348

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=152347&AP1=4301315792&Min...  9/21/2010



Sundry Number: 29103 APl Well Number: 43013157920000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING UTU-096550 '

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below

current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION | 7-UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)
1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well WALTON FED 1
2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013157920000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443 Ext MONUMENT BUTTE
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
0705 FSL 0704 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: SESE Section: 11 Township: 09.0S Range: 16.0E Meridian: S UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING |:| CASING REPAIR
J NOTICE OF INTENT
Approximate date work will start: [ chanee To PREVIOUS PLANS ] chance Tusine O] chance weLt nave
D CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS \/ CONVERT WELL TYPE
D SUBSEQUENT REPORT D DEEPEN D FRACTURE TREAT |:| NEW CONSTRUCTION
Date of Work Completion:
D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE |:| RECOMPLETE DIFFERENT FORMATION
D SPUD REPORT
Date of Spud: D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL |:| TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL
D DRILLING REPORT D WATER SHUTOFF D SI TA STATUS EXTENSION |:| APD EXTENSION
Report Date:
D WILDCAT WELL DETERMINATION D OTHER OTHER: I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
NEWFIELD PRODUCTION PROPOSES TO CONVERT THE ABOVE Accepted by the
MENTIONED WELL FROM A PRODUCING OIL WELL TO AN INJECTION Utah Division of
WELL. Qil, Gas and Mining
FOR RECORD ONLY
August 28, 2012

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Jill L Loyle 303 383-4135 Regulatory Technician
SIGNATURE DATE

N/A 8/21/2012

RECEIVED: Aug. 21, 2012




Sundry Nunber: 41269 APl Well Nunber: 43013157920000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING

FORM 9

5.LEASE DESIGNATION AND SERIAL NUMBER:

U-096550

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7.UNIT or CA AGREEMENT NAME:
GMBU (GRRV)

1. TYPE OF WELL
Oil Well

8. WELL NAME and NUMBER:
WALTON FED 1

2. NAME OF OPERATOR:
NEWFIELD PRODUCTION COMPANY

9. API NUMBER:
43013157920000

3. ADDRESS OF OPERATOR:
Rt 3 Box 3630 , Myton, UT, 84052

PHONE NUMBER:
435 646-4825 Ext

9. FIELD and POOL or WILDCAT:
MONUMENT BUTTE

4. LOCATION OF WELL
FOOTAGES AT SURFACE:
0705 FSL 0704 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:

Qtr/Qtr: SESE Section: 11 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
DUCHESNE

STATE:
UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

l:‘ ACIDIZE

l:‘ CHANGE TO PREVIOUS PLANS

l:‘ ALTER CASING

l:‘ NOTICE OF INTENT

- . I:‘ CHANGE TUBING
Approximate date work will start:

J CHANGE WELL STATUS l:‘ COMMINGLE PRODUCING FORMATIONS

l:‘ DEEPEN

l:‘ OPERATOR CHANGE

J SUBSEQUENT REPORT
Date of Work Completion:

8/8/2013

l:‘ FRACTURE TREAT
D PLUG AND ABANDON

l:‘ PRODUCTION START OR RESUME l:‘ RECLAMATION OF WELL SITE

l:‘ SPUD REPORT
Date of Spud:
l:‘ REPERFORATE CURRENT FORMATION l:‘ SIDETRACK TO REPAIR WELL

l:‘ TUBING REPAIR l:‘ VENT OR FLARE

l:‘ DRILLING REPORT

Report Date: l:‘ SI TA STATUS EXTENSION

l:‘ OTHER

l:‘ WATER SHUTOFF

l:‘ WILDCAT WELL DETERMINATION

|:| CASING REPAIR

D CHANGE WELL NAME

J CONVERT WELL TYPE

|:| NEW CONSTRUCTION

D PLUG BACK

|:| RECOMPLETE DIFFERENT FORMATION
|:| TEMPORARY ABANDON

D WATER DISPOSAL

|:| APD EXTENSION

OTHER: I |

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an
injection well on 08/06/2013. On 08/07/2013 Chris Jensen with the
State of Utah DOGM was contacted concerning the initial MIT on the

above listed well. On 08/08/2013 the casing was pressured up to 1430
psig and charted for 30 minutes with no pressure loss. The well was not

injecting during the test. The tubing pressure was 100 psig during the

Accepted by the
Utah Division of
Qil, Gas and Mining

Date: September 12, 2013

By:

test. There was not a State representative available to withess the test.
NAME (PLEASE PRINT) PHONE NUMBER | TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician
SIGNATURE DATE
N/A 8/13/2013
RECEI VED: Aug. 13, 2013




Sundry Nunber: 41269 APl Well Nunber: 43013157920000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630
Myton, UT 84052
435-646-3721

Witness: Date 5 1 41203 Time 9.% Gpm
Test Conducted by: Tiog  (azenhy
Others Present: ' :

" Fiold: Morusent vt

Waell Location: 55/5¢ Sec.l, T35, RILE APl No: u3-013-15772

Duchesna. Co. OT.

uTV-BP537X

Time Casing Pressure
0 min |43%0 psig
5 | 430 psig
10 1430 psig
15 1430 psig
20 jd 30 psig
25 14%0 psig
30 min 14%0 psig
35 psig
40 ) psig
45 psig
50 psig
55 psig
60 min psig
Tubing pressure: /oo psig
Result: Pass Fail

Signature of Witness:

Signature of Persbn Conducting Test: % é,#




Sundry Nunber :

43013157920000

41269 APl Wl | Nunber:

METE|
R\ DIsc no
CHART pyT NO

"NE_F 2 #
DATE %

; \ LOCATION_ ,

NV 9 =S



Sundry Nunber: 41269 APl Well Nunber: 43013157920000
Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundry
WALTON 1-11-9-16

6/1/2013 To 10/30/2013
8/8/2013 Day: 3 Conversion

WWS #9 on 8/8/2013 - TOOH breaking collars, set pkr - Rig up, PU on rods unseat pump,
pres up pump 75 bbls down csg. Then push tbg w/35bbls reset fill w 6 bbls test to 3000psi.
Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4
per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU BOP RD floor. TOOH
breaking collars 80 jts out. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD
27 extra jts make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87
profile sub, XO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press
up to 3000 psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs
wait on fresh water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000+# tension.
Press up and check in AM. - Rig up, PU on rods unseat pump, pres up pump 75 bbls down csg.
Then push tbg w/35bbls reset fill w 6 bbls test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4
slick. Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu
on TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out. - MIRUSu, wait
on deadman check, no truck, showed up after 5 - MIRUSu, wait on deadman check, no truck,
showed up after 5 - MIRUSu, wait on deadman check, no truck, showed up after 5 - Rig up,
PU on rods unseat pump, pres up pump 75 bbls down csg. Then push thg w/35bbls reset fill w
6 bbls test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbls @250. LD
rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU
BOP RD floor. TOOH breaking collars 80 jts out. - Flush tbg w/30 bbls cont TOOH breaking
collars 125 jts out. LD 27 extra jts make PKR assembly. TIH w 2-3/8 wireline re-entry guide
2-3/8 X-N nipple 1.87 profile sub, XO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx
fill tbg w 23 bbls press up to 3000 psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV
POOH rd floor ND BOPs wait on fresh water. Pump 65 bbls w packer fluid Set PKR @3945 C.E.
w 150004# tension. Press up and check in AM. - Flush tbg w/30 bbls cont TOOH breaking
collars 125 jts out. LD 27 extra jts make PKR assembly. TIH w 2-3/8 wireline re-entry guide
2-3/8 X-N nipple 1.87 profile sub, XO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx
fill tbg w 23 bbls press up to 3000 psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV
POOH rd floor ND BOPs wait on fresh water. Pump 65 bbls w packer fluid Set PKR @3945 C.E.
w 15000# tension. Press up and check in AM. - MIRUSu, wait on deadman check, no truck,
showed up after 5 - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra
jts make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
X0, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
X0, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill thg w 23 bbls press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
XQO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Rig up, PU on rods unseat pump, pres up pump 75 bbls down csg. Then push
tbg w/35bbls reset fill w 6 bbls test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick.
Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on
TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out. - Rig up, PU on rods
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unseat pump, pres up pump 75 bbls down csg. Then push tbg w/35bbls reset fill w 6 bbls test
to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbls @250. LD rods 8-3/4
slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU BOP RD floor.
TOOH breaking collars 80 jts out. - Rig up, PU on rods unseat pump, pres up pump 75 bbls
down csg. Then push tbg w/35bbls reset fill w 6 bbls test to 3000psi. Good, LD rods 90-3/4
4pers 31-3/4 slick. Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars
pump . ND WH pu on TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out.
- MIRUSu, wait on deadman check, no truck, showed up after 5 - MIRUSu, wait on deadman
check, no truck, showed up after 5 - MIRUSu, wait on deadman check, no truck, showed up
after 5 - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts make
PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub, XO,
packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press up to 3000 psi.
Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
X0, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
X0, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Rig up, PU on rods unseat pump, pres up pump 75 bbls down csg. Then push
tbg w/35bbls reset fill w 6 bbls test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick.
Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on
TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out. - Rig up, PU on rods
unseat pump, pres up pump 75 bbls down csg. Then push tbg w/35bbls reset fill w 6 bbls test
to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbls @250. LD rods 8-3/4
slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU BOP RD floor.
TOOH breaking collars 80 jts out. - Rig up, PU on rods unseat pump, pres up pump 75 bbls
down csg. Then push tbg w/35bbls reset fill w 6 bbls test to 3000psi. Good, LD rods 90-3/4
4pers 31-3/4 slick. Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars
pump . ND WH pu on TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out.
- MIRUSu, wait on deadman check, no truck, showed up after 5 - MIRUSu, wait on deadman
check, no truck, showed up after 5 - MIRUSuU, wait on deadman check, no truck, showed up
after 5 - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts make
PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub, XO,
packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press up to 3000 psi.
Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000+# tension. Press up and
check in AM. - Flush thg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
X0, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill thg w 23 bbls press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush thg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
X0, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Rig up, PU on rods unseat pump, pres up pump 75 bbls down csg. Then push
tbg w/35bbls reset fill w 6 bbls test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick.
Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on
TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out. - Rig up, PU on rods
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unseat pump, pres up pump 75 bbls down csg. Then push tbg w/35bbls reset fill w 6 bbls test
to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbls @250. LD rods 8-3/4
slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU BOP RD floor.
TOOH breaking collars 80 jts out. - Rig up, PU on rods unseat pump, pres up pump 75 bbls
down csg. Then push tbg w/35bbls reset fill w 6 bbls test to 3000psi. Good, LD rods 90-3/4
4pers 31-3/4 slick. Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars
pump . ND WH pu on TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out.
- MIRUSu, wait on deadman check, no truck, showed up after 5 - MIRUSu, wait on deadman
check, no truck, showed up after 5 Finalized

Daily Cost: $0

Cumulative Cost: $28,258

8/9/2013 Day: 4 Conversion

Rigless on 8/9/2013 - Conduct initial MIT - On 08/07/2013 Chris Jensen with the State of Utah
DOGM was contacted concerning the initial MIT on the above listed well. On 08/08/2013 the
casing was pressured up to 1430 psig and charted for 30 minutes with no pressure loss. The
well was not injecting during the test. The tubing pressure was 100 psig during the test. There
was not a State representative available to witness the test. - On 08/07/2013 Chris Jensen
with the State of Utah DOGM was contacted concerning the initial MIT on the above listed
well. On 08/08/2013 the casing was pressured up to 1430 psig and charted for 30 minutes
with no pressure loss. The well was not injecting during the test. The tubing pressure was 100
psig during the test. There was not a State representative available to witness the test. - On
08/07/2013 Chris Jensen with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 08/08/2013 the casing was pressured up to 1430 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 100 psig during the test. There was not a State representative available
to witness the test. - On 08/07/2013 Chris Jensen with the State of Utah DOGM was contacted
concerning the initial MIT on the above listed well. On 08/08/2013 the casing was pressured
up to 1430 psig and charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tubing pressure was 100 psig during the test. There was not a State
representative available to witness the test. Finalized

Daily Cost: $0

Cumulative Cost: $53,970

Pertinent Files: Go to File List
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Sundry Nunber :

41269 APl Vel |

Spud Date: 4/01/1964
Put on Production: 05/11/1964
GL: 5501° KB: 5513

Nunber :

43013157920000

Walton Federal 1-11-9-16

Injection Wellbore

Diagram
SURFACE CASING =
CSG SIZE 9-5/8”
GRADE J-55
WEIGHT 32 2# Casing Shoe @ 225
LENGTH 7jts (212)
DEPTH LANDED 225
HOLE SIZE 12-1/4”
CEMENT DATA 225 sxs cement
I SN @ 3939°
On Off Tool @ 3940°
3946°

PRODUCTION CASING Packer @

X/N Nipple @ 3954’
CSG SIZE: 5-12" EOT @ 3955
SRADE? I-55 i~ 3989'-3993°
WEIGHT 15 5#

LENGTH 167 jts (5192°)

DEPTH LANDED- 5205’

HOLE SIZE 7 7/8”

CEMENT DATA 400 sacks cmt
CEMENT TOP AT 4056 per CBL

TOC @ 4056

CSG SIZE: 97

GRADE J-55

WEIGHT 1 1#

LENGTH 1077

DEPTH LANDED' 5901”

HOLE SIZE. 43/4*

CEMENT DATA 201 sacks cmt
CEMENT TOP AT 77777 After squeeze
4" Liner Top (@ 4816"

TUBING

SIZE/GRADE/WT  2-7/8"/J-55/6 5#
NO OF IOINTS 125 s (3927 1")
SEATING NIPPLE 2-7/8" (1 10°)

SN LANDED AT 3939 1" KB

ON/OFF TOOL AT 39402’

ARROW #1 PACKER CE AT 3945 71"
X0 2-3/8 x 2-7/8 ]-55 AT 3949 2

TBG PUP 2-3/8 )-55 AT 39497’
X/N NIPPLE AT 3953 9"
TOTAL STRING LENGTH EOT @ 3955 41

NEWFIELD

Walton Federal 1-11-9-16
705° FSL & 704° FEL
SESE Section 11-T9S-R16E
Duchesne Co, Utah
AP1#43-013-15792; Lease #U-096550

LCN OB/12/13

bl

’E

=t

=x= 4001°-4016
i~ 4021°-4026
1= 4031°-4035

C 4071'-4087"

409074094
4097°-4100"
4120°-4129°
419074196
~ 428374287
= 4292°-4295°
= 43317-4334"
S 43407-4349°
= 4353°-4363"
~ 4589°-4597"

=1~ 4715-4719
= 4735
T 4746°

5001°-5029"
5018-5022°

5044'-5054"
5048-5050"
5058'-5067"

5069°-5077"
5072-3074°

5072'-5078"
5081-5083"
S080°-5088"

= 5456'-5472°
m= 5525°-5528"
== = 553175535’
== -};E' 5538'-5540°
;{% Lu-:‘:[; 5556°-5559
== = 5574°-3578"
;[m_g g—g 5602"-5611’

= 5615°-5618"

=1

TD @ 5903°

[ 4000' (Squeeze)

4" Liner Top @ 4816’

512" SHOE @ 5205°

PBTD @ 5863"

FRAC JOB

Initial Production: 1073 BOPD,
100 MCFG

5/07/64  5007°-3020

5107164 4735747467

10/05/66  47357-3084"

9/25/96  3007°-3084"

9/25/96  4589°-4746"

8/11/03  3456'-3618"

8/12/03 458974597

8/13/03  41907-1363"

8/13/03 3989 4129

920710
914/10  5018-5083
08/06/13
08/08/13

Frac zone as follows: 21,0004 20/40 sand + 20004
#/12 beads 1 500 bbl crude oil Treated @ 3750 psi
;37 BPM

Frac zome as lollows: 20,0004 20/40 sand + 20004
8/12 beads in 475 bbl crude oil. Treated @; 3700 psi @
32 BPM

Frac zone as follows: 62,0004 20/40 sand + 2000#
beads in 1750 bbl 1% acctic acd. Treated a; 2800 psi
@ 54 BPM Cale flush: 5075 gal Actual flush 6500
gal

Frac zone as follows: 29,7604 16/30 sand in 168 bbl
KCI Treated a, 3450 psi @ 13 BPM, ISIP 1990 psi
Frac zone as follows: 12.000# 16/30 sand 11 212 bbl
KCI Treated @ 2900 psi a; 22 5 BPM. 1SIP 2520 psi
Frac CP1, CP2, & CP3 sands as follows:

120.283# 20/40 sand in 879 Bbis Viking 1-25 fluid
Treated 6 avg press of 3825 psi w/ avy rate of

14 4 BPM_ISIP' 1770 psi Calc flush: 1270 Gal
Actual flush: 1218 gal

Re-Frac D1 sands as follows:

20.026# 20/40 sand 1n 235 Bbls Viking [-25 fluid
Treated @ ave. press of 33410 psi w/ avg rate of

173 BPM ISIP 3850 psi  Cale flush 4587 gal
Actual flush. 4410 gal

Frac PB7, PBIO, & PB11 sands as lollows:
654804 20/40 sand in 485 Bbls Viking 1-23 fuid
Treated ‘@, avg. press of 3225 psi w/ avg rate of

23,6 BPM ISIP- 3830 psi. Calc. Flush: 4188 gal
Actual flush: 2142 gal (Screcned Qut)

Frac GB2, GB4, and GB6 sands as follows:
135,102# 20/40 sand 1n 996 Bbls Viking 1-25 fluid
Treated @ avg press of 1950 psi w/ avg. rate of

24 5 BPM. ISIP 2200 psi  Calc flush 3987 gal
Aclual flush. 3906 gal

Re-Completion

Frac A1 & A3 sands as lollows:

33495# 20/40 sand in 261 bbls Lightning 17 fAluid
Convert to Injection Well

Conversion MIT Finalized — update tbg detail

PERFORATION RECORD

5/06/64 5020’ 3 SPF 03 holes
5/06/64 5013’ 3SPF 03 holes
5/06/64  5007" 38PF 03 holes
5/06/64 4746 3SPF 03 holes
5/06/64  4735° 3SPF 03 holes
10/5/66 5075 I SPF 01 hole

10/5/66 5084’ 1 SPF 01 hole

08/1982 4589°-4597" 4 SPF 32 holes
9/24/96  5072°-5078" 2 SPF 12 holes
9/24/96  5046’-5054" 2 SPF 16 holes
9/24/96  4715°-4719" 4 SPF 16 holes
9/24/96  4590'-4595" 4 SPF 20 holes
7/24/03  4000" (squeeze) 4 ISPF 4 holes
8/11/03  5615'-5618" 4 JSPF 12 holes
8/11/03  5602°-5611" 4 JSPF 36 holes
8/11/03  5574°-5578" 4 JSPF 16 holes
8/11/03  5556’-5559" 4 JSPF 12 holes
8/11/03  5538°-5540' 4 JSPF 8 holes
8/11/03  5531’-3535" 4 JSPF 16 holes
8/11/03  5525°-5528> 4 JSPF 12 holes
8/11/03  5456°-5472' 4 JSPF 64 holes
8/12/03  43537-4363° 4 JSPF 40 holes
8/12/03  4340°-4349' 4 JSPF 36 holes
8/12/03  4331’-d334" 4 JSPF 12 holes
8/12/03  4292°-4295’ 4 JSPF 12 holes
8/12/03  4283°-4287" 4 JSPF 16 holes
8/12/03  4190'-4196" 4 JSPF 24 holes
8/13/03  4120°-4129” 4 JSPF 36 holes
8/13/03  4097°-4100" 4 JSPF 12 holes
8/13/03  4090°-4094° 4 JSPF 16 holes
8/13/03  4071°-4087" 4 JSPF 64 holes
8/13/03  4031°-4035> 4 JSPF 16 holes
8/13/05  4021°-4026’ 4 JSPF 20 holes
8/13/03  4001'-4016" 4 JSPF 60 holes
8/13/03  3989°-3993" 4 JSPF 16 holes
8/14/03  5080°-5088" 2JSPF 16 holes
8/14/03  5069°-5077* 2 JSPF 16 holes
8/14/03  5058’-5067" 2 JSPTF |8 holes
8/14/03  5044'-5054° 2 JSPF 20 holes
8/14/03  5001°-5029> 2 ISPF 56 holes
9/14/10  5081-5083" 3 ISPF 6 holes

9/14/10  5072-5074' 3 JSPF 6 holes

9/14/10  5048-5050" 3 JSPF 6 holes

9/14/10 5018-5022° 3 JSPF 12 holes



Sundry Nunber: 42886 APl Well Nunber: 43013157920000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING 096550 '

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below

current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION | 7-UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)
1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well WALTON FED 1
2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013157920000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
0705 FSL 0704 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: SESE Section: 11 Township: 09.0S Range: 16.0E Meridian: S UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING |:| CASING REPAIR
] NOTICE OF INTENT [ chanee To PREVIOUS PLANS ] chance Tusine O] chance weLt nave
Approximate date work will start:
J CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS / CONVERT WELL TYPE
1/ SUBSEQUENT REPORT
Date of Work Completion: D DEEPEN D FRACTURE TREAT |:| NEW CONSTRUCTION
D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
D SPUD REPORT D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE |:| RECOMPLETE DIFFERENT FORMATION
Date of Spud:
D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL |:| TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL
D DRILLING REPORT D D |:|
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
D WILDCAT WELL DETERMINATION D OTHER OTHER: I I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
The above reference well was put on injection at 9:45 AM on Accepted by the

09/20/2013. Utah Division of
Qil, Gas and Mining

Date: NOovember 04, 2013

By: N

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Lucy Chavez-Naupoto 435 646-4874 Water Services Technician
SIGNATURE DATE

N/A 9/24/2013

RECEI VED: Sep. 24, 2013




Mr. Mark Reinbold
State of Utah

Division of Oil, Gas and Mining

1594 W North Temple

Salt Lake City, Utah 84114-5801

NEWEFIELD

ROCKY MOUNTAINS

August 16, 2012

RE: Permit Application for Water Injection Well

Walton Federal #1-11-9-16

Monument Butte Field, Lease #UTU-096550
Section 11-Township 9S-Range 16E

Duchesne County, Utah

Dear Mr. Reinbold:

i

DIV, GF OIL, GAS &

Newfield Production Company herein requests approval to convert the Walton Federal #1-11-9-
16 from a producing oil well to a water injection well in the Monument Butte (Green River) Field.

VD

AUG 2 1 2012

WNING

I hope you find this application complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Sincerely,

- .: e— e s

e
Eric Sundberg
Regulatory Manager

1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax (303) 893-0103



NEWFIELD PRODUCTION COMPANY
APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL
WALTON FEDERAL #1-11-9-16
MONUMENT BUTTE FIELD (GREEN RIVER) FIELD
LEASE #UTU-096550

AUGUST 16, 2012
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STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000
Denver, Colorado 80202

Well Name and number: Walton Federal #1-11-9-16
Field or Unit name: Monument Butte (Green River) Lease No. UTU-096550
Well Location: QQ SESE section 11 township 9S range 16E county Duchesne
Is this application for expansion of an existing project? . ......  ........ Yes[X] Nof ]
Will the proposed well be used for: Enhanced Recovery? ........ Yes[X] No[ ]
Disposal? ................. Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]
Is this application for a new well to be drilled? ... ........ Yes[ ] No[X]
if this application is for an existing well,
has a casing test been performed onthewell?. . . . ... ... . ... ... ... Yes[ ] No[X]

Date of test:
APl number: 43-013-15792

Proposed injection interval: from 3870 to 5863
Proposed maximum injection: rate 500 bpd pressure 1735  psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "H-1"

| certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature &
Title Regulatory Manager Date /2
Phone No. (303) 893-0102

(State use only)
Application approved by Title

Approval Date

Comments:



Spud Date: 4/01/1964
GL: 5501° KB: 5513°

Initial Production: 1073 BOPD,
100 MCFG

SURFACE CASING

CSG SIZE: 9-5/8"

GRADE: J-55

WEIGHT: 32.2#

LENGTH: 7 jts. (212°)

DEPTH LANDED: 225>

HOLE SIZE:12-1/4"

CEMENT DATA: 225 sxs cement

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 167 jts. (5192}
DEPTH LANDED: 5205’

HOLE SIZE: 7 7/8”

CEMENT DATA: 400 sacks cmt.
CEMENT TOP AT: 4056 per CBL

CSG SIZE: 47

GRADE: J-55

WEIGHT: 11#

LENGTH: 1077’

DEPTH LANDED: 5901”

HOLE SIZE: 4 3/4”

CEMENT DATA: 201 sacks cmt.
CEMENT TOP AT:
4” Liner Top @ 4816’

? After squeeze

TUBING

SIZE/GRADE/WT: 2 78" / J-55 / 6.5#

NO. OF JOINTS: 146 jts (4588.2")

TUBING ANCHOR: 4600.2"

NO. OF JOINTS: 2 jts (62.9%)

SEATING NIPPLE: 2 7/8” (1.10%)

SN LANDED AT: 4666° KB

NO. OF JOINTS: 1 jts (317)

TOTAL STRING LENGTH: EOT @ 4796 W/ 12’ KB

NEWFIELD

Walton Federal #1
705’ FSL & 704’ FEL
SESE Section 11-T9S-R16E
Duchesne Co, Utah

API #43-013-15792; Lease #U-096550

1-11-9-16

Walton Federal #1
1-11-9-16

Proposed Injection
Wellbore Diagram
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FRAC JOB

5/07/64

5/07/64

10/05/66

9/25/96

9/25/96

8/11/03

8/12/03

8/13/03

8/13/03

9/20/10
9/14/10

4” Liner Top @ 4816”

5 %" SHOE @ 5205°

5007°-5020
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4735°-5084"

5007°-5084"

4589°-4746’

5456°-5618°

45897-4597"

4190°-4363"

3989°-4129"

5018-5083"

Frac zone as follows:

21,000# 20/40 sand + 2000# 8/12 beads in 500 bbl
crude oil. Treated @ 3750 psi @ 37 BPM.

Frac zone as follows:

20,000# 20/40 sand + 2000# 8/12 beads in 475 bbl
crude oil. Treated @ 3700 psi @ 32 BPM.

Frac zone as follows:

62,0004 20/40 sand + 2000# beads in 1750 bbl 1%
acetic acid. Treated @ 2800 psi @ 54 BPM. Calc.
flush: 5075 gal. Actual flush: 6500 gal.

Frac zone as follows:

29,760# 16/30 sand in 168 bbl KCL. Treated @
3450 psi @ 13 BPM, ISIP 1990 psi.

Frac zone as follows:

12,000# 16/30 sand in 212 bbl KCI. Treated @
2900 psi @ 22.5 BPM, ISIP 2520 psi.

Frac CP1, CP2, & CP3 sands as follows:
120,283# 20/40 sand in 879 Bbls Viking 1-25 fluid.
Treated @ avg. press of 3825 psi w/ avg. rate of
14.4 BPM. ISIP: 1770 psi. Cale flush: 1270 Gal.
Actual flush: 1218 gal.

Re-Frac D1 sands as follows:

20,026# 20/40 sand in 235 Bbls Viking 1-25 fluid.
Treated @ avg. press of 3340 psi w/ avg rate of
17.3 BPM. ISIP 3850 psi. Calc flush; 4587 gal.
Actual flush: 4410 gal.

Frac PB7, PB10, & PBI11 sands as follows:
65,4804 20/40 sand in 485 Bbls Viking 1-25 fluid.
Treated (@ avg. press of 3225 psi w/ avg rate of
23.6 BPM. ISIP: 3850 psi. Calc. Flush: 4188 gal.
Actual flush: 2142 gal. (Screened Out)}

Frac GB2, GB4, and GB6 sands as follows:
155,102# 20/40 sand in 996 Bbls Viking I-25 fluid.
Treated (@ avg. press of 1950 psi w/ avg. rate of
24.5 BPM. ISIP: 2200 psi. Calc flush: 3987 gal.
Actual flush: 3906 gal.

Re-Completion

Frac Al & A3 sands as follows:

33495# 20/40 sand in 261 bbis Lightning 17 fluid.

PERFORATION RECORD

5/06/64 50207 3SPF
5/06/64 5013 3 SPF
5/06/64 5007 3 SPF
5/06/64 4746 3 SPF
5/06/64 4735 3 SPF
10/5/66 50757 1 SPF
10/5/66 50847 1 SPF
08/1982  4589°-4597"
9/24/96  5072°-5078’ 2 SPF
9/24/96  5046°-5054> 2 SPF
9/24/96  4715°-4719° 4 SPF 16 holes
9/24/96  4590°-4595" 4 SPF 20 holes
7/24/03 4000’ (squeeze) 4 JSPF 4 holes
8/11/03  5615’-5618" 4 JSPF 12 holes
8/11/03  5602°-5611" 4 JSPF 36 holes
8/11/03  5574’-5578" 4 JSPF 16 holes
8/11/03  5556’-5559" 4 JSPF 12 holes
8/11/03  5538°-5540’ 4JSPF 8 holes
8/11/03  5531°-5535" 4JSPF 16 holes
8/11/03  5525°-5528" 4JSPF 12 holes
8/11/03  5456°-5472° 4 JSPF 64 holes
8/12/03  4353°-4363° 4 JSPF 40 holes
8/12/03  4340°-4349" 4 JSPF 36 holes
8/12/03  4331°-4334" 4 JSPF 12 holes
8/12/03  4292°-4295° 4 JSPF 12 holes
8/12/03  4283°-4287° 4 JSPF 16 holes
8/12/03  4190°-4196" 4 JSPF 24 holes
8/13/03  4120°-4129" 4 JSPF 36 holes
8/13/03  4097°-4100" 4 JSPF 12 holes
8/13/03  4090°-4094° 4 JSPF 16 holes
8/13/03  4071°-4087" 4 JSPF 64 holes
8/13/03  4031°-4035" 4 JSPF 16 holes
8/13/03  4021°-4026° 4 JSPF 20 holes
8/13/03  4001’-4016° 4 JSPF 60 holes
8/13/03  3989°-3993" 4JSPF 16 holes
8/14/03 5080°-5088° 2 JSPF 16 holes
8/14/03  5069°-5077° 2 JSPF 16 holes
8/14/03 5058°-5067° 2 JSPF 18 holes
8/14/03  5044’-5054’ 2 JSPF 20 holes
8/14/03  5001°-5029° 2 JSPF 56 holes
9/14/10  5081-5083" 3 JSPF 6 holes
9/14/10  5072-5074" 3 JSPF 6 holes
9/14/10  5048-5050° 3 JSPF 6 holes
9/14/10  5018-5022" 3 JSPF 12 holes

03 holes
03 holes
03 holes
03 holes
03 holes
01 hole

01 hole

7? holes
12 holes
16 holes

JL 8/13/2012



WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing, Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.
2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and

tubing. Rig up water truck to casing. Pump packer fluid. Set packer.
3. Test casing and packer.

4. Rig down and move out.

Walton Federal #1-11-9-16



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.
Newfield Production Company
1001 17™ Street, Suite 2000
Denver, Colorado 80202

22 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the preject area.

See Attachment A.
23 A full description of the particular operation for approval is requested.

Approval is requested to convert the Walton Federal #1-11-9-16 from a producing oil
well to a water injection well in Monument Butte (Green River) Field.

24 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

25 The names, description and depth of the pool or pools to be affected.
The injection zone is in the Green River Formation. For the Walton Federal #1-1 1-9-16
well, the proposed injection zone is from Garden Gulch to Basal Carbonate (3870’ -
5863°). The confining strata directly above and below the injection zones are the Garden

Gulch and the top of the Wasatch Formation or TD, which ever is shallower. The Garden
Gulch Marker top is at 3546 and the TD is at 5903°.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Walton Federal #1-11-9-16 is on file with the Utah Division of
0il, Gas and Mining.



2.7

2.8

2.9

2.10

4.0

A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-096550) in the
Monument Butte Federal (Green River) Field, and this request is for administrative
approval.



REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,

STORAGE AND ENHANCED RECOVERY WELLS
SECTION V - RULE R615-5-2

Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

21

22

23

24

25

2.6

2.7

A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 9-5/8”, 32.2# surface casing run to 225’ KB, and 5-1/2”, 15.5#
casing run from surface to 5205° KB and 4”, 11# casing run from 4816’ to 5901’ KB. A
casing integrity test will be conducted at the time of conversion. See Attachment E.

A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300

BPD, and the estimated maximum rate of injection will be 500 BPD.

Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment F.



2.8

2.9

2.10

2.11

2.12

The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1735 psig.

Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Walton Federal #1-11-9-16, for existing
perforations (3983 - 5618°) calculates at 0.76 psig/ft. The maximum injection pressures
will be limited so as not to exceed this gradient. A step rate test will be performed
periodically to ensure we are below parting pressure. The proposed maximum injection
pressure is 1735 psig. We may add additional perforations between 3546” and 5903’.
See Attachments G and G-1.

Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Walton Federal #1-11-9-16, the proposed injection zone (3870 - 5863°) is in the
Garden Gulch to the Basal Carbonate of the Green River Formation. The reservoir is a
very fine-grained sandstone with minor imbedded shale streaks. The estimated porosity
is 13%. The members are composed of porous and permeable lenticular calcareous
sandstone and low porosity carbonates and calcareous shale. The porous and lenticular
sandstone varies in thickness from 0-31° and is confined to the Monument Butte Federal
Field. Outside the Monument Butte Federal Field, the sandstone is composed of tight,
very fine, silty, calcareous sandstone, less than 3 thick. The stratum confining the
injection zone is composed of tight, moderately calcareous, sandy lacustrine shale. All of
the confining strata are impermeable, and will effectively seal off the oil, gas, and water
of the injection zone from any strata directly above or below it.

A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-23.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
Division.



ATTACHMENT A
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Walton 1-11
Section 11, T9S-R16E

NEWEFIELD
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1/2 Mile Radius Map
Duchesne & Uintah Counties

1001 17th Street Suite 2000
Denvar, Colorade 80202
Pheone: (303) 893-0102 August 2, 2012
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Legal Description

EXHIBIT B

Lessor & Expiration

Lessee & Operating Rights

Surface Owner

T9S-16E SLM

Section 11: E2, NW, NESW
Section 12: NW

Section 14: N2NE, SENE, NESE

T9S-R16E SLM
Section 12: SW

T9S-R16E SLM

Section 13: NWNE, NENW, S2N2, S2

T9S-R16E SLM
Section 13: NENE, NWNW

USA
UTU-096550
HBP

USA
UTU-035521-A
HBP

USA
UTU-64805
HBP

USA
UTU-75039
HBP

Newfield Production Company
Newfield RMI LLC

ABO Petro Corp

MYCO Industries Inc

OXY Y-1 Company

Yates Petroleum Corp

Newfield Production Company
Newfield RMI LLC '
ABO Petro Corp

Carl B Field

Montana & Wyoming Oil Company

MYCO Industries Inc
OXY Y-1 Company
Vaughey & Vaughey
Bonnie B Warne

John R Warne

Yates Petroleum Corp

Newfield Production Company
Newfield RMI1 LLC

ABO Petro Corp

MYCO Industries Inc

OXY Y-1 Company

Yates Petroleum Corp

Newfield Production Company
Newfield RMI LLC

ABO Petro Corp

MYCO Industries Inc

OXY Y-1 Company

Yates Petroleum Corp

Walton 1-11

USA

USA

USA

USA

Pagel of 2



5  T9S-R16E SLM USA Newfield Production Company USA
Section 11: W2SW, SESW UTU-096547 Newfield RMI LLC

Section 14: SWNE, W2, W2SE, SESE HBP ABO Petro Corp
MYCO Industries Inc

OXY Y-1 Company
Yates Petroleum Corp

Walton 1-11 Page2 of 2



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Walton Federal #1-11-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed: %/,— ,,,,,,,,,, e
any

Newfield Productio
Eric Sundberg
Regulatory Manager

Sworn to and subscribed before me this l 2% day of /4 Lf/ﬂ MS?L ,2012.
/ _— .

Notary Public in and for the State of Colorado: . &
My Commission Expires
02/10/2013

My Commission Expires:




Spud Date: 4/01/1964

Walton Federal #1
1-11-9-16

ATTACHMENT E

FRAC JOB
GL: 5501° KB: 5513°
. 5/07/64  5007°-5020" Frac zone as follows:
Initial Production: 1073 BOPD Welibore Diagram 21,000 20/40 sand + 2000# 8/12 beads in 500 bbi
ction: > crude oil. Treated @ 3750 psi @ 37 BPM.
100 MCFG 5/07/64 4735°-4746° Frac zone as follows:
20,0004 20/40 sand + 2000# 8/12 beads in 475 bbl
crude oil. Treated @ 3700 psi @ 32 BPM.
10/05/66  4735°-5084° Frac zone as follows:
62,0004 20/40 sand + 2000# beads in 1750 bbl 1%
SURFACE CASING Casing Shoe @ 225° acetic acid. Treated @ 2800 psi @ 54 BPM. Calc.
CSG SIZE: 9-5/8” flush: 5075 gal. Actual flush: 6500 gal.
GRADE: 1-55 9/25/96  5007°-5084" Frac zone as follows:
) 29,760# 16/30 sand in 168 bbl KC. Treated @
WEIGHT: 32,24 § L 2089°.3903" 3450 psi @ 13 BPM, ISIP 1990 psi.
LENGTH: 7 jts. (212) : : 9/25/96  4589°-4746’ Frac zone as follows:
DE s - L~ 4000” (Squeeze) 12,000# 16/30 sand in 212 bbl KC. Treated @
PTH LANDED: 225 . - 4001°-4016° 2900 psi @ 22.5 BPM, ISIP 2520 psi.
HOLE SIZE:12-1/4” _ L 0217-4026° 8/11/03  5456’-5618" Frac CP1, CP2, & CP3 sands as follows:
CEMENT DATA: 225 sxs cement ] o 120,283# 20/40 sand in 879 Bbls Viking 1-25 fluid.
TOC @ 4056° 3 C_ 4031°-4035° Treated @ avg. press of 3825 psi w/ avg. rate of
@405 - L 07174087 14.4 BPM. ISIP: 1770 psi. Calc flush: 1270 Gal.
PRODUCTION CASING Actual flush: 1218 gal.
= = 40907-4094 8/12/03 45894507  Re-Frac D1 sands as follows:
CSG SIZE: 5-1/2” 3 - 409774100 20,026# 20/40 sand in 235 Bbls Viking 125 fluid.
. - - ’ ’ Treated @ avg. press of 3340 psi w/ avg rate of
GRADE: J-55
N - 41204129 17.3 BPM. ISIP 3850 psi. Calc flush: 4587 gal.
WEIGHT: 15.5# i = 4190°-4196 Actual flush: 4410 gal.
LENGTH: 167 jts. (5192°) I - 4283°-4287 8/13/03  4190°-4363 Frac PB7, PB10, & PB11 sands as follows:
DEPTH LANDED: 5205’ p L 100042050 65,4804 20/40 sand in 485 Bbls Viking 125 fluid.
’ 7 B Treated @ avg. press of 3225 psi w/ avg rate of
HOLE SIZE: 7 7/8” 3 r 4331°-4334° 23.6 BPM. ISIP: 3850 psi. Calc. Flush: 4188 gal.
CEMENT DATA: 400 sacks cmt. » - 4340°-4349° Actual flush: 2142 gal. (Screened Out)
] [ 8/13/03  3989°-4129° Frac GB2, GB4, and GB6 sands as follows:
CEMENT TOP AT: 4056” per CBL o - 4353°-4363 " .
per 155,102# 20/40 sand in 996 Bbls Viking 1-25 fluid.
a 2 4589°-4597 Treated @ avg. press of 1950 psi w/ avg. rate of
R 24.5 BPM. ISIP: 2200 psi. Calc flush: 3987 gal.
CSG SIZE: 47 g
SN @ 4666 Anchor 4600 Actual flush: 3906 gal.
GRADE: J-55 9/20/10 Re-Completion
WEIGHT: 11# oo C— 4715°-4719° 9/14/10  5018-5083” Frac Al & A3 sands as follows:
LENGTH: 1077° = P 4735° 33495# 20/40 sand in 261 bbls Lightning 17 fluid.
DEPTH LANDED: 5901° b C 4746’
HOLE SIZE: 43/4” EOT @ 4796 PERFORATION RECORD
CEMENT DATA: 201 sacks cmt. @ 5/06/64  5020° 3SPF 03 holes
CEMENT TOP AT: 1777 A . 5/06/64 5013 3SPF 03 holes
L ol saueeze 4” Liner Top @ 4816’ 5/06/64 5007 3SPF 03 holes
4” Liner Top @ 4816’ 5/06/64 4746 3SPF 03 holes
5/06/64 4735 3SPF 03 holes
TUB s 5100 10/5/66 5075 1SPF 01 hole
ING BT 50015029 10/5/66  5084° 1SPF 01 hole
. 5018-5022" 08/1982  4589°-4597° 77 holes
SIZE/GRADE/WT: 2 7/8” / J-55 / 6.54 l . 9/24/96 5072°-5078” 2SPF 12 holes
NO. OF JOINTS: 146 jts (4588.2°) [=x=] 5044’-5054 9/24/96  5046°-5054 2 SPF 16 holes
i L . esoso 9724196 47154719 4SPF 16 holes
TUBING ANCHOR: 4600.2 =1 9/24/96  4590°-4595> 4 SPF 20 holes
NO. OF JOINTS: 2 jts (62.9") x|  5058°-5067’ 7/24/03 4000’ (squeeze) 4 JSPF 4 holes
- EL 506975077 8/11/03 5615°-5618" 4 JSPF 12 holes
SEATING NIPPLE: 2 7/8” (1.10°) T 8/11/03 5602°-5611° 4 JSPF 36 holes
SN LANDED AT: 4666° KB =] 5072-5074° 8/11/03 5574°-5578" 4 JSPF 16 holes
) . EL| 5073 8/11/03 5556°-5559° 4 JSPF 12 holes
NO. OF JOINTS: 1 jts (31°) BT 8/11/03 55387-5540° 4JSPF 8 holes
TOTAL STRING LENGTH: EOT @ 4796’ W/ 12’ KB ==—| 5081-5083° 8/11/03 5531'-5535" 4 JSPF 16 holes
EL ] 508075088’ 8/11/03 5525°-5528" 4 JSPF 12 holes
8/11/03 5456°-5472° 4JSPF 64 holes
8/12/03 4353°-4363" 4JSPF 40 holes
SUCKER RODS " ) 8/12/03  4340°-4349° 4JSPF 36 holes
; 5 ¥4 SHOE @ 5205 8/12/03 4331’-4334’ 4ISPF 12 holes
s < 8/12/03 4292°-4295" 4JSPF 12 holes
POLISHED ROD: 1 1/27x 22 SM ] 8/12/03 42834287 4ISPF 16 holes
SUCKER RODS: 1-2” x %7, 2-8’ x 3/4” pony rods, 91 — %" guided rods, 5456°-5472’ 8/12/03 4190°-4196" 4 JSPF 24 holes
40 — %” sucker rods, 28 — %” guided rods, 20 — %” 4per guided rods, 6-1 = e, 8/13/03 4120°-4129° 4JSPF 36 holes
1/2” sinker bars == 55253528 8/13/03  4097°-4100' 4JSPF 12 holes
k2 5531°-5535° 8/13/03  4090°-4094° 4 JSPF 16 holes
. £ » > 3 L—
PUMP SIZE: 2 1/2” x 1 3/4”x 16” x 20 RHAC EL L ossaor §/13/03 40714087 4 ISPF 64 holes
STROKE LENGTH: 86 i‘ 8/13/03 4031°-4035° 4 JSPF 16 holes
] = 55567-5559° 8/13/03  4021°-4026° 4 JSPF 20 holes
PUMP SPEED, SPM: 5 SPM T 8/13/03 40014016 4ISPF 60 holes
'i; 55745578 8/13/03 3989°-3993" 4JSPF 16 holes
8/14/03 5080°-5088" 2JSPF 16 holes
== = ’
NEWFIELD T 5602°-5611 8/14/03  5069°-5077 2 JSPF 16 holes
= 5615°-5618° 8/14/03 5058°-5067 2JSPF 18 holes
8/14/03 5044’-5054° 2JSPF 20 holes
Walton Federal #1  1-11-9-16 PBTD @ 5863’ 8/14/03 5001°-5029° 2JSPF 56 holes
705° FSL & 704° FEL TD @ 5903 9/14/10  5081-5083° 3 JSPF 6 holes
. L\ 9/14/10  5072-5074° 3JSPF 6 holes
SESE Section 11-T9S-R16E 9/14/10  5048-5050° 3 JSPF 6 holes
Duchesne Co, Utah 9/14/10  5018-5022’ 3JSPF 12 holes

API #43-013-15792; Lease #U-096550

L:CN 09-21-10



Spud Date: 5/23/1964
Put on Production: 7/03/1964

GL: 5546’ KB: 5558’

SURFACE CASING

CSG SIZE: 9-5/8”

GRADE: J-55

‘WEIGHT: 32.2#

LENGTH: 7 jts. (221°)

DEPTH LANDED: 232’ KB

HOLE SIZE:12-1/4"

CEMENT DATA: 200 sxs Class “G” cmt.

PRODUCTION CASING
CSG SIZE: 5-1/2

GRADE: J-55

WEIGHT: 15.54

LENGTH: 151 jts. (4846")
DEPTH LANDED: 4857’
HOLE SIZE: 7-7/8”

CEMENT DATA: 325 cft 10% salt saturated cement.

CEMENT TOP AT: 3576

TUBING

SIZE/GRADE/WT.: 2-7/8" / 1-55 / 6.5#

NO. OF JOINTS: 140 jts (4440.44°) KB
TUBING ANCHOR: 4444.19°

NO. OF JOINTS: 9 jts (4731.75)

SEATING NIPPLE: 2-7/8” (1.10°)

SN LANDED AT: 4733.05° KB

NO. OF JOINTS: 1 jts Perf Sub (4737.05%)
NO. OF JOINTS: 1 jts (4768.73")

TOTAL STRING LENGTH: EOT @ 4768.73"

SUCKER RODS

POLISHED ROD: 1-1/4” x 22’ SM

ATTACHMENT E-|

Walton Federal #2-14-9-16

Casing Shoe @ 232’

Cement Top@ 3576

SUCKER RODS: 44-3/4” plain rods; 136-3/4" guided rods, 8-3/4” plain rods

PUMP SIZE: 2-1/2” x 1-1/2” x 16’ RHAC
STROKE LENGTH:

PUMP SPEED, SPM: SPM

LOGS: DIGL/SP/GR/CAL

Walton Federal #2-14-9-16

542° FNL & 1869’ FEL

NWNE Section 14-T9S-R16E

Duchesne Co, Utah

API #43-013-15793; Lease #UTU-096550

Wellbore Diagram

Initial Production: 50 BOPD, 75 MCFD

FRAC JOB

g

Anchor @ 4444°

4554’
4560°

4724
4735

SN @ 4733’
EOT @ 4768°

Top of fill @ 4793’
PBTD @ ~4857
TD @ 5200

6/20/64 47247, 4735

6/23/64  4554°, 4560

Frac sand as follows:

11,500# 20/40 sand in 300 bbls crude
oil, + 4000# 8/12 beads in 8000 gal.
crude oil. Treated @ avg press of 4350
psi w/avg rate of 25 BPM.

Frac sand as follows:

12,600# 20740 sand in 326 bbls crude
oil, + 4000# 8/12 beads in 8000 gal.
crude oil. Treated @ avg press of 4200
psi w/avg rate of 25 BPM.

PERFORATION RECORD

05holes
05 holes
05 holes
05 holes

6/16/64
6/16/64
6/23/64
6/23/64

4735°
4724
4560°
4554

5 SPF
5 SPF
5 SPF
5 SPF

BDH 3/11/02



Sundry Number: 28685 API Well Number: 43013310030000

Walton 34-11-9-16

Spud Date: 10-26-84

Production: 12-12-84 Lo
Put o Production Injection Wellbore

GL: 5534> KB: 5545° Diagram
FRAC JOB
4876-4805" Frac with 117800# 20/40 sand in 53560 gal
Appollo 30
SURFACE CASING 01-01-98 Convert to Injection welt
2 8.5/8"
CSGSIZE 8-578 5.20-05 S-YR MIT
GRADE: K-55
WEIGHT 24# 9-3-08 Zone Stimulation
LENGTH 6 jis. (251") 4-21-10 S-YR MIT
DEPTH LANDED: 263’
HOLE SIZE. 12-%

CEMENT DATA 210 sxs Class “G”

PRODUCTION CASING TOC @ 1665 | H
CSG SIZE: 5-¥2
GRADE: K-55

WEIGHT 14# & 15.5#

LENGTH. 113 jts. 14# K-55 (4581 38")
35)ts 15 S#K-55(1414)

DEPTH LANDED: 599554’

HOLE SIZE: 7-7/8"

CEMENT DATA. 131 sxs HiLift & 687 sxs

Class “H”

CEMENTED TOP 1665" per CBL. 12/5/84

TUBING

SIZE/GRADE/MWT  2-7/8"/ M-50/ 6 54
NO OF IOINTS. 142 jis (d473")

HRP PKR LANDED AT 4490’

NO OF JOINTS 4 jis

WX LANDING NIPPLE; 2-7/8"

PERF SUB 2-7/8" (67

NO OF JOINTS 1jt

PERF SUB. 2-7/8" (6")

PBR SEAL ASSY 2-7/8" (5
ARROWSET 1-X PKR LANDED AT 4670°
W L. REENTRY GUIDE 2-7/8"

SIZE/GRADEMWT - 1 90" 1] / J-55 / 2.76# Packer @ 4400 | el |Eme
NO OF JOINTS 148 jts (4662°)
TOTAL STRING LENGTH 4680' =

=x=] 3 Eor4591-4596"

T ]
Packer @ 4670 ~
EOT @ 4680’
= [ 4744-4753

P =3 =377 4876-4882
G [ = Sviser
e = el

<Lcj = 4888-4892°
== [=224901-4905°

PERFORATION RECORD

4591-4596" 2 JSPF 10 holes
4744-4753°  2JSPF 18 holes
4876-4882" 2JSPF 12 holes
4884-4886° 2 JSPF 8 holes
4888-4892° 2JSPF 8 holes

NEWFIELD 4901-4905° 2 JSPF 8 holes

PBTD @ 5942’

Walton 34-11-9-16 TD @ 6000°
537" FSL & 2092° FEL

SW/SE Section 11-T9S-R16E

Duchesne Co, Utah

API #43-013-31003; Lease #U-096550
KS 6/18/12



Spud Date: 8/30/93
Put on Production: 10/21/93
Put on Injection: 10/29/94

GL: 5621° KB: 5631°

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 6 jts. (225.31")

DEPTH LANDED: 277° KB

HOLE SIZE:12-1/4”

CEMENT DATA: 150 sxs Class “G” cmt, est 4 bbls cmt to surf.

PRODUCTION CASING

CSG SIZE: 5-1/27

GRADE: K-55

WEIGHT: 15.5#

LENGTH: 140 jts. (5674.08")

DEPTH LANDED: 5730.67"

HOLE SIZE: 7-7/8”

CEMENT DATA: 90 sxs Hifill & 350 sxs 50/50 POZ.
CEMENT TOP AT: 2510 per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8” / J-55 / 6.5#

NO. OF JOINTS: 128 jts (4002.91")

SEATING NIPPLE: 2-7/8” (1.10%)

SN LANDED AT: 4012.91’ KB

5 1/2” ARROWSET PACKER: 4014’ KB

TOTAL STRING LENGTH: EOT @ 4017.26’ KB

NEWEIEL D

Balcron Monument Fed 23-11
1787 FSL 2147 FWL
NESW Section 11-T9S-R16E
Duchesne Co, Utah
API #43-013-31369; Lease #U-096550

Diagram

Injection Wellbore

ATTACHMENT E-2

Initial Production: 110 BOPD,

Balcron Monument Fed 23-11

Cement Top@ 2510

SN 4013’

EOT 4017’

Packer @ 4014’
4062-4068°

4152-4158

4212-4224°
4228-4234

4444-4452

4710-4717
4836-4844

4848-4850”

4858-4864
4962-4968°

4986-4989”

4992-4998°

5155-5162°

5171-5181"
5579-5590

5628-5637

PBTD @ 5683
TD @ 5750°

28,2004 20/40 sand + 29,180# 16/30
sand in 386 bbls Viking I1-35 fluid.
Treated @ avg press of 1800 psi w/avg
rate of 25.1 BPM. ISIP 1900 psi. Cale.
flush: 5155 gal. Actual flush: 5082 gal.

30,700# 20/40 sand + 29,5004 16/30
sand in 562 bbls 2% KCI fluid. Treated
@ avg press of 2200 psi w/ave rate of

25 BPM. ISIP 1600 psi. Calc. flush: 4840

20,0004 16/30 sand in 277 bbls 2% KC1
fluid. Treated @ avg press of 2500 psi
wiave rate of 19.5 BPM. ISIP 2000 psi.
Calc. flush: 4710 gal. Actual flush: 4704

165 MCFD, 20 BWPD

FRAC JOB
9/28/93  5155°-5181° Frac zone as follows:
10/01/93  4840°-4998’ Frac zone as follows:

gal. Actual flush: 4830 gal.
10/01/93  4710°-4718’ Frac zone as follows:

gal.
8-23-05  5579-5590°

8-23-05 4444-4452°

8-23-05 4152-4234°

10/09/08

05/20/10

Frac CP1 & CP2 sands as follows:
13508#’s 20/40 sand in 167 bbls of
Lightning 17 frac fluid. Treated @ ave
pressure of 2724 psi w/ave rate of 14,1
BPM. ISIP 1600 psi. Cale. flush: 1446
gal. Actual flush 1344 gals.

Frac PB11 sands as follows:
14452#’s 20/40 sand in 156 bbls of
Lightning 17 frac fluid. Treated @ ave
pressure of 3025 psi w/ave rate of 14
BPM. ISIP 2200 psi. Calc. flush:1325
gal. Actual flush 1092 gals.

FracGB4 & GB6 sands as follows:
46326#’s 20/40 sand in 381 bbls of
Lightning 17 frac fluid. Treated @ ave
pressure of 2581 psi w/ave rate of 14 .1
BPM. ISIP1900 psi. Calc. flush:1175
gal. Actual flush 966 gals.

Zone Stimulation. Injection Tubing
updated.

Tubing Leak. Tubing detail updated.

PERFORATION RECORD

9/27/93  5171-5181°  2JSPF 20 holes
9/27/93  5155°-5162’ 2 JSPF 14 holes
9/27/93  4998°,4996°, 4994, 4992°, 4988,
4984°, 4968°, 4962°, 4864’, 4858’,
4864’,4858° 1JSPF 12 holes
10/01/93 4710°-4717"  2JSPF 14 holes
10/09/94  4992-4998° 2 JSPF 12 holes
10/09/94  4986°-4989" 2 JSPF 06 holes
10/09/94  4962-4968° 2 JSPF 12 holes
10/09/94  4858°-4864" 2JSPF 12 holes
10/09/94 4848°-4850° 2 JSPF 04 holes
10/09/94 4836°-4844° 2 JSPF 16 holes
8-22-05 5579-5590° 4JSPF 44 holes
8-22-05 5628-5637" 4JSPF 36 holes
8-22-05 4062-4068°  4JSPF 24 holes
8-22-05 4152-4158’ 4 JSPF 24 holes
8-22-05 4212-4224° 4 JSPF 48 holes
8-22-05 4228-4234’ 4JSPF 24 holes
8-22-05 4444-4452’ 4JSPF 32 holes
TW 08/09/10



Spud Date: 11/8/93
Put on Production: 12/30/93

GL: 5495° KB: 5505

Wellbore Diagram

SURFACE CASING Cement Top @ 279°

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 6jts. (271.28%)

DEPTH LANDED: 279¢

HOLE SIZE: 12-1/4”

CEMENT DATA: 150 sxs Class “G” cmt

Casing Shoe @ 279”

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 129 jts. (5676.22)

HOLE SIZE: 7-7/8”

DEPTH LANDED: 5685.22

CEMENT DATA: 204 sxs Prem. Lite Il mixed & 215 sxs 50/50 POZ.
CEMENT TOP AT: 279

TUBING

SIZE/GRADE/WT.: 2-7/8” / J-55 / 6 5#
NO. OF JOINTS: 172 jts (5361°)
TUBING ANCHOR: 5371.7

NO. OF JOINTS: 1 jts (64.2)

SEATING NIPPLE: 2-7/8” (1.1")

SN LANDED AT: 5438.7 KB

NO. OF JOINTS: 2 jts (5439.8")

TOTAL STRING LENGTH: EOT @ 5503

SUCKER RODS

POLISHED ROD: 1-1/4” x 22°

SUCKER RODS: 77- %” guided rods (4 per), 114- %” sucker rods, 20- %"
guided rods (4 per), 6- 1 2" weight bars

PUMP SIZE:2 %2x 1 1/2x 16’ RHAC
STROKE LENGTH: 76
PUMP SPEED: 4.5 SPM

SN @ 5439’

NEWEIELD

Balcron Monument Federal 24-12J-9-16
539 FSL & 1777 FWL
SE/SW Section 12-T9S-R16E
Duchesne Co, Utah
API # 43-013-31409; Lease # U-035521-A

i

i

I

A

fh

ATTACHMENT L-4

Balcron Monument Federal 24-12J-9-16

FRAC JOB

)Y m—— Y

f=x

4080-4086
4118-4123

W

L 4746-4750°

Anchor @ 5372

== 5476-5485°

EQOT @ 5503’

PBID @ 5634

TD @ 5700°

12/22/93 4080°-4123'Frac Frac sands as follows:

12/17/93 4746°-4750

12/14/93

12/7/09

with 33085 # 16-30 sand in
500 bbls of YF155 2% KCl water.

Frac sands as follows:

with 13978# 16-30 sand in 247 bbls of
YF155 2% KCI water. Screened out
during flush. ATR 15 BPM @ 2500 psi,
max 3350 psi. I SI P 2450 psi, 10 min —
1488 psi, 15 min — 1484 psi.

Frac sands as follows:
Screened out — no details available.

Parted rods. Updated rod and tubing
details.

PERFORATION RECORD

4080°-4086> 2 JSPF 12 holes
4118°-4123° 2 JSPF 10 holes
4746°-4750" 2 JSPF 8 holes
5476°-5485° 2 JSPF 18 holes

KC 2-26-09



Spud Date: 6/16/1994
Put on Production: 7/25/1994

ATTACHMENT E-5

Balcron Mon Fed 33-11J-9-16

Initial Production: 51.6 BOPD,

GL: 5608° KB: 5618’ Injection Wellbore 31.5MCFD, 8.4 BWPD
Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8” 7/06/94 51915208’ Frac A3 zone as follows: 36,3004
) 16/30 sand in 380 bbls Viking I-35 fluid.
GRADE: J-55 Treated @ avg press of 1900 psi w/avg
WEIGHT: 24# Casing shoe @ 276’ rate of 30 BPM. ISIP 1800 psi. Calc.
flush: 5191 gal. Actual flush: 5166 gal.
LENGTH: 6 jts. (266.457) ush: 5191 gal. Actual flush: 5166 &
) 7/11/94  4861°-4883° Frac C-sd zone as follows: 53,640#
DEPTH LANDED: 276.45 16/30 sand in 469 bbls Viking I-35 fluid.
HOLE SIZE:12-1/4" Treated @ avg press of 2500 psi w/avg
o rate of 30.4 BPM. ISIP 2000 psi. Calc.
CEMENT DATA: 165 sxs Class “G” cmt, est 5 bbls cmt to surf. flush: 4861 gal. Actual flush: 4830 gal.
7/9/03 5590°-5652° Frac CP1/CP2 sands as follows:
59,124# 20/40 sand in 471 bbls Viking
1-25 fluid. Treated @ avg press of 2896
psi w/avg rate of 14 BPM. ISIP 1840
psi. Calc. flush: 1427 gal. Actual flush:
1302 gal.
PRODUCTION CASING ) 7903 42134239 Frac GBS sands as follows: 60,810#
CSG SIZE: 5-1/2" Cement Top@ 2090° || = 20/40 sand in 462 bbls Viking 1-25 fluid.
. Treated @ avg press of 1567 psi w/avg
GRADE: J-55 rate of 24 BPM. ISIP 1930 psi. Calc.
WEIGHT: 15.5# flush: 4211 gal. Actual flush: 4116 gal.
LENGTH: 135 jts. (5780.91") 3/27/09 Parted rods. Updated r & t details.
DEPTH LANDED: 5791.51’ KB 5/3/2010 Pump changed. Updated rod and tubing
HOLE SIZE: 7-7/8” detail
CEMENT DATA: 240 sxs Super “G” & 243 sxs 50/50 POZ. ool Convert to Injection well
CEMENT TOP AT: 2090’ per CBL 09/19/11 ;?;l;\lfersmn MIT Finalized — update tbg
TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
NO. OF JOINTS: 128 jts (4138.5)
CE@ 41485
NO. OF JOINTS: 20its (641.6")
XO 2 7/8” x 2 318 x-over @ 4793.8°
SEATING MIPPLE: 2-7/8" (1.10%)
SN LANDED AT: 4799.3’ KB =TT Packer @ 4148’
XO 2 7/8” x 2 3/8” x-over @ 4800.4° | |
== = s a9
STINGER @ 4801.0° = = 355 Zg?
CE@ 48013 1
@80 == 42374239
TOTAL STRING LENGTH: EOT @ 4806’
PERFORATION RECORD
7/8/03  4213°-4222° 4ISPF 36 holes
803 4227°-4235° 4 JSPF 32 holes
7/8/03  4237°-4239° A4 JSPF 8 holes
7/8/03  5590°-5597° 4 JSPF 28 holes
=T Packer @ 4801 7/8/03  5634’-5652° 4IJSPF 72 holes
— L EOT 4806 6/30/94 5200°-5208" 4JSPF 32 holes
4861"-4864" (sq2d) 6/30/94 1915195 4JSPF 16 holes
4868°-4883 (sqzd) 7/08/94 4868°-4883° 4 JSPF 60 holes
7/08/94 4861°-4864° 4 JSPF 12 holes
5191°-5195°
=
== 5200°-5208"
i 5590°-5597°
= 5634°-5652
PBTD @ 5747
SHOE @ 5792’
TD @ 5800°

Balcron Mon Fed 33-11J-9-16
1970’ FSL & 2031’ FEL
NW/SE Section 11-T9S-R16E
Duchesne Co, Utah
API #43-013-31451; Lease #UTU-096550

LCN 09-22-11



ATTACHMENT £-6

Monument Federal 32-11J-9-16

Spud Date: 8/23/93

Put on Production: 10/06/53 Initial Production: 25 BOPD,
GL: 5577 KB: 5587’ Injection 15 MCFD, 10 BWPD
Wellbore Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8” T ( 9/20/93  5154°-5170° Frac zone as follows:
GRADE: 55 ool @ i pros of 1800 p v
WEIGHT: 24# rate of 20 BPM. ISIP 1635 psi. Calc.
LENGTH: 7 jis. (267.54") flush: 5154 gal, Actual flush: 4914 gal.
DEPTH LANDED: 275’ 9/22/93  4740°-4744° Frac zone as follow;: )
10,000# 16/30 sand in 271 bbls frac fluid.
HOLE SIZE:12-1/4” Treated @ avg press of 2900 psi w/avg
CEMENT DATA: 150 sxs Premium, est 4 bbls cmt to surf. lf'ﬁ:h‘?f41734 (?Zgl/fliscigai?uglfsbcoglcgal
1994 Convert to Injection well
6/6/05 5YrMIT
10/07/09 Zone Stimulation. No tubing or rod detail.
4/29/10 5Yr MIT
PRODUCTION CASING Cement Top @ 1420° | B
CSG SIZE: 5-1/2" i |
GRADE: K-55 ‘
WEIGHT: 15.5#

LENGTH: 133 jts. (5722°)
DEPTH LANDED: 5774.96’
HOLE SIZE: 7-7/8”

CEMENT DATA: 231 sxs Hilift & 351 sxs Class “G”.
CEMENT TOP AT: 1420’ per CBL i

TUBING

SIZE/GRADE/WT.: 2-7/8” 1 J-55 / 6.5#
NO. OF JOINTS: 140 jts (4339.9")
SEATING NIPPLE: 2-7/8” (1.10°)

SN LANDED AT: 4339.9° KB

CE @434’

TOTAL STRING LENGTH: EOT @ 4348’

Packer @ 4341°
EOT @ 4348’

4740°-4744’ D-1 sds

‘% 5154’-5170° A-1 sds
PERFORATION RECORD

9/17/93 5154-5170° 2 JSPF 12 holes
9/22/93  4740°-4744> 2 JSPF 08 holes

NEWEIELD SN @ 4340°
EOT @ 4348’
PBTD @ 5730°
TD @ 5800°

Monument Federal 32-11J-9-16
2059 FNL & 1763’ FEL
SWNE Section 11-T9S-R16E
Duchesne Co, Utah

API #43-013-31386; Lease #U-096550

LCN 06-11-10




Spud Date: 12/01/93
Put on Production: 1/07/94
Put on Injection: 10/29/93

GL: 5529° KB: 5539’

SURFACE CASING

Injection Wellbore

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 6 jts. (271.04’)

DEPTH LANDED: 279

HOLE SIZE: 12-1/4”

CEMENT DATA: 150 sxs Class “G” cmt, est 4 bbls cmt to surf.

TOC @ 210°

Casing Shoe @ 279"

PRODUCTION CASING

CSG SIZE: 5-1127

GRADE: K-55

WEIGHT: 15.5#

LENGTH: 131 jts. (5637.81")

DEPTH LANDED: 5646.81" KB

HOLE SIZE: 7-7/8”

CEMENT DATA: 225 sxs Hi-Lift & 261 sxs Class “G”.
CEMENT TOP AT: 210° per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8” / J-55 / 6.5#
NO. OF JOINTS: 149 jts (4627.28")
SEATING NIPPLE: 2-7/8” (1.10%)

SN LANDED AT: 4627.3’ KB

27/8” x 2 3/8” CROSS-OVER: 4628.4’ KB
PACKER: 4628.8° KB

TOTAL STRING LENGTH: EOT @ 4638’

A

IIN 5 »

Monument Fed. #41-14J-9-16
363’ FNL & 600° FEL
NENE Section 14-T9S-R16E
Duchesne Co, Utah
API #43-013-31408; Lease #U-096550

A
ik

A
iy

i1 | e

Diagram

ATTACHMENT E-/

Monument Fed. 41-14J-9-16

Initial Production: 20 BOPD,

60 MCFD, 10 BWPD

FRAC JOB

i

1]

n | e

o
S

L
C_

12/23/93  5043°-5052" Frac sand as follows:

12,5004 20/40 sand + 6,500# 16/30 sand in
194 bbls 2% KCl fluid. Treated @ avg

press of 2300 psi w/avg rate of 19 BPM. ISIP
2800 psi. Calc. flush: 5043 gal, Actual flush:

1344 gal. Screened out.

12/28/93 47244737 Frac sand as follows:

27,5004 16/30 sand in 354 bbls 2% KC1 fluid.
Treated @ avg press of 2100 psi w/avg rate of
19.5 BPM. ISIP 2100 psi. Cale. flush: 4724

gal, Actual flush: 4660 gal.
Zone Stimulation.
SYRMIT

9/30/08
04-08-10

Packer @ 4628°
EOT @ 4638’
PERFORATION RECORD
12/22/93  5043°-5052° 2IJSPF 18 holes
4724°-4730° Csds 12/28/93 4732°-4737  2JSPF 10 holes
12/28/93  4724°-4730° 2 JSPF 12 holes

47324737 Csds

5043°-5052’ A-3 sds

PBTD @ 5600°
TD @ 5692’

LCN4-12-10



Spud Date: 6/28/1994 (Re-entry)
Put on Production: 8/01/1994
GL: 5554 KB: 5564°

SURFACE CASING

CSG SIZE. 8-5/8”

GRADE.: J-§5

WEIGHT: 24#

DEPTH LANDED: 140" KB
HOLE SIZE:12-1/4”

CEMENT DATA: 150 sxs cement.

PRODUCTION CASING
CSG SIZE: 5-1/27

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 122 jts. (5261.75")
DEPTH LANDED- 527075
HOLE SIZE. 7-7/8"

CEMENT DATA. 290 sxs Super “G” & 150 sxs 50/50 POZ

CEMENT TOP AT 1825” per CBL

TUBING

SIZE/GRADE/WT. 2.7/8" /1-55 /6.5
NO. OF IOINTS. | jts (41.6)

TBG PUP 5jts 2-7/8" N-80 AT: 69.9"
NO OF JOINTS 124 jts (4009.4")
SEATING NIPPLE: 2-7/8" (1 10°)

SN LANDED AT- 4087 5 KB
ARROW #1 PACKER CE AT 4085’
NO OF JOINTS: 17 jts (550.8")

X0 2-3/8 % 2-7/8 §-55 AT 4644.6°
ARROW #1 PACKER CE AT 4640°
SEATING NIPPLE. 2-3/8" (1 10")

SN LANDED AT 4645 I’ KB

XO 2-3/8 x 2-7/8 1-55 AT 4646.2’
TOTAL STRING LENGTH EOT @ 4655’

Monument Federal 42-11J-9-16

Injection Wellbore
Diagram

Casing Shoe @ 140° k

Cement Top @ 1825° -

M
WU TR

A

A

AL

i
lrpmi

i

T 7§

NEWFIELD

<] Packer 4640

FRAC JOB

At E-¥

Initial Production: 33 BOPD,
NM MCFD, 0 BWPD

7716/94  5188'-5196"

6/94  4736°-4741°

3/23/02

] 11/6/02  4736'-5196

11/6/02  4164’-4276

6-1-05
11-2-07
3/4/09
5/7/2010
313Nz
3/16/12

101212

Packer 4085
SN @ 4087
4164’-4168’

Wy

4172°-4180°
4220°-4228
4252°-4254°

WAV

F T ARy yRLyyYmi

427274276

i

RE-PERF

SN Nipple @ 4645° RE-PERF

EOT @ 4655’
S 47364741

Yt

Y

CT 4795'-4800°

4980°-4985°

$188’-5196

PBTD @ 5223’

SHOE @ $271
TD @ 5300°

R e

Monument Federal 42-11J-9-16
1991° FNL & 495° FEL
SENE Section 11-T9S-RI6E
Duchesne Co, Utah
API #43-013-30066; Lease #UTU-096550

Frac zone as follows;

14,860# 20/40 sand + 11,600# 16/30
sand in 290 bbls 2% KCI frac fluid.
Treated @ avg press of 3000 psi w/avg
rate of 30 BPM. ISIP 4400 psi. Screened
out with 1660# sand left in casing.

Frac zone as follows:

14,100# 16/30 sand in 220 bbls 2% KCl
frac fluid. Treated @ avg press of 4550
psi w/avg rate of 25 BPM. ISIP 1670 psi

Tubing leak. Update rod and tubing details.
Frac D,B,A Sands as follows:

70,0004 20/40 sand in 538 bbls Viking 1-25
frac fluid. Treated @ avg press of 1975

psi wiavg rate of 26.5 BPM. ISIP 2420 psi.
Cale flush: 4736 gal Actual flush: 4662 gal.
Frac GB,PT Sands as follows:

05,021# 20/40 sand in 674 bbls Viking 1-25
frac fluid. Treated @ avy press of 1825

psi w/avg rate of 25 BPM. ISIP 2080 psi.
Calc flush: 4164 gal. Actual flush: 4074 gal.

Parted Rods , updated Rod Detail

Tubing Leak, Updated rod & tubing details.
Parted rods. Updated r & t details

Tubing leak, Updated rod and tubing detail.
Convert te Injection Well

Conversion MIT Finalized ~ tbg detail
updated

Workover - Water [solation - MIT
Finalized - update tbg detail

PERFORATION RECORD

4 ISPF
4 JSPF
5 ISPF
4 JSPF
4 JSPF
5 JSPF
4 JSPF
4 JSPF
4 ISPF
4 JSPF
4 JSPF

32 holes
20 holes
40 holes
20 holes
20 holes
25 holes
16 holes
8 holes
32 holes
32 holes
16 holes

7/14/94
7/16/94
11/5/02
11/5/02
1175102
11/5/02
11/6/02
11/6/02
11/6/02
11/6/02
11/6/02

5188'-5196’
4736’-4741°
5188'-5196”
4980’-4985°
4795°-4800°
4736°-4741"
4272'-4276'
4252-4254'
4220°-4228
4172'-4180"
4164°-4168°

LCN10/18/12



ATTACHMENT -

Spud Date: 11/15/84 Monument Fed. 43-11J-9-16

Plug & Abandoned: 11/29/84

Re-enter: 7/07/94 Initial Production: 35 BOPD,
Put on Production: 8/10/94 Injection Wellbore NM MCFD, 0 BWPD
Put on Injection: 10/29/94 Diagram
GL: 5581 KB: 5592’ ERAC JOB
SURFACE CASING 7/27/94  4998°-5191° Frac zone as follows:

- 19,860# 20/40 sand + 5,100# 16/30 sand
CSG SIZE: 8-5/8 in 366 bbls 2% KC. Treated @ avg press
GRADE: J-55 ! of 4000 psi w/avg rate of 20.7 BPM. ISIP

2250 psi. Cale. flush: 4998 gal. Actual

WEIGHT: 24# flush: 4998 gal.
DEPTH LANDED: 282’ 7/27/94  4714°-4867 Frac zone as follows:

54,380# 16/30 sand in 421 bbls 2% KCL

HOLE SIZE:12-1/4”
Treated @ avg press of 3530 psi w/avg

CEMENT DATA: 190 ss Class “G” cement. rate of 29 BPM. ISIP 2350 psi. Calc.
flush: 4714 gal. Actual flush: 4704 gal.
8/10/94 Put on Production
10/20/94 Put on Injection
4-29-10 5yt MIT

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.54

LENGTH: 121 jts. (5243.20°)

DEPTH LANDED: 5251.20° KB

HOLE SIZE: 7-7/8”

CEMENT DATA: 272 sxs Super “G” & 180 sxs 50/50 POZ.
CEMENT TOP AT: 2040’ per CBL

Cement Top @ 2040° | -

TUBING

SIZE/GRADE/WT.: 2-7/8" / 1-55 / 6.5#

NO. OF JOINTS: 149 jts (4628.30")
SEATING NIPPLE: 2-7/8” (1.10%)

SN LANDED AT: 4640.40° KB

CE @ 4637

TOTAL STRING LENGTH: EOT @ 4647.20"

-_- Packer @ 4637

EOT @ 4647
== =T 471474718 D-1 sds PERFORATION RECORD
7/25/94 5184-51917 1 SPF 07 holes
:% Ei 48547-4857° C sds 7/25/94  4998°-5002° 1 SPF 04 holes
7/27/94  4862°-4869° 1 SPF 04 holes
7/27/94 4854°-4857° 1 SPF 03 holes
== == 4862-4869" C sds 7/27/94 4714°-4718 1 SPF 04 holes

”  4998°-5002° B-2 sds

M
it
T
i

- 5184°-5191° A-3 sds

A
ki
iyl

SN @ 4640°
INEW ELD EOT @ 4647’
; PBTD @ 5221°
TD @ 6030°
Monument Fed. 43-11j-9-16
2127’ FSL & 693’ FEL
NESE Section 11-T9S-R16E
Duchesne Co, Utah

LCN 09-20-10

API #43-013-31002; Lease #U-096550
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Spud Date: 10/08/93 Monument Federal 12-12J-9-16

i:: 22 g;‘:i;'g:’"l 01/523293 Initial Production: 20 BOPD,

’ Injection Wellbore 15 MCFD, 10 BWPD
GL: 5542° KB: 5552’ Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8” T 11/17/93  5029°-5244" Frac zone as follows:
GRADE: J-55 29,250# 20/40 sand + 20,000# 16/30

sand in 432 bbls frac fluid. Treated @
WEIGHT- 24# avg press of 2250 psi w/avg rate of 30.5
LENGTH: 6 jts. (224.86”) BPM. ISIP 2200 psi. Cale. flush: 5025
DEPTH LANDED: 277 KB gal. Actual flush: 4956 gal
’ 12/09/93 Put on Production

HOLE SIZE:12-1/ 10/28/94 Put on Injection
CEMENT DATA. 150 sxs Class “G” cmt, est 5 bbls cint to surf. 4-29-10 5yt MIT

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: K-55

WEIGHT: 15.5#

LENGTH: 132 jts. (5723.70")

DEPTH LANDED: 5777.59"

HOLE SIZE. 7-7/8"

CEMENT DATA: 220 sxs Hifill & 290 sxs 50/50 POZ
CEMENT TOP AT 4185’ per CBL.

TUBING

SIZE/GRADE/WT : 2-7/8"/ 3-55 1 6.5#
NO. OF JOINTS: 159 jts (4921.20")
SEATING NIPPLE: 2-7/8" (1 10%)

SN LANDED AT 4922.30' KB

2 7/8" x 2 3/8” cross over

PACKER 492910’ KB

TOTAL STRING LENGTH. EOT @ 4930°

Cement Top @ 4185°

“ Packer @ 4929’

EOT @ 4930°

PERFORATION RECORD

L1/15/93  5024-5033 1JSPF 4 holes
- 5004°-5033" B2 sds 111593 5225°-5229° 1JSPF 4 holes
11715/93  5237-5244 1JSPF 7 holes

JA
101

1 A

CC 5225°-5229" A3 sds

A
TV

- 5237°-5244° A3 sds

A
18
i

SN @ 4922°

PBID @ 5732
TD @ 5800°

NEWFIELD

Monument Fed, 12-12J-9-16
1980’ FNL & 660’ FWL
SWNW Section 12-T9S-R16E
Duchesne Co, Utah
API #43-013-31410; Lease #U-096550

LCN 07-16-10



ATTACHMENT E- ||

Spud Date: 11/03/93 Monument Fed. 14-12J-9-16

Put on Production: 12/18/93

Put on Injection: 10/28/94 Initial Production: 70 BOPD,
GL: 5487° KB: 5497’ Injection Wellbore NM MCFD, 20 BWPD
Diagram
SURFACE CASING _ FRAC JOB
CSG SIZE: 8-5/8” 12/06/93  5070°-5078" Frac zone as follows:
GRADE: J-55 25,446# 20/40 sand in 286 bbls 2% KCL
X Treated @ avg press of 2341 psi w/avg
WEIGHT: 24# f rate of 17.4 BPM. ISIP 3578 psi. Calc.
LENGTH: 7 jts. (271.17") flush: 5070 gal. Actual flush: 5030 gal.
DEPTH LANDED: 279’ KB 12/09/93  4097°-4308’ Frac zone as follows:
HOLE SIZE: 12-1/4” 41,300# 20/40 sand in 457 bbls 2% KC1.
. « Treated @ avg press of 2527 psi w/avg
CEMENT DATA: 150 sxs Class “G” cmt, est 4 bbls cmt to surf. rate of 19 BPM. ISIP 1606 psi. Cale.
flush: 4097 gal. Actual flush: 4050 gal.
04-08-10 SYR MIT

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: K-55

WEIGHT: 15.5#

LENGTH: 131 jts. (5718.17)

DEPTH LANDED: 5727.17

HOLE SIZE: 7-7/8”

CEMENT DATA: 220 sxs Lead cement & 260 sxs 50/50 POZ.
CEMENT TOP AT: ? per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8” / J-55 / 6.5#
NO. OF JOINTS: 129 jts (4002.65")
SEATING NIPPLE: 2-7/8” (1.12°)

SN LANDED AT: 4013.77° KB

2 7/8” x 2 3/8” CROSSOVER: 4014.52’ KB
PACKER: 4020.72’ KB

SIZE/GRADE/WT.: 2-3/8" / J-55 / 4.5# Packer @ 40207

NO. OF JOINTS: 31 jts (960.38")

PACKER: 4987.90° KB = — 40974104

SEATING NIPPLE: 2-3/8” (1.10°) = e 4299°-4308° PERFORATION RECORD

SN LANDED AT: 4989.00° KB 12/06/93 5070°-5078> 2 SPF 16 holes

TOTAL STRING LENGTH: EOT @ 4989.00° 12/08/93  4299°-4308° 06 holes
Packer @ 4987 12/08/93  4097°-4104 05 holes

A
ki

= 5070°-5078°

27/8” SN @ 4013°
23/8” SN@ 4989°

IIN EOT @ 4989’
PBTD @ 5667
Monument Fed. #14-12j-9-16 D@35y
660° FSL & 660° FWL
SWSW Section 12-T9S-R16E
Duchesne Co, Utah

API #43-013-31411; Lease #U-035521-A

Z LCN 04-12-10




ATTACHMENT E- 1A

Greater Monument Butte C-14-9-16

Spud Date: 7/13/2011

Wellbore Diagram

Put on Production: 8/24/2011

GL: 5538 KB: 5550’ . FRAC JOB
8/10/2011 5523-5583’ Frac CP1, CP2 and CP3, sands as
follows:

SURFACE CASING Frac with 75484# 20/40 sand in 326 bbls
CSG SIZE: 8-5/8” lIﬂ:Qg(})l:[;:fxlg 17 fluid; 640 total bbls fluid to
GRADE: 1-55 8/19/2011 4804-4928° Frac Bl and B2, sands as follows:
WEIGHT: 24# Frac with 34712# 20/40 sand in 204 bbls
LENGTH: 7 jis. (314.35%) l{gcg::]r::lg 17 fluid; 404 total bbls fluid to
DEPTHLANDED: 324.67° KB 8/19/2011 4619-4651" Frac D1 and D2, sands as follows:
HOLE SIZE: 12-1/4” Frac with 49445# 20/40 sand in 217 bbls
CEMENT DATA: 160 sxs Class “G” cmt f;fil\t[l:lg 17 fluid; 418 total bbls fluid to

O 3965-3967 8/19/2011 3965-4117° Frac GB2 and GB4, sands as follows:
EL, Frac with 36776# 20/40 sand in 175 bbls
=X " i . . s 1. .

PRODUCTION CASING = = 41144117 Lightning 17 fluid; 344 total bbls fluid to

recover.

CSG SIZE: 5-1/2”

GRADE: J-55
WEIGHT: 15.5#

LENGTH: 139 jts. (6022.78”) — Includes Shoe Joint
HOLE SIZE: 7-7/8”

DEPTH LANDED: 6040.39° KB
CEMENT DATA: 250 sxs Prem. Lite I mixed & 450 sxs 50/50 POZ.

CEMENT TOP AT: 29’

= =T 46194621
e i
== =L 4647-4651°

TUBING
SIZE/GRADE/WT.: 2-7/8” / J-55 / 6.5#

NO. OF JOINTS: 174 jts. (5502.8")

TUBING ANCHOR: 5512.8° KB
NO. OF JOINTS: 2 jts. (63.2”) - - 4804-4806°
SEATING NIPPLE: 2-7/8” (1.1)

SN LANDED AT: 5578.8’ KB
NO. OF JOINTS: 2 jts. (63.17) gz % 4922-4925°
NOTCHED COLLAR: 5643 KB = = 4927-4928
TOTAL STRING LENGTH: EOT @ 5643’ KB’

SUCKER RODS

RPRYRSEIeN .

POLISHED ROD: 1 4" x 30° Spray Metal Polished Rod i d Anchor @ 5513 PERFORATION RECORD
SUCKER RODS: 1-7/8” x 2’ Pony Rod, 1 — 7/8” x 8’ Pony Rod, 118 ‘__:z_ §523-5524"
~7/8” 4per Guided Rods (2950%), 97 - 3/7” 4per Guided Rods (24257), [<-j> 55295530’ 3965-3967 3 JSPF 6 holes
5 - 14" Weight Bars (1257, 5 — 17 x 4’ Stabilizer Bars (20°) == 5567-5568" 4114-4117 3 JSPF 9 holes
PUMP SIZE: 2 % x 1%” x 21" x 24" RHAC § 3B-BT 4619-4621" 3JSPF 6 holes

1 = - 4647-4651" 3 JSPF 12 holes

STROKE LENGTH: 144 4804-4806° 3 JSPF 6 holes

PUMP SPEED: 5 SPM EOT @ 5643’ 4922-4925* 3JSPF 9 holes
4927-4928° 3 JSPF 3 holes
5523-5524> 3 JSPF 3 holes
5529-5530° 3JSPF 3 holes
5567-5568° 3 JSPF 3 holes
5575-5577 3JSPF 6 holes
5582-5583’ 3JSPF 3 holes

NEWFIELD o
TD @ 6048’

Greater Monument Butte C-14-9-16
517" FSL & 2103’ FEL (SW/SE)
Section 11, T9S, R16E
Duchesne, Utah
API # 43-013-50544; Lease #UTU-096550

JKP 9/27/2011




GMBU B-14-9-16

Spud Date: 10/09/2011
PWOP: 12/07/2011
GL: 5505° KB: 5518’

ATTACHMENT E-13

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 7 jts. (314.98’)

DEPTH LANDED: 328.30° KB

HOLE SIZE: 12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: }-55

WEIGHT: 15.5#

LENGTH: 143 jts. (6040.15")

HOLE SIZE: 7-7/8”

DEPTH LANDED: 6059.66° KB

CEMENT DATA: 225 sxs Prem. Lite Il mixed & 455 sxs 50/50 POZ.
CEMENT TOP AT: 47

TUBING

SIZE/GRADE/WT.: 2-7/8"/J-55/6.54
NO. OF JOINTS: 182 jts. (5666.1)
TUBING ANCHOR: 5679.1" KB

NO. OF JOINTS: 1jt. (31.3")

SEATING NIPPLE: 2-7/8”(1.1%)

SN LANDED AT: 5713.2’ KB

NO. OF JOINTS: 2 jts. (60.6”)
NOTCHED COLLAR: 5774.8’ KB
TOTAL STRING LENGTH: EOT @ 5775

SUCKER RODS

POLISHED ROD: 1-1/2” x 30’ Spray Metal Polished Rod

SUCKER RODS: | —7/8” x 4” Pony Rod, 1 — 7/8” x 6’ Pony Rod, 1 - 7/8”x &’
Pony Rod, 71 - 7/8” 4per Guided Rods (1775"), 143 — %” 4per Guided Rods
(3575"), 12 - 7/8” 8per Guided Rods (300’)

PUMP SIZE: 2-1/2” x 1-3/4” x 20" x 24’ RHAC
STROKE LENGTH: 144”
PUMP SPEED: 5 SPM

NEWEIELD

GMBU B-14-9-16
730’FSL & 731’ FEL (SE/SE)
Section 11, T9S, R16E
Duchesne County, Utah
API #43-013-50580; Lease # UTU-096550

Wellbore Diagram
FRAC JOB
"

11/18/2011  5529-5705° Frac CP1 & CP3, sands as follows:

Frac with 50271# 20/40 white sand in 625 bbls
lightning 17 fluid; 841 bbls total fluid to
recover.
11/28/2011 5115-5247° Frac A3 & LODC, sands as follows:
Frac with 74870# 20/40 white sand in 586 bbls
lightning 17 fluid; 706 bbls total fluid to
Tecover.

11/28/2011 4657-4953° Frac B2, C-Sand & D1, sands as follows:
Frac with 70185# 20/40 white sand
in 541 bbls lightning 17 fluid; 649 bbls total
fluid to recover.

11/28/2011  4076-4187" Frac GB2, GB4 & GB6, sands as follows:
4076-4077° Frac with 9988 1# 20/40 white sand in
4081-4082° 591 bbls lightning 17 fluid; 686 bbls total

fluid to recover.
4137-4139”
4144-4145°
4185-4187
4657-4658"
4807-4808°
4812-4813°
4948-4949
49514953 PERFORATION RECORD
5704-5705° 3 JSPF 3 holes
. 5697-5698 3 JSPF 3 holes
5115-5116
5692-5693° 3JSPF 3 holes
s 5556-5557° 3JSPF 3 holes
5144-5145 §551-5552° 3JSPF  3holes
5151-51527 5544-5545° 3 JSPF 3 holes
S158-5159° 5529-5530° 3JSPF 3 holes
5246-5247° 3 JSPF 3 holes
5173-5174° 5173-5174° 3 JSPF 3 holes
5158-5159 3 JSPF 3 holes
$246-5247 5151-5152° 3JSPF 3 holes
5144-5145" 3JSPF 3 holes
5115-5116" 3JSPF 3 holes
4951-4953° 3JSPF 6 holes
5529-5530° 4948-4949° 3 JSPF 3 holes
s 4812-4813> 3JSPF 3 holes
3344-3343 4807-4808" 3ISPF 3 holes
5551-5552° 4657-4658> 3 JSPF 3 holes
=== 5556.5557" 4185-4187 3JSPF 6 holes
4144-4145> 3JSPF 3 holes
4137-4139° 3 JSPF 6 holes
1 | s 4081-4082° 3JSPF 3 holes
b 3 Anchor @ 5679
= e 4076-40777 3 JSPF 3 holes
ST 56925693
== 5697-5698°
= =T 5704-5705°
EOT @ 5775’
PBTD @ 6014’
D @ 6077

CS03/15/12



ATTACHMENT £-|

Greater Monument Butte S-11-9-16

Spud Date: 12/4/10

Put on Production: 1/5/11 Wellbore Diagram

GL: 5612 KB: 5624’ FRAC JOB
K 12/27110  5722°- 5739’ Frac CP2 sands as follows:
SURFACE CASING : Frac with 50,456# 20/40 sand in 309 bbls
N ) Lightning 17 fluid.
CSG SIZE: 8-5/8” N E 12/28/10 5225’ - 5278’ Frac Al & A3 sands as follows:
GRADE: J-55 Frac with 35,079# 20/40 sand in 232 bbls
Lightning 17 fluid.
WEIGHT: 24# 12/28/10 5029°-5105°  FracB.5 & B2 sands as follows:
LENGTH: 7 jts. (297.17°) Frac with 15,052# 20/40 sand in 135 bbls
DEPTH LANDED: 307.02° Lightuing 17 fluid.
| 12/28/10 4795’ —-4893°  Frac D1 & D2 sands as follows:
HOLE SIZE: 12-1/ Frac with 39,2274 20/40 sand in 240 bbls

CEMENT DATA: 160 sxs Class “G” cmt : Lightning 17 fluid.

PRODUCTION CASING
CSG SIZE: 5-1/2”

GRADE: J-55 == == 4795°-4800’
WEIGHT: 15.54
LENGTH: 146 jts. (6188.29°) == = 4889°.4893°

HOLE SIZE: 7-7/8”
DEPTH LANDED: 6244.55’
CEMENT DATA: 300 sxs Prem. Lite Il mixed & 400 sxs 50/50 POZ.

== === 5029°-5032°
CEMENT TOP AT: 316°

== == 5102°-5105°
TUBING
SIZE/GRADE/WT.: 2-7/8” / 3-55 / 6.5# == == 5225°-5227°

NO. OF JOINTS: 184 jts (5697.5)
TUBING ANCHOR: 5707.5

NO. OF JOINTS: 1 jts (30.0")

SEATING NIPPLE: 2-7/8” (1.1")

SN LANDED AT: 5740.3’ KB

NO. OF JOINTS: 2 jts (62.9°)

TOTAL STRING LENGTH: EOT @ 5805’

=~ 5250°-5252°

M
T
1AL
¥

i
kil
iy

= 5267°-5269°

SUCKER RODS .

71
T
LA

5273°-5278’

POLISHED ROD: 1-1/2” x 30°

SUCKER RODS: 1 - 7/8” = 2’ pony rods; 1 - 7/8” =4’ pony rods; 1 —
7/8” = 6’ pony rods; 1 — 7/8” = 8’ pony rods; 223 - 7/8” = 5575 8 per
guided rods; 4 - 1%” = 100" weight bars

PUMP SIZE: 2 % x 1 3/4 x 20° x 24’ RHAC === Anchor@ 5708’
STROKE LENGTH: 144
PUMP SPEED: § SPM

PERFORATION RECORD

= — k 2
Ny - 5722°-5728 5733°-5739° 3 JSPF 18 holes
] [ 5722°-5728° 3JSPF 18 holes
== == 5733°-5739’ 5273’-5278 3JSPF 15 holes
| 5267°-5269° 3JSPF 6 holes
| 5250°-5252° 3JSPF 6 holes
; EOT @ 5805’ 5225'-5227° 3JSPF 6 holes

5102°-5105° 3 JSPF 9 holes

5029°-5032" 3 JSPF 9 holes

NEWEFIELD ? | PBTD @ 6200° 4889'-4893 3JSPE 12 holes

4795°-4800° 3 JSPF 15 holes

D @ 6255’

Greater Monument Butte $-11-9-16
1992’ FSL & 2015’ FEL (NW/SE)
Section 11, T9S, R16E
Duchesne Co, Utah
API # 43-013-50279; Lease # UTU-096550

VC 1-13-11




ATTACHMENT E-15

GMBU L-11-9-16
Spud Date: 11/17/2011

PWOP: 01/06/2012 Wellbore Diagram

GL: 5612° KB: 5625’
FRAC JOB

12/11/2011  5852-6156’ Frac CP2, CP4 & CP5 sands as follows:
Frac with 39614# 20/40 white sand in 502 bbls
lightning 17 fluid; 706 bbls total fluid to
recover.

12/20/2011 5331-5513°  Frac Al & LODC, sands as follows:

E Frac with 13062 1# 20/40 white sand in 1022
iR bbls lightning 17 fluid; 1149 bbls total fluid to
A recover.

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 7 jts. (317.35")

DEPTH LANDED: 330.67' KB

HOLE SIZE: 12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt

12/20/2011 4890-5147"  Frac Bl, D1 & D3, sands as follows:
h Frac with 90164# 20/40 white sand

==

m>

[

in 663 bbls lightning 17 fluid; 779 bbls total
fluid to recover.

4382-4385° 12/20/2011 4382-4389° Frac GB6, sands as follows:
- Frac with 40863# 20/40 white sand in
43884389 319 bbis lightning 17 fluid; 495 bbls total
fluid to recover.

PRODUCTION CASING

CSG SIZE: 5-1/27

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 147 jts. (6300.89") Includes Shoe Joint (44.56”)
HOLE SIZE: 7-7/8”

DEPTH LANDED: 6321.42' KB =] === 4890-4891°
CEMENT DATA: 236 sxs Prem. Lite II mixed & 438 sxs 50/50 POZ. D []
P == == 4970-4971
CEMENT TOP AT: 67 B ]
== = 49794981
TUBING = =T 5144-5147
SIZE/GRADE/WT.: 2-7/8” /J-55 1 6.5# ]
NO. OF JOINTS: 196 jts. (6110.5)
TUBING ANCHOR: 6123.5° KB L PERFORATION RECORD
. , 53315332 61526156 3JSPF 12 holes
NO. OF JOINTS: 1t 31.2) = . 6084-6086’ 3 JSPF 6 holes
SEATING NIPPLE: 2-7/8” (1.1") EL s 58525853’ 3ISPF 3 holes
s = . " 5512-5513° 3JSPF 3 holes
SNLANDED AT: 6157.5" KB - 5347-5348 5503-5505° 3ISPF 6 holes
NO. OF JOINTS: 1 jts. (31.3") 5347-5348 3ISPF  3holes
NOTCHED COLLAR: 6189.9° KB e e
TOTAL STRING LENGTH: EOT @ 6190° = e 5503-5505° 53315332 3JSPF 3 holes
é i ) 5144-5147 3ISPF 9 holes
= S 35125513 4979-4981° 3JSPF 6 holes
4970-497" 3JSPF  3holes
4890-4891° 3JSPF  3holes
: : 43884389’ 3JSPF 3 holes
SUCKER RODS 4382-4385" 3JSPF 9 holes
POLISHED ROD: 1-1/2” x 30’ Spray Metal Polished Rod
SUCKER RODS: 1 - 7/8" x 6 Pony Rod, 81 - 7/8” 8per Guided Rods (2025"), __ | |
157 — % dper Guided Rods (3925"), 5 ~ 1 1%~ Sinker Bars (1257, 5 ~ 1" Guided -j: = 5852-5853
Rods (20°)
PUMP SIZE: 2 14" x | %”x 24’ RHAC
STROKE LENGTH: 144"
PUMP SPEED: 5 SPM = 6084-6086”
3 Anchor @ 6124°
=] === 6152-6156°
EOT @ 6190°
PBID @ 6274’
GMBU L-11-9-16 TD @ 6335

2011°FSL & 2006° FEL (NW/SE)
Section 11, T9S, R16E
Duchesne County, Utah
API #43-013-50682; Lease # UTU-096550

CS 04/16/12




ATTACHMENT E-{b

Greater Monument Butte R-11-9-16

Spud Date: 11/15/2011
Put on Production: 12/29/2011
GL: 5570 KB: 5582’

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 7 jts. (317.45%)

DEPTH LANDED: 330.77° KB

HOLE SIZE: 12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt

PRODUCTION CASING

CSG SIZE: 5-1/27

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 142 jts. (6124.62") — Includes 44.28” Shoe Joint

HOLE SIZE: 7-7/8”

DEPTH LANDED: 6148.15° KB

CEMENT DATA: 230 sxs Prem. Lite IT mixed & 435 sxs 50/50 POZ.
CEMENT TOP AT: 45’

TUBING

SIZE/GRADE/WT.: 2-7/8”/J-55/6.5#

NO. OF JOINTS: 183 jts. (5705.9")

TUBING ANCHOR: 5705.9’ KB

NO. OF JOINTS: 1jt. (31.7")

SEATING NIPPLE: 2-7/8” (1.1’)/ SN LANDED AT: 5740.4° KB
NO. OF JOINTS: 1jt. (31.3°)

GAS ANCHOR: 5772.8’ KB

NO. OF JOINTS: 3 jts. (93.9%)

BULL PLUG: 5872.5’ KB

TOTAL STRING LENGTH: EOT @ 5873’ KB

SUCKER RODS

POLISHED ROD: 1 5" x 30’ Polished Rod

SUCKER RODS: 1-7/8” x 2’ Pony Rod, 1 - 7/8” x 8’ Pony Rod, 74
~7/8” 8per Guided Rods (1850°), 148 — %” 4per Guided Rods (3700%),
5 -1 ¥ Weight Bars (125°), 5— 17 x 4’ Stabilizer Bars (20°)

PUMP SIZE: 2% x | %”x 20’ x21’ x 24" RHAC
STROKE LENGTH: 225 max
PUMP SPEED: 5 SPM

Wellbore Diagram

NEWEFIELD

Greater Monument Butte R-11-9-16
799’ FSL & 2047 FWL (SE/SW)
Section 11, T9S, R16E
Duchesne County, Utah
API # 43-013-50579; Lease #UTU-096547

AL

11

AT
VAVY

IR

vy

2] Y mam) FYY:

4148-4149
4158-4160°

4372-4374°
4378-4380

4704-4706
4709-4710°

4886-4888°
4893-4894

5016-5017
5036-5038”

5197-5198"
5211-5212°
5227-5229°

5620-5621°
5668-5669°

5672-5673°
5677-5678’

Anchor @ 5706

5771-5772’

5821-5822°
5856-5857

EOT @ 5873

5993-5994”
5998-6000
PBTD @ 6101°

TD @ 6165°

FRAC JOB

12/13/2011  5771-6000”

12/19/2011  5620-5678°

12/19/2011  5016-5229”

12/19/2011 4704-4894°

12/19/2011 4148-4380°

Frac CP3, CP4 and CP5, sands as
follows:

Frac with 49967# 20/40 white sand in
646 bbls Lightning 17 fluid; 842 total
bbls fluid to recover.

Frac CP1 and CP2, sands as follows:
Frac with 24942# 20/40 white sand in
313 bbls Lightning 17 fluid; 491 total
bbls fluid to recover.

Frac B2 and A3, sands as follows:
Frac with 49322# 20/40 white sand in
409 bbls Lightning 17 fluid; 528 total
bbls fluid to recover.

Frac D1 and C-Sand, sands as follows:
Frac with 60203# 20/40 white sand in
479 bbls Lightning 17 fluid; 591 total
bbls fluid to recover.

Frac PB8 and GB4, sands as follows:
Frac with 106133# 20/40 white sand in
813 bbls Lightning 17 fluid; 985 total
bbls fluid to recover.

PERFORATION RECORD

4148-4149" 3JSPF 3 holes
4158-4160° 3 JSPE 6 holes
4372-4374" 3 JSPF 6 holes
4378-4380" 3 JSPF 6 holes
4704-4706° 3 JSPF 6 holes
4709-4710° 3 JSPF 3 holes
4886-4888" 3 JSPF 6 holes
4893-4894° 3JSPF 3 holes
5016-5017" 3JSPF 3 holes
5036-5038° 3JSPF 6 holes
5197-5198° 3JSPF  3holes
5211-5212" 3JSPF  3holes
5227-5229° 3 JSPF 6 holes
5620-5621° 3 JSPF  3holes
5668-5669° 3 JSPF 3 holes
5672-5673° 3 JSPF 3 holes
5677-5678° 3 JSPF 3 holes
5771-5772 3JSPF  3holes
5821-5822° 3JSPF  3holes
5856-5857° 3 JSPF  3holes
5993-5994’ 3 JSPF  3holes
5998-6000° 3 JSPF 6 holes

JKP 1/9/2012



Jonah Fed H-14-9-16

Spud Date: 10/29/08
Put on Production: 12/23/08

GL: 5575 KB: 5587’
SURFACE CASING

Wellbore Diagram

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 8 jts (318.74°)
DEPTH LANDED: 330.59° KB
HOLE SIZE: 12-1/4”
CEMENT DATA: 1- 160, sxs Class “G” cmt, est 3 bbls cmt to surf.

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 151 jts (6045.76")

DEPTH LANDED: 6059.01°

HOLE SIZE: 7-7/8”

CEMENT DATA: 300 sx premlite and 425 sx 50/50 poz
CEMENT TOP AT: 42’

TUBING

SIZE/GRADE/WT.: 2-7/8"/ J-55

NO. OF JOINTS: 178 jts (5487.7")

TUBING ANCHOR: 5499.7’ KB

NO. OF JOINTS: 2 jts (61.91°)

SEATING NIPPLE: 2-7/8” (1.10")

SN LANDED AT: 5564.40° KB

NO. OF JOINTS: 2 jts (62.00°)

TOTAL STRING LENGTH: EOT @ 5627.95"

SUCKER RODS

POLISHED ROD: |- 1 %" x 30 Polished rod

SUCKER RODS: 1-2’, 1-8’ 7/8” pony rods, 218- 7/8” 8per guided rods, 4-1 %2
weight bars

PUMP SIZE: RIH w/ CDI 24" x 1 %" x 16” x 20’ RHAC rod pump
STROKE LENGTH: 122
PUMP SPEED, SPM: §

SN @ 5564’

Jonah H-14-9-16
1899° FNL & 1909” FEL
SW/NE Section 14-T9S-R16E
Duchesne Co, Utah
API # 43-013-34012; Lease # UTU-096550

Cement top @ 42’

ATTACHMENT £

FRAC JOB

i}

T

—

12/10/08 5545-5554°  Frac CP1 sds as follows:

wi 45,729 20/40 sand in 463 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 2398 psi @ ave rate of 25.6 BPM. ISIP 2072 psi.Actual flush:
5040 gals.

12/10/08 5100-5160” Frac Al & A3 sds as follows:

w/ 69,623# 20/40 sand in 578 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1905 psi @ ave rate of 25.1 BPM. ISIP 2299 psi. Actual flush:
4595 gals.

12/10/08 4794-4824° Frac C sds as follows:

w/ 45,238# 20/40 sand in 435 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1953 psi @ ave rate of 23.3 BPM. ISIP 2032 psi. Actual flush:
4288 gals.

11/24/08 4634-4658" Frac D1 sds as follows:

wi/ 47,138# 20/40 sand in 435 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 2131 psi @ ave rate of 23.2 BPM. ISIP 2239 psi. Actual flush:
4578 gals.

3/12/12 Parted rods: updated rod & tubing detail
4634-4644°
4634-4658” PERFORATION RECORD
12/10/08  4634-4644’ 4 IJSPF 40 holes
4794-4802 12/10/08  4654-4658" 4ISPE 16 holes
12/10/08  4794-4802° 4ISPF 32 holes
4810-4804° 12/10/08  4810-4824" 4JSPF 56 holes
12/10/08 5100-5106° 4 JSPF 24 holes
$1005106" 12/10/08  5136-5160° 4JSPF 96 holes
12/10/08  5545-5554° 4 JSPF 36 holes
5136-5160°
Anchor @ 5500
5545-5554"
EOT @ 5628’
PBTD @ 6017’
PBTD @ 6017’
TD @ 6077’
TW 04/14/09

HC 4/12/12



ATTACHMENT E-(9

Jonah Fed I-14-9-16

Spud Date: 10/28/08

Put on Production: 12/17/08 Wellbore Diagram
GL: 5575° KB: 5587’
SURFACE CASING _ FRAC JOB
CSG SIZE: 8-5/8” 12/9/08 5576-5594° Frac CP1 sds as follows:
GRADE: J-55 ) 50,690# 20/40 sand in 472 bbls of Lightning 17 fluid. Treated w/ ave
Cement top @ 64 i n pressure of 1937 psi @ ave rate of 23.1 BPM. ISIP 2139 psi. Actual flush:
WEIGHT: 24# 5040 gals.
LENGTH: 7 jts (316.067) 12/10/08 5106-5152° Frac Al & A3 sds as follows:
DEPTH LANDED: 326.06’ KB 60,4194 20/40 sand.in 514 bbls of Lightning 17 fluid. Trea?edw/ ave
pressure of 2180 psi @ ave rate of 23.1BPM. ISIP 2427 psi. Actual flush:
HOLE SIZE: 12-1/4” 4599 gals.
CEMENT DATA: 160 sx Class ‘g’ cmt 12/10/08 4966-4982° Frac B2 sds as follows:
55,874# 20/40 sand in 494 bbls of Lightning 17 fluid. Treated w/ ave
Casing Shoe @ 326 Z pressure of 1944 psi @ ave rate of 23.1 BPM. ISIP 2040 psi. Actual flush:
4410 gals.
12/16/08 4102-4110" Frac GB2 & GB4 as follows:
40,9294 20/40 sand in 391 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1862 psi @ ave rate of 23.2 BPM. ISIP 2019 psi. Actual flush:
4032 gals.
PRODUCTION CASING &
CSG SIZE: 5-1/27
GRADE: J-55
WEIGHT: 15.5#
LENGTH: 159 jts (6278.9°)
DEPTH LANDED: 6095.70°
HOLE SIZE: 7-7/8”
CEMENT DATA: 300 sx premlite and 425 sx 50/50 poz
CEMENT TOP AT: 64
TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55
NO. OF JOINTS: 180 jts (5532.40")
TUBING ANCHOR: 5544.40’ KB
NO. OF JOINTS: 1jt (30.85%)
SEATING NIPPLE: 2-7/8” (1.10°)
SN LANDED AT: 5578.05° KB
NO. OF JOINTS: 2 jts {(61.81")
TOTAL STRING LENGTH: EOT @ 5641.41"
:j i; 4102-4110°
= 4140-4146 PERFORATION RECORD
SUCKER RODS
_ 12/9/08 5576-5594" 4 JSPF 72 holes
POLISHED ROD: 1 %" x 26" polished rod = 4966-4982 12/9/08  5134-5152° 4JSPF 72 holes
SUCKER RODS: 1-2’, 4°, 6", 8’ x 7/8” pony, 218-7/8” guided rods (8 per) 4-1 12/9/08  5106-5112" 4 JSPF 24 holes
1/2:” wt bars shear coupler = 5106-5112" 12/9/08  4966-4982" 4JSPF 64 holes
PUMP SIZE: 1 %" x 1 %" x 16" x 20" RHAC rod pump - CDI ] 12/10/08  4140-4146> 4 JSPF 24 holes
STROKE LENGTH: = = 5134-5152° 12/10/08  4102-4110° 4 3SPF 32 holes
PUMP SPEED, SPM:
== Anchor @ 5544°
= == 5576-5594°
SN @ 5578’ E
EOT @ 5641’
PBTD @ 6055
Jonah 1I-14-9-16
TD @ 6092’

1919° FNL & 1900° FEL
SW/NE Section 14-T9S-R16E
Duchesne Co, Utah
API # 43-013-34013; Lease # UTU-096550




ATTACHMENT £-(9

Jonah Federal T-11-9-16

Spud Date: 09/25/2009
Put on Production: 11/02/2009

GL: 5503 KB: 5515°

Wellbore Diagram

SURFACE CASING Cement Top @ 62°

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 7 jts. (307.66°)

DEPTH LANDED: 319.51°

HOLE SIZE: 12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 134 jts. (5994.88”)

HOLE SIZE: 7-7/8”

DEPTH LANDED: 6028.13”

CEMENT DATA: 250 sxs Prem. Lite Il mixed & 400 sxs 50/50 POZ.
CEMENT TOP AT: 62’

TUBING

SIZE/GRADE/WT.: 2-7/8"/ J-55 / 6.54
NO. OF JOINTS: 179 jts (57007)
TUBING ANCHOR: 5712’

NO. OF JOINTS: 1 jts (31.5°)

SEATING NIPPLE: 2-7/8” (1.1")

SN LANDED AT: 5746.3° KB

NO. OF JOINTS: 2 jts (61.5%)

TOTAL STRING LENGTH: EOT @ 5809”

SUCKER RODS

POLISHED ROD: 1-1/2” x 30

SUCKER RODS: 1 -2’ x 7/8”, 1 - 8’ x 7/8” pony rods, 207 - 7/8”
8per guided rods, 4 - 1 %" weight bars

PUMP SIZE:2 Yax 1 % x 17" x 24’ RHAC
STROKE LENGTH: 144
PUMP SPEED: SPM 6

SN @ 5746’

NEWFIELD

Jonah Federal T-11-9-16
709’ FSL & 725’ FEL
Section 11, T9S, R16E
Duchesne Co, Utah
API # 43-013-34080; Lease # UTU-096550

M

V0T

1Y

M

FRAC JOB
11-03-09 5283-5299° Frac LODC sands as follows:
Frac with 1663 1# 20/40 sand in 106 bbls
Lightning 17 fluid.
11-03-09 5143-5185° Frac Al & A3 sands as follows:
Frac with 903294 20/40 sand in 544 bbls
Lightning 17 fluid.
11-03-09 4847-4999° Frac B2, C & B.5 sands as follows:
Frac with 60136# 20/40 sand in 370 bbls
Lightning 17 fluid.
11-93-09 4696-4703" Frac D1 sands as follows:  Frac with
14128# 20/40 sand in 124 bbls Lightning
17 fluid.
11-03-09  4184-4222° Frac GB6 sands as follows: Frac with
27979# 20/40 sand in 223 bbls Lightning
17 fluid.
== 4184-4186’
4192-4197
4200-4202°
4219-4222°
4696-4703
4847-4849°
4855-4858”
4928-4930°
4993-4999
5143-5145°
5153-5155"
5164-5170°
5179-5185°
5283-5289”
— 5296-5299°
PERFORATION RECORD
5296-5299° 3 JSPF holes
5283-5289" 3 JSPF holes
Aachor @ 5712’ 5179-5185" 3 JSPF holes
5164-5170° 3 JSPF holes
5153-5155" 3 JSPF holes
5143-5145> 3 JSPF holes
4993-4999° 3 JSPF holes
4928-4930> 3 JSPF holes
EOT @ 5809° 4855-4858’ 3 JSPF holes
4847-4349° 3 JSPF holes
4696-4703° 3 ISPF holes
PBTD @ 6006” 4219-4222° 3 JSPF holes
4200-4202° 3 JSPF holes
TD @ 6030’ 4192-4197° 3 JSPF holes
4184-4186° 3 JSPF boles

LCN 01-19-10



Spud Date: 5/22/98

Put on Production: 6/22/98
GL: 5607° KB: 5617

SURFACE CASING
CSG SIZE: 8-5/8”
GRADE: J-55
WEIGHT: 24#
LENGTH: 7 jts. (290°)
DEPTH LANDED: 291’
HOLE SIZE: 12-1/4”

CEMENT DATA: 120 sxs Premium cmt, est 1-1/2 bbls to surf.

PRODUCTION CASING
CSG SIZE: 5-1/2”

GRADE: 155

WEIGHT: 15.54

LENGTH: 133 jis. (5677°)
DEPTH LANDED: 5688’ KB
HOLE SIZE: 7-7/8”

CEMENT DATA: 320 sk Poz Type Il mixed & 310 sxs Class G

CEMENT TOP AT: 2566’ per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8” / M-50 / 6.5#
NO. OF JOINTS: 127 jts (1992.0)
TUBING ANCHOR: 5020°

NO. OF JOINTS: 1 jt (62.5")

SEATING NIPPLE: 5-1/2” (1.10")

SN LANDED AT: 5086

NO. OF JOINTS: 2 jt (62.5%)

TOTAL STRING LENGTH: EOT @ 5152’

SUCKER RODS

POLISHED ROD:

SUCKER RODS: 55- %” guided rods, 97- %™ guided rods, 4- %" guided rods, 4-

1 %" weight bars

PUMP SIZE: 2-1/2” x 1-1/2” x 16 RHAC
STROKE LENGTH: ?

PUMP SPEED, SPM: ?

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR

Jonah Unit #8-14

1882 FNL 773 FEL

SENE Section 14-T9S-R16E
Duchesne Co, Utah

API #43-013-32054; Lease #U-096550

Jonah Unit #8-14

Wellbore Diagram

ATTACHMENT E£-30

FRAC JOB

Initial Production:159 BOPD,
133 MCFPD, 34 BWPD

Casing Shoe @ 291

Cement Top@ 2566" [ B

4114’-19
4132°-35°

A A

M

4749°-59

Anchor @ 5020°
5046°-72’

W

SN @ 5086
EOT @ 5152
Sand Top @ 5351°
PBTD @ 5635
TD @ 5700°

6/13/98 5046°-5072°

6/16/98 4749°-4759°

6/18/98 4114°-4135°

7/9/2010
NOTE:

Frac A-3 sand as follows:

114,000# 20/40 sand in 565 bbls Viking
1-25 fluid. Perf Brokedown @ 3823 psi.
Treated @ avg press of 1875 psi, w/avg
rate of 30 BPM. ISIP: 2350 psi, S-min
2100 psi. Flowback on 12/64 choke for 3
hours and died.

Frac C sand as follows:

113,9944# of 20/40 sand in 546 bbls
Viking 1-25 fluid. Perfs Brokedown @
3032 psi. Treated @ avg press of 2000
psi w/ avg rate of 28 bpm. ISIP: 2250 psi,
5-min 2000 psi. Flowback on 12/64”
choke for 3-1/2 hours and died.

Frac GB sand as follows:

96,580# 20/40 sand in 475 bbls Viking I-
25 fluid. Perfs brokedown @ 3387 psi.
Treated @ avg press of 1850 psi w/avg
rate of 24.5 BPM. ISIP 1850 psi, 5-min
1535 pst. Flowback on 12/64” choke for
2-1/2 hours and died.

Workover. Updated rod and tubing detail.

The LA-14-9-16 runs diagonally across
this well location which places the
beginning joints at a 1992’ depth and
renders placement of the anchor at a
deeper depth.

PERFORATION RECORD

6/13/98 5046°-5072’
6/15/98 4749°-4759°
6/17/98 4114-4119
6/17/98 4132°-4135°

2JSPF 52 holes
4JSPF 40 holes
4JSPF 20 holes
4JSPF 12 holes

ML 7/22/10
8/14/2012



Spud Date: 12-2-10
Put on Production:1-8-11

GL: 5548* KB:5560°

Jonah O-12-9-16

Wellbore Diagram

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 7jts. (301.18°)

DEPTH LANDED: 313.03°

HOLE SIZE: 12-1/4”

CEMENT DATA: 160sxs Class “G” cmt

PRODUCTION CASING
CSG SIZE: 5-172”

GRADE: J-55

WEIGHT: 15.54

LENGTH: 148jts.( 6278.0)
HOLE SIZE: 7-7/8”

DEPTH LANDED: 6291.25”
CEMENT DATA: 300sxs Prem. Lite II mixed & 400sxs 50/50 POZ.

CEMENT TOP AT:200*

TUBING

SIZE/GRADE/WT.: 2-7/8” / J-55 / 6.5#
NO. OF JOINTS: 185jts (§796.0")
TUBING ANCHOR: 5808.0°

NO. OF JOINTS: 1 jts (31.4")

SEATING NIPPLE: 2-7/8” (1.1°)

SN LANDED: 5842.2’ KB

NO. OF JOINTS: 2jts (62.8°)

TOTAL STRING LENGTH: EOT @5907

SUCKER RODS

POLISHED ROD: 1-1/2” x 30

SUCKER RODS:1-2 x 7/8” pony rods, 1-4 x 7/8” pony rods, 1-8 x 7/8”
pony rods, 1-8 x 7/8” pony rods, 227-x 7/8” 8 per guided rods, 4- 15"
weight bars

PUMP SIZE:2 Y2 x 1 %”7”°x 20”x 24” RHAC
STROKE LENGTH:144
PUMP SPEED: SPM 5

A
ki

1V

A T
bl

A,
]

m
b

M
s

NEWEIELD

Jonah 0-12-9-16
SL: 1965 FNL & 645 *FWL (SW/NW)
Section 12, T9S, R16
Duchesne Co, Utah
API # 43-013-34142; Lease # USA UTU-096550

.

ATTACHMENT 52

FRAC JOB

|

(= 4243-4246°
L= 4272-4274°

[=c= 4284-43867

F; 4293-4295°

- 4336-4341

T

5292-5302°

5740-5743’

pa—t 1 Anchor 5808°

iy

C” 5822-5824°

E'% 5832-58357

EOT @5907

TD @ 6730°

PBTD @ 6248

12-29-10 5740-5835°

1-4-11 5292-5302°

1-4-11 4243-4341°

Frac CP2 & CP3 sands as

foltows: Frac with 39638# 20/40

sand in 274bbls Lighting 17 fluid.

Frac A3 sands as

follows:Frac with 30535# 20/40 sand in
267bbls Lightning 17 fluid.

Frac GB6, GB4 & PB7 sands as
follows:Frac with 60639# 20/40 sand in
521bbls Lightning 17 fluid.

PERFORATION RECORD

5832-5835°
5822-5824°
5740-5743
5292-5302
4336-4341°
4293-4295°
4284-4286°
4272-4274°
4243-4246°

3 JSPF
3 JSPF
3 JSPF
3 JSPF
3 JSPF
3 JSPF
3 JSPF
3 JSPF
3 JSPF

Sholes
6holes
Sholes
30holes
15holes
6holes
6holes
Gholes
Sholes

MB-2-18-11



Spud Date: 10/12/64
Put on Production: 12/10/64
GL: 5456 KB: 5468’

SURFACE CASING

CSG SIZE. 10 3/4”

WEIGHT 32.75#

LENGTH 8 jis (217")

DEPTH LANDED: 229°

HOLE SIZE 12-1/4”

CEMENT DATA: 135 cu. ft 1deal Type 11

PRODUCTION CASING
CSG SIZE. 5-1/2" / 174/ N-80
LENGTH: 41 jts. (1253.85")
CSG SIZE 5-1/2" /1556 1 J-55
LENGTH 127jts (3927 00°)
CSG SIZE §-172" [ 1T# / N-80
LENGTH: | jt. (20.00°)
DEPTHLANDED $200.00°
HOLE SIZE. 7-7/8"

CEMENT DATA. 315 cu. ft 50/50 POZ + 75 sxs 50/50 POZ.

CEMENT TOP AT 4750’ per CBL

TUBING

SIZE/GRADE/WT 2 7/8" 155/ 6.5#

NO OF JOINTS: 154 jts (4755.6")
TUBING ANCHOR. 4767 6' KB

NO OF JOINTS 8jts (250.2")

SEATING NIPPLE 2 7/8” (1 107)

SN LANDED AT 50206’ KB

NO OF JOINTS 1jts Perfsub (4"

NO OF JOINTS 1jts (30 9")

TOTAL STRING LENGTH EOT @ 5057

C & O Govt. 1-12-9-16

Proposed Injection
Wellbore Diagram

/‘\} ‘H‘ AL mewj L’L ~22

Initial Production: 480 BOPD, 0 BWPD

FRAC JOB

Casing Shoe @ 229"

Cement Top@ 4750

NEWFIELD

C&O Gov’t. 1-12-9-16

1905 FSL & 660 FWL

NWSW Section 12-T9S-RL6E

Duchesne Co, Utah

APL #43-013-15111 Lease #U-035521 A

2

Packer @ 4702
CZ 4752
4766’

n
i

i

4893'
4897

JA A

1

50717

5074
5086

5095

i
=
u
Ll
!

.z 5105

i

|

PBTD @ 514"

SHOE @ 5200°
D@ 5212

12/64  5071°-5074

12/64  4893'-4897

$/20/73  5071°-5105°

572173 4752'-4766°

6/18/99
S/13/03
08/29/06
3/9/12

Top of fill @ 5130"

Frac zone as follows:

13,900# sand + 3150# glass beads in 721
bbls lease crude oil. Treated @ avg press
of 3850 psi wlavg rate of 37 BPM.

Frac zone as follows:

13,900# sand + 1575# glass beads in 721
bbis lease crude oil. Treated @ avg press
of 4000 psi w/avg rate of 29 BPM.

Frac zone as follows:

16,5004 10/20 sand in 381 bbls frac fluid.
Treated @ avg press of 2300 psi w/avg
rate of 6 BPM

Frac zone as follows:

14,000 10/20 sand in 381 bbls frac fluid.
Treated @ avg press of 3500 psi wiavg
rate of 16 BPM

Pump change. Update rod and tubing details.
Tubing leak Update rod and tubing details.

Pump Change. Update rod & Tubing details

Tubing Leak: Updated rod & tubing detail

PERFORATION RECORD

12/64  5074° 4 SPF 04 holes
{2/64 50717 4 SPF 04 holes
12/64 4897 4 SPF 04 holes
12/64 4893 4 SPF 04 holes
05/93 5105 3 SPF 03 holes
05/93 5095 3 SPF 03 holes
05/93 5086 3 SPF 03 holes
05/93 4766 3 SPF 03 holes
05/93 4752’ 3 SPF 03 holes

JI. 5/10/2012



ATTACHMENT E-d5

Pan American #1FR-9-16

Spud Date: 1/5/06 Initial Production: BOPD,
Put on Production: 2/9/06 Wellbore Diagram MCFD, BWPD
GL: 5529’ KB: 5541°
SURFACE CASING _ __ FRAC JOB
CSG SIZE: 10 3/4” / 32.75# 2/6/06  5038°-5080° Frac A1&3 sands as follows:

5 70,448# 20/40 sand in 562 bbls Lightning 17
DEPTH LANDED: 309 frac fluid. Treated @ avg press of 1933 psi
HOLE SIZE: 15 wiavg rate of 24.9 BPM. ISIP 2050 psi. Calc

flush: 5036 gal. Actual flush: 5040 gal.
CEMENT DATA: 230 sxs cement.
o 2/6/06  4742°-4750° Frac C sands as follows:

HOLE SIZE t0 6000°: 10 34,710# 20/40 sand in 390 bbls Lightning 17

frac fluid. Treated @ avg press of 1978 psi
wi/avg rate of 24.8 BPM. ISIP 1980 psi. Calc
flush: 4740 gal. Actual flush: 4746 gal.

2/6/06  4300°-4314° Frac PB10 sands as follows:
35,142# 20/40 sand in 348 bbls Lightning 17
frac fluid. Treated @ avg press of 1820 psi

PRODUCTION CASING wiavg rate of 24.8 BPM. ISIP 2060 psi. Calc

CSG SIZE: 5-1/2” flush: 4298 gal. Actual flush: 4326 gal.

GRADE: J-35 2/6/06  4044’-4110° Frac GB6 sands as follows:

WEIGHT: 15.5# 67,736#% 20/40 sand in 511 bbls Lightning 17
. . s frac fluid. Treated @ avg press of 1805 w/

LENGTH: 132 js. (3479.96") Cement Top @ 1290 avg rate of 24.9 BPM. ISIP 1820 psi. Calc

DEPTH LANDED: 5477.96’ KB flush: 4042 gal. Actual flush: 3906 gal.

HOLE SIZE: 7-7/8”
CEMENT DATA: 300 sxs Prem. Lite Il mixed & 500 sxs 50/50 POZ.
CEMENT TOP AT: 1290

12/13/06 Pump Change: Rod & Tubing detail updated.

e 4044°-4066"

11

TUBING 4094°-4098”

SIZE/GRADE/WT.: 2-7/8” / J-55 / 6.5%
NO. OF JOINTS: 157 jts (4995.27")
TUBING ANCHOR: 5007.27° KB

NO. OF JOINTS: 3 jts (96.02')
SEATING NIPPLE: 2-7/8" (1.10°) = = 430004314
SN LANDED AT: 5106.09° KB

NO. OF JOINTS: 2jts (62.92)

TOTAL STRING LENGTH: EOT @ 5170.56 KB

Y

T

4104°-4110

I

== =c 4742°-4750°
SUCKER RODS PERFORATION RECORD

21/06  5064-5080° 4 JSPF 64 holes
POLISHED ROD: 1-1/2” x 22° polished rod 21706 5038-5046” - 4 ISP 32 holes

2/6/06 4742-4750° 4 JSPF 32 hok
SUCKER RODS: 1-8,1-6, 14, 1-2’ x %" ponies, 99- %” scrapered rods, 88- 26/06 s . holﬁ
%" plain rods, 10~ %” scrapered rods, 6-1 45” weight rods 6/06 430043 4JSPF 56 holes
I , 26/06  4104-4110° 4JSPF 24 holes

PUMP SIZE: 2-1/2” x 1-1/2” x 14’ RHAC w/SM pk =Y | Anchor @ 5007

X x w/SM plunger 2/6/06  4094’-4098° 4 JSPF 16 holes
STROKE LENGTH: 86 2/6/06  4044’-4066" 4 JSPF 88 holes

A

PUMP SPEED, SPM: 5 SPM

ﬁ>i 5038°-5046°

== 5064°-5080°

Atk

I

SN @ 5106° EOT @ 5171”

E PBTD @ 5434’

SHOE @ 5478’

Pan American #1FR-9-16 - TD @ 6000°

663’ FNL & 663’ FWL
NW/NW Section 13-T9S-R16E
Duchesne Co, Utah TW 01-19-07
API #43-013-10822; Lease #UTU-75039




Spud Date: 7/22/1964
Put on Production: 8/23/1964
GL.: 5565’ KB: 5577

Goates Fed. #1-11-9-16

Wellbore Diagram

Initial Production: 393 BOPD

SURFACE CASING FRAC JOB
CSG SIZE: 9-5/8 4N4i64 462474631 Frac as follows:
GRADE. I-35 250 gal Acid mud.
WEIGHT- 32.2¢ £10 bb) crude oil preflush, 16,725# 20/40 sand
: . in 100 bbls crude oil with 4200# glass beads.
LENGTH. 7jts. 218) Treated @ avg press of 3800 psi w/avg rate of
DEPTH LANDED: 228’ 27 BPM.
HOLE SIZE.12-1/4" 1/10/95  4764’-4789° Frac C-SD sand as follows:
CEMENT DATA: 200 sacks emt 48,400# 16/30 sand in 315 bbls gel water
Treated @ avg press of 4700 psi w/avg rate of
PRODUCTION CASING 20.5 BPM. Screened out w 6.54 conc. on
CSG SIZE: 5-1/2” perts., flow back
GRADE. 155 8/08/01 Rod Job. Updated rod and tubing details.
WEIGHT- 15.54 5/10/02 Pump change. Updated rod and tubing details.
: > 5/19/03 5606’-5798" Frac CP3,4, and 5 sands as follows:
LENGTH 156 4847 b
ts. (48477 80, 164# 20/40 sand in 627 bbls Viking 1-25
DEPTH LANDED: 4857 fluid. Treated @ avg press of 3530 psi w/avg
HOLE SIZE. 7-7/8" rate of 14.5 BPM. 1SIP 1900 psi. Calc
’ flush:1361 gal. Actual flush:1218 gal
CEMENT A 24
DATA. 240 sacks emt 5i19/03 5491'-5550° Frac CP1,and 2 sands as follows:
CEMENT TOP AT 3756 per CBL. 90, 183# 20/40 sand in 707 bbls Viking 1-25
4™ fluid. Treated @ avg press of 3531 psi wiavg
CSG SIZE: 4
\ rate of 14,4 BPM. ISIP 1800 psi. Cale
GRADE. J-55 Cement Top @ 3756" [ - tlush: 1338 gal. Actual flush: 1176 gal.
WEIGHT 1046# §/20/03 5048°-5148" Feac Al,3, and LODC sands as follows:
SNCTH v 56,695# 20/40 sand in 485 bbls Viking 1-25
LENGTH: 1263 H
) fluid. Treated @ avg press of 3353 psi w/avg
DEPTH LANDED: 5910° | | | rate of 14 BPM. ISIP 2160 psi. Calc
HOLE SIZE: -4 34" E—: 4076-4085 flush: 1236 gal Actuai flush:1092 gal.
= > . $/21/03 4857°-4928° Frac B.5, L and 2 sands as follows:
CEMENT DATA. 140 sack . =X 4]130°-4134 2
i A, 140 sacks cmt = e S 38,821# 20/40 sand in 331 bbls Viking 1-25
4" Liner Top @ 4649 T o1 4138t fiuid Treated @ avg press of 3674 psi w/avg
~= =5 41574164 rate of t4.3 BEM, ISIP 2120 psi. Cale
flush: 1180 gal. Actual flush: 1008 gal
TUBING 5122103 3618°-4631" Frac D1 sands as follows:
=TT | Anchor 4605167 20,3254 20/40 sand in 243 bbls Viking 1-25
. L o 461874631 flnid. Treated @ avg press of 2478 psi w/avg
SIZE/GRADE/WT 2-7/8"/1-55/6.5# T =il h rate of 23 BPM. ISIP 2400 psi. Calc
NO. OF JOINTS' 146 jts (4593 16°) 4" Liner Top @ 4649" | ' - flush:4616 gal Actual flush: 4578 gal
TUBING ANCHOR. 4605 16 §/2203 4076’-4164° Frac GB sands as follows:
5 co 59,1194 20/40 sand in 462bbls Viking 1-25
NO. OF JOINTS. 2 jts (62.92') fluid Treated @ avg press of 1876 psi wiavg
SEATING NIPPLE: 2-7/8" (1 10") = =T 4670' SQUEEZE rate of 18 BPM. (SIP 2040 psi. Cale
SN @ 4671 85" L flush:4074 gal. Actual flush’ 3990 gal.
SN LANDED AT. 467185’ KB ” =
=1 47644776
NO OF JOINTS: Ijt (3t 46 J=£ 47834789
ke ) . 14609 Tubing Leak Updated rod & tubing details.
TOTAL STRING LENGTH- EOT (@ 4803 49" W/ 12’ KB 5 15" SHOE @ 4857' EQOT @ 4803 49
i E 3 7
o= I = L PERFORATION RECORD
SUCKER RODS 3 4888°-4890 N
b 489474898 6/14/64 4624'-4631" 1 ISPF 8 holes
= 4924°-4928° 1/09/95  4764'-4776' 4 JSPF 48 holes
POLISHED ROD 1-1/4" x 22° SM :T o 1/09/95  4783'-4789" 4 JSPF 32 holes
. . ) ) =l = 5020° SQUEEZE 4128003 4670' SQUEEZE HOLES
suf‘KE]} ROl?S 6‘}‘ 172" wt rods, 129-3/4" scrapered rods, 52-3/4" plain rods, == = 5048'-5064" 4/28/03 5020° SQUEEZE HOLES
18, 1-2', 2-6" x 3/4” pony rods. = 5080-5084" /5103 5790'-5798° AISPE 32 holes
PUMP SIZE 2-1/2" % 1-1/2" x 16’ RHAC = 5090°-5098" 5/5/03  5682'-5686> 4JSPF 16 holes
W 5/5/03 5664°-5666' 4 ISPF 8 holes
STROKE LENGTH: 64 == 51335137 5/5003  5640°-5652° 4JSPF 48 holes
PUMP SPEED, SPM 8 SPM = 514575148 S/S/03 5614°-5619° 4JSPF 20 holes
5/5/03  5606'-5610" 4 JSPF 16 holes
= =L saorssor §/19/03  5539'-S550' 4JSPF 4 holes
=3 5539'-5550" 5/19/03  5491°-5507° 4JSPF 64 holes
£ 5606"-5610° 5/19/03 5145°-5148' 4JSPF 28 holes
p S6l4’:S6l9’ §/19/03  5133'-S137° 4JSPF 28 holes
I 640"-5652" $/19/03  5090°-5098' 4JSPE 48 holes
< = SR 5/19/03 5080°-5084' 4JSPF 48 holes
b= = SR S/19/03  5048'-5064' 4 JSPF 64 holes
-; é. $790°-5798" $/19/03  4924'-4928" 4 JSPF 16 holes
T T -5 5/19/03  4894'-4898' 4 JSPF 24 holes
’ 5/19/03 4888°-4890° 4JSPF 24 holes
5/19/03 4857°-4860' 4 JSPF 12 holes
NEWFIELD —— PBTD @ 5804° RE-DERF 5/22/03  4618'.4631' 2JSPF 26 holes
5i22/03  4157°-4164' 4JSPF 40 holes
4" SHOE @ 5910° 522103 4138'-4141' 4JSPF 40 holes
5/22/03  4130'-4134* 4 JSPF 16 holes
Goa’te‘s #1-11-9 lf ™ @ 5912° 522103 4076-4085° 4JSPF 36 holes
793" FSL & 2088’ FWL
SESW Section 11-T9S-R16E
Duchesne Co, Utah

API #43-013-15789; Lease #U-096547 DF 3/26/09



Jonah Fed LA-14-9-16

Spud Date: 12/19/2008
Put on Production: 1/27/2009

GL: 5606 KB: 5618
SURFACE CASING

Wellbore Diagram

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 7 jts (315 79°)

DEPTH LANDED: 326.79° KB N
HOLE SIZE: 12-1/4”

CEMENT DATA: 160 sx class ‘g’ cmt

PRODUCTION CASING

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15 5#

LENGTH: 158 jts (6228.67")

DEPTH LANDED: 6045 44

HOLE SIZE: 7-7/8”

CEMENT DATA: 280 sx primlite and 415 sx 50/50 poz
CEMENT TOP AT: 104’

TUBING

SIZE/GRADE/WT.: 2-7/8" / 1-35

NO. OF JOINTS: 162 jts (5107.3")
TUBING ANCHOR: 5107.3’ KB

NO. OF JOINTS: 1jt (31.63%)

SEATING NIPPLE: 2-7/8” (1.10°)

SN LANDED AT: 5141.8' KB

NO. OF JOINTS: 2jts (63.1°)

TOTAL STRING LENGTH: EOT @ 5206’

SUCKER RODS

POLISHED ROD: 1 4" x 26 polished rod

SUCKER RODS: 1-2°, 6’ x 7/8” pony subs, 201-7/8" guided rods (8 per), 4-1
4" weight bars, shear coupler

PUMP SIZE: 1 %" x | %" x 20’ RHAC central hydraulic pump
STROKE LENGTH: 175"
PUMP SPEED, SPM: 0

SN@5141°

Jonah LA-14-9-16
1906’ FNL & 732’ FEL
SE/NE Section 14-T9S-R16E
Duchesne Co, Utah
API # 43-013-34164 ; Lease # UTU-096550

Cement top @ 104’

4094-4105°

4161-4170°

4809-4819"

5020-5026°

- FRAC JOB
1/20/69 5130-5142° Frac A3 sds as follows:
49,252# 20/40 sand in 460 bbls of Lightning 17 fluid. Broke @ 2780 psi
Treated w/ ave pressure of 2065 psi w/ ave rate of 22.9 BPM  1SIP 2290
| psi Actual flush: 4624 gals

1/20/09 5020-5026’ Frac A.5 sds as follows:

24,7114 20/40 sand in 367 bbls of Lightning 17 fluid. Broke @ 4040 psi
Treated w/ ave pressure of 2423 psi w/ ave rate of 22.9 BPM  ISIP 2411
psi. Actual flush: 4515 gals

1/20/09 4809-4819" Frac C sds as follows:

24,9554 20/40 sand in 350 bbls of Lightning 17 fluid. Broke @ 3045 psi
Treated w/ ave pressure of 2300 psi w/ ave rate of 23.0 BPM. ISIP 3472
psi. Actual flush: 4221 gals

1/20/09 4161-4170" Frac GB6 sds as follows:

55,1784 20/40 sand in 477 bbls of Lightning 17 fluid. Broke @ 3936 psi
Treated w/ ave pressure of 1800 psi w/ ave rate of 23.2 BPM. 1SIP 1734
psi. Actual flush: 3738 gals.

1/20/09 4094-4105° Frac GB4 sds as follows:

69,186# 20/40 sand in 552 bbls of Lightning 17 fluid. Broke @ 2614 psi
Treated w/ ave pressure of 2200 psi w/ ave rate of 23 1 BPM. ISIP 1915
psi. Actual flush: 4007 gals

03/03/2010 Pump Maintenance. Update rod and tubing

details.

PERFORATION RECORD

1/20/09  4094-4105° 4 JSPF 44 holes
1/20/09 4161-4170° 4 JSPF 36 holes
1/20/09  4809-4819' 4 JSPF 40 holes
1/20/09  5020-5026° 4 JSPF 24 holes
1/20/09  5130-5142’ 4JSPF 48 holes

Anchor @ 5107’

5130-5142°

EOT @ 5206’

PRTD @ 6004

TD @ 6045’



MulChem Analycal Labortory ATTACHMENT F multi-chem’

1553 East Highway 40

Vernal, UT 84078 / A HALLIBURTON SERVICE
Water Analysis Report
Production Company: NEWFIELD PRODUCTION Sales Rep: Darren Betts
Well Name: JIF Lab Tech: John Keel
Sample Point: Comingled
Sample Date: 1/16/2012 Scaling potential predicted using ScaleSoftPitzer from
Sample ID: WA-205555 Brine Chemistry Consortium (Rice University)
| TestDate: . _...... 0162012 Cations mglL Anions mg/lL
| System Temperature 1(°F): ___ 300.00|[Sodium (Na): ~~~~~~~ ~ " """""326631 Chioride (C)). T TTTTTTTTTTTUY 410000
_§¥s:tgrp_P_r_e§§u_r<_a_1_(p_slgz £k L8 .0_0 'F'Jéi-a&';iﬁﬁ{(k')- N 11-46-§fflfa-téié{'33) """""""""""""""""""""" 157.00
| System Temperature 2(°F): ~~ 70.00||Magnesium (Mg). " 7.90 Bicarbonate (HCO3): 7% 1537.00
System Pressure 2 (psig): ~~ 1470|[Calcium (Ca):  _ T TTTTTTTC 19.60 Carbonate (CO3): T 0.00
| Caloulated Density (@imi): .00 [ Swontium (Sr) ~ "~ "~~~ """ Acetic Adid (CHCO0) ~ ~~~ "~~~ """ " 7T T 000
L /.| (=Y 5.40 Propionic Acid (C2HsCO0) ~ """ "7 77T 000
| Calculated TDS (mg/L): ~ "~ 9105.71|[iron (Fe): T 0.30 Butanoic Acid (C3H/CO0) " 0.00|
[CO2inGas(%): ________ 000|[Zinc@zn): T 0.40 Isobutyric Acid ((CH3)2CHCOO) 0.00|
Dissolved CO2 (mg/L)) ot o _o,qo_ L-éa-d-(P-b-) ----------------------- 0.30 Fluoride (-F-} ----------------------------------
[HaSin Gas (%): _~ "7 7777777 T Y[ Ammonia NHs: T T Bromine (B: T T
[ H2S in Water (mg/L): 70.00| | Manganese (Mn): T 0.10 Silica (Si02):~ T TTTTTTTIIIIIIIIEE
Notes:
P=1.7

(PTB = Pounds per Thousand Barrels)

Barium Sulfate Iron [{o]3] 3 i ; Zinc
Sulfide Carbonate Sulfide

=1 |- T~ - T - T - - -

0.12 322 1.72 3.15 2.64 0.16 0.13 0.06 0.00 0.00 0.00 0.00 0.00 0.00 11.01 0.21
95 157 0.13 3.59 1.49 311 242 0.16 0.24 0.09 0.00 0.00 0.00 0.00 0.00 0.00 10.48 0.21
121 300 0.24 5.98 1.31 3.06 234 0.16 0.42 0.14 0.00 0.00 0.00 0.00 0.00 0.00 10.12 0.21
146 443 0.37 8.45 1.18 3.00 232 0.16 0.60 0.16 0.00 0.00 0.00 0.00 0.00 0.00 9.83 0.21
172 585 0.51 10.74 1.09 295 236 0.16 0.78 0.18 0.00 0.00 0.00 0.00 0.00 0.00 9.60 0.21
197 728 0.68 1266 1.02 291 244 0.16 0.96 0.19 0.00 0.00 0.00 0.00 0.00 0.00 9.42 0.21
223 871 0.87 14.16  0.99 2.88 2.56 0.16 1.14 0.20 0.00 0.00 0.00 0.00 0.00 0.00 9.28 0.21
248 1014 1.06 15.23 0.98 287 270 016 1.31 0.21 0.00 0.00 0.00 0.00 0.00 0.00 9.19 0.21
274 1157 1.27 15.97 0.99 2.88 2.87 0.16 147 0.21 0.00 0.00 0.00 0.00 0.00 0.00 9.13 0.21
300 1300 1.49 16.43 1.01 290 3.05 0.16 1.63 0.21 0.00 0.00 0.00 0.00 0.00 0.00 9.08 0.21

Calcium i Lead Mg
Fluoride C ate Sulfide Silicate
el e R
(FJ

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 13.29 0.12 0.00 0.00 0.00 0.00 0.00 0.00
95 157 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 12.44 0.12 0.00 0.00 0.00 0.00 0.00 0.00
121 300 0.00 0.00 0.00 0.00 0.00 0.00 0.15 0.08 11.79 0.12 0.00 0.00 0.00 0.00 0.00 0.00
146 443 0.00 0.00 0.00 0.00 0.00 0.00 0.49 0.18 11.26 0.12 0.00 0.00 0.00 0.00 0.00 0.00
172 585 0.00 0.00 0.00 0.00 0.00 0.00 0.79 0.22 10.81 0.12 0.00 0.00 0.00 0.00 0.00 0.00
197 728 0.00 0.00 0.00 0.00 0.00 0.00 1.07 0.25 10.44 0.12 0.00 0.00 0.00 0.00 0.00 0.00
223 871 0.00 0.00 0.00 0.00 0.00 0.00 1.33 0.26 10.14 0.12 0.00 0.00 0.00 0.00 0.00 0.00
248 1014 0.00 0.00 0.00 0.00 0.00 0.00 155 0.26 9.90 0.12 0.00 0.00 0.00 0.00 0.00 0.00
274 1157 0.00 0.00 0.00 0.00 0.00 0.00 1.75 0.26 9.69 0.12 0.00 0.00 0.00 0.00 0.00 0.00
300 1300 0.00 0.00 0.00 0.00 0.00 0.00 1.92 0.27 953 0.12 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initial temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide Lead Sulfide

Multi-Chem - A Halliburton Service Friday, January 20, 2012
Ethics Commitment Page 1 0of 3 Excellence innovation




MuitChem AnalycalLaboratory ATTACHMENT +  multi-chem

1553 East Highway 40
Vernal, UT 84078 9\ ng (ﬂ A HALLIBURTON SERVICE

These scales have positive scaling potential under final temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide Zinc Carbonate Lead Sulfide
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A ATTACHMENT F  multi-cher

Vernal, UT 84078 Og/ A HALLIBURTON SERVICE
Units of Measurement: Standard L/ G
Production Company: NEWFIELD PRODUCTION Sales Rep: Michael McBride
Well Name: WALTON 1-11-9-16 Lab Tech: Gary Peterson
Sample Point: Treater
Sample Date: 712312012 Scaling potential predicted using ScaleSoftPitzer from
Sample ID: WA-219712 Brine Chemistry Consortium (Rice University)
Sample Specifics
[ TestDate: 7802012 Cations mg/L Anions mglL
| System Temperature 1 (°F): 120.00| | Sodium (Na): __~ 77T 6385.23 Chioride (Cl): R e 8000.00|
| System Pressure 1 (psig): 60.0000| [ Potassium (k). 7T 2900 Sufate (SO T TTTTTTUTtUUTTeTN 70.00)
| System Temperature 2 (°F): —— 210.00| [ Magnesium (Mg): " 14,00 Bicarbonate (HCO3): 777" 1586.00)
| System Pressure 2 (psig): 60.0000] | Calcium (Ca): T 2760 Carbonate (CO3): - TTTTTTTTTTTTTTA
 Calculated Density (g/ml): —~ 1.009| | Strontium (Sry: T TTTTTTTTTT Acetic Acid (CHaCOO) T TTTTTTTTTITT
IpH: _7.80|[Barium (Bay: T TTTTTTTTTTTYT 16.50 Propionic Acid (C2HsCOO) T
| Calculated TDS (mg/L): 17120.88|[iron (Fe): T TTTTTTTTON 1.30 Butanoic Acid (C3H7cOO) T
[CO2inGas (%): I | Zinc (7r): TR 0.05 Isobutyric Acid ((CH3)2CHCOO) 7]
Dissolved CO2 (mg/L)): [Lead (Pb): T TTTTTTTTTTY 0.04 Fluoride (F): T TTTTTTTTTTTTTTTTTTTTY
[F2Sin Gas (%) T Ammonia NH3: TTTTTTTT Bromine (B). CTTTTTTTTTTTT
[H2Sin Water (mg/L)y: 20.00|[ Manganese (Mn): T~ 7T 0.16 Siiica (Si0z): T TTTTTTTTTIITEITETTY
Notes:

(PTB = Pounds per Thousand Barrels)

Calcium arium S te Iron
Carbonate Sulfide

(°F)

210.00 60.00 1.18 2157 0.89 836 276 0.72 1.89 0.93 0.00 0.00 0.00 0.00 0.00 0.00 8.05 0.02
200.00 60.00 1.12 2112 0.91 841 273 0.72 1.83 0.93 0.00 0.00 0.00 0.00 0.00 0.00 8.12 0.02
190.00 60.00 1.05 20.62 0.93 848 2.71 072 177 0.93 0.00 0.00 0.00 0.00 0.00 0.00 8.19 0.02
180.00 60.00 0.99 20.07 0.95 855 2.68 0.72 1.70 0.93 0.00 0.00 0.00 0.00 0.00 0.00 8.27 0.02
170.00 60.00 0.93 19.45 0.98 8.63 267 0.72 1.64 0.92 0.00 0.00 0.00 0.00 0.00 0.00 8.35 0.02
160.00  60.00 0.87 18.77 1.02 872 266 0.72 1.57 0.92 0.00 0.00 0.00 0.00 0.00 0.00 845 0.02
150.00 60.00 0.81 18.05 1.05 8.81 2.65 0.72 1.50 0.91 0.00 0.00 0.00 0.00 0.00 0.00 8.55 0.02
140.00 60.00 0.76 17.28 1.10 8.91 2.66 072 143 0.91 0.00 0.00 0.00 0.00 0.00 0.00 8.66 0.02
130.00 60.00 0.70 16.47 1.15 9.01 2.67 0.72 1.36 0.90 0.00 0.00 0.00 0.00 0.00 0.00 8.77 0.02
120.00 60.00 0.65 1564 1.21 9.11 2.68 0.72 1.29 0.89 0.00 0.00 0.00 0.00 0.00 0.00 8.90 0.02

Hemihydrate Any Zinc
CasS04~0.5H2 CaS( Carbonate

8]
I---

210.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 045 0.02 9.02 0.02 0.00 0.00 0.00 0.00 0.00 0.00
200.00 60.00 0.00 0.00 0.00 ‘0.00 0.00 0.00 0.36 0.02 9.15 0.02 0.00 0.00 0.00 0.00 0.00 0.00
190.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.26 0.01 9.30 0.02 0.00 0.00 0.00 0.00 0.00 0.00
180.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.16 0.01 945 0.02 0.00 0.00 0.00 0.00 0.00 0.00
170.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.05 0.00 9.61 0.02 0.00 0.00 0.00 0.00 0.00 0.00
160.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.79 0.02 0.00 0.00 0.00 0.00 0.00 0.00
150.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.98 0.02 0.00 0.00 0.00 0.00 0.00 0.00
140.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 10.17 0.02 0.00 0.00 0.00 0.00 0.00 0.00
130.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 10.39 0.02 0.00 0.00 0.00 0.00 0.00 0.00
120.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 10.62 0.02 0.00 0.00 0.00 0.00 0.00 0.00

Multi-Chem - A Halliburton Service Tuesday, July 31, 2012
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Multi-Chem Analytical Laboratory ATTACHMENT F mu lti_C hem"

1553 East Highway 40
Vernal, UT 84078 5 (0 A HALLIBURTON SERVICE

Water Analysis Report

These scales have positive scaling potential under initial temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide Zinc Carbonate Lead Sulfide

These scales have positive scaling potential under final temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide Lead Sulfide
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Multi-Chem Analytical Laboratory ATTACHMENT ¢ multi-chem

1553 East Highway 40
Vernal, UT 84078 (Q OQ(O A HALLIBURTON SERVICE

Water Analysis Report
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Attachment "G"

Walton Federal #1-11-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac
(feet) Avg. Depth ISIP Gradient

Top Bottom (feet) (psi) (psi/ft) Pmax
3989 4129 4059 2200 0.98 2174
4190 4363 4277 3850 1.35 3823
4589 4597 4593 3850 1.27 3820
5456 5618 5537 1770 0.76 1735 €—
4589 4746 4668 2520 0.98 2490
5007 5084 5046 1990 0.83 1957

Minimum 1735

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psi/ft and
specific gravity of the injected water is 1.015.

[Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion procedure.



ATTACHMENT G-|
l &P%%

May 12,

Walter Te Price, Jr. y : e T Avery ﬁﬂﬁ;;‘ JIre
Te $a Clopton _ ? P Waynes Cusssings

: - Re We Eiller
KL 4025 ~ WALTON FEDERAL NO. 1 gszg' %Z}/;;ég’/ Y Hourice ﬁgs/
706 North of South Iine and fg&,’,u L3 Z. Ts Bogors
74t West of Hast Lims of el R Phil Ansley
sestion 11, Townahip ¢ a@tath, o : ST Jde #e Burrage
lange 1é Bast, o e Harry vright
Duchesne County, Utah - e B Plie

The Shemrock ~ Walton Federal No. 1 was spudded at 11 PuM., helewdl.
Set 9 5/87 OD casing et 725 and cenented with 225 sacks at 5130 PoH., beZefi.
s. A3 3,877 to 3,705 tested sand from 3,677¢

, 21 4,119" to 4,128 tested sand from 4,118Y to

4, 1258 (77) with 15 unite of ges. Hecovered 30! sudecut water and 913' of zas-
cut waters Shut in botier hole pressure 15004.

| 4y 586 Lo 4,595 tested sand from 4,585 to 4,593

(7%) with 65 units of gas, Hecoversd 20' of oilecut mud and 207 of heavily
oil=cut mud. Shut ir belttom hole pressure 2937,
4,713 to 4,725% tested sand from 4,711Y to

4y 7Lt with 29 units of gas. Hecoversd 15' of very alightly cilecut mud.
Shut in bottom hele pressure (24,

Reill Zhes Taat Eae 58 b T28Y to 4,745 tested sand from 4,727 to
4,733 and 4,735 to 4, TALY with 22 units snd 54 units of gas respectively.
Had gas to surfece in 40 minutess Too small to measure. Hacovered 190Y of
gamecul oil and 90Y of heavily oil= and gas-cut mud. Oil has high pour point,
Shut in bottom hole pressure 15614.

Lxill Stes Test Koo &3 5,003 to 5,029 tested sand fyrom 35,0027
o 5,027' with 35 unite of gas and saturated stain. X Eﬁuj‘wgmﬁp@ ﬂ;ﬁ

o 941 g, 30" o

Lornrp o R

73 sinutes - too msall to measure. Recoversd 285¢Y of




ATTACHMENT G- |

Ak

dgliar T. Price, Jr. e Hay 12, 1964

olleout mude O11 heg high pour point. Shut in boltom hole pressure 19104,
3 5,054" to 5,100 had packer fallure.

A% 5,046 1o 5,100 tested sand from 5,044 o

5,G517 and 5,008 to 5,075%, Recoversed 370% of slightly ofil- and gasecut
nude 3Shut in bottom hole pressure 19948,

Orilled to total dapih of 6,300% at 4345 AJk., heZh-Bhe dat 5 1/
O casing at 5,205 and cemented with 400 sacks on 4e25-64.

Yoved iv completion unii SeS=fh. Parforated & Gr
with S-way Jot gur (3 = 1/2° holes) at 5,007% = 5,013 and 5,020% on S~bmblss
Sendfraced on 57«44 with 23,100 gallons crude oil, 21,0004 sand, and 2,000
8-12 mesh glass beads at 37 barrels per minate at 37505

imbricatesd in brldging oluz and set with slsciric line at 4,800,

Perforatad anether Zpeen Hiver sand with J-way jet &t 4,7%5' and L, 768" on

S~i=flhe Sandfraced with 19,95¢ gallons oil, 20,000¢ sand, end 2,000¢ zlase
Leads st 32 berrels per minute st 37004 on 5e7-6k. Total load io recover 1,434
barrels olls

Upened wall, and it started Mlowing. Flowsd 100 Larrsls in 7 hours.
Far tublng and swabbed 155 barrels in 9 hours. Swabbed 18 barrels in last
3 hours, spproximately 30% formation oils lack 474 berrels of losd from upper
zonos Swabbsd 30 barrels more. Lack A4 barrels.

Hashed beads off bridging ;mg. Ran Baker ssnd line drill and
drilled and pushed bridging plug to 5,108, Well stasted flowing from bottem
gonss Flowed G40 barrele in 15 hours. Ran tubing. Pullsd swab ocne tims and
wall started flowing again.

Flowsd 760 barrels oil in 17 hours threush 1% choke with $WOf zasing
praecsure anl BOF tubing pressurs. Gas estismated as 10U eUlF. per day. This



ATTACHMENT G-|
3 of

Walter Ts Prics, Jr. - May 12, 1964

is equivalent to & 2hehour production of 1,073 barrels oil. To apply for &
pew field dealgration.

To placs well on pumplag cperation for paraffin conirole Date
completed Fellmbh.

TaCipp



- ATTACHMENT G-I
October 25, 1966 | L/ 0§/ ;3

TO: Walter T. Price, Jr. Copies: Avery Rush, Jr.

‘ ‘ Ed Notestine
FROM: W. W. Killingsworth, Jr. Wayne Cummings

_ Jim Sanders
ML 4025 - WALTON FEDERAL NO. 1 Maurice Walls -
706! North of South Line and E. T. Rogers
704" West of East Line of Te S. Clopton
Section 11, Township 9 South, Phil Ansley
Range 16 East, Je W. Burrage
Duchesne County, Utah Harry Wright
File

This is a rework of a Green River oil well.

Pulled rods and tubing and perforated with 2 - 1/2" holes at 5,075' and
5,084' on 10-5=66.

Ran packer and broke down perforations at 5,075' and 5,084 with 500
gallons 15% aqid. Pulled tubing and fracgd-well down casing with 73,500 gal-
lons of 1% gelled acetic acid with 62,000# sand and(Q,OOO gallons with 2,000#
glass beads. Flus?ed with 6,500 gallons. Treated at 54 barrels per minute #t
2600# to 3,000#.

Placed well back on pumping operation on 10-9-66. Pumped back treating
water and formation oil. Well pumped 95 barrels oil and 10 barrels of water

in 24 hours ending 10-15-66. Venting 50 M.C.F. of gas per day. Rework complete

10-15-66.

WWK:pp

' NE
s ERBINEERY .
PR OU  ARTMENT =




ATTACHMENT G-
EREC Western Region
DAILY OPERATING REPORT 5 & Ao
WALTON FEDERAL #1-11 Operator: EREC/Western Regioin
EREC WI: 80.52%
Location: SE SE Section 11, T9S, R16E

Duchesne County, Utah
Prospect: Monument Butte /Jonah Unit

09/19/96 Re-Completion
Move Basin Well Service Rig #1 to location. Test rig anchors, replace 2 rig anchors.

09/20/96 Re-Completion
RU, Hang well off. Unseat DHP, flush rods w/40 bbls wtr. TOOH w/rods & DHP.
ND well head, NU BOP, release tbg anchor. RIH w/2 jts tbg, tag fill @ 5081 KB.
Tally out of hole. TIH w/bit & scrapper. SWIFN.
DC: $1,640 CC: $1,640

09/21/96 Re-Completion

Tag fill @ 5081’ KB. Break circulation, used 60 bbls wtr. Circulate down to 5087’
KB. Try to rotate w/tongs. RU Power Swivel, could not drill down. TOOH w/tbg,
scrapper & drag bit. Tally in hole w/tooth-cone bit, bit sub, SN & 160 jts 2-7/8”
tbg. Tag fill @ 5087’ KB. Drill down for 1-1/2 hrs, made 4”. Returns were glass
beads & small pieces of metal. Pull up 4 jts. Used 400 bbls 2% KCL wtr. SWI until
9-23-96. )

DC: $2,113 CC: $3,753

09/23/96 Re-Completion
TOOH w/tbg & bit. Flush tbg w/40 bbls 2% KCL wtr. Hydro-test in hole w/RBP,
retrieving tool, 2-3/8” x 6’ sub, HD pkr, SN & 165 jts 2-7/8” tbg. Hydro-test to
5000 psi, split 1 jt. Set BP @ 5073’ KB, pkt @ 5021’ KB. Press 1000 psi, ¥z hr, no
loss, 23 bbls wtr. Set BP @ 5073’, pkr @ 5005’ KB. (Zone 5007’ - 5020°). Pumped
36 bbls, 2.1 bpm @ 800 psi. ISIP = 600 psi. Set BP @ 5004’ KB, pkr @ 4752’ KB.
Blank zone. Press to 1000 psi, % hr, no loss. Used 12 bbls wtr. Set BP @ 5004’ KB,
pkr @ 4729’ KB. (Zone 4735’ - 4746’). Pumped 13 bbls wtr, 1.7 bpm @ 1000 psi,
ISIP 675 psi. Set BP @ 4731’ KB, pkr @ 4599’ KB. Blank zone. Press to 1000 psi,
Y%, hr, no loss. Used 25 bbls wtr. Set BP @ 4731’ KB, pkr @ 4582’ KB. (Zone 4589’ -
4597’). Pumped 44 bbls, could not pump into zone @ 1400 psi. Press down annulus
to 1000 psi, lost 200 psi @ 1 minute. Reset pkr @ j-§_QZLKB Press down annulus to
1000 psi, ¥ hr, no loss. Press down tbg 1000 psi. Lost 200 psi @ 1 minute.
DC: $6,525 CcC: $10,278



ATTACHMENT G-/
EREC Western Region (o 6(/ 39\

DAILY OPERATING REPORT

WALTON FEDERAL #1-11

Location: SE SE Section 11, T9S, R16E
Duchesne County, Utah

Prospect: Monument Butte/Jonah Unit

09/24/96 Re-Completion ysey -1
Pump 2 bbls KCL wtr into -5089’ ~5097°. TOOH w/tbg, retrieving tool, & BP. RU
Cutter Wire Line to perf 5072’ - 5078’, 2 SPF; 5046’ - 5054°, 2 SPF; 4715’ - 4719, 4
SPF; 4590’ - 4595°, 4 SPF. TIH w/RBP, retrieving tool, 2-3/8” x 6’ sub, HD pkr, 2-
7/8” SN & 147 jts thg. Set BP @ 4640’ KB. Pkr @ 4505’ KB. EOT @ 4516’ KB.
Break down 4589’ - 4597 w/2226 gals 2% KCl wtr. ATP = 2261 psi, ATR = 3.2 bpm,
ISIP = 1700 psi. Used53 bbls wtr. Reset BP @ 4790’ KB, pkr @ 4631’ KB. Break
down 4715’ - 4719°, 4735’ - 4746’ w/2688 gals 2% KCL wtr. ATP = 2200 psi, ATR =
3.2 bpm, ISIP = 1500 psi. Used64 bbls wtr. Release pkr, circulate balls BP, release
BP. TOOH w/tbg, pkr & BP. TIH w/HD pkr, SN & 154 jts 2-7/8” thg. Set pkr @
4923’ KB. Break down 5007’ - 5084’ w/3276 gals 2% KCL wtr. ATP = 1110 psi,
ATR = 4.6 bpm, ISIP = 1200 psi. Used 78 bbls wtr. SWIFN.
DC: $6,035 CC: $16,313

09/25/95 Re-Completion
RU BJ Services & frac 5007’ - 5084’ w/7056 gals 2% KCL wtr & 29,760 lbs 16/30
sand. ATP = 3450 psi, ATR = 13.0 bpm, ISIP = 1990 psi, 5 min = 1600 psi, 10 min =
1100 psi, 15 min = 810 psi, 27 min = O psi. Used168 bbls wtr. Start forced closure
flow back. 1.0 bpm. End forced closure, flow back @ 27 min = O psi. Flow back 14
bbls wtr, trace sant. TOOH w/tbg & pkr. TIH w/RBP, retrieving tool, 2-3/8” x 6’
sub, HD pkr, SN & 152 jts 2-7/8” tbg. Set BP @ 4790’ KB. TOOH w/tbg, pkr &
retrieving tool. Frac 4589’ - 4746’ w/8904 gals 29% KCL wtr & 12,000 lbs 16/30
sand. ATP = 2900 psi, ATR = 22.5 bpm, ISIP = 2520 psi, 5 min = 1450 psi, 10 min=
1220 psi, 15 min = 1000 psi, 30 min = 390 psi. Used212 bbls wtr. Start forced
closure flow back. 1.0 bpm. Flow back 32 bbls wtr, trace sand. 32 min = O psi.
TIH w/retrieving tool, 152 jts tbg. Tag sand @ 4593’ KB. Release BP. TOOH w/tbg
& BP. SWIFN.
DC: $28,846 CC: $45,159

09/26/96 Re-Completion
TIH w/retrieving tool, 2-3/8” x 6’ sub, HD pkr, SN & 160 jts 2-7/8” tbg. Tag sand @
5044’ KB. Could not circulate down. Hook up tbg swivel. Rotate & circulate down
to 5087’ KB. (PBTD). Used 67 bbls wtr. Set pkr @ 4568’ KB. Made 22 swab runs.
Recovered 1 bbl oil & 65 bbls wtr, 1% sand. Fluid entry 250’ @ 20 minutes. SWIFN.
DC: $1,851 CC: $47,010



ATTACHMENT G-I

EREC Western Region g
DAILY OPERATING REPORT 7 OS; 9\9\

WALTON FEDERAL #1-11

Location:
Prospect:

09/27/96

SE SE Section 11, T9S, R16E
Duchesne County, Utah
Monument Butte/Jonah Unit

Re-Completion
Made 8 swab runs. Initial fluid level @ 4000’. Recovered 2 bbls oil & 10 bbls wtr.
Release pkr, tag sand @ 5079’, circulate down to PBTD (5087’), TOOH w/tbg & pkr.
TIH w/production string (tbg) as follows:

LENGTH DEPTH KB

1 - Notched-pinned collar 40’ 5021.96’
1 - jt 2-7/8” EUE J-55 8rd 6.5# 31.79° 5021.56’
1 - Perf sub 2-7/8" x 3’ 3.12’ 4989.77’
1-SN 2-7/8” 1.10° 4986.65’
14 - jts 2-7/8” EUE J-55 8rd 6.5# 440.91° 4985.55’
1 - tbg anchor 2-7/8” x 5-1/2” (TRICO)  2.75’ 4544.64°
144 - jts 2-7/8” EUE J-55 8rd 6.54# 4529.89’ 4541.89°
KB 12.00°

ND BOP, set tbg anchor w/10” temsion (12,000). Flange up well head. Tih
w/production string (rods) as follows:

1 - DHP 2-1/2” x 1-1/2” x 16’ THAC w/SM plunger TRICO #1194

30 - %" x 25’ w/2-1/2” guides

167 - %" x 25’ D-61 Plain

2 - Pony 3/4" x 6’

1 - Polish rod 1-1/4” x 22’ SM
Press test DHP & csg to 1000 psi, OK. Used 12 bbls wtr. RDMO. Start well
pumping @ 6:30 PM, 9-27-96.



~ ATTACHMENT G-|

DAILY WORKOVER REPORT
WELL NAME: Walton #1 Report Date: August 10, 2003 Day: 01
Operation: Re-completion Rig: Pennant # 11
WELL STATUS
Surf Csg: 9 5/8" @ 225' Prod Csg: 5 1/2" @ 5205' WT: 15.5# 7 7/8" hole TD: 6300’
Liner: 4 WT: 1.4 Liner top @: 4816' GS@ _ 5901 FC@ _ 5883
Thyg: Size: 23/8-27/8 Wt: 4.7-6.5# Grd: N-80 Pkr/EOT @: 4091' BP/Sand PBTD: 5883’
PERFORATION RECORD
Zone Perfs SPFl#tshots Zone Perfs SPFliishots
SQZ holes 4000’ 4/4 5013' 3/3
4589-4597 4/40 (9/96) 5020' 3/3
4715-4719' 4/16 5046-5054" 2/16
4735 3/3 5072-5078" 2/12
4746’ 3/3 5084" 11
5007' 3/3
CHRONOLOGICAL OPERATIONS
Date Work Performed: August 9, 2003 SITP: 0 SICP: 0

MIRU Pennant #11. RU HO trk & circ well W/ 120 BW @ 250°F (no wtr loss). TOH W/ rod string. ND wellhead. NU
BOP. TOH W/ production tbg. Talley, PU & TIH W/ 2 3/8 NC, 19 jts 2 3/8 4.7# N-80 tbg (W/ beveled collars) & 149 jts 2
7/8 8rd 6.5# N-80 thg to 5378'. TOH W/ 40 jts tbg. SIFN W/ EOT @ 4091

FLUID RECOVERY (BBLS)

Starting fluid load to be recovered: 827(con't) Starting oil rec to date: 0
Fluid lost/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 827 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:
COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $2,870
AS PULLED AS PULLED Weatherford BOP $130
KB 12.00' 1 1/4" X 22" polished rod IPC wir & truck $600
152 27/8 J-55 thg (4778.16") 1-2' X 3/4" pony rod Zubiate HO trk $500
2 7/8 NC (.45") 60-3/4" plain rods Fletcher trucking $600
EOT 4790.61' W/ 12' KB 42-3/4" scrapered rods Tiger trucking $800
4-1 1/2" weight rods IPC supervision $300
i —
DAILY COST: $5,800

Workover Supervisor: Gary Dietz TOTAL WELL QOST: $127,085




ATTACHMENT G-|

DAILY WORKOVER REPORT
WELL NAME: Walton #1 Report Date: August 3, 2003 Day: 12
Operation: Re-completion Rig: Pennant # 11
WELL STATUS
Surf Csg: 9 5/8" @ 225" Prod Csg: 5 1/2" @ 5205 WT: 15.5#% 7 7/8" hole TD: 6300'
Liner: 4" WT: 114 Linertop @: 4816 GS @ 59801" FC@ 5883'
Thg: Size: 27/8 Wit: 6.5# Grd: J-55 Pkr/EOT @: 4791° BP/Sand PBTD: 5883'
PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPF/ishots
SQZ holes 4000' 4/4 5013° 3/3
4589-4597 4/40 (9/96) 5020 3/3
4715-4719" 4/16 5046-5054" 2116
4735 3/3 5072-5078' 212
4746’ 3/3 5084’ 11
5007" 3/3
CHRONOLOGICAL OPERATIONS
Date Work Performed: August 2, 2003 SITP: 0 SICP: 0

TIH W/ rod string as follows: 4-1 1/2" weight rods, 42-3/4" scrapered rods, 60-3/4" plain rods, 1-2' X 3/4" pony rod and 1
1/4" X 22' polished rod. Leave well shut in for log evaluation. RDMOSU. Est 827 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 827 Starting oil rec to date: 0
Fluid lost/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 827 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Finaloitcut:
COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $1,021
IPC trucking $400
KB 12.00' 1 1/4" X 22' polished rod RNI wir disposal $600
152 27/8 J-55 thg (4778.16") 1-2' X 3/4" pony rod Zubiate HO trk $400
2 7/8 NC (45" 60-3/4" plain rods 7 IPC rstbts $300
EOT 4790.61' W/ 12' KB 42-3/4" scrapered rods Marta-Co. hanger repair $100
4-1 1/2" weight rods IPC frac tbg (10 days) $4,555
IPC swb tk (2X12 dys) $960
IPC frac tks (3X12 days) $1,440
IPC supervision $300
DAILY COST: " $10,076
Workover Supervisor: Ray Herrera TOTAL WELL COST: /3 $121,285

v/



ATTACHMENT G-I
10 of Ak

DAILY WORKOVER REPORT
WELL NAME: Walton #1 Report Date: August 2, 2003 Day: 11
Operation: Re-completion Rig: Pennant # 11
WELL STATUS
Surf Csg: 9 5/8" @ 225 Prod Csg: 5 1/2" @ 5205’ WT: 15.5# 77/8" hole TD:  6300°
Liner: 4" WT: 114t Liner top @: 4816' GS @ 5801’ FC@ 5883’
Thg: Size: 27/8 Wt: 6.5# Grd: J-55 Pkr/EOT @: 4783 BP/Sand PBTD:  5883'
PERFORATION RECORD
Zone Perfs SPFli#shots Zone Perfs SPFi#shots
SQZ holes 4000’ 4/4 5013 313
4589-4597 4/40 (9/96) 5020' 3/3
4715-4719' 4/16 5046-5054' 2/16
4735 3/3 5072-5078' 212
4746’ 3/3 5084 1M L
5007’ 3/3 N
CHRONOLOGICAL OPERATIONS
Date Work Performed: August 1, 2003 SITP: 0 SICP: 0

TIH W/ Weatherford 5 1/2" "HD" pkr & 2 7/8 J-55 thg. Set pkr @ 4781'. RU chart recorder and pressure test liner to
1650 psi. Held solid for 30 minutes. Bleed pressure off & release pkr. TOH W/ tbg & LD pkr. RU Schiumberger WLT &
run CBL. WLTD @ 5883', liner top @ 5814', top logged interval @ 3500". Had 300" fair cmt outside btm of liner, then
tapered out to poor. Have good cmt to 3750' from top squeeze. RD WLT. TIH W/ pinned NC & 152 jts tbg. ND BOP.
Land tbg on flange & secure wellhead. SIFN W/ est 827 BWTR.

FLUID RECOVERY (BBLS)

Starting fluid load to be recovered: 827 Starting oil rec to date: 0
Fluid lost/recovered today: 0b Oil lost/recovered today:
Ending fluid to be recovered: 827 Cum oil recovered: 0
IFL: FFL: FTP: Choke: __ Final Fluid Rate: Final oil cut:
COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $2,790
liner top @ 4816’ Weatherford BOP $130
51/2" x 4" liner hanger 5.64' Schlumberger - CBL $2,001
26 Jt's 4" 11# L-80 liner 1062.02 Zubiate HO trk $400
float collar 1.25' RNI wtr disposal $300
1 Jt's 4" 11# L-80 liner 15’ IPC supervision $300
Guide shoe 1.5'
DAILY COST: /$5,921
Workover Supervisor: Gary Dietz TOTAL WELL COST: / $111,209

v
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DAILY WORKOVER REPORT
WELL NAME: Walton #1 Report Date: August 1, 2003 Day: 10
Operation: Re-completion Rig: Pennant # 11
WELL STATUS
Surf Csg: 9 5/8" @ 225’ Prod Csg: § 1/2" @ 5205' WT: 15.5# 7 7/18" hole TD: 6300"
Liner: 4" WT: 1.4 Linertop @: __ 4816" GS @ 5901  FC@ __ 5883’
Thg: Size: Wit: Grd: Pkr/EOT @: 0 BP/Sand PBTD: 5883'
PERFORATION RECORD
Zone Perfs SPFiishots Zone Perfs SPFl#shots
SQZ holes 4000’ 4/4 5013 313
4589-4597 4/40 (9/96) 5020' 3/3
4715-4719" 4/16 5046-5054' 2/16
4735 3/3 5072-5078' 2/12
4746' 3/3 5084 11
5007' 313
CHRONOLOGICAL OPERATIONS
Date Work Performed: July 31, 2003 SITP: 0 SICP: 0

TIH W/ Four Star tapered mill (3 9/32" OD), bit sub, 2 3/8 tbg, X-O & 2 7/8 N-80 tbg. RU power swivel. Con't milling out
liner hanger. After 20 minutes, had reamed remaining 2 1/2'. Swivel in hole W/ jts and dress up tool joint ID's. Circ hole
clean W/ 10 BW lost. RD swivel. TOH & LD 2 7/8 and 2 3/8 N-80 tbg & mill. SIFN W/ est 827 BWTR.

FLUID RECOVERY (BBLS)

Starting fluid load to be recovered: 817 Starting oil rec to date: 0
Fluid lost/recovered today: 10 Oil lost/recovered today:
Ending fluid to be recovered: 827 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oitcut:
COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $3,746
liner top @ 4816’ Weatherford BOP $130
51/2" x 4" liner hanger 5.64' Four Star swivel $450
26 Jt's 4" 11#1L-80 liner 1062.02' Four Star mill $300
float collar 1.25' IPC supervision $300
1 Jt's 4" 11# L-80 liner 15"
Guide shoe 1.5'
DAILY COST: £4,926
Workover Supervisor: Gary Dietz TOTAL WELL COST: /${105,288

/

i
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DAILY WORKOVER REPORT

WELL NAME: Walton #1 Report Date: July 31, 2003 Day: 09
Operation: Re-completion Rig: Pennant # 11
WELL STATUS
Surf Csg: 9 5/8" @ 225' Prod Csg: 5 1/2" @ 5205 WT: 15.5# 7 7/8" hole TD: 6300’
Liner: 4" WT: 114 Liner top @: __ 4816° GS @ 5901 FC@ __ 5883
Thg: Size: 27/8-23/8 Wt: 6.5#-4.7# Grd: N-80 Pkr/EOT @: 0 BP/Sand PBTD: 5883"
PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFf#shots
SQZ holes 4000’ 4/4 5013’ 3/3
4589-4597 4/40 (9/96) 5020° 3/3
4715-4719' 4/16 5046-5054' 2/16
4735 3/3 5072-5078" 2/12
4746’ 3/3 5084’ 11
5007" 3y
CHRONOLOGICAL OPERATIONS
Date Work Performed: July 30, 2003 SITP: 0 SICP: 0

Con't TOH W/ tbg f/ 4719'--LD scraper/mill. TIH W/ Four Star 3 5/16" tapered mill, bit sub, 2 3/8" tbg, X-O & 2 7/8 N-80
tbg. Tag liner top @ 4816'. Won't go into liner freely. RU power swivel. Mill lightly on liner top. After 3 hrs made 2' into
liner. Circ hole clean W/ 20 BW loss. RD swivel. TOH W/ tbg & mill. Found mill still in gauge. SIFN W/ est 817 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 797 Starting oil rec to date: 0
Fluid Jostirecovered today: 20 Oil lost/recovered today:
Ending fluid to be recovered: 817 Cum oil recovered: 0
IFL: FFL: FTP: Choke: ~  FinalFluidRate: Finaloilcut:
COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $3,141
liner top @ 4816’ Weatherford BOP $130
51/2" x 4" liner hanger 5.64' Four Star swivel $450
26 Jt's 4" 11# L-80 liner 1062.02" Four Star mill $800
float collar 1.25' IPC supervision $300
1 Jt's 4" 11# L-80 liner 15'
Guide shoe 1.5
DAILY COST: $4,821
Workover Supervisor: Gary Dietz TOTAL WELL COST: / $100,362

/
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RESOQURCES INC.

DAILY WORKOVER REPORT
WELL NAME: Waliton #1 Report Date: July 30, 2003 Day: 08
Operation: Re-completion Rig: Pennant # 11
WELL STATUS
Surf Csg: 9 5/8" @ 225’ Prod Csg: 5 1/2" @ 5205 WT: 15.5%# 7 7/8" hole TD: 6300'
Liner: 4" WT: 1.4 Liner top @: __ 4816' GS @ 5901 FC@ _ 5883
Thg: Size: 27/8-23/8 Wt 6.5#-4.7# Grd: N-80 Pkr/EOT @: 4719' BP/Sand PBTD: 5883'
PERFORATION RECORD
Zone Perfs SPFE/#shots Zone Perfs SPFi#shots
SQZ holes 4000 4/4 5013' 313
4589-4597 4/40 (9/96) 5020' 313
4715-4719’ 4/16 5046-5054" 2/16
4735 3/3 5072-5078" 2/12
4746’ 3/3 5084" 11
5007 3/3
CHRONOLOGICAL OPERATIONS
Date Work Performed: July 29, 2003 SITP: 0 SICP: 0

Con't TOH W/ tbg f/ 3689'--LD scraper/mill. TIH W/ 3 1/4" drag bit, bit sub, 2 3/8 tbg, X-O & 2 7/8 N-80 tbg. Went into
liner & past spot @ 4862'. Tag cmt @ 5788'. RU power swivel. Drill soft cmt to FC @ 5883'. Circ hole W/ clean
production wir. RD swivel. TOH W/ tbg & LD bit. TIH W/ Weatherford scraper/mill combination (3 5/16" OD). RU power
swivel. Mill through tight spot @ 4862’ (2 hrs). Con't swivel in hole & found second tight spot @ 4904'. Mill through in 45
mins. Con't swivel in hole past third liner toof joint without tagging, but took weight on 4th @ 4978'. Circ hole clean. Lost
est 25 BW today. RD swivel & pull EOT to 4978'. SIFN W/ est 797 BWTR.

FLUID RECOVERY (BBLS)

Starting fluid load to be recovered: 772 Starting oil rec to date: 0
Fluid lost/recovered today: 25 Oil lost/recovered today:
Ending fluid to be recovered: 797 Cum oil recovered: 0
IFL.: FFL: FTP: Choke: Final Fluid Rate: Finaloilcut:
COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $2,999
liner top @ 4816 Weatherford BOP $130
51/2" x 4" liner hanger 5.64' Four Star swivel $450
26 Jt's 4" 11# L-80 liner 1062.02' RNI wtr disposal $500
float collar 1.25' Fletcher trucking $200
1 Jt's 4" 11# L-80 liner 15' IPC supervision $300
Guide shoe 1.5'
DAILY COST: . $4,579
Workover Supervisor: Gary Dietz TOTAL WELL COST: ;’; $95,541

v
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DAILY WORKOVER REPORT
WELL NAME: Walton #1 Report Date: July 29, 2003 Day: 07
Operation: Re-completion Rig: Pennant # 11
WELL STATUS
Surf Csg: 9 5/8" @ 225' Prod Csg: 5 1/2" @ 5205' WT: 15.5# 7 7/8" hole TD: 5903’
Liner: 4~ WT: 11.# Linertop@:  481¢ GS @ 5901 FC@ 5883
Tha: Size: 27/8-23/8 Wt: 6.5#-4.7# Grd: N-80 Pkr/EOT @: 3689' BP/Sand PBTD: 4862’
PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots
SQZ holes 4000' 4/4 5013’ 313
4589-4597 4/40 (9/96) 5020 3/3
4715-4719' 4/16 5046-5054' 216
4735 3/3 5072-5078' 2/12
4746 3/3 5084' 11
5007 3/3
CHRONOLOGICAL OPERATIONS
Date Work Performed: July 28, 2003 SITP: 0 SICP: 0

TOH W/ thg f/ 4133'--LD setting tool. TIH W/ 4 3/4" bit, 5 1/2" casing scraper & 2 7/8 N-80 tbg. Tag liner top @ 4816
(tbg talley). RU & rev circ hole clean. TOH W/ tbg & LD tools. Talley, PU & TIH W/ Weatherford 3 1/8" casing
scraper/mill combination, 34 jts new 2 3/8 4.7# N-80 tbg (W/ beveled collars), 2 3/8 X 2 7/8" X-O and 2 7/8 N-80 tbg.
Ease through liner top @ 4816' & con't TIH. Tag solid @ 4862'. RU power swivel. Drill approx. 1 hr without making any
hole. Recovering fine cmt in returns. Trouble W/ mill torquing up. RD swivel. Pull EOT to 3689". SIFN W/ est 772
BWTR.

FLUID RECOVERY (BBLS)

Starting fluid load to be recovered: 732 Starting oil rec to date: 0
Fluid lost/recovered today: 40 Oil lost/recovered today:

Ending fluid to be recovered: 772 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Finaloifcut:

COSTS

TUBING DETAIL ROD DETAIL Pennant # 11 $3,058

liner top @ 4816" Weatherford BOP $130

51/2" x 4" liner hanger 5.64' Weatherford tools $8,878

26 Jt's 4" 11# L-80 liner 1062.02 MartaCo- 2 3/8 collars $600

float collar 1.25' IPC - new 2 3/8 N-80 $3,980

1 Jt's 4" 11# L-80 liner 15° Machine bevel collars $400

Guide shoe 1.5 Betts cmt water $400

RNI wir disposal $500

Four Star swivel $450

IPC supervision $300

DAILY COST: $18,696

Workover Supervisor: Gary Dietz TOTAL WELL COST: f!,$90,962

//'
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DAILY WORKOVER REPORT

WELL NAME: Walton #1 Report Date: July 28, 2003 Day: 06
Operation: Re-completion Rig: Pennant # 11
WELL STATUS
Surf Csg: 9 5/8" @ 225 Prod Csg: 5 1/2" @ 5205 WT: 15.5# 7 7/8" hole TD: 5903’
Liner; 4" WT: 11.# Linertop@: __ 4816 GS @ 5901° FC@ 5883
Thg: Size:  27/8" Wt 6.5# Grd: N-80 Pkr/EOT @: _______
PERFORATION RECORD B
Zone Perfs SPF/#shots Zone Perfs SPFiishots
SQZ holes 4000' 4/4 5013' 3/3
4589-4597 4/40 (9/96) 5020' 3/3
4715-4719’ 4/16 5046-5054" 2/16
4735 3/3 5072-5078" 2/12
4746 3/3 5084’ 11
5007" 3/3
CHRONOLOGICAL OPERATIONS
Date Work Performed: July 26, 2003 SITP: SICP: 0

TIH with tbg. Tag tight spot @ 5787, work thru several time. Tag btm @ 5903". Circulate clean w/ 2 sweeps and btms up
3X's. TOH with thg & bit .PU & MU LINER assy as follows: 4" guide shoe, 1jt ( 15' ) 4" 11.0 # L-80 liner.Float collar,
26jt's ( 1062.02' ) 4" 11.0# L-80 liner, liner hanger ( 5.64' ) & set tool. TIH with liner on 27/8" tbg. Wash liner down to a
depth of 5801" Circulate clean. Rig up BJ cementing service. Pump fresh water spacer, 201 sks of 50/50 Poz, 3%KCL,
2% Gel. .5%EC-1, .5% FL25 mixed @ 14.4 ppg & 1.25 yld. Dropped plug and displaced to liner top. Close setting tool.
Unstung and reversed circulated out . Recovered no cement, just gray water. Rig down BJ. TOH with tbg & setting tool,
20jt's. EOT @ 4133". SWIFN.

Note; Liner top located @ 4816' /KB

New PBTD of 5883’

New TD of 5903’
FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 692 Starting oil rec to date: 0
Fluid lostirecovered today: 40 Oil lost/recovered today:
Ending fiuid to be recovered: 732 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:
COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $3,177
liner top @ 4816" Weatherford BOP $130
51/2" x 4" liner hanger 5.64' BJ cementing $6,106
26 Jt's 4" 11# L-80 liner 1062.02 IPC supervision $300
float collar 1.25' Weatherford tools
1 Jt's 4" 11# L-80 liner 15' 1077 of 4" liner
Guide shoe 1.5' Float equipment
QT csgn
DAILY COST: $9,713

Workover Supervisor: Pat Wisener TOTAL WELL COST: $56,833
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DAILY WORKOVER REPORT

WELL NAME: Walton #1 Report Date: July 26, 2003 Day: 05
Operation: Re-completion Rig: Pennant # 11
WELL STATUS
SurfCsg: 95/8" @ 225 Prod Csg: 5 1/2" @__ 5205 WT: 1554  77/8"hole TD: _ 6300°
Liner: WT: Linertop@: _ FC @: GS @:
Thg: Size: 27/8" Wi: 6.5# Grd: N-80 Pkr/EOT @: 5191 43/4" bit to 5903’
PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots
SQZ holes 4000’ 4/4 5013' 33
4589-4597 4/40 (9/96) 5020' 3/3
4715-4719" 4/16 5046-5054' 2/16
4735 3/3 5072-5078' 2/12
4746’ 3/3 5084" i1
5007" 3/3
CHRONOLOGICAL OPERATIONS
Date Work Performed: July 25, 2003 SITP: SICP: 0

TIH with 3 jt's tbg. Tag cement retainer @ 3939'. Rig up power swivel and drill out retainer and cement to a depth of
4060' ( plug top ). Circulate well bore clean. Pressure test csgn and squeezed perfs @ 4000' to 500 psi. Drill up out
composite plug @ 4060'. TIH with tbg to a depth of 5787'. Rig up swivel and clean out to a depth of 5903'. Note: 5903'
depth achieved with 43/4" bit. Circulate several sweeps thru hole and clean well bore clean. TOH with 22 jt's tbg for a
EOT of 5191' SWIFN
Lost est 52 bbis water during operations.

FLUID RECOVERY (BBLS)

Starting fluid load to be recovered: 640 Starting oil rec to date: 0
Fluid lost/recovered today: 52 Oil lost/recovered today:
Ending fluid to be recovered: 692 Cum oil recovered: 0 -
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:
COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $3,448
Weatherford BOP $130
4- Star swivel $400
Varel bit $250
IPC supervision $300
IPC roustabout's $100
DAILY COST: $4,628

Workover Supervisor: Ray Herrera TOTAL WELL COST: $47,120
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DAILY WORKOVER REPORT
WELL NAME: Walton #1 Report Date:  July 25, 2003 Day: 04
Operation: Re-completion Rig: Pennant # 11
WELL STATUS
SurfCsg: 95/8" @ 225 Prod Csg: 5 1/2" @ 5205 WT: 1554  77/8" hole TD: __ 6300°
Liner: WT: Liner top @: FC @: GS @:
Thg: Size:  27/8" Wt 6.5# Grd: N-80 _ Pkr/EOT@: 3842 Composite BP: __ 4060'
PERFORATION RECORD CICR@: 3939
Zone Perfs SPF/#shots Zone Perfs SPF/#shots
SQZ holes 4000’ 4/4 5013’ 3/3
. 4589-4597 4/40 (9/96) 5020' 313
4715-4719" 4/16 5046-5054' 2116
4735 313 5072-5078' 2/12
4746’ 313 5084" 1M
5007 3/3
CHRONOLOGICAL OPERATIONS
Date Work Performed: July 24, 2003 SITP: SICP: 0

RU Patterson WLT & run Weatherford composite BP & 4" perf gun. Set plug @ 4060". Fill hole W/ 12 BW & pressure
test plug to 1000 psi. Perf 4 squeeze holes @ 4000'. Pump into holes @ 3 BPM @ 400 psi. Recovered approx. 15 bbls
tarry oil. RD WLT. TIH W/ Weatherford CICR & setting tool. Set retainer @ 3939'. RU rig pump & pump into squeeze
holes (55 bbls). Recovering weak returns & lost completely. RU BJ Services and continue pumping @ increased rate.
After 132 bbls never regained returns. Mix & pump 100 sks 50/50 poz cmt W/ .05#/sk static free, 3% KCL, .5% EC-1, .2%
CD-32, .5% FL-25, 2% gel & .5% Sodium Metasilicate (mixed @ 1.25 cf/sk yield @ 14.4 ppg=22.3 bbls slurry). Displace
W/ 21 BW (.4 bbls left in thg). Unsting f/ retainer & rev circ 1 1/2 tbg volumes. Rec 1/2 bbl cmt. RD BJ. TOH W/ tbg &
LD stinger. TIH W/ new Varel 4 3/4" bit, bit sub & N-80 tbg to 3842". SIFN W/ est 640 BWTR.

FLUID RECOVERY (BBLS)

Starting fluid load to be recovered: 441 Starting oil rec to date: 0
Fluid lost/recovered today: 199 Oil lost/recovered today:
Ending fluid to be recovered: 640 Cum oil recovered: 0
IFL: FFL: FTP: Choke:  ~~~ FinalFluidRate:  Finaloilcut:
COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $2,432
Weatherford BOP $130
Betts cmt wir $400
BJ Services - cmt $5,350
Weatherford tools/serv $4,250
RNI wir disposal $500
Fletcher trucking $300
Patterson- plug/perf $1,638
[PC supervision $300

DAILY COST: 7/  $15,300
Workover Supervisor: Gary Dietz TOTAL WELL COST: / $42,492




- ATTACHMENT G-
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DAILY WORKOVER REPORT
WELL NAME: Walton #1 Report Date: July 24, 2003 Day: 03
Operation: Re-completion Rig: Pennant # 11
WELL STATUS
SurfCsg: 9 5/8" @ 225 Prod Csg: 5 1/2" @ 5205 WT: 15.5# 77/8"hole TD: 6300
Liner: WT: Liner top @: FC @: GS @:
Thg: ‘Size: _27/8" Wt 6.5# Grd: N-80  PkrEOT@: 0  Sand/PBTD@: __ 5902
PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFishots
4589-4597 4/40 (9/96) 5020' 313
4715-4719' 4/16 5046-5054" 2/16
4735 3/3 5072-5078' 2/12
4746' 313 5084' ilkl
5007 3/3
5013 3/3
CHRONOL OGICAL OPERATIONS
Date Work Performed: July 23, 2003 SITP: 0 SICP: 0

TIH W/ bit & tbg f/ 5163' to top of fill @ 5228'. RU power swivel. Drill fill & ream tight hole to 5902'. Pumping polymer
sweeps each connection. Circ hole clean. Lost 153 BW today. TOH W/ tbg & LD bit. RU Schlumberger WLT & run RST
log ff WLTD @ 5797'to 3500'. RD WLT. SIFN W/ est 441 BWTR.

FLUID RECOVERY (BBLS)

Starting fluid load to be recovered: 289 Starting oil rec to date: 0
Fluid Jost/recovered today: 152 Oil lost/recovered today:
Ending fluid to be recovered: 441 Cum oil recovered: 0
IFL: FFL: FTP: Choke: _ Final Fluid Rate: Final oil cut:
COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $3,140
Weatherford BOP $130
IPC wir & truck $300
Four Star swivel $450
Schiumberger-RST log $8,410
IPC supervision $300
DAILY COST: .$12,730
Workover Supervisor: Gary Dietz TOTAL WELL COST: / $27,192

/
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DAILY WORKOVER REPORT
WELL NAME: Walton #1 Report Date: July 23, 2003 Day: 02
Operation: Re-completion Rig: Pennant # 11
WELL STATUS
Surf Csg: 9 5/8" @ 225" Prod Csg: 5 1/2" @ 5205' WT: 15.5# 77/8" hole TD:  6300"
Liner: WT: Liner top @: FC @: GS @:
Thyg: ‘Size:  27/8" Wt 6.5# Grd: N-80  PkrEOT@: Sand/PBTD @: __ 5087
PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPF/#shots
4589-4597 4/40 (9/96) 5020 3/3
4715-4719" 4/16 5046-5054" 2/16
4735 3/3 5072-5078' 212
4746’ 3/3 5084' 11
5007 3/3
5013 313
CHRONOLOGICAL OPERATIONS
Date Work Performed: July 22, 2003 SITP: 0 SICP: 0

Con't PU & TIH W/ bit, sub & 2 7/8 N-80 tbg f/ 2063'. Tag fill @ 5087'. RU power swivel. Drilling hard to 5121'.
Recovered glass beads in returns. Plugged bit & unable to clear. Start TOH & tbg came clear. RU & circ hole clean.
Run back in hole & RU swivel. Drill to 5228' & still drilling slow. Circ hole clean. Did recover more glass beads, some
rubber & metal in returns. Lost 127 BW today. Hang back swivel. Pull EOT to 5163'. SIFN W/ est 289 BWTR.

FLUID RECOVERY (BBLS)

Starting fiuid load to be recovered: 162 Starting oil rec to date: 0
Fluid lost/recovered today: 127 Oil lost/recovered today:
Ending fluid to be recovered: 289 Cum oil recovered: 0
IFL: FFL: FTP: Choke: ~~ FinalFluidRate: ~  Finaloilcut:
COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 $3,641
AS PULLED: AS PULLED: Weatherford BOP $130
KB 12.00' 1 1/4" X 22' polished rod Benco - anchors $950
158 2 7/8 J-55 thg (4970.70") 2-6' & 1-4' X 3/4" pony rods Four Star swivel & trk $600
TA @ 4985.45' 153-3/4" plain rods IPC wir & truck $400
SN @ 4986.55' 40-3/4" scrapered rods IPC supervision $300
1 27/8 perfd sub 4-1 1/2" weight rods
1 27/8J-551tbg (31.79) 212" X11/2" X 15 RHAC pmp
2 7/8 NC (.40
EOT 5021.86'
DAILY COST: /. $6,021
Workover Supervisor: Gary Dietz TOTAL WELL COST: /l $14,462

J



RESOURCES INC.

DAILY WORKOVER REPORT

ATTACHMENT G-
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WELL NAME: Walton #1 Report Date: July 22, 2003 Day: 01
Operation: Re-completion Rig: Pennant # 11
WELL STATUS
SurfCsg: 9 5/8" @ 225 Prod Csg: 5 1/2" @ 5205' WT: 15.5# 7 7/8" hole TD: 6300°
Liner: WT: Liner top @: FC @: GS @:
Thg: Size: 27/8" Wt 6.5# Grd: N-80 PkrlEOT @: 2063 Sand/PBTD @: 5087
PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFhishots
4589-4597 4/40 (9/96) 5020’ 3y
4715-4719' 4/16 5046-5054' 2/16
4735 3/3 5072-5078' 212
4746’ 3/3 5084" 11 ~
5007" 3/3 -
5013’ 3/3 o
CHRONOLOGICAL OPERATIONS
Date Work Performed: July 21, 2003 SIiTP: 0 SiIcCP: 0

MIRU Pennant #11. RU HO trk to casing & pump 100 BW @ 250°F. RD pumping unit & unseat rod pump. Flush tbg &

rods W/ 60 BW @ 250°F. Re-seat pump & strip off flow T. Fill tbg W/ 2 BW & pressure test tbg to 3500 psi. Retrieve rod
string & unseat pump. TOH W/ rods. LD btm 93-3/4" plain & pump. ND wellhead & install adapter flange. Found TA @
4985' unset. NU BOP. TOH & talley production tbg--LD BHA. Talley, PU & TIH W/ new Varel 4 3/4" tooth bit, bit sub & 2
7/8 8rd 6.5# N-80 tbg to 2063". SIFN W/ est 162 BWTR.

FLUID RECOVERY (BBLS)

Starting fluid load to be recovered: 0 Starting oil rec to date: 0
Fluid lost/recovered today: 162 Oil lost/recovered today:
Ending fluid to be recovered: 162 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Finaloilcut:
COSTS
TUBING DETAIL ROD DETAIL Pennant # 11 ___$3,186
AS PULLED: AS PULLED: Weatherford BOP $130
KB 12.00' 1 1/4" X 22' polished rod Zubiate HO trk $675
158 2 7/8 J-55 thg (4970.70") 2-6' & 1-4' X 3/4" pony rods IPC wir & truck $400
TA @ 4985.45' 153-3/4" plain rods IPC trucking $1,600
SN @ 4986.55' 40-3/4" scrapered rods Randys' pump repair $1,000
1 2 7/8 perfd sub 4-1 1/2" weight rods Randys' TA repair _ $400
1 27/8J-551tbg (31.79)) 21/2" X11/2" X 15" RHAC pmp Weatherford scraper $300
2 7/8 NC (.40") McConkie Varel bit $450
EOT 5021.86' IPC supervision $300
DAILY COST: $8,441
Workover Supervisor: Gary Dietz TOTAL WELL COST: /""'$8,441

4
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Format For Sundry
WALTON 1-11-9-16

7/1/2010 To 11/30/2010
9/14/2010 Day: 1 Recomplietion

WWS #5 on 9/14/2010 - MIRUSU. Heat annulus. Can't flush rods. - MIRU Western rig #5. RU
HO trk & pump 60 BW dn annulus @ 250°F. RD pumping unit & PU on rod string. Never saw
pump unseat. RU HO trk to flush rods. Pressures up to 1000 psi. Work rod string--still can't
flush (seems very waxy). SIFN.

Daily Cost: $0

Cumulative Cost: $7,595

9/15/2010 Day: 2 Recompletion

WWS #5 on 9/15/2010 - TOOH w/ rods & tbg. Perforate A3 & Al sands - Pump 120 BW down
csg @ 250°. Attempt flushing tbg w/o success. Tbg was flowing oil. Pump 60 BW down csg @
180°. TOOH w/ 91- 3/4" guided rods, 40- 3/4" plain rods, 46- 3/4" guided rods & 15' of 47th
rod. ND wellhead. Release TA. NU BOPs. RU rig floor. Pressure tbg & blew hole @ 2800 psi.
Flush tbg w/ 40 BW @ 250°. TOOH w/ tbg talleying. LD 1- 3/4" rod, 6- 1 1/2" weight rods &
rod pump. RU WLT. RIH w/ 3 1/4" gauge ring & tag @ 4902'. POOH w/ gauge ring. RIH w/
perf guns & perforate A3 & Al sands. POOH w/ WL. RD WLT. SWIFN.

Daily Cost: $0

Cumulative Cost: $21,967

9/16/2010 Day: 4 Recompletion

WWS #5 on 9/16/2010 - Set RBP, PU N-80 frac tbg & set pkr. Frac A1 & A3 sands. - PU & TIH
w/ 3 1/4", bit sub, 40- jts 2 3/8" tbg & 119- jts 2 7/8" tbg. Circulate well clean. Continue TIH
w/ tbg & tag scale @ 5577'. Clean out to 5588', tbg plugged off. TOOH w/ 21- jts tbg &
unplugged tbg. TIH w/ 21- jts tbg & tag @ 5588'. RU drill equipment & clean out to 5863'.
Circulate well clean. RD drill equipment. TOOH w/ 51- jts tbg. EOT @ 4262'. SWIFN. -
Continue TOOH w/ tbg & LD BHA. PU RBP, TIH w/ tbg & set RBP @ 5137'. TOOH w/ tbg. PU
pkr & N-80 frac string. Set pkr @ 4786'. RU B services frac crew. Frac A1 & A3 sands as
detailed. Open for immediate flowback @ approx 3 BPM. Well flowed for 1 hour & died.
Recovered 180 BW. 215 BWTR. - Continue TOOH w/ tbg & LD BHA. PU RBP, TIH w/ tbg & set
RBP @ 5137'. TOOH w/ tbg. PU pkr & N-80 frac string. Set pkr @ 4786'. RU BJ services frac
crew. Frac Al & A3 sands as detailed. Open for immediate flowback @ approx 3 BPM. Well
flowed for 1 hour & died. Recovered 180 BW. 215 BWTR. - PU & TIH w/ 3 1/4", bit sub, 40- jts
2 3/8" tbg & 119- jts 2 7/8" tbg. Circulate well clean. Continue TIH w/ tbg & tag scale @
-5577'. Clean out to 5588, tbg plugged off. TOOH w/ 21- jts tbg & unplugged tbg. TIH w/ 21-
jts tbg & tag @ 5588'. RU drill equipment & clean out to 5863'". Circulate well clean. RD drill
equipment. TOOH w/ 51- jts tbg. EOT @ 4262'. SWIFN.

Daily Cost: $0

Cumulative Cost: $37,150

9/20/2010 Day:5 Recompletion

WWS #5 on 9/20/2010 - Round trip tbg, swab & release RBP. - Check pressure on well, 0 psi
csg & 400 psi tbg. Release pkr & circulate well clean. Flush tbg w/ 30 BW @ 250°. LD 150- jts
N-80 tbg & BHA. TIH w/ RH, 13- jts 2 3/8" tbg & 151- jts 2 7/8" tbg. RU swab equipment.

http://www.inewfield.com/denver/SumActRpt.asp?RC=152347&API=4301315792&Min...  9/21/2010
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Made 9 swab runs w/ SFL @ surface & EFL @ 1400'. No show of sand or oil. Recovered 86
bbls. TIH & circulate 50' of sand off RBP. Latch onto & release RBP. TOOH w/ 84- jts tbg,
stopped to flush tbg w/ 40 BW during TOOH.

Daily Cost: $0

Cumulative Cost: $43,831

9/21/2010 Day: 6 Recompletion

WWS #5 on 9/21/2010 - TIH w/ tbg pressure testing & TIH w/ rods - Continue TOOH w/ tbg &
LD BHA. TIH w/ production tbg as detailed (pressure testing on way in, good 3000 psi test on
bottom). RIH w/ fishing tool on sandiine & retrieve standing valve. RD rig floor. ND BOPs. Set
TA @ 4600' w/ 18,000+#s tension. NU wellhead. X-over for rods. PU & prime Central Hydraulic
21/2" X 1 3/4" X 16' X 20" RHAC rod pump. TIH w/ rods as detailed. RU pumping unit. Fill tbg
w/ 5 BW. Stroke test pump w/ unit to 800 psi. RDMOSU. PWOP @ 3:30 PM w/ 86" SL & 5
SPM. 220 BWTR. Finalized

Daily Cost: $0

Cumulative Cost: $88,348

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=152347&API=4301315792&Min...  9/21/2010



ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

2. Plug #1
3.
4. Plug #2
5.
6. Plug #3
7
8. Plug #4

Walton Federal #1-11-9-16

Set CIBP @ 3839’

Set 100’ plug on top of CIBP using 12 sx Class “G” cement

Perforate 4 JSPF @ 3058’

141’ plug covering Trona/Mohagany Bench Formation using 26 sx Class “G”
Cement pumped under CICR and out perforations. Follow using 13 sx

Class “G” cement pumped on top of CICR

Perforate 4 JSPF @ 1450°

120’ plug covering Uinta/Green River formation using 25sx Class “G” cement
pumped under CICR and out perforations. Follow using 7 sx Class “G” cement
pumped on top of CICR

Perforate 4 JSPF @ 275’

Circulate 77 sx Class “G” cement down 5 5" casing and up the 5-1/2” x 8-5/8”
annulus

The approximate cost to plug and abandon this well is $42,000.



Spud Date: 4/01/1964
GL: 5501° KB: 5513’

Initial Production: 1073 BOPD,
100 MCFG

SURFACE CASING

CSG SIZE: 9-5/8”

GRADE: J-55

WEIGHT: 32.2#

LENGTH: 7 jts. (212°)

DEPTH LANDED: 225’

HOLE SIZE:12-1/4"

CEMENT DATA: 225 sxs cement

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 167 jts. (5192°)

DEPTH LANDED: 5205’

HOLE SIZE: 7 7/8”

CEMENT DATA: 400 sacks cmt.
CEMENT TOP AT: 4056’ per CBL

CSG SIZE: 47

GRADE: J-55

WEIGHT: 11#

LENGTH: 1077

DEPTH LANDED: 5901”

HOLE SIZE: 4 3/4”

CEMENT DATA: 201 sacks cmt.
CEMENT TOP AT:
4” Liner Top @ 4816”

? After squeeze

TUBING

SIZE/GRADE/WT: 2 7/87 / J-55 / 6.5#

NO. OF JOINTS: 146 jts (4588.2")

TUBING ANCHOR: 4600.2°

NO. OF JOINTS: 2 jts (62.9")

SEATING NIPPLE: 2 7/8” (1.10")

SN LANDED AT: 4666’ KB

NO. OF JOINTS: 1 jts (31°)

TOTAL STRING LENGTH: EOT @ 4796’ W/ 12 KB

NEWFIELD

Walton Federal #1
705’ FSL & 704’ FEL
SESE Section 11-T9S-R16E
Duchesne Co, Utah

API #43-013-15792; Lease #U-096550

1-11-9-16

Walton Federal #1
1-11-9-16

Proposed P& A
Wellbore Diagram

Casing Shoe (@ 2257 ‘

TOC @ 4056°

5-1/2” x 8-5/8” annulus

:Z.T Perforate 4 JSPF @ 275°

7 sx Class G Cement plug on top of CICR

= Il CICR @ 1350’
25 sx Class G Cement plug below CICR

"-T Perforate 4 JSPF (@ 1450’

13 sx Class G Cement plug on top of CICR
CICR (@ 2987"
26 sx Class G Cement plug below CICR

3

Perforate 4 JSPF (@ 3058’

CIBP @ 3839’
3989°-3993”
4000” (Squeeze)
4001°-4016’
4021°-4026°
4031°-4035”
40717-4087
4090°-4094°
4097°-4100°
4120°-4129°
4190°-4196"
428374287
4292°-4295°
43317-4334’
4340°-4349
43537-4363°

MM IIAR AR A Ah AR AL Ah A AR AR AN

4589°-4597"

A

4715°-4719°
4735°
4746°

A AN

4” Liner Top @; 4816°

5001°-5029
5018-5022°
5044°-5054
5048-5050°
5058°-5067’
5069°-3077
5072-5074’
5072°-5078’
5081-5083’
5080°-5088”

VUVUVUYTVY YUY YV

V“W‘l’l’l'l'l‘-‘l’-ml'l’l'l'I‘ANI'l'l‘l'l'l‘l’l‘l’l‘l’lWIWI'I‘ i —)}

514" SHOE (@ 5205°

3456°-5472°
5525°-5528’
5531°-5535°
5538°-5540°
5556’-5559°
5574°-5578°
5602°-5611°
5615°-5618°

VUV UV UV
AARAAAARARRAN A

PBTD (@ 5863
TD (@ 5903’

Y

ATTACHMENT H-|

Circulate 77 sx Class G Cement down 5 -1/2” casing and up the

Uinta/Green River
> 120" Plug w/0" excess
(1330°-1450")

Trona/Mahogany Bench
> 141 Plug w/0” excess
(2917°-3058")

o

100° (12 sx) Class G Cement plug on top of CIBP

JL 8/13/2012



BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES
STATE OF UTAH
NOTICE OF AGENCY ACTION
CAUSE NO. UIC-398

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR
ADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 11, 16, AND
18, TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNE COUNTY, UTAH, AS CLASS II
INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company, 1001
174 Street, Suite 2000, Denver, Colorado 80202, telephone 303-893-0102, for administrative approval
of the following wells located in Duchesne County, Utah, for conversion to Class II injection wells:

Greater Monument Butte Unit:

Walton Federal 1 well located in SE/4 SE/4, Section 11, Township 9 South, Range 16 East
API 43-013-15792

State 3-16-9-16 well located in NE/4 NW/4, Section 16, Township 9 South, Range 16 East
API143-013-33847

Federal 9-18-9-16 well located in NE/4 SE/4, Section 18, Township 9 South, Range 16 East
API 43-013-32920

The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative
Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested
injection pressures and rates will be determined based on fracture gradient information submitted by
Newfield Production Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a
written protest or notice of intervention with the Division within fifteen days following publication of
this notice. The Division’s Presiding Officer for the proceeding is Brad Hill, Permitting Manager, at
P.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest or
notice of intervention is received, a hearing will be scheduled in accordance with the aforementioned
administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the
hearing how this matter affects their interests.

Dated this 23rd day of August, 2012.

STATE OF UTAH
DIVISION QF§OIL, GAS & MINING

:,\\{\ - \\ \\
t\: ‘\ ‘\"\\\ \ \\
Brad Hill
Permitting Manager




Newfield Production Company

WALTON FEDERAL 1, STATE 3-16-9-16, FEDERAL 9-18-9-16

Cause No. UIC-398

Publication Notices were sent to the following:

Newfield Production Company
1001 17th Street, Suite 2000
Denver, CO 80202

Uintah Basin Standard

268 South 200 East

Roosevelt, UT 84066

via e-mail ubs@ubstandard.com

Salt Lake Tribune

P O Box 45838

Salt Lake City, UT 84145

via e-mail naclegal@mediaoneutah.com

Vernal Office

Bureau of Land Management
170 South 500 East

Vernal, UT 84078

SITLA
675 E 500 S Ste 500
Salt Lake City, UT 84102-2818

Duchesne County Planning
P O Box 317
Duchesne, UT 84021-0317

Bruce Suchomel

US EPA Region 8

MS 8P-W-GW

1595 Wynkoop Street
Denver, CO 80202-1129

Newfield Production Company
Rt 3 Box 3630
Myton, UT 84052

Emm Hut”
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Jean Sweet - Re: Notice of Agency Action — Newfield Production Company Cause No. UIC-398

From: Cindy Kleinfelter <classifieds@ubstandard.com>

To: Jean Sweet <jsweet@utah.gov>

Date: 8/30/2012 10:23 AM

Subject: Re: Notice of Agency Action — Newfield Production Company Cause No. UIC-398

On 8/29/2012 1:27 PM, Jean Sweet wrote:
To Whom It May Concern:
Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice,

once only, as soon as possible. Please notify me via e-mail of the date it will be published.
My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
15694 West Temple, Suite 1210
Salt Lake City, UT

801-538-5329

jsweet@utah.gov

This will run Sep. 4.
Thank you
Cindy

file://C:\Documents and Settings\OGMUSER\Local Settings\Temp\XPgrpwise\503F3F16...  8/30/2012



State of Utah

DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

GARY R, HERBERT

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director
August 29, 2012
Via e-mail: legals@ubstandard.com
Uintah Basin Standard

268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action — Newfield Production Company Cause No. UIC-398

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Qil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

2%4‘2 ZJM/;/

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR
]

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801
telephone (801) 538-5340 o facsimile (801) 359-3940 « TTY (801) 538-7458 « www.ogm.utah.gov OIL, GAS & MINING



; (8/30/2012_) Jean Sweet - Proof for Notice of Agency Action Page 1

From: "Stowe, Ken" <naclegal@mediaoneutah.com>
To: <jsweet@utah.gov>

Date: 8/29/2012 2:42 PM

Subject: Proof for Notice of Agency Action
Attachments: OrderConf.pdf

AD# 819456

Run SL Trib & Des News 8/31/12

Cost $213.32

Thank You



@hciﬁaﬁﬂai;c@rihnm MEDIA@@ Deseret News

WWw SLTRIB.COM

A NEWSPAPER AGENGY COMPANY
WV MEDIAONEYTAK.COM

HWW DESERETNEWS. COM

Order Confirmation for Ad #0000819456-01

Client DIV OF OIL-GAS & MINING Payor Customer DIV OF OIL-GAS & MINING

Client Phone  801-538-5340 Payor Phone 801-538-5340

Account# 9001402352 Payor Account 9001402352

Address 1594 W NORTH TEMP #1210,P.0. BOX 145801 Payor Address 1594 W NORTH TEMP #1210,P.0. BO}

SALT LAKE CITY, UT 84114 USA

SALT LAKE CITY, UT 84114

Fax 801-359-3940 Ordered By Acct. Exec
EMail earlenerussell@utah.gov Jean kstowe
Total Amount $213.32
Payment Amt
y $0.00 Tear Sheets Proofs Affidavits
Amount Due $213.32 ¢ 0 1
Payment Method PO Number Cause UIC-398/Newfie
Confirmation Notes:
Text: Jean
Ad Type Ad Size Color
Legal Liner 20X62Li <NONE>
Product Placement Position
Salt Lake Tribune:: Legal Liner Notice - 0998 Public Meeting/Hear-ing Notices
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BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NAT RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION
CAUSE NO. UaC-398

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUC-
TION COMPANY FOR ADMINISTRATIVE APPROVAL OF CERTAIN
WELLS LOCATED IN SECTIONS 11, 16, AND 18, TOWNSHIP 9
SOUTH, RANGE 16 EAST, DUCHESNE COUNTY, UTAH, AS CLASS
1 INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE
ABQVE ENTITLED MATTER.

Neotice it kereby giver that the Divisior of Oil, Gos and Mir-
irg (the "Division’) is commerdry o informal odivdicative
proceeding ro corsider the application of Newfield Produc-
tion Compory, 1001 17 Streer, Suire 2000, Derver, Colo-
rode 80202, telepbore 303-893-0102, for administrotive
approval of the following wells locuted in Dychesre County,
Utek, for corversion to Class I isjection wells:

Waltor Federol 1| well located e SE/4 SE/4, Sectior 11,
Townskip @ Seuth, Ronge 16 Eosr

APl 43-013-15792

Srare 3-16-9-16 well locored in NE/4 NW/4, Section 16,
Township 9 Soutt, Rarge 16 Eosr

APl 43-013-33847 ‘

Federal 9-18-9-16 well locered in NE/4 SE/4, Sectior 18,
Townstip 9 South, Runge | 6 Fosr

APl 43-013-32920

Tre proceeding will be corducred in accordorce witt Urak
Admir, R649-10, Admiritirotive Procedures.

Selected zores in the Green River Formation will be wsed for
worer injectior. The muoximum requested injection pressures
ard rates will be determired bused or fracture gradient in-
fomarion submined by Newfield Prodvctionr Compory.

Any person desiring to object to the application or ciherwise
intervere in the proceeding, must file o writter protest or ro-
tice of intervention with the Divisor withie fifteen days fol-
lowing publicarion of this rotice. The Division's Presiding Offi-
cer for the proteedm? s Brod Hill, Permitting Moroger, ar
P.O. Box 145801, Salt Loke Ciry, UT 84114-5801, phore
runber (801) 538-5340. If such o protes or rotice of inver-
vertior it received, a tearing will be scheduled i accord-
arce with the cforemertiored odmiristrotive procedural
rules. Protestants ard/cr irterverers shouid be prepared to
demorstrate of the bearing bow this motter affecrs tkeir in-
Terests.

Datred this 23rd duy of Avgust, 201 2.
STATE OF UTAH
DIVISION OF OIL, GAS & MINING

éf’{}d Hill

Permitieg Mor
aioass? "OFT UPAXLP



State of Utah

DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

GARY R. HERBERT

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director
August 29, 2012
VIA E-MAIL naclegal@mediaoneutah.com
Salt Lake Tribune
P. O. Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action — Newfield Production Company Cause No. UIC-398

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be

published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

S s
Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR
<

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 » facsimile (801) 359-3940 ¢ TTY (801) 538-7458 « www.ogm. utah.gov OIL, GAS & MINING
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213.32 Dated s 23rd day.of August, 2012

STATE OF
DWISION OF OlL, GAS & M!NING
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Ulatah Basin fnveice Number invoice Date
Send Payments to: tana a 35456 9/6/2012
Uintah Basin Standard vh
1%63 S 203 EU tah 84066 .ubstandard.com Advertiser No. Invoice Amount Due Date
oosevelt, Uta &u
2080 106.65 10/6/2012
Phone: 435-722-5131 - F eSS $
FaX,' 435'722'4140 www. vernal. Com QJEEA}
3 \L
o 4 12
DIVISION OF OIL GAS & MINING SE? 1 ! 2“
Rose NOItOl’I - RS & %ﬁﬁ\l‘;%*;%
1594 W. N.-TEMPLE STE 121 pry OF Ot BA=

PO BOX 145801
SALT LAKE CITY, UT 84114-5801

1 1/2% fee will be charged to all Amount Enclosed
past due balances.

...........

Please detach top portion and return with your payment INVOICE
Uintah Basin Standard DIVISION OF OIL GAS & MINING Invoite No. 35456 8/8/2012
Date | Order | Description | Ad Size lSuhTotal | Sales Tax | Amount
9/6/2012 17561 UBS UBS Legal Notice: Notice of Agency Action: UIC 398 ' $106.65
Pub. Sept. 4, 2012
Sub Total: $106.85
Total Transactions: 1 Total: $108.65

SUMMARY Advertiser No. 2080 invoice No. 35456

1 1/2% fee will be charged to all past due balances.
Thank You for your business!

Thank you for advertising with us, we appreciate your business!

;,;60’226}@6*0!&/*\’0"\‘\\ ) /é—{:‘ V% /U\b \



AFFIDAVIT OF PUBLICATION

County of Duchesne,
STATE OF UTAH

I, Kevin Ashby on oath, say that [ am the PUBLISHER
of the Uintah Basin Standard, a weekly newspaper of general
circulation, published at Roosevelt, State and County aforesaid,
and that a certain notice, a true copy of which is hereto
attached, was published in the full issue such newspaper for

/ consecutive issues, and that the first publication was
on the /-/ day of \5///)7/@14.6)(2( , 20 / J-, and that
the last publication of suc notice was in the issue of such
newspaper dated the _ % day of  Yaplember
20 )& , and that said notice was publishéd on Utahlegals.
com on the same day as the first newspaper publication and

the notice remained on Utahlegals.com until the end of the
scheduled run.

%Z/@

Subscribed and sworn to before me on this

/7 day of :/% Aﬁ/}tbﬁﬂ” 20 /2

Publisher

by Kevin Ashby.
Bt
&?@W V27002 8

Notary Public

ru-——u—ﬁ-——-—--—_

Notary Public 1
BONNIE PARRISH |
Cornmisgion #653427 I
Commission
Feouwy 23,2016 |
State of Utah

L~‘~~~-‘“‘~J

NOTICE OF
AGENCY
ACTION

CAUSE NO.
UIC-398

BEFORE THE DI-
VISION OF OIL, GAS
AND . MINING, DE-
PARTMENT OF NAT-
URAL RESOURCES,
STATE OF UTAH.

IN THE MATTER
OF THE APPLICA-
TIONOFNEWFIELD
PRODUCTIONCOM-
PANY FOR ADMIN-
ISTRATIVEAPPROV-
AL OF - CERTAIN
WELLS LOCATED
IN SECTIONS 14, 16,
AND 18, TOWNSHIP
9SOUTH, RANGE 16
EAST, DUCHESNE
COUNTY, UTAH, AS
CLASSIIINJECTION
WELLS.

THE STATE OF
UTAH TO ALL PER-
SONS . INTERESTED
N THE ABOVE EN-
TITLED MATTER.

Notice is hereby
given that the Division
of Oil, Gas and Mining
{the“Division”)iscom-
mencing an_informal
adjudicative proceed-
ing to. consider the
applicationof Newfield
Production Company,

1001 17th Street, Suite
2000, Denver, Colo-
rado 80202, telephone
303-893-0102, for ad-
ministrative approval
of the following wells
located in Duchesne

-JILGNS 96 ABW SIUBW
-wod pajiewy “120¥8
LN fousayong ‘186
x04 Od HIRW IS
¢g ‘1aBuey joMusia
ausayIN(y - [IAIS00Y
‘saa0ID) AJS1i M 107 JUa8
agq  Kew SuAWWoD
‘eiot}0 siqisuodsay
ay1 Aq opew 3utaq
uoisiodp. ¢ 01 s01id
umouy SuI90U02 310k
ayew ued nof mou
Sunusuwod g 7102

r. .~

RO R

minedbased onfracture
gradient_information
submitted by Newfield
Production Company.
Any person desir-
ing to objeet to the
application or other-
wise - intervene in the
proceeding, must filea

* writtenprotestornotice

of intervention withthe
ivision within fifteen
days followingpublica-
tion of this notice. The
Division’s Presiding
Officer - for the ‘pro-
cecding is -Brad Hill,
Permitting Manager, at
P.O. Box 145801, Salt
Lake City, UT 84114-
5801, phone number
(801)538—5340.Ifsuch
a protest or netice of
interventionisreceived,
ahearing will be sched-
uledinaccordance with
the aforementioned ad-
ministrative procedural
rules. Protestants and/
or interveners should
be prepared to demon-
strateatthe hearinghow
this matter affects their
interests:
Dated this 23rd day
of August, 2012.
STATE OF UTAH,
DIVISION OF OIL,
GAS & MINING -~
/sl '
Brad Hill
Permitting Manager
Published inthe Uin-
tah Basin Standard
September 4, 2012.



DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS
Applicant: Newfield Production Company Well: Walton Federal 1-11-9-16
Location: 11/9S/16E API: 43-013-15792

Ownership Issues: The proposed well is located on BLM land. The well is located in the
Greater Monument Butte Unit. Lands in the one-half mile radius of the well are administered by
the BLM. The Federal Government is the mineral owner within the area of review (AOR).
Newfield and other various individuals hold the leases in the unit. Newfield has provided a list of
all surface, mineral and leaseholders in the half-mile radius. Newfield is the operator of the
Greater Monument Butte Unit. Newfield has submitted an affidavit stating that all owners and
interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 225 feet and has a cement top at the
surface. A 5% inch production casing is set at 5,205 feet. A 4 inch production liner extends from
a depth of 4,816 feet (within the production casing) to a depth of 5,901 feet. The cement bond
log demonstrates adequate bond in this well up to about 3,786 feet. A 2 7/8 inch tubing with a
packer is proposed to be set at 3,839 feet. However, it will need to be lowered, based on the
approved injection top. A mechanical integrity test will be run on the well prior to injection. On
the basis of surface locations, there are 12 producing wells, 2 P/A wells, 6 injection wells, and 1
temporarily abandoned well in the AOR. One of the producing wells is directionally drilled, with
a surface location inside the AOR and a bottom hole location outside the AOR. In addition, there
are 2 directionally drilled producing wells with surface locations outside the AOR and bottom
hole locations inside the AOR. Most of the existing wells have evidence of adequate casing and
cement for the propose injection interval. However, there are perhaps as many as six wells which
are problematic in that respect. The most problematic of these wells is the C&O Govt #1 (API#
43-013-15111) well, located approximately 0.3 mile northeast of the Walton Federal 1-11 well.
For this well the CBL (11/28/1964) demonstrates the TOC at approximately 4,886 feet. To
protect these wellbores, Newfield will not perforate the Walton Federal 1-11-9-16 above 4,964
feet (see Ground Water Protection section below).

The following discussion pertains to all UIC applications for wells located within a 0.5 mile
radius of the Jonah Unit 8-14-9-16 well (API# 43-013-32054). That well is located
approximately 0.5 mile south of the Walton Federal 1-11 well, the proposed injection well in the
current application. In the process of drilling the directional well, Jonah Federal LA-14-9-16
(API# 43-013-34164) from the existing pad occupied by Jonah Unit 8-14, on 12/25/2008
Newfield accidentally intersected the existing vertical wellbore Jonah Unit 8-14 at a depth of
1,092 feet. An application for conversion of the Jonah Unit 8-14 to a UIC injection (UIC-255.1)



Walton Federal 1-11-9-16
page 2

well had been previously submitted by Inland Production Company 4/19/2000. A conversion
permit was issued 6/15/2000 by DOGM, but an MIT was never done, and an injection permit
was never issued. Subsequent to the well collision, which destroyed the wellbore integrity of the
Jonah 8-14 well, DOGM denied further consideration of the well as a UIC injection well (memo
11/8/2010). Jonah 8-14 is currently in a temporarily abandoned status. Newfield and DOGM
agreed on a plan for monitoring the situation created by the well collision. A monitor well would
be drilled and perforated at depths which straddle the depth of the well collision. Casing and
tubing pressure gauges would be placed on both the damaged well (Jonah 8-14) and the monitor
well. Any changes in pressure or fluid level will be reported immediately to DOGM. In addition,
water samples will be taken from each well annually. The monitor well, GMBU 8-14T-9-16
(API# 43-013-50880) was completed 10/10/2012, located approximately 90 feet south-southeast
of Jonah 8-14. Prior to completion of the monitor well, it had been necessary to postpone further
consideration of the present UIC application.

Revision (07/18/2013): In preparation for cement remediation in the C&O Govt #1 well,
Newfield had a new CBL run by The Perforators, LLC on 6/18/2013. It was discovered that
cement remediation had been done by a previous operator, but the Utah DOGM was apparently
not notified, nor was an updated CBL submitted. The new CBL run for Newfield indicates
generally good cement up to a depth of 4100 feet and a higher interval of fairly good cement
between 2682 and 2814 feet. Inasmuch as this well was the principal obstacle to granting
Newtfield’s requested injection interval (3,870°-5,863’) in the Walton Federal 1-11 well, DOGM
is prepared to raise the permitted injection top to 3,980’, which includes all existing perforations.
However, there are two active injection wells in the AOR with problematic light cement in the
correlative depth interval. Newfield will be required to regularly monitor the pressure between
the surface casing and production casing in these wells. These wells are Monument Federal 33-
11J (43-013-31451) and Monument Federal 41-14J (43-013-31408).

Ground Water Protection: As interpreted from the Utah Geological Survey’s DOE Project-
Uinta Basin Water Draft Map (Paul B. Anderson, December 2, 2011), the base of moderately
saline water (3000-10,000 mg/1 TDS) is at a depth of approximately 2000 feet. The requested
injection interval is between 3,870 feet and 5,863 feet in the Green River Formation. (See
Revision 07/18/2013 above) However, the top of acceptable cement bond is at about 4,886 feet
in the C&O Govt #1 well, located within the AOR, approximately 0.3 mile northeast of the
Walton Federal 1-11 well. This cement top correlates to a depth of approximately 4,864 feet in
the Walton Federal 1-11 well. For this reason, it is recommended that the top of the injection
interval be permitted no higher than a depth of 4,964 feet in the Walton Federal 1-11 well.
Information submitted by Newfield indicates that the fracture gradient for the 1-11-9-16 well is
0.76 psi/ft., which was the lowest reported fracture gradient for the injection zone. The resulting
minimum fracture pressure for the proposed injection interval is 1,735 psig. The requested
maximum pressure is 1,735 psig. The anticipated average injection pressure is 1100 psig.
Injection at this pressure should not initiate any new fractures or propagate existing fractures in



Walton Federal 1-11-9-16
page3

the adjacent confining intervals. Any groundwater present should be adequately protected.
Additionally, it will be required to monitor pressure, fluid levels, and water quality in the
intersected well, Jonah Unit 8-14, and the monitor well, GMBU 8-14T-9-16, as described in the

Well Integrity section above.

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the arca have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s):_ Mark Reinbold Date: 11/14/2012 (rev. 7/18/2013)
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State of Utah

DEPARTMENT OF NATURAL RESOURCES
MICHAEL R. STYLER

GARY R. HERBERT Executive Director
Governor Division of Oil, Gas and Mining

GREGORY S. BELL JOHN R. BAZA

Lieutenant Governor Division Director

November 15, 2012

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Walton Federal 1-11-9-16, Section 11, Township 9
South, Range 16 East, SLBM, Duchesne County, Utah, API Well # 43-013-15792

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the
"Division") issues its administrative approval for conversion of the referenced well to a Class II
injection well. Accordingly, the following stipulations shall apply for full compliance with this
approval:

1. Compliance with all applicable requirements for the operation, maintenance
and reporting for Underground Injection Control ("UIC") Class II injection
wells pursuant to Utah Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application
submitted by Newfield Production Company.

W

. A casing\tubing pressure test shall be conducted prior to commencing
injection.

4. Pressure shall be monitored between the surface casing and the production
casing on a regular basis. Any pressure changes observed shall be reported to
the Division immediately.

5. Water levels, as well as casing and tubing pressures, in both the monitor well,
GMBU 8-14T-9-16 (43-013-50880) and the damaged well, Jonah Unit 8-14-
9-16 (43-013-32054) shall be checked and recorded on a regular basis. Also,
water samples from both wells will be collected and analyzed annually. Any
observed changes shall be reported to the Division immediately.

6. The top of the injection interval shall be limited to a depth no higher than
4,964 feet in the Walton Federal 1-11-9-16 well.

UTAH

DNR
]

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801 OIL, GAS & MINING
telephone (801) 538-5340 o facsimile (801) 359-3940 « TTY (801) 538-7458 « www.ogm.utah.gov



November 15, 2012
Conversion Approval — Walton Federal 1-11-9-16
Page 2

A final approval to commence injection will be issued upon satisfactory completion of the
listed stipulations. If you have any questions regarding this approval or the necessary requirements,
please contact Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

Clite o Yt

4. John Rogers
" Associate Director

JR/MLR/js
cc:  Bruce Suchomel, Environmental Protection Agency
Bureau of Land Management, Vernal
Duchesne County
Newfield Production Company, Myton
Well File
N:\O&G Reviewed Docs\ChronFile\UIC



State of Utah

DEPARTMENT OF NATURAL RESOURCES
- MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY 8. BELL JOHN R. BAZA
Lieutenant Governor Division Director

November 15, 2012
Revised July 18,2013

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Walton Federal 1-11-9-16, Section 11, Township 9
South, Range 16 East, SLBM, Duchesne County, Utah, APT Well # 43-013-15792

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the
"Division") issues its administrative approval for conversion of the referenced well to a Class II
injection well. Accordingly, the following stipulations shall apply for full compliance with this
approval:

1. Compliance with all applicable requirements for the operation, maintenance
and reporting for Underground Injection Control ("UIC") Class II injection
wells pursuant to Utah Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application
submitted by Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing
injection.

4. Pressure shall be monitored between the surface casing and the production
casing on a regular basis. Any pressure changes observed shall be reported to
the Division immediately.

5. Water levels, as well as casing and tubing pressures, in both the monitor well,
GMBU 8-14T-9-16 (43-013-50880) and the damaged well, Jonah Unit 8-14-
9-16 (43-013-32054) shall be checked and recorded on a regular basis. Also,
water samples from both wells will be collected and analyzed annually. Any
observed changes shall be reported to the Division immediately.

UTAH

DNR
]

OIL, GAS & MINING

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 » facsimile (801) 359-3940 « TTY (801) 538-7458 « www.ogm. utah.gov
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Conversion Approval — Walton Federal 1-11-9-16
Page 2

6. Because the cement tops are problematic in the Monument Federal 33-
11J well (43-013-31451) and the Monument Federal 41-14J well (43-013-
31408), pressure between the surface casing and the production casing in
these wells shall be monitored on a regular basis. Any observed pressure
changes shall be reported to the Division immediately.

7. The top of the injection interval shall be limited to a depth no higher than
4,964 feet revised to 3,980 feet in the Walton Federal 1-11-9-16 well.

A final approval to commence injection will be issued upon satisfactory completion of the
listed stipulations. If you have any questions regarding this approval or the necessary requirements,
please contact Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

hn Rogers
Associate Director

JR/BGH/MLR/js

cc: Bruce Suchomel, Environmental Protection Agency
Bureau of Land Management, Vernal
Duchesne County
Newfield Production Company, Myton
Well File

N:AO&G Reviewed Docs\ChronFile\UIC



S:undry Number: 41269 API Well Number: 43013157920000

FORM 9

STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES 5 LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING  6a20 '

SUNDRY NOTICES AND REPORTS ON WELLS 8. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below — y— — -
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7él‘|'vTéL°rG%‘QOGREEMENT NAME:
FOR PERMIT TO DRILL form for such proposals. ( )

1. TYPE OF WELL. - . - 8. WELL NAME and NUMBER: _
Oil well WALTON FED 1
2. NAME OF OPERATOR: 77' - 7 7 ‘ “[9. API NUMBER: i
NEWFIELD PRODUCTION COMPANY 43013157920000
3. ADDRESS OF OPERATOR: - ’ PHONE NUMBER: 7 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
0705 FSL 0704 FEL .
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESE Section: 11 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING D CASING REPAIR
a NOTICE OF INTENT [T cnance To prREVIOUS PLANS [ cnance Tuene [ crance werL name
Approximate date work will start:
l CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS J CONVERT WELL TYPE
J SUBSEQUENT REPORT
Date of Work Completion: D DEEPEN D FRACTURE TREAT D NEW CONSTRUCTION
EI OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
1 spup ReporT O rropuction sTarT or RESUME [0 recLamation oF weLL sire [ recompLETE DIFFERENT FORMATION
Date of Spud:
D REPERFORATE CURRENT FORMATION I:] SIDETRACK TO REPAIR WELL D TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL
D DRILLING REPORT .
Report Date: D WATER SHUTOFF D 81 TA STATUS EXTENSION D APD EXTENSION
D WILDCAT WELL DETERMINATION l:l OTHER OTHER: l |

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including’ dates, depths, volumes, étc.
The subject well has been converted from a producing oil well to an Accepted by the
injection well on 08/06/2013. On 08/07/2013 Chris Jensen with the Utah Division of
State of Utah DOGM was contacted concerning the initial MIT on the Oil, Gas and Mining
above listed well. On 08/08/2013 the casing was pressured up to 1430 Date: September 12, 2013
psig and charted for 30 minutes with no pressure loss. The well was not N P Y
injecting during the test. The tubing pressure was 100 psig during the By:
test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Lucy Chavez-Naupoto 435 646-4874 Water Services Technician
SIGNATURE DATE

N/A 8/13/2013

RECEIVED: Aug. 13, 2013



Sundry Number: 41269 API Well Number: 43013157920000
Mechanical Integrity Test
Casing or Annulus Pressure Test
Newfield Production Company

Rt. 3 Box 3630
Myton, UT 84052
435-646-3721
Witness: Date £ 1 f120/3 Time 2.2 mpm
Test Conducted by: '_'11\_04.' lazenhy
Others Present:

Fleld: Moot TBulke

Well Location: 55/5 Sec.il, T95, RiLE APl No: 13-013-18772

DV‘M\\. <o, OT"

uTv-89539X

Time Casing Pressure
0 min |430 psig
5 1430 psig
10 )M 30 psig
15 1M30 psig
20 ju%o0 psig
25 14%0 psig
30 min 1450 psig
35 psig
40 ) psig
45 psig
50 psig
55 psig
60 min psig
Tubing pressure: /00 psig
Result: Pass Fail

Signature of Witness:

Signature of Persbn Conducting Test: % M
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S,imdry Number: 41269 API Well Number: 43013157920000
Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundry
WALTON 1-11-9-16

6/1/2013 To 10/30/2013
8/8/2013 Day:3 Conversion

WWS #9 on 8/8/2013 - TOOH breaking collars, set pkr - Rig up, PU on rods unseat pump,
pres up pump 75 bbls down csg. Then push tbg w/35bbls reset fill w 6 bbls test to 3000psi.
Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4
per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU BOP RD floor. TOOH
breaking collars 80 jts out. - Flush thg w/30 bbls cent TOOH breaking collars 125 jts out. LD
27 extra jts make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87
profile sub, XO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press
up to 3000 psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs
wait on fresh water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000+# tension.
Press up and check in AM, - Rig up, PU on rods unseat pump, pres up pump 75 bbls down csg.
Then push tbg w/35bbis reset fill w 6 bbls test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4
slick. Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu
on TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out. - MIRUSU, wait
on deadman check, no truck, showed up after 5 - MIRUSu, wait on deadman check, no truck,
showed up after 5 - MIRUSu, wait on deadman check, no truck, showed up after 5 - Rig up,
PU on rods unseat pump, pres up pump 75 bbis down csg. Then push tbg w/35bbls reset fill w
6 bbls test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbls @250. LD
rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU
BOP RD floor. TOOH breaking collars 80 jts out. - Flush tbg w/30 bbls cont TOOH breaking
collars 125 jts out. LD 27 extra jis make PKR assembly. TIH w 2-3/8 wireline re-entry guide
2-3/8 X-N nipple 1.87 profile sub, XO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx
fill tbg w 23 bbls press up to 3000 psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV
POOH rd floor ND BOPs wait on fresh water. Pump 65 bbls w packer fluid Set PKR @3945 C.E.
w 15000+# tension. Press up and check in AM. - Flush tbg w/30 bbis cont TOOH breaking
collars 125 jts out. LD 27 extra jts make PKR assembly. TIH w 2-3/8 wireline re-entry guide
2-3/8 X-N nipple 1.87 profile sub, XO, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx
fill tbg w 23 bbls press up to 3000 psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV
POOH rd floor ND BOPs wait on fresh water. Pump 65 bbls w packer fluid Set PKR @3945 C.E.
w 15000+# tension. Press up and check in AM, - MIRUSu, wait on deadman check, no truck,
showed up after 5 - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra
jts make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
X0, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SY POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 150004# tension. Press up and
check in AM, - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
X0, packer, on-off tool. PSN 125 jts, pump 10 bbis prop sx fill tbg w 23 bbls press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
X0, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bblis press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Rig up, PU on rods unseat pump, pres up pump 75 bbis down csg. Then push
tbg w/35bbls reset fill w 6 bbls test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick.
Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on
TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out. - Rig up,-PU on rods

http://www.inewfld.com/denver/SumActRpt.asp?RC=152347& API=4301315792&MinDate... 8/9/2013



Sundry Number: 41269 API Well Number: 43013157920000
Summary Rig Activity Page 2 of 3

unseat pump, pres up pump 75 bbls down csg. Then push tbg w/35bbls reset fill w 6 bbls test
to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbls @250. LD rods 8-3/4
slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU BOP RD floor.
TOOH breaking collars 80 jts out. - Rig up, PU on rods unseat pump, pres up pump 75 bbis
down csg. Then push tbg w/35bbls reset fill w 6 bbls test to 3000psi. Good, LD rods 90-3/4
4pers 31-3/4 slick. Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars
pump . ND WH pu on TBG TAC was not set NU BOP RD fioor. TOOH breaking collars 80 jts out.
- MIRUSu, wait on deadman check, no truck, showed up after 5 - MIRUSu, wait on deadman
check, no truck, showed up after 5 - MIRUSu, wait on deadman check, no truck, showed up
after 5 - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts make
PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub, XO,
packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press up to 3000 psi.
Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floar ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000+# tension. Press up and
check in AM. - Flush tbg w/30 bbis cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
X0, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbis press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembiy. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
X0, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill thg w 23 bbls press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Rig up, PU on rods unseat pump, pres up pump 75 bbls down csg. Then push
tbg w/35bbls reset fill w 6 bblis test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick.
Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on
TBG TAC was not set NU BOP RD floor. TOOH breaking coltars 80 jts out. - Rig up, PU on rods
unseat pump, pres up pump 75 bbls down csg. Then push tbg w/35bbls reset fill w 6 bbls test
to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbls @250. LD rods 8-3/4
slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU BOP RD floor.
TOOH breaking collars 80 jts out. - Rig up, PU on rods unseat pump, pres up pump 75 bbls
down csg. Then push tbg w/35bbls reset fill w 6 bbls test to 3000psi. Good, LD rods 90-3/4
4pers 31-3/4 slick. Flush w/20bbils @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars
pump . ND WH pu on TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out,
- MIRUSu, wait on deadman check, no truck, showed up after 5 - MIRUSuU, wait on deadman
check, no truck, showed up after 5 - MIRUSuU, wait on deadman check, no truck, showed up
after 5 - Flush thg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts make
PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub, XO,
packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fill tbg w 23 bbls press up to 3000 psi.
Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fluid Set PKR @3945 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
X0, packer, on-off tool. PSN 125 jts, pump 10 bbis prop sx fill tbg w 23 bbls press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POCH rd floor ND BOPs wait on fresh
water. Pump 65 bbis w packer fluid Set PKR @33%45 C.E. w 15000# tension. Press up and
check in AM. - Flush tbg w/30 bbls cont TOOH breaking collars 125 jts out. LD 27 extra jts
make PKR assembly. TIH w 2-3/8 wireline re-entry guide 2-3/8 X-N nipple 1.87 profile sub,
X0, packer, on-off tool. PSN 125 jts, pump 10 bbls prop sx fiil tbg w 23 bbls press up to 3000
psi. Lost 200 psi bump back up to 3000 psi. Retrieve SV POOH rd floor ND BOPs wait on fresh
water. Pump 65 bbls w packer fiuid Set PKR @3945 C.E. w 15000+# tension. Press up and
check in AM. - Rig up, PU on rods unseat pump, pres up pump 75 bbls down csg. Then push
tbg w/35bbls reset fill w 6 bbls test to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick.
Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on
TBG TAC was not set NU BOP RD fioor. TOOH breaking coliars 80 jts out. - Rig up, PU on rods

http://www.inewfld.com/denver/SumActRpt.asp?RC=152347& API=4301315792&MinDate... 8/9/2013



‘Sundry Number: 41269 API Well Number: 43013157920000
Summary Rig Activity Page 3 of 3

unseat pump, pres up pump 75 bbls down csg. Then push tbg w/35bbls reset fill w 6 bbls test
to 3000psi. Good, LD rods 90-3/4 4pers 31-3/4 slick. Flush w/20bbls @250. LD rods 8-3/4
slick 49-3/4 per 6-1 1/2 wt bars pump . ND WH pu on TBG TAC was not set NU BOP RD floor.
TOOH breaking collars 80 jts out. - Rig up, PU on rods unseat pump, pres up pump 75 bbls
down csg. Then push tbg w/35bbls reset fill w 6 bbls test to 3000psi. Good, LD rods 90-3/4
4pers 31-3/4 slick. Flush w/20bbls @250. LD rods 8-3/4 slick 49-3/4 per 6-1 1/2 wt bars
pump . ND WH pu on TBG TAC was not set NU BOP RD floor. TOOH breaking collars 80 jts out.
- MIRUSU, wait on deadman check, no truck, showed up after 5 - MIRUSuU, wait on deadman
check, no truck, showed up after 5 Finalized

Daily Cost: $0

Cumulative Cost: $28,258

8/9/2013 Day: 4 Conversion

Rigless on 8/9/2013 - Conduct initial MIT - On 08/07/2013 Chris Jensen with the State of Utah
DOGM was contacted concerning the initial MIT on the above listed well. On 08/08/2013 the
casing was pressured up to 1430 psig and charted for 30 minutes with no pressure loss. The
well was not injecting during the test. The tubing pressure was 100 psig during the test. There
was not a State representative available to witness the test. - On 08/07/2013 Chris Jensen
with the State of Utah DOGM was contacted concerning the initial MIT on the above listed
well. On 08/08/2013 the casing was pressured up to 1430 psig and charted for 30 minutes
with no pressure loss. The well was not injecting during the test. The tubing pressure was 100
psig during the test. There was not a State representative available to witness the test. - On
08/07/2013 Chris Jensen with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 08/08/2013 the casing was pressured up to 1430 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 100 psig during the test. There was not a State representative available
to witness the test. - On 08/07/2013 Chris Jensen with the State of Utah DOGM was contacted
concerning the initial MIT on the above listed well. On 08/08/2013 the casing was pressured
up to 1430 psig and charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tubing pressure was 100 psig during the test. There was not a State
representative available to witness the test. Finalized

Daily Cost: $0

Cumulative Cost: $53,970

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152347&AP1=4301315792&MinDate... 8/9/2013
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Spud Date: 4/01/1964
Pul on Production: 05/11/1964
Gl 5501 KB: 55137

Walton Federal 1-11-9-16

[njection Wellbore

."Shndry Number: 41269 API Well Number: 43013157920000

Initial Production: 1073 BOPD,
100 MCFG

Diagram
SURFACE CASING . - ERAC JOB
CS8G SIZE 9-5/8" 5107064 5007 3020 Frac zone as follows: 21,0004 20/40 sand + 20004
. 8/12 beads w 300 bbt crude ait Teeated @ 3750 psi
GRADE J-55 437 BPM
WEIGHT 3224 Casing Shoe @ 225' 0TG4 4733446 Frac zone as follows: 20,0008 20740 sand + 20004
R 5 , 8/12 beads m 473 bbl crude oil Treated ¢ 3700 pst @
LENGTH 7jts (212) 12 BPM
DEPTH LANDED 225" 10/05/66 4735750847 Frac 2one as follows: 62,0008 2040 sand + 20004
. beads in 1750 bbl 1% acctic acd Treated 5 2800 psi -
HOLE SIZE 12-1/4 @ 34 BPM Calc flush 5075 gal Actual flush 6500
CEMENT DATA 225 sxs cement !
] ., 925196 5007°-3084" Frac zone as lollows: 29.760# 16/30 sand m 168 bbl
SN@399t KCI Treated «, 3450 psi é; 13 BPM, ISIP 1990 psi
On Off Tool @ 3949° 935096 4389"-4746" Frac zone as follows: 12.000% 16/30 sand w 212 bbt
Packer @ 3946’ KCI Treated & 2900 psi i 22 3 BPM, ISIP 2520 pst
PRODUCTION CASING X/N Nipple @ 39547 RIFHO3  3456°-5618 Frac CP1, CP2, & CP3 gaunds as follows;
CSG SIZE: §-1/2" EOT @ 3955 120.283# 20/40 sand 1n 879 Bbis Vikng 1-25 fluid
Treated «@: avg press of 3825 pss w/ avy rate of
GRADE J-55 . b3 3080"3003" 144 BPM ISIP 1770 psi Calc flush: 1270 Gal
— Actual flush: {218 gal
WEIGHT 15 5# ] )
) E i 4000" (Squeeze) 8/12/03 45894397 Re-Frac D1 sands as follows:
LENGTH 167 jts (5192%) -+ == 4001'-4016 20.026# 20440 sand 10 235 Bbls Viking [-25 flud
DEPTH LANDED- 5205 ] ] . R Treated @ avg press of 3340 psi w/ avg rate of
b 'ﬁt 4021°-4026 i73BPM ISIP 3850 psi Calc Rusk 4587 gal
HOLE SIZE 7 7/8” TOC @ 4056° _ - Lonrams Actual Hush. 4410 gal
« = = E . N .
CEMENT DATA 400 sacks cmt -l B/13/03 4196 4363 ,‘f“ PB7,PBIC, & PBI} sands ?s TDIIDWf. )
- (= ., ' 65 4804 20/40 sand sn 483 Bbls Viking 1-23 fuid
. 15 (=2 407174087 \
CEMENT TOP AT 4056 per CBL [] [] Treated ‘o; avg. press of 3225 psi w/ avy rate of
= F=1= 4090°-4094" 236 BPM ISIP- 3830 psi. Cale Flush: 4188 gal
-1 L oo ai00 Actal flush: 2142 gal (Scracned Qut)
CSG SIZE: 4" i- ‘.‘- - 8/13/03 39891129’ Frac GBZ, GB4, and GBG6 sands as follows:
GRADE 155 v === 41207-4129° 155,1024 20/40 sand 11 996 Bbls Viking {-23 fluid
- !_ _! | . Treated 4 avg press of {950 psi w/ avg. rate of
WEIGHT 11# r-— -i- 41907-4196 24 5BPM. ISIP 2200 psi Calc flush 3987 gal
LENGTH 1077 == - 4283-4287 Actual flush -3906 gal
- » [} 9720/10 Re-Completion
DEPTH LANDED 5901° -';—‘ '.;.-‘. 429742957 91400 5018-5083 Frac A1 & A3 sands as lollows:
o =g~ 4331'-4334" 33495# 20/40 sand 10 261 bbis Lightnung 17 fuid
" =) =%
HOLESIZE 43/4 B [] 086713 Convert to Injection Well
CEMENT DATA 201 sacks cmt %‘ % 4340°-4349° 08/08/13 Conversion MIT Finalized - update thg detail
CEMENT TOP AT 7997 After squeeze ? % 435374363
47 Liner Top @ 4816° = hed 458074507 PERFORATION RECORD
. . 5/06/64 50207 3SPF 03 holes
S 3 47154719 5/06/64 5013’ 3SPF 03 holes
1 1 5/06/64  S007 3SPF 03 holes
=) 4735 5/06/64 4746 38PF 03 holes
- - 4746 si06/64  4735° 3ISPF 03 holes
TUBING 10/5/66  5075" | SPF 01 hole
10/5/66  5084° 1 SPF 01 hole

SIZE/GRADE/WT 2-7/8"7]-55/6 54 4" Liner Top @ 4816’

08/1982 4389'-4597" 4 SPF 32 holes

NO OF JOINTS 125jls (3927 1%) 5 $001°-5025" 9/24/96  5072'-5078 2SPF 12 holes
o = soot*- /2496 S0AG'-5054° 2 SPF 16 holes
SEATING NIPPLE 2-7/8" (1 10°) == 5018-5022° 9/24196 4T15°-d719' 4SPF 16 holes
SN LANDED AT 3939 1" KB L S044°-5054" 0124/96  4500'4595° 4 SPF 20 holes
. . . 724/03  4000' (squeeze) 4 JSPF 4 holes
ON/OFF TOOL AT 3940 2 5048-5050° $/11/03  5515°-5618° 4 JSPF 12 holes
ARROW i1 PACKER CE AT 3945 71° 5058"-5067" 8/11/03 5602'-5611° 4 JSPF 36 holes
) o 81103 55745578 4ISPE 16 holes

XO 2-3/8 x 2-U8 155 AT 39492° 5069'-5077

8/11/03  5556°-5559° 4 JSPF 12 holes

TBG PUP 2-3/8 1-55 AT 3049 7' 5072-5074° /11/63 553875540 4JSPF 8 holes

) 0725078 8/11/03  S531°-5538" 4JSPF 16 holes
X/NNIPPLE AT 3953 9 8/11/03  §525°-5528° 4 JSPF 12 holes
TOTAL STRING LENGTH EOT @ 3955 41 5081-5083" 8/11/03  5456°-5472° 43ISPF 64 holes

08075088 8/12/03  4353'-4363' 4 ISPF 40 holes

8/12/03  4340°-4349" 4 JSPF 36 holes
8/12/03  4331’-4334" 4 JSPF 12 holes
8/12/03  4292'-4295" 4 JSPF 12 holes
8/12/03  4283°-4287" 4 JSPF 16 holes

519" SHOE @ 5205°

AL (AL L {1

M

/12003 4190°-4196" 4JSPF 24 holes

Sa56-5472" 8/13/03  4120°-4129° 4JSPF 36 holes

o 8/13/03  4097°-4100° 4 [SPF {2 holes

5525'-3528 8/13/03  4090°-4094° 4 JSPF 16 holes

553175535 8/13/03  4071°-4087° 4JSPF 64 holes

NEWFIELD 1 _ . 8/13/03  4031'-4035" 4 JSPF 16 holes
'ﬁ: $538'-5540 8/13/03 4021°-4026° 4JSPF 20 holes

= S~ 55567-5559° 8/13/03  4001-4016' 4JSPF GO holes

8/13/03 3989-3993° 4JSPF 16 holes

Walton Federal 1-11-9-16 :E g’; 55747.5578° 8/14/03  5080'-5088° 2ISPF 16 holes
705’ FSL & 704° FEL -E 1. 5602"-5611° 8/14/03  5069°-5077" 2 §SPF 16 holes
SESE Section 11-T9S-RI6E B/14/03  5058°-5067" 2 JSPF (8 holes
56157-5618" B/I4/03  5044°-5054° 21SPF 20 holes

Duchesne Co, Utah
AP1#43-013-15792; Lease #U-096550

8/14/03  S001°-5029° 2 ISPF 56 hales
9/L4/10  S081-5083" 3 ISPF 6 holes
410 5072-5074" 3 JSPF 6 holes
9/14/10  5048-3050° 3 JSPF 6 holes
/1410 5018-3022° 3 JSPF (2 holes

i
/—1ﬁHﬂ

PBTD @) 5863"
TD @ 5903°

LCN gkri2n3



GARY R. HERBERT
Governor

GREGORY S. BELL
Lieutenant Governor

Operator:
Well:
Location:
County:
API No.:
Well Type:

State of Utah

DEPARTMENT OF NATURAL RESOURCES
MICHAEL R. STYLER

Executive Director
Division of Oil, Gas and Mining

JOHN R. BAZA
Division Director

UNDERGROUND INJECTION CONTROL PERMIT
Cause No. UIC-398

Newfield Production Company

Walton Federal 1

Section 11, Township 9 South, Range 16 East
Duchesne

43-013-15792

Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on November 15, 2012 and amended
July 18, 2013.

2. Maximum Allowable Injection Pressure: 1,735 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (3,980 — 5,863")

5. Water levels, as well as casing and tubing pressures, in both the monitor well, GMBU 8-
14T-9-16 (43-013-50880) and the damaged well, Jonah Unit 8-14-9-16 (43-013-32054)
shall be checked and recorded on a regular basis. Also, water samples from both wells will
be collected and analyzed annually. Any observed changes shall be reported to the
Division immediately.

6. Because the cement tops are problematic in the Monument Federal 33-11J well (43-013-
31451) and the Monument Federal 41-14J well (41-013-31408), pressure between the
surface casing and the production casing in these wells shall be monitored on a regular
basis. Any observed pressure changes shall be reported to the Division immediately.

7. Any subsequent wells drilled within a % mile radius of this well shall have production
casing cement brought up to or above the top of the unitized interval for the Greater
Monument Butte Unit. :

Approved by: 7 -1 -2c1 3

JR/MLR/js

Date

cc:  Bruce Suchomel, Environmental Protection Agency
Bureau of Land Management, Vernal
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton UTAH

Duchesne County DNR

Well File

NAO&G Reviewed Docs\ChronFile\UIC\Newfield X

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801
telephone (801) 538-5340 « facsimile (801) 359-3940 « TTY (801) 538-7458 « www.ogm.utah.gov

OIL, GAS & MINING



Sundry Number: 42886 API Well Number: 43013157920000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES 5 LEASE bESIGNATION AVNIVJ SERIAL NUMBER'
DIVISION OF OIL, GAS, AND MINING 05550 '

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below

current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION | 7:UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)
1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well WALTON FED 1
2. NAME OF OPERATOR: — ' ' — ' 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013157920000
3. ADDRESS OF OPERATOR: ' - ' ' PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630, Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
0705 FSL 0704 FEL )
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESE Section: 11 Township: 09.0S Range: 16.0E Meridian: S UTAH

11,

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
O acioize O aLrercasme [ caswcrerar
[ worice oF rent ) [ cHance o previous pLans O cuance Tusing O cranceweL name
Approximate date work will start:
V' CHANGE WELL sTATUS O commeLE PRODUCING FORMATIONS ' CONVERT WELL TYPE
v SUBSEQUENT REPORT
Date of Work Completion: [ oeeren [ rracture TREAT [ new consTrucTION
[0 operator cance [T #Luc anp ABANDON [ pLuc sack
[ spup RepoRT [ erobuction sTART oR RESUME [ RrecLamaTion oF weLe siTe [ RrecompLeTe oiFFERENT ForRMATION
Date of Spud:
[J RepERFORATE CURRENT FORMATION [ sipetrack To REPAR WELL [ +emporary ABANDON
[ rusine repair [ vent or rLare [ warer bisposar
[ briLine Reporr
Report Date: [J warer shurorr [ si7a status exrension [ aep exrension
[ wiLbcat weLt peTeRMINATION [ ormer OTHER: | !

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, eté.
The above reference well was put on injection at 9:45 AM on Accepted by the
09/20/2013. Utah Division of
Qil, Gas and Mining

Date: November 04, 2013

NAME (PLEASE PRINT) 'PHONE NUMBER | TITLE

Lucy Chavez-Naupoto 435 646-4874 Water Services Technician
SIGNATURE DATE

N/A 9/24/2013

RECEIVED: Sep. 24, 2013




